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	Start of the change



<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955519][bookmark: _Toc29460945][bookmark: _Toc29505677][bookmark: _Toc36556202][bookmark: _Toc45881641][bookmark: _Toc51852275][bookmark: _Toc56620226][bookmark: _Toc64447866][bookmark: _Toc74152641]8.3.7	DL Data Notification
[bookmark: _Toc20955520][bookmark: _Toc29460946][bookmark: _Toc29505678][bookmark: _Toc36556203][bookmark: _Toc45881642][bookmark: _Toc51852276][bookmark: _Toc56620227][bookmark: _Toc64447867][bookmark: _Toc74152642]8.3.7.1	General
This procedure is initiated by the gNB-CU-UP to indicate the detection of DL data arrival for the UE. The procedure uses UE-associated signalling.
[bookmark: _Toc20955521][bookmark: _Toc29460947][bookmark: _Toc29505679][bookmark: _Toc36556204][bookmark: _Toc45881643][bookmark: _Toc51852277][bookmark: _Toc56620228][bookmark: _Toc64447868][bookmark: _Toc74152643]8.3.7.2	Successful Operation


Figure 8.3.7.2-1: DL Data Notification procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the DL DATA NOTIFICATION message to the gNB-CU-CP.
If the PPI IE is included in the DL DATA NOTIFICATION message, the gNB-CU-CP shall use it for paging policy differentiation
If the Paging Cause IE is included in the DL DATA NOTIFICATION message, the gNB-CU-CP may use it according to TS 23.501 [20] and TS 38.300 [4].

<<<<<<<<<<<<<<<<<<<< End of 1st Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955575][bookmark: _Toc29461010][bookmark: _Toc29505742][bookmark: _Toc36556267][bookmark: _Toc45881725][bookmark: _Toc51852363][bookmark: _Toc56620314][bookmark: _Toc64447954][bookmark: _Toc74152729]9.2.2.13	DL DATA NOTIFICATION
This message is sent by the gNB-CU-UP to provide information about the DL data detection to the gNB-CU-CP.
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Paging Priority Indicator (PPI)
	O
	
	9.3.1.55
	
	YES
	ignore

	Paging Cause
	O
	
	9.3.1.xx
	
	YES
	ignore




<<<<<<<<<<<<<<<<<<<< End of 2nd Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< 3rd Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955321][bookmark: _Toc29503772][bookmark: _Toc29504356][bookmark: _Toc29504940][bookmark: _Toc36553392][bookmark: _Toc36555119][bookmark: _Toc45652498][bookmark: _Toc45658930][bookmark: _Toc45720750][bookmark: _Toc45798628][bookmark: _Toc45898017][bookmark: _Toc51746222][bookmark: _Toc64446486][bookmark: _Toc73982356][bookmark: _Toc81304941]9.3.1.xx 	Paging Cause
This IE indicates the paging cause for the service indication to support RAN-based paging as specified in TS 23.501 [20].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Cause
	M
	
	ENUMERATED (voice, …)
	



Editor’s Note: the coding of this IE is FFS.

<<<<<<<<<<<<<<<<<<<< End of 3rd Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< 4th Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955683][bookmark: _Toc29461126][bookmark: _Toc29505858][bookmark: _Toc36556383][bookmark: _Toc45881870][bookmark: _Toc51852511][bookmark: _Toc56620462][bookmark: _Toc64448104][bookmark: _Toc74152880]9.4.4	PDU Definitions
[bookmark: _Hlk506316534]-- ASN1START
-- **************************************************************
--
-- PDU definitions for E1AP
--
-- **************************************************************

E1AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	GNB-CU-CP-UE-E1AP-ID,
	GNB-CU-UP-UE-E1AP-ID,
	UE-associatedLogicalE1-ConnectionItem,
	GNB-CU-UP-ID,
	GNB-CU-UP-Name,
	Extended-GNB-CU-UP-Name,
	GNB-CU-CP-Name,
	Extended-GNB-CU-CP-Name,
	CNSupport,
	PLMN-Identity,
	Slice-Support-List,
	NR-CGI-Support-List,
	QoS-Parameters-Support-List,
	SecurityInformation,
	BitRate,
	BearerContextStatusChange,
	DRB-To-Setup-List-EUTRAN,
	DRB-Setup-List-EUTRAN,
	DRB-Failed-List-EUTRAN,
	DRB-To-Modify-List-EUTRAN,
	DRB-Measurement-Results-Information-List,
	DRB-Modified-List-EUTRAN,
	DRB-Failed-To-Modify-List-EUTRAN,
	DRB-To-Remove-List-EUTRAN,
	DRB-Required-To-Remove-List-EUTRAN,
	DRB-Required-To-Modify-List-EUTRAN,
	DRB-Confirm-Modified-List-EUTRAN,
	DRB-To-Setup-Mod-List-EUTRAN,
	DRB-Setup-Mod-List-EUTRAN,
	DRB-Failed-Mod-List-EUTRAN,
	ExtendedSliceSupportList,
	PDU-Session-Resource-To-Setup-List,
	PDU-Session-Resource-Setup-List,
	PDU-Session-Resource-Failed-List,
	PDU-Session-Resource-To-Modify-List,
	PDU-Session-Resource-Modified-List,
	PDU-Session-Resource-Failed-To-Modify-List,
	PDU-Session-Resource-To-Remove-List,
	PDU-Session-Resource-Required-To-Modify-List,
	PDU-Session-Resource-Confirm-Modified-List,
	PDU-Session-Resource-To-Setup-Mod-List,
	PDU-Session-Resource-Setup-Mod-List,
	PDU-Session-Resource-Failed-Mod-List,
	PDU-Session-To-Notify-List,
	DRB-Status-Item,
	DRB-Activity-Item,
	Data-Usage-Report-List,
	TimeToWait,
	ActivityNotificationLevel,
	ActivityInformation,
	New-UL-TNL-Information-Required,
	GNB-CU-CP-TNLA-Setup-Item,
	GNB-CU-CP-TNLA-Failed-To-Setup-Item,
	GNB-CU-CP-TNLA-To-Add-Item,
	GNB-CU-CP-TNLA-To-Remove-Item,
	GNB-CU-CP-TNLA-To-Update-Item,
	GNB-CU-UP-TNLA-To-Remove-Item,
	TransactionID,
	Inactivity-Timer,
	DRBs-Subject-To-Counter-Check-List-EUTRAN,
	DRBs-Subject-To-Counter-Check-List-NG-RAN,
	PPI,
	GNB-CU-UP-Capacity,
	GNB-CU-UP-OverloadInformation,
	DataDiscardRequired,
	PDU-Session-Resource-Data-Usage-List,
	RANUEID,
	GNB-DU-ID,
	TraceID,
	TraceActivation,
	SubscriberProfileIDforRFP,
	AdditionalRRMPriorityIndex,
	RetainabilityMeasurementsInfo,
	Transport-Layer-Address-Info,
	HW-CapacityIndicator,
	RegistrationRequest,
	ReportCharacteristics,
	ReportingPeriodicity,
	TNL-AvailableCapacityIndicator,
	DLUPTNLAddressToUpdateItem,
	ULUPTNLAddressToUpdateItem,
	NPNContextInfo,
	NPNSupportInfo,
	MDTPLMNList,
	PrivacyIndicator,
	URIaddress,
	DRBs-Subject-To-Early-Forwarding-List,
	CHOInitiation,
	ExtendedSliceSupportList,
	TransportLayerAddress,
	AdditionalHandoverInfo,
	Extended-NR-CGI-Support-List,
	PagingCause


FROM E1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-SingleContainer{},
	E1AP-PRIVATE-IES,
	E1AP-PROTOCOL-EXTENSION,
	E1AP-PROTOCOL-IES


FROM E1AP-Containers
	
	id-Cause,
	id-CriticalityDiagnostics,
	id-gNB-CU-CP-UE-E1AP-ID, 
	id-gNB-CU-UP-UE-E1AP-ID,
	id-ResetType,
	id-UE-associatedLogicalE1-ConnectionItem,
	id-UE-associatedLogicalE1-ConnectionListResAck,
	id-gNB-CU-UP-ID,
	id-gNB-CU-UP-Name,
	id-Extended-GNB-CU-UP-Name,
	id-gNB-CU-CP-Name,
	id-Extended-GNB-CU-CP-Name,
	id-CNSupport,
	id-SupportedPLMNs,
	id-NPNSupportInfo,
	id-NPNContextInfo,
	id-SecurityInformation,
	id-UEDLAggregateMaximumBitRate,
	id-BearerContextStatusChange,
	id-System-BearerContextSetupRequest,
	id-System-BearerContextSetupResponse,
	id-System-BearerContextModificationRequest,
	id-System-BearerContextModificationResponse,
	id-System-BearerContextModificationConfirm,
	id-System-BearerContextModificationRequired,
	id-DRB-Status-List,
	id-Data-Usage-Report-List,	
	id-TimeToWait,
	id-ActivityNotificationLevel,
	id-ActivityInformation,
	id-New-UL-TNL-Information-Required,
	id-GNB-CU-CP-TNLA-Setup-List,
	id-GNB-CU-CP-TNLA-Failed-To-Setup-List,
	id-GNB-CU-CP-TNLA-To-Add-List,
	id-GNB-CU-CP-TNLA-To-Remove-List,
	id-GNB-CU-CP-TNLA-To-Update-List,
	id-GNB-CU-UP-TNLA-To-Remove-List,
	id-DRB-To-Setup-List-EUTRAN,
	id-DRB-To-Modify-List-EUTRAN,
	id-DRB-To-Remove-List-EUTRAN,
	id-DRB-Required-To-Modify-List-EUTRAN,
	id-DRB-Required-To-Remove-List-EUTRAN,
	id-DRB-Setup-List-EUTRAN,
	id-DRB-Failed-List-EUTRAN,
	id-DRB-Measurement-Results-Information-List,
	id-DRB-Modified-List-EUTRAN,
	id-DRB-Failed-To-Modify-List-EUTRAN,
	id-DRB-Confirm-Modified-List-EUTRAN,
	id-DRB-To-Setup-Mod-List-EUTRAN,
	id-DRB-Setup-Mod-List-EUTRAN,
	id-DRB-Failed-Mod-List-EUTRAN,
	id-PDU-Session-Resource-To-Setup-List,
	id-PDU-Session-Resource-To-Modify-List,
	id-PDU-Session-Resource-To-Remove-List,
	id-PDU-Session-Resource-Required-To-Modify-List,
	id-PDU-Session-Resource-Setup-List,
	id-PDU-Session-Resource-Failed-List,
	id-PDU-Session-Resource-Modified-List,
	id-PDU-Session-Resource-Failed-To-Modify-List,
	id-PDU-Session-Resource-Confirm-Modified-List,
	id-PDU-Session-Resource-Setup-Mod-List,
	id-PDU-Session-Resource-Failed-Mod-List,
	id-PDU-Session-Resource-To-Setup-Mod-List,
	id-PDU-Session-To-Notify-List,
	id-TransactionID,
	id-Serving-PLMN,
	id-UE-Inactivity-Timer,
	id-System-GNB-CU-UP-CounterCheckRequest,
	id-DRBs-Subject-To-Counter-Check-List-EUTRAN,
	id-DRBs-Subject-To-Counter-Check-List-NG-RAN,
	id-PPI,
	id-gNB-CU-UP-Capacity,
	id-GNB-CU-UP-OverloadInformation,
	id-UEDLMaximumIntegrityProtectedDataRate,
	id-DataDiscardRequired,
	id-PDU-Session-Resource-Data-Usage-List,
	id-RANUEID,
	id-GNB-DU-ID,
	id-TraceID,
	id-TraceActivation,
	id-SubscriberProfileIDforRFP,
	id-AdditionalRRMPriorityIndex, 
	id-RetainabilityMeasurementsInfo,
	id-Transport-Layer-Address-Info,
	id-gNB-CU-CP-Measurement-ID,
	id-gNB-CU-UP-Measurement-ID,
	id-RegistrationRequest,
	id-ReportCharacteristics,
	id-ReportingPeriodicity,
	id-TNL-AvailableCapacityIndicator,
	id-HW-CapacityIndicator,
	id-DLUPTNLAddressToUpdateList,
	id-ULUPTNLAddressToUpdateList,
	id-ManagementBasedMDTPLMNList,
	id-TraceCollectionEntityIPAddress,
	id-PrivacyIndicator,
	id-URIaddress,
	id-DRBs-Subject-To-Early-Forwarding-List,
	id-CHOInitiation,
	id-ExtendedSliceSupportList,
	id-AdditionalHandoverInfo,
	id-Extended-NR-CGI-Support-List,
	id-PagingCause,

	maxnoofErrors,
	maxnoofSPLMNs,
	maxnoofDRBs,
	maxnoofTNLAssociations,
	maxnoofIndividualE1ConnectionsToReset,
	maxnoofTNLAddresses

<<< skip unchanged part >>>
	

-- **************************************************************
--
-- DL DATA NOTIFICATION
--
-- **************************************************************

-- **************************************************************
--
-- DL Data Notification
--
-- **************************************************************

DLDataNotification ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { DLDataNotificationIEs } },
	...
}

DLDataNotificationIEs E1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-CP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-CP-UE-E1AP-ID			PRESENCE mandatory }|
	{ ID id-gNB-CU-UP-UE-E1AP-ID			CRITICALITY reject	TYPE GNB-CU-UP-UE-E1AP-ID			PRESENCE mandatory }|
	{ ID id-PPI							CRITICALITY ignore	TYPE PPI							PRESENCE optional }|,
	{ ID id-PagingCause						CRITICALITY ignore	TYPE PagingCause						PRESENCE optional },
	...
} 

<<<<<<<<<<<<<<<<<<<< End of 4th Change >>>>>>>>>>>>>>>>>>>>


<<<<<<<<<<<<<<<<<<<< 5th Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384][bookmark: _Toc45881871][bookmark: _Toc51852512][bookmark: _Toc56620463][bookmark: _Toc64448105][bookmark: _Toc74152881]9.4.5	Information Element Definitions
<<< skip unchanged part >>>

-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

PagingCause ::= ENUMERATED {
	voice,
	...
}

PER-Scalar ::= INTEGER (0..9, ...)
PER-Exponent ::= INTEGER (0..9, ...)

<<<<<<<<<<<<<<<<<<<< End of 4th Change >>>>>>>>>>>>>>>>>>>>

<<<<<<<<<<<<<<<<<<<< 6th Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc20955686][bookmark: _Toc29461129][bookmark: _Toc29505861][bookmark: _Toc36556386][bookmark: _Toc45881873][bookmark: _Toc51852514][bookmark: _Toc56620465][bookmark: _Toc64448107][bookmark: _Toc74152883]9.4.7	Constant Definitions
<<< skip unchanged part >>>
id-DataForwardingtoE-UTRANInformationList						ProtocolIE-ID ::= 131
id-QosMonitoringReportingFrequency								ProtocolIE-ID ::= 132
id-QoSMonitoringDisabled										ProtocolIE-ID ::= 133
id-AdditionalHandoverInfo										ProtocolIE-ID ::= 134
id-Extended-NR-CGI-Support-List									ProtocolIE-ID ::= 135
id-PagingCause													ProtocolIE-ID ::= aaa



END
-- ASN1STOP

<<<<<<<<<<<<<<<<<<<< End of 6th Change >>>>>>>>>>>>>>>>>>>>



	End of the change
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