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	Reason for change:
	In the description of Packet Delay Budget in current TS 38.473, it was specified “For a BH RLC channel, the Packet Delay Budget defines the upper bound for the time that a packet may be delayed between the gNB-DU and its child IAB-MT”. It is unclear for the access link, i.e. between the IAB-DU and the UE.  

	
	

	Summary of change:
	Clarify the PDB for the access link. 
Impact analysis

Impact assessment towards the previous version of the specification (same release): 

This CR has isolated impact with the previous version of the specification (same release) because the changes only impact the IAB functionality.

This CR has an impact under functional point of view. 

The impact can be considered isolated because the change affects only the UE Context Setup and UE Context Modification procedures.



	
	

	Consequences if not approved:
	The one hop packet delay budget is not supported in IAB access link. 
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	This CR's revision history:
	Rev -:
The definition of “Packet Delay Budget” is updated to make it applicable to both IAB backhaul link and IAB access link.
Rev 1: R3-1221232

Add “served” before “UE”

Remove “IAB-donor-DU” for normal UE


CHANGE START
9.3.1.47
Dynamic 5QI Descriptor

This IE indicates the QoS Characteristics for a Non-standardised or not pre-configured 5QI for downlink and uplink.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Priority Level
	M
	
	INTEGER (1..127)
	For details see TS 23.501 [21].
	-
	

	Packet Delay Budget
	M
	
	9.3.1.51
	For details see TS 23.501 [21]. For IAB, the Packet Delay Budget defines the upper bound for the time that a packet may be delayed between the IAB-DU/IAB-donor-DU and its child IAB-MT, or between the IAB-DU and its served UE. This IE is ignored if the Extended Packet Delay Budget IE is present.
	-
	

	Packet Error Rate
	M
	
	9.3.1.52
	For details see TS 23.501 [21].
	-
	

	5QI
	O
	
	INTEGER (0..255,...)
	This IE contains the dynamically assigned 5QI as specified in TS 23.501 [21].
	-
	

	Delay Critical
	C-ifGBRflow
	
	ENUMERATED (delay critical, non-delay critical)
	For details see TS 23.501 [21].
	-
	

	Averaging Window
	C-ifGBRflow 
	
	9.3.1.53
	For details see TS 23.501 [21].
	-
	

	Maximum Data Burst Volume
	O
	
	9.3.1.54
	For details see TS 23.501 [21]. This IE shall be included if the Delay Critical IE is set to "delay critical" and is ignored otherwise.
	-
	

	Extended Packet Delay Budget
	O
	
	9.3.1.145
	Packet Delay Budget is specified in TS 23.501 [21].
	YES
	ignore

	CN Packet Delay Budget Downlink
	O
	
	Extended Packet Delay Budget

9.3.1.145
	Core Network Packet Delay Budget is specified in TS 23.501 [21].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore

	CN Packet Delay Budget Uplink
	O
	
	Extended Packet Delay Budget

9.3.1.145
	Core Network Packet Delay Budget is specified in TS 23.501 [21].

This IE may be present in case of GBR QoS flows and is ignored otherwise.
	YES
	ignore


	Condition
	Explanation

	ifGBRflow
	This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
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