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	Reason for change:
	[bookmark: OLE_LINK102][bookmark: OLE_LINK103]The Asn.1 for NRNeighbour-Information is not correct.The highlighted part should be CSI-RSTransmissionIndication not EARFCNExtension:

[bookmark: OLE_LINK99][bookmark: OLE_LINK100][bookmark: OLE_LINK101]NRNeighbour-Information ::= SEQUENCE (SIZE (1.. maxofNRNeighbours))OF SEQUENCE {
	nrpCI							NRPCI,
	nrCellID						NRCGI,
	fiveGS-TAC						FiveGS-TAC	OPTIONAL,
	configured-TAC					TAC			OPTIONAL,
	measurementTimingConfiguration	OCTET STRING,
	nRNeighbourModeInfo				CHOICE {
		fdd		FDD-InfoNeighbourServedNRCell-Information,
		tdd		TDD-InfoNeighbourServedNRCell-Information,
		...
	},
	iE-Extensions						ProtocolExtensionContainer { {NRNeighbour-Information-ExtIEs} } OPTIONAL,
	...
}

[bookmark: OLE_LINK107][bookmark: OLE_LINK108][bookmark: OLE_LINK112]NRNeighbour-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
[bookmark: OLE_LINK109][bookmark: OLE_LINK110][bookmark: OLE_LINK111][bookmark: OLE_LINK74][bookmark: OLE_LINK64][bookmark: OLE_LINK105][bookmark: OLE_LINK106]	{ID id-CSI-RSTransmissionIndication		CRITICALITY ignore	EXTENSION EARFCNExtension	PRESENCE optional},
	...
}



	
	

	Summary of change:
	Correct the IE definition for NRNeighbour-Information-ExtIEs
Impact assessment towards the previous version of the specification (same release):
This CR is a clarification and has an isolated impact towards the previous version of the specification (same release).
This CR only has an impact on QoS flow handling.
This CR is not backward compatible.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

[bookmark: OLE_LINK42]NRNeighbour-Information ::= SEQUENCE (SIZE (1.. maxofNRNeighbours))OF SEQUENCE {
	nrpCI							NRPCI,
	nrCellID						NRCGI,
	fiveGS-TAC						FiveGS-TAC	OPTIONAL,
	configured-TAC					TAC			OPTIONAL,
	measurementTimingConfiguration	OCTET STRING,
	nRNeighbourModeInfo				CHOICE {
		fdd		FDD-InfoNeighbourServedNRCell-Information,
		tdd		TDD-InfoNeighbourServedNRCell-Information,
		...
	},
	iE-Extensions						ProtocolExtensionContainer { {NRNeighbour-Information-ExtIEs} } OPTIONAL,
	...
}

[bookmark: OLE_LINK79][bookmark: OLE_LINK80]NRNeighbour-Information-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
[bookmark: OLE_LINK1][bookmark: OLE_LINK28]	{ID id-CSI-RSTransmissionIndication		CRITICALITY ignore	EXTENSION CSI-RSTransmissionIndicationEARFCNExtension	PRESENCE optional},
	...
}
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