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[bookmark: _Toc20955179][bookmark: _Toc29503628][bookmark: _Toc29504212][bookmark: _Toc29504796][bookmark: _Toc36553242][bookmark: _Toc36554969][bookmark: _Toc45652280][bookmark: _Toc45658712][bookmark: _Toc45720532][bookmark: _Toc45798412][bookmark: _Toc45897801][bookmark: _Toc51746005][bookmark: _Toc64446269][bookmark: _Toc73982139][bookmark: _Toc88652228][bookmark: _Toc29389866][bookmark: _Toc20953337]9.3.1.15	Core Network Assistance Information for RRC INACTIVE
This IE provides assistance information for RRC_INACTIVE configuration.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UE Identity Index Value
	M
	
	9.3.3.23
	
	-
	

	UE Specific DRX
	O
	
	Paging DRX
9.3.1.90
	
	-
	

	Periodic Registration Update Timer
	M
	
	9.3.3.24
	
	-
	

	MICO Mode Indication
	O
	
	9.3.1.23
	
	-
	

	TAI List for RRC Inactive
	
	1
	
	
	-
	

	>TAI List for RRC Inactive Item
	
	1..<maxnoofTAIforInactive>
	
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	Expected UE Behaviour
	O
	
	9.3.1.93
	
	-
	

	Paging eDRX Information
	O
	
	9.3.1.154
	
	YES
	ignore

	Extended UE Identity Index Value
	O
	
	9.3.3.52
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	MICO All PLMN
	O
	
	9.3.1.194
	
	YES
	ignore

	Paging Cause Indication for Voice Service Supported
	O
	
	ENUMERATED
(true, false)
	Value true indicates that AMF and UE supporting the Paging Cause Indication for Voice Service, refer to TS 23.501[12].
	YES
	ignore



	Range bound
	Explanation

	maxnoofTAIforInactive
	Maximum no. of TAIs for RRC Inactive. Value is 16.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

*******************************
Skip to the next Change
*******************************
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-PagingCauseIndicationForVoiceServiceSupported,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,

*******************************
Skip to the next Change
*******************************

-- C

CAG-ID ::= BIT STRING (SIZE(32))

CancelAllWarningMessages ::= ENUMERATED {
	true,
	...
}

CancelledCellsInEAI-EUTRA ::= SEQUENCE (SIZE(1..maxnoofCellinEAI)) OF CancelledCellsInEAI-EUTRA-Item

CancelledCellsInEAI-EUTRA-Item ::= SEQUENCE {
	eUTRA-CGI				EUTRA-CGI,
	numberOfBroadcasts		NumberOfBroadcasts,
	iE-Extensions		ProtocolExtensionContainer { {CancelledCellsInEAI-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

*******************************
Skip to the next Change
*******************************
CoreNetworkAssistanceInformationForInactive ::= SEQUENCE {
	uEIdentityIndexValue				UEIdentityIndexValue,
	uESpecificDRX						PagingDRX																	OPTIONAL,
	periodicRegistrationUpdateTimer		PeriodicRegistrationUpdateTimer,
	mICOModeIndication					MICOModeIndication															OPTIONAL,
	tAIListForInactive					TAIListForInactive,
	expectedUEBehaviour					ExpectedUEBehaviour															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {CoreNetworkAssistanceInformationForInactive-ExtIEs} }	OPTIONAL,
	...
}

CoreNetworkAssistanceInformationForInactive-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PagingeDRXInformation				CRITICALITY ignore	EXTENSION PagingeDRXInformation					PRESENCE optional	}|
	{ ID id-ExtendedUEIdentityIndexValue		CRITICALITY ignore	EXTENSION ExtendedUEIdentityIndexValue			PRESENCE optional	}|
	{ ID id-UERadioCapabilityForPaging			CRITICALITY ignore	EXTENSION UERadioCapabilityForPaging			PRESENCE optional	}|
	{ ID id-MicoAllPLMN							CRITICALITY ignore	EXTENSION MicoAllPLMN								PRESENCE optional	}|
	{ ID id-PagingCauseIndicationForVoiceServiceSupported	CRITICALITY ignore	EXTENSION PagingCauseIndicationForVoiceServiceSupported							PRESENCE optional	},
	...
}


PagingCauseIndicationForVoiceServiceSupported ::= ENUMERATED {
	true,
	false,
	...
}

*******************************
Skip to the next Change
*******************************
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

*******************************
Skip to the next Change
*******************************
	id-BurstArrivalTimeDownlink								ProtocolIE-ID ::= 279
	id-ExtendedUEIdentityIndexValue							ProtocolIE-ID ::= 280
	id-PduSessionExpectedUEActivityBehaviour					ProtocolIE-ID ::= 281
	id-MicoAllPLMN											ProtocolIE-ID ::= 282
	id-QosFlowFailedToSetupList								ProtocolIE-ID ::= 283
	id-PagingCauseIndicationForVoiceServiceSupported		ProtocolIE-ID ::= 28x

END
-- ASN1STOP

