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[bookmark: _Toc20955064][bookmark: _Toc29991251][bookmark: _Toc36555651][bookmark: _Toc44497314][bookmark: _Toc45107702][bookmark: _Toc45901322][bookmark: _Toc51850401][bookmark: _Toc56693404][bookmark: _Toc64446947][bookmark: _Toc66286441][bookmark: _Toc74151136][bookmark: _Toc81321744]8.2.4.1	General
The purpose of the Retrieve UE Context procedure is to either retrieve the UE context from the old NG-RAN node and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established, or to enable the old NG-RAN node to forward an RRC message to the UE via the new NG-RAN node without context transfer.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955065][bookmark: _Toc29991252][bookmark: _Toc36555652][bookmark: _Toc44497315][bookmark: _Toc45107703][bookmark: _Toc45901323][bookmark: _Toc51850402][bookmark: _Toc56693405][bookmark: _Toc64446948][bookmark: _Toc66286442][bookmark: _Toc74151137][bookmark: _Toc81321745]8.2.4.2	Successful Operation


Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
If the old NG-RAN node is able to identify the UE context by means of the UE Context ID, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, and decides to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.
If the Index to RAT/Frequency Selection Priority IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall store this information and use it as defined in TS 23.501 [7].
If the Location Reporting Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, then the new NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes 
-	the MDT Activation IE set to "Immediate MDT and Trace", then the target NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", the target NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore the Interfaces To Trace IE, and the Trace Depth IE.
-	the MDT Location Information IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
-	the MDT Activation IE set to "Immediate MDT Only" or "Logged MDT only", and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the target NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [43].
-	the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the WLAN Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the Sensor Measurement Configuration IE, within the MDT Configuration IE, take it into account for MDT Configuration as described in TS 37.320 [43].
-	the MDT Configuration IE and if the target NG-RAN Node is a gNB at least the MDT Configuration-NR IE shall be present, while if the target NG-RAN Node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
For each QoS flow in the RETRIEVE UE CONTEXT RESPONSE message, if the QoS Monitoring Request IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the new NG-RAN node shall store this information, and, if supported, perform delay measurement and QoS monitoring, as specified in TS 23.501 [7]. If the QoS Monitoring Reporting Frequency IE is included in the QoS Flow Level QoS Parameters IE in the PDU Session Resources To Be Setup List IE, the new NG-RAN node shall store this information, and, if supported, use it for RAN part delay reporting.
If the 5GC Mobility Restriction List Container IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store this information in the UE context and use it as specified in TS 38.300 [9].
V2X:
-	If the NR V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the LTE V2X Services Authorized IE is included in the RETRIEVE UE CONTEXT RESPONSE message and it contains one or more IEs set to "authorized", the new NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
-	If the NR UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for NR V2X services.
-	If the LTE UE Sidelink Aggregate Maximum Bit Rate IE is included in the UE Context Information Retrieve UE Context Response IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for LTE V2X services.
If the PC5 QoS Parameters IE is included in the RETRIEVE UE CONTEXT RESPONSE message, the target NG-RAN node shall, if supported, use it as defined in TS 23.287[38].
[bookmark: _Hlk43279050]In case of RRC Re-establishment, the old NG-RAN may include the UE History Information IE or the UE History Information from the UE IE in the RETRIEVE UE CONTEXT RESPONSE message. Upon reception of the UE History Information IE or the UE History Information from the UE IE in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall, if supported, store the collected information and use it for future handover preparations.
If the UE Radio Capability ID IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG- RAN node shall, if supported store this information in the UE context and use it as defined in TS 23.501 [7] and TS 23.502 [13].
If the NRPPa Container IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node should, if supported proceed with the NRPPa-PDU and reply to LMF accordinly. If the non-UE associated NRPPa-PDU is received in the NRPPa Container, the receiving gNB may fail the NRPPa procedure with appropriate cause value.
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[bookmark: _Toc20955249][bookmark: _Toc29991446][bookmark: _Toc36555846][bookmark: _Toc44497566][bookmark: _Toc45107954][bookmark: _Toc45901574][bookmark: _Toc51850653][bookmark: _Toc56693656][bookmark: _Toc64447199][bookmark: _Toc66286693][bookmark: _Toc74151388][bookmark: _Toc81321996]9.2.1.13	UE Context Information – Retrieve UE Context Response
This IE contains the UE context information within the RETRIEVE UE CONTEXT RESPONSE message.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-C UE associated Signalling reference
	M
	
	AMF UE NGAP ID
9.2.3.26
	Allocated at the AMF on the old NG-C connection.
	–
	

	Signalling TNL Association Address at source NG-C side
	M
	
	CP Transport Layer Information
9.2.3.31
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
Note: If no UE TNLA binding exists at the source NG-RAN node, the source NG-RAN node indicates the TNL association address it would have selected if it would have had to create a UE TNLA binding.
	–
	

	UE Security Capabilities
	M
	
	9.2.3.49
	
	–
	

	AS Security Information
	M
	
	9.2.3.50
	
	–
	

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.3.17
	
	–
	

	[bookmark: _Hlk508046299]PDU Session Resources To Be Setup List
	M
	
	9.2.1.1
	
	–
	

	RRC Context
	M
	
	OCTET STRING
	Includes the HandoverPreparationInformation message as defined in subclause 11.2.2 of TS 38.331[10] if the old and new serving NG-RAN nodes are gNBs.
Includes either the HandoverPreparationInformation message as defined in subclause 10.2.2 of TS 36.331 [14] or the HandoverPreparationInformation-NB message as defined in subclause 10.6.2 of TS 36.331 [14], if the old and new serving NG-RAN nodes are ng-eNBs.
	–
	

	Mobility Restriction List
	O
	
	9.2.3.53
	
	–
	

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	5GC Mobility Restriction List Container
	O
	
	9.2.3.100
	
	YES
	ignore

	[bookmark: _Hlk44414392]NR UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.107
	This IE applies only if the UE is authorized for NR V2X services.
	YES
	ignore

	LTE UE Sidelink Aggregate Maximum Bit Rate
	O
	
	9.2.3.108
	This IE applies only if the UE is authorized for LTE V2X services.
	YES
	Ignore

	UE Radio Capability ID
	O
	
	9.2.3.138
	
	YES
	reject

	NRPPa Container
	O
	
	9.2.3.xxx
	
	YES
	Ignore



	Next Change


	


[bookmark: _Toc51776045][bookmark: _Toc56773067][bookmark: _Toc64447696][bookmark: _Toc74152352][bookmark: _Toc81323055]9.2.3.xxx 	NRPPa Container
This IE contains the NRPPa-PDU and the Routing ID received in the source gNB.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Routing ID
	M
	
	9.2.3.yyy
	
	YES
	ignore

	NRPPa-PDU
	M
	
	9.2.3.zzz
	
	YES
	ignore



[bookmark: _Toc20955312][bookmark: _Toc29503763][bookmark: _Toc29504347][bookmark: _Toc29504931][bookmark: _Toc36553383][bookmark: _Toc36555110][bookmark: _Toc45652489][bookmark: _Toc45658921][bookmark: _Toc45720741][bookmark: _Toc45798619][bookmark: _Toc45898008][bookmark: _Toc51746213][bookmark: _Toc64446477][bookmark: _Toc73982347][bookmark: _Toc88652437]9.2.3.yyy	Routing ID
This IE is used to identify an LMF within the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Routing ID
	M
	
	OCTET STRING
	The maximum length corresponds to NfInstanceId defined in TS 29.571 [xx]



[bookmark: _Toc20955313][bookmark: _Toc29503764][bookmark: _Toc29504348][bookmark: _Toc29504932][bookmark: _Toc36553384][bookmark: _Toc36555111][bookmark: _Toc45652490][bookmark: _Toc45658922][bookmark: _Toc45720742][bookmark: _Toc45798620][bookmark: _Toc45898009][bookmark: _Toc51746214][bookmark: _Toc64446478][bookmark: _Toc73982348][bookmark: _Toc88652438]9.2.3.zzz	NRPPa-PDU
This IE contains an NG-RAN node – LMF or LMF – NG-RAN node message that is transferred without interpretation in the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NRPPa-PDU
	M
	
	OCTET STRING
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[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc81322241]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

	id-Additional-Redundant-UL-NG-U-TNLatUPF-List,
	id-RedundantCommonNetworkInstance,
	id-TSCTrafficCharacteristics,
	id-RedundantQoSFlowIndicator,
	id-Additional-PDCP-Duplication-TNL-List,
	id-RedundantPDUSessionInformation,
	id-UsedRSNInformation,
	id-RLCDuplicationInformation,
	id-CSI-RSTransmissionIndication,
	id-UERadioCapabilityID,
	id-secondary-SN-UL-PDCP-UP-TNLInfo,
	id-pdcpDuplicationConfiguration,
	id-duplicationActivation,
	id-NPRACHConfiguration,
	id-QoSFlowsMappedtoDRB-SetupResponse-MNterminated,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-SFN-Offset,
	id-QoS-Mapping-Information,
	id-NRPPaContainer,

	Next Change, non-changed part omitted



-- N
NRPPaContainer ::= SEQUENCE {
	routingId 				OCTET STRING,
	nRPPa-PDU				OCTET STRING,
	iE-Extensions			ProtocolExtensionContainer { { NRPPaContainer-ExtIEs} }	OPTIONAL,
	...
}

NRPPaContainer-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



	Next Change, non-changed part omitted



-- U
[bookmark: _Hlk515524243]UEContextInfoRetrUECtxtResp ::= SEQUENCE {
	ng-c-UE-signalling-ref					AMF-UE-NGAP-ID,
	signalling-TNL-at-source				CPTransportLayerInformation,
	ueSecurityCapabilities					UESecurityCapabilities,
	securityInformation						AS-SecurityInformation,
	ue-AMBR									UEAggregateMaximumBitRate,
	pduSessionResourcesToBeSetup-List		PDUSessionResourcesToBeSetup-List,
	rrc-Context								OCTET STRING,
	mobilityRestrictionList					MobilityRestrictionList									OPTIONAL,
	indexToRatFrequencySelectionPriority	RFSP-Index												OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {UEContextInfoRetrUECtxtResp-ExtIEs} } 	OPTIONAL,
	...
}

UEContextInfoRetrUECtxtResp-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-FiveGCMobilityRestrictionListContainer 	CRITICALITY ignore	EXTENSION FiveGCMobilityRestrictionListContainer		PRESENCE optional }|
	{ ID id-NRUESidelinkAggregateMaximumBitRate		CRITICALITY ignore	EXTENSION NRUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-LTEUESidelinkAggregateMaximumBitRate	CRITICALITY ignore	EXTENSION LTEUESidelinkAggregateMaximumBitRate			PRESENCE optional }|
	{ ID id-UERadioCapabilityID						CRITICALITY reject	EXTENSION UERadioCapabilityID								PRESENCE optional }|
	{ ID id-NRPPaContainer							CRITICALITY reject	EXTENSION NRPPaContainer										PRESENCE optional },
	...
} 

	Next Change, non-changed part omitted



[bookmark: _Toc20955410][bookmark: _Toc29991618][bookmark: _Toc36556021][bookmark: _Toc44497806][bookmark: _Toc45108193][bookmark: _Toc45901813][bookmark: _Toc51850894][bookmark: _Toc56693898][bookmark: _Toc64447442][bookmark: _Toc66286936][bookmark: _Toc74151634][bookmark: _Toc81322243]9.3.7	Constant definitions

-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-DL-scheduling-PDCCH-CCE-usage																	ProtocolIE-ID ::= 240
id-UL-scheduling-PDCCH-CCE-usage																	ProtocolIE-ID ::= 241
id-SFN-Offset																						ProtocolIE-ID ::= 242
id-QoSMonitoringDisabled																			ProtocolIE-ID ::= 243
id-ExtendedUEIdentityIndexValue																		ProtocolIE-ID ::= 244
id-PagingeDRXInformation																			ProtocolIE-ID ::= 245
id-CHO-MRDC-EarlyDataForwarding																		ProtocolIE-ID ::= 246
id-SCGIndicator																						ProtocolIE-ID ::= 247
id-UESpecificDRX																					ProtocolIE-ID ::= 248
id-PDUSessionExpectedUEActivityBehaviour															ProtocolIE-ID ::= 249
id-QoS-Mapping-Information																			ProtocolIE-ID ::= 250
id-NRPPaContainer																					ProtocolIE-ID ::= xxx

	End of the Changes
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