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1. Introduction
The TP in Annex section below captures the following agreement from CB: # 1902_Pos_RRC_INACTIVE in R3-221063:
Assistance information
Proposal 1, RAN3 agree to include UE reporting information in POSITIONING INFORMATION REQUEST message. 
Proposal 2, agree the TP R3-221191 in revision of R3-220454
2. TP to NRPPa BL CR
***************************Beginning of change in TS 38.455*******************************
[bookmark: _Toc51775921][bookmark: _Toc56772943][bookmark: _Toc64447572][bookmark: _Toc74152228][bookmark: _Toc81322931]8.2.6	Positioning Information Exchange
[bookmark: _Toc534730099][bookmark: _Toc51775922][bookmark: _Toc56772944][bookmark: _Toc64447573][bookmark: _Toc74152229][bookmark: _Toc81322932]8.2.6.1	General
The Positioning Information Exchange procedure is initiated by the LMF to request to the NG-RAN node positioning information for the UE. This procedure applies only if the NG-RAN node is a gNB.
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Figure 8.2.6.2-1: Positioning Information Exchange procedure, successful operation
The LMF initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the NG-RAN node.
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
If the UE Reporting Information IE is included in POSITIONING INFORMATION REQUEST message, the NG-RAN node may take this information into account for allocating proper CG-SDT resources when positioning a UE.
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[bookmark: _Toc51775994]9.1.1.10	POSITIONING INFORMATION REQUEST
This message is sent by LMF to request positioning information.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Requested SRS Transmission Characteristics
	O
	
	9.2.27
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.2.x7
	
	YES
	ignore
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9.2.x7 UE Reporting Information
This IE contains the UE Reporting Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Reporting Amount
	M
	
	FFS
	

	Reporting Interval
	M
	
	FFS
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[bookmark: _Toc534903102][bookmark: _Toc51776081][bookmark: _Toc56773103][bookmark: _Toc56773314]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
[bookmark: _Hlk50049841]	UE-Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
[bookmark: _Hlk50049901]	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	TRPMeasurementQuantities,
	TrpMeasurementResult,
	TRP-ID,
	TRPInformationTypeListTRPReq,
	TRPInformationListTRPResp,
	TRP-MeasurementRequestList,
	TRP-MeasurementResponseList,
	TRP-MeasurementUpdateList,
	MeasurementBeamInfoRequest,
[bookmark: _Hlk42765189]	PositioningBroadcastCells,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	TRPList,
	AbortTransmission,
	SystemFrameNumber,
	SlotNumber,
	RelativeTime1900
	SpatialRelationPerSRSResource,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	UEReportingInformation

	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
[bookmark: _Hlk50049923]	id-LMF-Measurement-ID,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
[bookmark: _Hlk50049941]	id-RAN-Measurement-ID,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
[bookmark: _Hlk50049956]	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-TRPMeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationTypeListTRPReq,
	id-TRPInformationListTRPResp,
	id-TRP-MeasurementRequestList,
	id-TRP-MeasurementResponseList,
	id-TRP-MeasurementReportList,
	id-TRP-MeasurementUpdateList,
	id-MeasurementBeamInfoRequest,
	id-PositioningBroadcastCells,
[bookmark: _Hlk42765888]	id-SRSType,
	id-ActivationTime,
	id-SRSResourceSetID,
	id-TRPList,
	id-SRSSpatialRelation,
	id-AbortTransmission, 
	id-SystemFrameNumber,
	id-SlotNumber,
	id-SRSResourceTrigger,
	id-SFNInitialisationTime
	id-SRSSpatialRelationPerSRSResource,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-UEReportingInformation

***************************Skip to next change*******************************



-- **************************************************************
--
-- POSITIONING INFORMATION REQUEST
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationRequest-IEs}},
	...
}

PositioningInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional}|
	{ ID id-UEReportingInformation CRITICALITY ignore TYPE UEReportingInformation	PRESENCE optional},
	...
}

***************************Skip to next change*******************************

-- U

UARFCN ::= INTEGER (0..16383, ...)

[bookmark: _Hlk50053198][bookmark: _Hlk50147335]UE-Measurement-ID ::= INTEGER (1..15, ..., 16..256)

UTRA-EcN0 ::= INTEGER (0..49, ...)

UTRA-RSCP ::= INTEGER (-5..91, ...)


UL-AoA ::= SEQUENCE {
	azimuthAoA					INTEGER (0..3599),
	zenithAoA					INTEGER (0..1799)				OPTIONAL,
	lCS-to-GCS-TranslationAoA	LCS-to-GCS-TranslationAoA		OPTIONAL,
	iE-extensions			ProtocolExtensionContainer { { UL-AoA-ExtIEs } }	OPTIONAL,
	...
}

UL-AoA-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


UL-RTOAMeasurement ::= SEQUENCE {
		uLRTOAmeas			ULRTOAMeas,
		additionalPathList	AdditionalPathList	OPTIONAL, 
	iE-extensions			ProtocolExtensionContainer { { UL-RTOAMeasurement-ExtIEs } }	OPTIONAL,	...
}

UL-RTOAMeasurement-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ULRTOAMeas::= CHOICE {
	k0		INTEGER (0.. 1970049),
	k1		INTEGER (0.. 985025),
	k2		INTEGER (0.. 492513),
	k3		INTEGER (0.. 246257),
	k4		INTEGER (0.. 123129),
	k5		INTEGER (0.. 61565),	
	choice-extension		ProtocolIE-Single-Container { { ULRTOAMeas-ExtIEs } }
}
ULRTOAMeas-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

UL-SRS-RSRP ::= INTEGER (0..126)

UplinkChannelBW-PerSCS-List ::= SEQUENCE (SIZE (1..maxnoSCSs)) OF SCS-SpecificCarrier

Uncertainty-range-AoA ::= INTEGER (0..3599)

Uncertainty-range-ZoA ::= INTEGER (0..1799)

UEReportingInformation::= SEQUENCE {
	Reporting Amount				FFS,
	Reporting Interval				FFS,
	iE-extensions			ProtocolExtensionContainer { { UEReportingInformation-ExtIEs } }	OPTIONAL,
	...
}

UEReportingInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


***************************Skip to next change*******************************

-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-LMF-UE-Measurement-ID										ProtocolIE-ID ::= 2
id-ReportCharacteristics										ProtocolIE-ID ::= 3
id-MeasurementPeriodicity										ProtocolIE-ID ::= 4
id-MeasurementQuantities										ProtocolIE-ID ::= 5
id-RAN-UE-Measurement-ID										ProtocolIE-ID ::= 6
id-E-CID-MeasurementResult										ProtocolIE-ID ::= 7
id-OTDOACells													ProtocolIE-ID ::= 8
id-OTDOA-Information-Type-Group									ProtocolIE-ID ::= 9
id-OTDOA-Information-Type-Item									ProtocolIE-ID ::= 10
id-MeasurementQuantities-Item									ProtocolIE-ID ::= 11
id-RequestedSRSTransmissionCharacteristics						ProtocolIE-ID ::= 12
id-Cell-Portion-ID												ProtocolIE-ID ::= 14
id-OtherRATMeasurementQuantities								ProtocolIE-ID ::= 15
id-OtherRATMeasurementQuantities-Item							ProtocolIE-ID ::= 16
id-OtherRATMeasurementResult									ProtocolIE-ID ::= 17
id-WLANMeasurementQuantities									ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item								ProtocolIE-ID ::= 20
id-WLANMeasurementResult										ProtocolIE-ID ::= 21
id-TDD-Config-EUTRA-Item										ProtocolIE-ID ::= 22
id-Assistance-Information										ProtocolIE-ID ::= 23
id-Broadcast													ProtocolIE-ID ::= 24
[bookmark: _Hlk515611030]id-AssistanceInformationFailureList								ProtocolIE-ID ::= 25
id-SRSConfiguration												ProtocolIE-ID ::= 26
id-MeasurementResult											ProtocolIE-ID ::= 27
id-TRP-ID														ProtocolIE-ID ::= 28
id-TRPInformationTypeListTRPReq									ProtocolIE-ID ::= 29
id-TRPInformationListTRPResp									ProtocolIE-ID ::= 30
id-MeasurementBeamInfoRequest									ProtocolIE-ID ::= 31
id-ResultSS-RSRP												ProtocolIE-ID ::= 32
id-ResultSS-RSRQ												ProtocolIE-ID ::= 33
id-ResultCSI-RSRP												ProtocolIE-ID ::= 34
id-ResultCSI-RSRQ												ProtocolIE-ID ::= 35
id-AngleOfArrivalNR												ProtocolIE-ID ::= 36
id-GeographicalCoordinates										ProtocolIE-ID ::= 37
id-PositioningBroadcastCells									ProtocolIE-ID ::= 38
id-LMF-Measurement-ID											ProtocolIE-ID ::= 39
id-RAN-Measurement-ID											ProtocolIE-ID ::= 40
id-TRP-MeasurementRequestList									ProtocolIE-ID ::= 41
id-TRP-MeasurementResponseList									ProtocolIE-ID ::= 42
id-TRP-MeasurementReportList									ProtocolIE-ID ::= 43
id-SRSType														ProtocolIE-ID ::= 44
[bookmark: _Hlk42766383]id-ActivationTime												ProtocolIE-ID ::= 45
id-SRSResourceSetID												ProtocolIE-ID ::= 46
id-TRPList														ProtocolIE-ID ::= 47
id-SRSSpatialRelation											ProtocolIE-ID ::= 48
id-SystemFrameNumber											ProtocolIE-ID ::= 49
id-SlotNumber													ProtocolIE-ID ::= 50
id-SRSResourceTrigger											ProtocolIE-ID ::= 51
id-TRPMeasurementQuantities										ProtocolIE-ID ::= 52
id-AbortTransmission											ProtocolIE-ID ::= 53
id-SFNInitialisationTime										ProtocolIE-ID ::= 54
id-ResultNR														ProtocolIE-ID ::= 55
id-ResultEUTRA													ProtocolIE-ID ::= 56
id-TRPInformationTypeItem										ProtocolIE-ID ::= 57
id-CGI-NR														ProtocolIE-ID ::= 58
id-SFNInitialisationTime-NR										ProtocolIE-ID ::= 59
id-Cell-ID														ProtocolIE-ID ::= 60
id-SrsFrequency													ProtocolIE-ID ::= 61
id-TRPType														ProtocolIE-ID ::= 62
id-SRSSpatialRelationPerSRSResource								ProtocolIE-ID ::= 63
id-PRSTRPList													ProtocolIE-ID ::= x1
id-PRSTransmissionTRPList										ProtocolIE-ID ::= x2
id-OnDemandTRPPRS												ProtocolIE-ID ::= x3
id-AoA-SearchWindow												ProtocolIE-ID ::= x4
id-TRP-MeasurementUpdateList									ProtocolIE-ID ::= x5
id-ZoA															ProtocolIE-ID ::= x6
id-ResponseTime													ProtocolIE-ID ::= x7
UEReportingInformation											ProtocolIE-ID ::= x8

END
-- ASN1STOP

***************************End of changes*******************************
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