[bookmark: _Toc352077754]3GPP TSG-RAN WG3 Meeting #114b-e	R3-221355
E-meeting, 17-26 Jan 2022

Title: 	(TP for NR_pos_enh BL CR for TS 38.473) Latency improvement in positioning
Source: 	Ericsson, Huawei
Agenda item:	19.3
Document Type:	Discussion and Approval 
 Introduction
This TP for F1AP captures the agreements from CB # 1905_Pos_LatencyImprovement mirroring NRPPa.

TP to TS 38.473 BL CR

<<START OF CHANGES>>
[bookmark: _Hlk94001379]8.1	List of F1AP Elementary procedures
In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):
[bookmark: _Hlk94001513]Table 1: Class 1 procedures
	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	gNB-DU Configuration Update
	GNB-DU CONFIGURATION UPDATE
	GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-DU CONFIGURATION UPDATE FAILURE

	gNB-CU Configuration Update
	GNB-CU CONFIGURATION UPDATE
	GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE
	GNB-CU CONFIGURATION UPDATE FAILURE

	UE Context Setup
	UE CONTEXT SETUP REQUEST
	UE CONTEXT SETUP RESPONSE
	UE CONTEXT SETUP FAILURE

	UE Context Release (gNB-CU initiated)
	UE CONTEXT RELEASE COMMAND
	UE CONTEXT RELEASE COMPLETE
	

	UE Context Modification (gNB-CU initiated)
	UE CONTEXT MODIFICATION REQUEST
	UE CONTEXT MODIFICATION RESPONSE
	UE CONTEXT MODIFICATION FAILURE

	UE Context Modification Required (gNB-DU initiated)
	UE CONTEXT MODIFICATION REQUIRED
	UE CONTEXT MODIFICATION CONFIRM
	UE CONTEXT MODIFICATION REFUSE

	Write-Replace Warning 
	WRITE-REPLACE WARNING REQUEST
	WRITE-REPLACE WARNING RESPONSE
	

	PWS Cancel
	PWS CANCEL REQUEST
	PWS CANCEL RESPONSE
	

	gNB-DU Resource Coordination
	GNB-DU RESOURCE COORDINATION REQUEST
	GNB-DU RESOURCE COORDINATION RESPONSE
	

	F1 Removal
	F1 REMOVAL REQUEST
	F1 REMOVAL RESPONSE
	F1 REMOVAL FAILURE

	BAP Mapping Configuration
	BAP MAPPING CONFIGURATION 
	BAP MAPPING CONFIGURATION ACKNOWLEDGE
	BAP MAPPING CONFIGURATION FAILURE

	GNB-DU Resource Configuration
	GNB-DU RESOURCE CONFIGURATION
	GNB-DU RESOURCE CONFIGURATION ACKNOWLEDGE
	GNB-DU RESOURCE CONFIGURATION FAILURE

	IAB TNL Address Allocation
	IAB TNL ADDRESS REQUEST
	IAB TNL ADDRESS RESPONSE
	IAB TNL ADDRESS FAILURE

	IAB UP Configuration Update
	IAB UP CONFIGURATION UPDATE REQUEST
	IAB UP CONFIGURATION UPDATE RESPONSE
	IAB UP CONFIGURATION UPDATE FAILURE

	Resource Status Reporting Initiation
	RESOURCE STATUS REQUEST
	RESOURCE STATUS RESPONSE
	RESOURCE STATUS FAILURE

	[bookmark: _Hlk32139762]Positioning Measurement
	POSITIONING MEASUREMENT REQUEST
	POSITIONING MEASUREMENT RESPONSE
	POSITIONING MEASUREMENT FAILURE

	Positioning Information Exchange
	POSITIONING INFORMATION REQUEST
	POSITIONING INFORMATION RESPONSE
	POSITIONING INFORMATION FAILURE

	TRP Information Exchange
	TRP INFORMATION REQUEST
	TRP INFORMATION RESPONSE
	TRP INFORMATION FAILURE

	Positioning Activation
	POSITIONING ACTIVATION REQUEST
	POSITIONING ACTIVATION RESPONSE
	POSITIONING ACTIVATION FAILURE

	E-CID Measurement Initiation
	E-CID MEASUREMENT INITIATION REQUEST
	E-CID MEASUREMENT INITIATION RESPONSE
	E-CID MEASUREMENT INITIATION FAILURE

	[bookmark: OLE_LINK72][bookmark: OLE_LINK73]PRS Configuration Exchange
	PRS CONFIGURATION REQUEST
	PRS CONFIGURATION RESPONSE
	PRS CONFIGURATION FAILURE

	Measurement Preconfiguration (FFS)
	MEASUREMENT PRECONFIGURATION REQUIRED (FFS)
	MEASUREMENT PRECONFIGURATION CONFIRM (FFS)
	MEASUREMENT PRECONFIGURATION REFUSE (FFS)



Editor Notes: The procedure name is FFS.
Table 2: Class 2 procedures
	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Context Release Request (gNB-DU initiated)
	UE CONTEXT RELEASE REQUEST

	Initial UL RRC Message Transfer
	INITIAL UL RRC MESSAGE TRANSFER

	DL RRC Message Transfer
	DL RRC MESSAGE TRANSFER

	UL RRC Message Transfer
	UL RRC MESSAGE TRANSFER

	UE Inactivity Notification 
	UE INACTIVITY NOTIFICATION

	System Information Delivery
	SYSTEM INFORMATION DELIVERY COMMAND

	Paging
	PAGING

	Notify
	NOTIFY

	PWS Restart Indication
	PWS RESTART INDICATION

	PWS Failure Indication
	PWS FAILURE INDICATION

	gNB-DU Status Indication
	GNB-DU STATUS INDICATION

	RRC Delivery Report
	RRC DELIVERY REPORT

	Network Access Rate Reduction
	NETWORK ACCESS RATE REDUCTION

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	DU-CU Radio Information Transfer
	DU-CU RADIO INFORMATION TRANSFER

	CU-DU Radio Information Transfer
	CU-DU RADIO INFORMATION TRANSFER

	Resource Status Reporting
	RESOURCE STATUS UPDATE

	Access And Mobility Indication
	ACCESS AND MOBILITY INDICATION

	Reference Time Information Reporting Control
	REFERENCE TIME INFORMATION REPORTING CONTROL

	Reference Time Information Report
	REFERENCE TIME INFORMATION REPORT

	Access Success
	ACCESS SUCCESS

	Cell Traffic Trace
	CELL TRAFFIC TRACE

	Positioning Assistance Information Control
	POSITIONING ASSISTANCE INFORMATION CONTROL

	Positioning Assistance Information Feedback
	POSITIONING ASSISTANCE INFORMATION FEEDBACK

	Positioning Measurement Report
	POSITIONING MEASUREMENT REPORT

	Positioning Measurement Abort
	POSITIONING MEASUREMENT ABORT

	Positioning Measurement Failure Indication
	POSITIONING MEASUREMENT FAILURE INDICATION

	Positioning Measurement Update
	POSITIONING MEASUREMENT UPDATE

	Positioning Deactivation
	POSITIONING DEACTIVATION

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	Measurement Activation (FFS)
	MEASUREMENT ACTIVATION (FFS)



Editor Notes: The procedure name is FFS.

<<<<<<<<<<<<<<<<<<<< Next change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955903][bookmark: _Toc29893021][bookmark: _Toc36556958][bookmark: _Toc45832406][bookmark: _Toc51775931][bookmark: _Toc56772953][bookmark: _Toc64447582][bookmark: _Toc74152238][bookmark: _Toc88654091]8.13.y	Measurement Preconfiguration (FFS)
[bookmark: _Toc51775932][bookmark: _Toc56772954][bookmark: _Toc64447583][bookmark: _Toc74152239][bookmark: _Toc88654092]8.13.y.1	General
The Measurement Preconfiguration procedure allows the gNB-CU to provide necessary information to the serving gNB-DU and request the gNB-DU to configure measurement gap or PRS processing window of the UE. 
[bookmark: _Toc51775933][bookmark: _Toc56772955][bookmark: _Toc64447584][bookmark: _Toc74152240][bookmark: _Toc88654093]8.13.y.2	Successful Operation


Figure 8.13.y.2-1: Measurement Preconfiguration procedure, successful operation
The gNB-CU initiates the procedure by sending a MEASUREMENT PRECONFIGURATION REQUIRED message. 
If the gNB-DU is able to configure measurement gap or PRS processing window, it shall reply with the MEASUREMENT PRECONFIGURATION CONFIRM message. 
[bookmark: _Toc51775934]
[bookmark: _Toc56772956][bookmark: _Toc64447585][bookmark: _Toc74152241][bookmark: _Toc88654094]8.13.y.3	Unsuccessful Operation


Figure 8.13.Y.3-1: Measurement Preconfiguration procedure, unsuccessful operation
If the gNB-DU cannot configure any of the measurement gap or PRS processing window, the gNB-DU shall respond with a MEASUREMENT PRECONFIGURATION REFUSE message.

<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
8.13.z	Measurement Activation (FFS)
8.13.z.1	General
The Measurement Activation procedure is initiated by the gNB-CU to indicate the gNB-DU to activate the preconfigured measurement gap or PRS processing window for the UE. 
8.13.z.2	Successful Operation


Figure 8.13.z.2-1: Measurement Activation procedure, successful operation
The gNB-CU initiates the procedure by sending a MEASUREMENT ACTIVATION message. 
[bookmark: _Toc51775943][bookmark: _Toc56772965][bookmark: _Toc64447594][bookmark: _Toc74152250][bookmark: _Toc88654103]8.13.z.3	Unsuccessful Operation
Not Applicable.
<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc51776004][bookmark: _Toc56773026][bookmark: _Toc64447655][bookmark: _Toc74152311][bookmark: _Toc88654164]9.2.12.y1	MEASUREMENT PRECONFIGURATION REQUIRED 
This message is sent by a gNB-CU to provide the PRS configuration information of multiple TRPs to a gNB-DU and request to configure measurement gap or PRS processing window of the UE.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	TRP PRS Information List (FFS)
	
	1
	
	
	YES
	ignore

	>TRP PRS Information Item
	
	1 .. <maxnoTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.3.1.197
	
	-
	

	>>NR PCI
	M
	
	INTEGER (0..1007)
	
	
	

	>>NR CGI
	O
	
	9.3.1.12
	
	
	

	>>PRS Configuration
	M
	
	9.3.1.177
	
	
	



	Range bound
	Explanation

	maxnoofTRPs
	Maximum no. of TRPs in a  gNB-DU Value is 65535



[bookmark: _Toc51775999][bookmark: _Toc56773021][bookmark: _Toc64447650][bookmark: _Toc74152306][bookmark: _Toc88654159]9.2.12.y2	MEASUREMENT PRECONFIGURATION CONFIRM (FFS)
This message is sent by an gNB-DU to gNB-CU to confirm successful configuration of measurement gap or PRS processing window of the UE.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



[bookmark: _Toc51776003][bookmark: _Toc56773025][bookmark: _Toc64447654][bookmark: _Toc74152310][bookmark: _Toc88654163]9.2.12.y3	MEASUREMENT PRECONFIGURATION REFUSE (FFS)
This message is sent by gNB-DU to indicate configuration of measurement gap or PRS processing window was unsuccessful.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



9.1.1.a	MEASUREMENT ACTIVATION
This message is sent by the gNB-CU to indicate the gNB-DU to activate the preconfigured measurement gap or PRS processing window for the UE.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	PRS Measurement Info List 
	
	1
	
	
	YES
	Ignore

	> PRS Measurement Info Item
	
	1 .. < maxFreqLayers>
	
	
	
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	
	
	

	>>CHOICE PRS Repetition And Offset
	M
	
	
	
	
	

	>>MS20
	M
	
	INTEGER (0..19)
	TS 38.331 [13]
	
	

	>>MS40
	M
	
	INTEGER (0..39)
	TS 38.331 [13]
	
	

	>>MS80
	M
	
	INTEGER (0..79)
	TS 38.331 [13]
	
	

	>>MS160
	M
	
	INTEGER (0..1599)
	TS 38.331 [13]
	
	

	>>Measurement PRS Length
	M
	
	ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6, ms10, ms20}
	
	
	



	Range bound
	Explanation

	maxFreqLayers
	Maximum no. of frequency layers. Value is 4
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