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1	Introduction
This F1AP TP captures the agreements from CB # 1904_Pos_Multipath_NLOS for the LoS/NLoS Information and mirrors the associated NRPPa TP.
Annex A:	TP for TS 38.473 BL CR
Start of Text Proposal for TS 38.473 BL CR
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Figure 8.13.3.2-1: Positioning Measurement procedure: successful operation
The gNB-CU initiates the procedure by sending a POSITIONING MEASUREMENT REQUEST message to the gNB-DU, indicating in the TRP Measurement Request List IE the TRP(s) from which measurements are requested. The gNB-DU node shall use the included information to configure positioning measurements by the indicated TRP(s). If at least one of the requested measurements has been successful for at least one of the TRPs, the gNB-DU shall reply with the POSITIONING MEASUREMENT RESPONSE message including the Positioning Measurement Response List IE..
If the Positioning Report Characteristics IE is set to "OnDemand", the gNB-DU shall return the corresponding measurement results in the Positioning Measurement Result List IE in the POSITIONING MEASUREMENT RESPONSE message, and the gNB-CU shall consider that this reporting has been terminated by the gNB-DU.
If the Measurement Beam Information Request IE is included in the POSITIONING MEASUREMENT REQUEST message, the gNB-DU node shall include the Measurement Beam Information IE in the Positioning Measurement Result IE of the POSITIONING MEASUREMENT RESPONSE message.
If the Measurement Quality IE is included in the Measurement Result IE in the POSITIONING MEASUREMENT RESPONSE message, the gNB-CU may use it for further signalling. If the Measurement Quality IE includes the Zenith Quality IE, the gNB-CU may use it for further signalling.
If the System Frame Number IE and/or the Slot Number IE are included in the POSITIONING MEASUREMENT REQUEST message, the gNB-DU node shall, if supported, consider that the respective information indicates the activation time of SRS transmission.
If the LoS/NLoS Information Request IE is included in the POSITIONING MEASUREMENT REQUEST message, the gNB-DU shall, if supported, include the LoS/NLoS Information IE in the Positioning Measurement Result IE of the POSITIONING MEASUREMENT RESPONSE message.
Interaction with the Positioning Measurement Report procedure:
If the Positioning Report Characteristics IE is set to "Periodic", the gNB-DU shall initiate the corresponding measurements, and it shall reply with the POSITIONING MEASUREMENT RESPONSE message without including any measurement results in the message. The gNB-DU shall then periodically initiate the Positioning Measurement Report procedure for the corresponding measurements, with the requested reporting periodicity.
If the Report Characteristics IE is set to "OnDemand" and the Response Time IE is included in the POSITIONING MEASUREMENT REQUEST message, the gNB-DU shall, if supported, return the corresponding measurement results in the POSITIONING MEASUREMENT RESPONSE message within the indicated time.
Next Change
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This message is sent by the gNB-CU to request the gNB-DU to configure a positioning measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	LMF Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	RAN Measurement ID
	M
	
	INTEGER (1..65536, …)
	
	YES
	reject

	TRP Measurement Request List
	
	1
	
	
	YES
	reject

	>TRP Measurement Request Item
	
	1..<maxnoofMeasTRPs>
	
	
	
	

	>>TRP ID
	M
	
	9.3.1.197
	
	
	

	>>Search Window Information
	O
	
	9.3.1.204
	
	
	

	>>NR CGI
	O
	
	9.3.1.12
	The Cell ID of the TRP identified by the TRP ID IE.
	YES
	ignore

	>>AoA Search Window Information
	O
	
	UL-AoA Assistance Information 9.3.1.Y1
	
	YES
	ignore

	Positioning Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic, …)
	
	YES
	reject

	Positioning Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, …, 20480ms, 40960ms)
	
	YES
	reject

	Positioning Measurement Quantities
	
	1
	
	
	YES
	reject

	> Positioning Measurement Quantities Item
	
	1..<maxnoofPosMeas>
	
	
	EACH
	

	>> Positioning Measurement Type
	M
	
	ENUMERATED (gNB RX-TX, UL-SRS-RSRP, UL AoA, UL RTOA, …) 
	
	
	-

	>>Timing Reporting Granularity Factor
	O
	
	INTEGER (0..5)
	TS 38.133 [38]
	
	

	SFN Initialisation Time
	O
	
	Relative Time 1900
9.3.1.183
	If this IE is not present, the TRP may assume that the value is same as its own SFN initialisation time.
	YES
	ignore

	SRS Configuration
	O
	
	9.3.1.192
	
	YES
	ignore

	Measurement Beam Information Request
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	[bookmark: OLE_LINK17]System Frame Number
	O 
	
	INTEGER(0..1023)
	
	YES
	ignore

	Slot Number
	O
	
	INTEGER(0..79)
	
	YES
	ignore

	Response Time
	O
	
	9.3.1.x
	
	YES
	ignore

	LoS/NLoS Information Request
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.

	maxnoofMeasTRPs
	Maximum no. of TRPs that can be included within one measurement message. Value is 64.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Positioning Report Characteristics IE is set to the value "Periodic".



Next Change
9.3.1.166	Positioning Measurement Result 
[bookmark: _Hlk50384006]The purpose of this information element is to provide the measurement result(s).
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Positioning Measured Result Item
	
	1 .. <maxnoofPosMeas>
	
	
	
	

	>CHOICE Measured Results Value
	M
	
	
	
	
	

	>>UL Angle of Arrival
	M
	
	9.3.1.167
	
	-
	

	>>UL SRS-RSRP
	M
	
	INTEGER (0..126)
	
	-
	

	>>UL RTOA
	M
	
	UL RTOA Measurement
9.3.1.168
	
	-
	

	>>gNB Rx-Tx Time Difference
	M
	
	9.3.1.170
	
	-
	

	>>Zenith Angle of Arrival
	M
	
	9.3.1.Y2
	
	YES
	reject

	>Time Stamp
	M
	
	9.3.1.171
	
	-
	

	>Measurement Quality
	O
	
	TRP Measurement Quality
9.3.1.172
	
	-
	

	>Measurement Beam Information
	O
	
	9.3.1.173
	
	-
	

	>LoS/NLoS Information
	O
	
	9.3.1.b1
	
	Yes
	ignore



	Range bound
	Explanation

	maxnoofPosMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 16384.



Next Change
[bookmark: _Toc64447727][bookmark: _Toc74152383]9.3.1.b1	LoS/NLoS Information
This IE contains the LoS/NLoS information for UL measurement.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE LoS/NLoS Indicator
	M
	
	
	

	>Soft Indicator
	
	
	
	

	>>LoS/NLoS Indicator Soft
	M
	
	INTEGER (0..10)
	Values ordered in increasing likelihood of LoS, i.e. 10 corresponding to LoS and 0 corresponding to NLoS.

	>Hard Indicator
	
	
	
	

	>>LoS/NLoS Indicator Hard
	M
	
	ENUMERATED (NLoS, LoS)
	



Next Change










Next Change
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** SKIPPING UNCHANGED TEXT **

	SpatialRelationPerSRSResource,
	TRP-MeasurementUpdateList,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	LoS-NLoSInfoRequest

** SKIPPING UNCHANGED TEXT **

	id-SRSSpatialRelationPerSRSResource, 
	id-TRP-MeasurementUpdateList,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-LoS-NLoSInfoRequest,
	maxCellingNBDU,

** SKIPPING UNCHANGED TEXT **

PositioningMeasurementRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningMeasurementRequestIEs} },
	...
}

PositioningMeasurementRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID									PRESENCE mandatory}|
	{ ID id-LMF-MeasurementID						CRITICALITY reject	TYPE LMF-MeasurementID								PRESENCE mandatory}|
	{ ID id-RAN-MeasurementID						CRITICALITY reject	TYPE RAN-MeasurementID								PRESENCE mandatory}|
	{ ID id-TRP-MeasurementRequestList				CRITICALITY reject	TYPE TRP-MeasurementRequestList					PRESENCE mandatory}|
	{ ID id-PosReportCharacteristics				CRITICALITY reject	TYPE PosReportCharacteristics				PRESENCE mandatory}|
	{ ID id-PosMeasurementPeriodicity				CRITICALITY reject	TYPE MeasurementPeriodicity					PRESENCE conditional }|
	-- The above IE shall be present if the PosReportCharacteristics IE is set to “periodic” --
	{ ID id-PosMeasurementQuantities				CRITICALITY reject	TYPE PosMeasurementQuantities					PRESENCE mandatory}|
	{ ID id-SFNInitialisationTime					CRITICALITY ignore	TYPE RelativeTime1900	PRESENCE optional	}|
	{ ID id-SRSConfiguration						CRITICALITY ignore	TYPE SRSConfiguration								PRESENCE optional}|
	{ ID id-MeasurementBeamInfoRequest				CRITICALITY ignore	TYPE MeasurementBeamInfoRequest	PRESENCE optional	}|
	{ ID id-SystemFrameNumber						CRITICALITY ignore	TYPE SystemFrameNumber		PRESENCE optional}|
	{ ID id-SlotNumber								CRITICALITY ignore	TYPE SlotNumber				PRESENCE optional},|
	{ ID id-ResponseTime							CRITICALITY ignore	TYPE ResponseTime			PRESENCE optional}|
	{ ID id-LoS-NLoSInfoRequest						CRITICALITY ignore	TYPE LoS-NLoSInfoRequest	PRESENCE optional},

	...
} 


Next Change
9.4.5	Information Element Definitions
** SKIPPING UNCHANGED TEXT **

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
	id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
	id-BHInfo,
	id-IAB-Info-IAB-DU,
	id-IAB-Info-IAB-donor-CU,
	id-IAB-Barred,
	id-SIB12-message,
	id-SIB13-message,
	id-SIB14-message,
	id-UEAssistanceInformationEUTRA,
	id-SL-PHY-MAC-RLC-Config,
	id-SL-ConfigDedicatedEUTRA-Info,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-CarrierList,
	id-ULCarrierList,
	id-FrequencyShift7p5khz,
	id-SSB-PositionsInBurst,
	id-NRPRACHConfig, 
	id-TDD-UL-DLConfigCommonNR,
	id-CNPacketDelayBudgetDownlink,
	id-CNPacketDelayBudgetUplink,
	id-ExtendedPacketDelayBudget,
	id-TSCTrafficCharacteristics,
	id-AdditionalPDCPDuplicationTNL-List,
	id-RLCDuplicationInformation,
	id-AdditionalDuplicationIndication,
	id-mdtConfiguration,
	id-TraceCollectionEntityURI,
	id-NID,
	id-NPNSupportInfo,
	id-NPNBroadcastInformation,
	id-AvailableSNPN-ID-List,
	id-SIB10-message,
	id-RequestedP-MaxFR2,
	id-DLCarrierList,
	id-ExtendedTAISliceSupportList,
	id-E-CID-MeasurementQuantities-Item,
	id-ConfiguredTACIndication,
	id-NRCGI,
	id-SFN-Offset,
	id-TransmissionStopIndicator,
	id-SrsFrequency,
	id-EstimatedArrivalProbability,
	id-TRPType,
	id-SRSSpatialRelationPerSRSResource,
	id-OnDemandTRPPRS,
	id-AoA-SearchWindow,
	id-ZoA,
	id-LoS-NLoSInformation,

** SKIPPING UNCHANGED TEXT **

LoS-NLoSIndicatorHard ::= ENUMERATED (NLoS, LoS)

LoS-NLoSIndicatorSoft ::= INTEGER (0..10)

LoS-NLoSInfoRequest ::= ENUMERATED (true, ...)

LoS-NLoSInformation ::= CHOICE {
	loS-NLoSIndicatorSoft		LoS-NLoSIndicatorSoft,
	loS-NLoSIndicatorHard		LoS-NLoSIndicatorHard,
	choice-Extension		ProtocolIE-SingleContainer {{ LoS-NLoSInformation-ExtIEs}}
}

LoS-NLoSInformation-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

** SKIPPING UNCHANGED TEXT **

PosMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoofPosMeas)) OF PosMeasurementResultItem 

PosMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				MeasuredResultsValue,
	timeStamp							TimeStamp,
	measurementQuality					TRPMeasurementQuality	OPTIONAL,
	measurementBeamInfo					MeasurementBeamInfo		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { PosMeasurementResultItemExtIEs } }	OPTIONAL
}

PosMeasurementResultItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-LoS-NLoSInformation		CRITICALITY ignore EXTENSION LoS-NLoSInformation		PRESENCE optional },
	...
}

Next Change
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** SKIPPING UNCHANGED TEXT **

id-ResponseTime										ProtocolIE-ID ::= 1440
id-LoS-NLoSInformation								ProtocolIE-ID ::= xx

End of Text Proposal for TS 38.473 BL CR
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