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8.3.1.2
Successful Operation
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Figure 8.3.1.2-1: Bearer Context Setup procedure: Successful Operation.

The gNB-CU-CP initiates the procedure by sending the BEARER CONTEXT SETUP REQUEST message to the gNB-CU-UP. If the gNB-CU-UP succeeds to establish the requested resources, it replies to the gNB-CU-CP with the BEARER CONTEXT SETUP RESPONSE message.

Not modified
For each PDU Session Resource, if the Redundant Common Network Instance IE is included in the PDU Session Resource To Setup List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, use it when selecting transport network resource for the redundant transmission as specified in TS 23.501 [20].

For each PDU session, if the Redundant QoS Flow Indicator IE is included in the QoS Flow QoS Parameters List IE in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, consider it for the redundant transmission.
For each PDU session, if the Redundant PDU Session Information IE is included in the PDU Session Resource To Setup List IE contained in the BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall, if supported, set up the redundant user plane resources, as specified in TS 23.501 [20] and include, if supported, the Used Redundant PDU Session Information IE in the PDU Session Resource Setup List IE in the BEARER CONTEXT SETUP RESPONSE message. If the PDU Session Pair ID IE is included in the Redundant PDU Session Information IE, the gNB-CU-UP may use it to identify the paired PDU Sessions.
If UE Inactivity Timer IE or PDU session Inactivity Timer IE or DRB Inactivity Timer IE is contained in BEARER CONTEXT SETUP REQUEST message, the gNB-CU-UP shall take it into account when perform inactivity monitoring.

Not modified
9.3.1.80
Redundant PDU Session Information
This IE defines Redundancy information to be applied to a PDU session.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RSN
	M
	
	ENUMERATED 

(v1, v2, …)
	
	
	

	PDU Session Pair ID
	O
	
	INTEGER

(0..255, …)
	as defined in TS 23.501 [20]. This IE is not used in the response message. If received, the gNB-CU-CP shall ignore it.
	YES
	ignore


Not modified
9.4.5
Information Element Definitions

-- ASN1START
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

E1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS



id-CommonNetworkInstance,


id-SNSSAI,


id-OldQoSFlowMap-ULendmarkerexpected,


id-DRB-QoS,


id-endpoint-IP-Address-and-Port,


id-NetworkInstance,


id-QoSFlowMappingIndication,

id-TNLAssociationTransportLayerAddressgNBCUUP,


id-Cause,


id-QoSMonitoringRequest,


id-QosMonitoringReportingFrequency,

id-QoSMonitoringDisabled,

id-PDCP-StatusReportIndication,

id-PDUSession-PairID,

id-RedundantCommonNetworkInstance,


id-redundant-nG-UL-UP-TNL-Information,


id-redundant-nG-DL-UP-TNL-Information,


id-RedundantQosFlowIndicator,


id-TSCTrafficCharacteristics,


id-ExtendedPacketDelayBudget,


id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-AdditionalPDCPduplicationInformation,


id-RedundantPDUSessionInformation,


id-RedundantPDUSessionInformation-used,


id-QoS-Mapping-Information,


id-MDTConfiguration,


id-TraceCollectionEntityURI,

Not modified
PDU-Session-ID
::=
INTEGER (0..255)

PDUSession-PairID ::= INTEGER (0..255, ...)

PDU-Session-Resource-Activity
::= ENUMERATED {


active,


not-active,


...

}

Not modified
RedundantQoSFlowIndicator::= ENUMERATED {true,false}

RedundantPDUSessionInformation ::= SEQUENCE {


rSN




RSN,


iE-Extensions

ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }
OPTIONAL,


...

}

RedundantPDUSessionInformation-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
{ ID id-PDUSession-PairID
CRITICALITY ignore
EXTENSION PDUSession-PairID
PRESENCE optional
},

...

}

RSN ::= ENUMERATED {v1, v2, ...}

Not modified
9.4.7
Constant Definitions

-- ASN1START
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

E1AP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Not modified
id-DataForwardingtoNG-RANQoSFlowInformationList




ProtocolIE-ID ::= 136

id-MaxCIDEHCDL












ProtocolIE-ID ::= 137

id-ignoreMappingRuleIndication








ProtocolIE-ID ::= 138

id-DirectForwardingPathAvailability







ProtocolIE-ID ::= 139

id-EarlyDataForwardingIndicator








ProtocolIE-ID ::= 140
id-QoSFlowsDRBRemapping










ProtocolIE-ID ::= 141
id-PDUSession-PairID










ProtocolIE-ID ::= xxx
END

-- ASN1STOP
