

	
3GPP TSG-RAN WG3 Meeting #115-e 	R3-221756
E-meeting, -, 21.02 - 03.03.2022
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.413
	CR
	0751
	rev
	-
	Current version:
	16.8.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Clarification of the usage of an IE in case of DAPS HO

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell

	Source to TSG:
	R3

	
	

	Work item code:
	NR_Mob_enh-Core
	
	Date:
	9.02.2022

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	When DAPS HO was enabled in case of a HO over the core network, a set of procedures and new IEs were added. All of them were clearly defined as related to a DAPS HO (typically with a text “during a DAPS Handover”). However, the use of the Notify Source NG-RAN Node” IE was not defined in this way, which brings false suggestion it is used not only for DAPS.

	
	

	Summary of change:
	Description of the IE has been modified so that interaction with the Handover Success procedure is properly labelled and its use for DAPS HO only is clear.

Impact assessment towards the previous version of the specification (same release): 
The impact can be considered isolated because the change only clarifies usage of the IE.

	
	

	Consequences if not approved:
	Possible IoT problems when the IE is used when not expected.

	
	

	Clauses affected:
	8.4.3.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	




Page 1






	First change, ommited text not changed



[bookmark: _Toc45651946][bookmark: _Toc45658378][bookmark: _Toc45720198][bookmark: _Toc45798078][bookmark: _Toc45897467][bookmark: _Toc51745667][bookmark: _Toc64445931][bookmark: _Toc73981801][bookmark: _Toc88651890]8.4.3	Handover Notification
[bookmark: _Toc20954887][bookmark: _Toc29503324][bookmark: _Toc29503908][bookmark: _Toc29504492][bookmark: _Toc36552938][bookmark: _Toc36554665][bookmark: _Toc45651947][bookmark: _Toc45658379][bookmark: _Toc45720199][bookmark: _Toc45798079][bookmark: _Toc45897468][bookmark: _Toc51745668][bookmark: _Toc64445932][bookmark: _Toc73981802][bookmark: _Toc88651891]8.4.3.1	General
[bookmark: _Toc20954888][bookmark: _Toc29503325][bookmark: _Toc29503909][bookmark: _Toc29504493][bookmark: _Toc36552939][bookmark: _Toc36554666][bookmark: _Toc45651948][bookmark: _Toc45658380][bookmark: _Toc45720200][bookmark: _Toc45798080][bookmark: _Toc45897469][bookmark: _Toc51745669]The purpose of the Handover Notification procedure is to indicate to the AMF that the UE has arrived to the target cell and the NG-based handover has been successfully completed. The procedure uses UE-associated signalling.
[bookmark: _Toc64445933][bookmark: _Toc73981803][bookmark: _Toc88651892]8.4.3.2	Successful Operation


Figure 8.4.3.2-1: Handover notification
The target NG-RAN node shall send the HANDOVER NOTIFY message to the AMF when the UE has been identified in the target cell and the NG-based handover has been successfully completed.
Interactions with Handover Success procedure:
During a DAPS Handover, Iif the Notify Source NG-RAN Node IE is included in the HANDOVER NOTIFY message, the AMF shall, if supported, notify the source NG-RAN node that the UE has successfully accessed the target NG-RAN node.
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