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1. Overall Description:

RAN3 thanks RAN2 for its liaison statement and take note that RAN2
· is likely to decide that UE does not report to the NG-RAN its coarse GNSS coordinates during initial access (before AS security is activated), for example, for service request and registration area update procedures.
· and therefore asks whether it's acceptable that no UE location information is reported at the NG-RAN in a NTN network during initial access.

RAN3 would like to recall its agreements reflected in its stg2 BL CR (see R3-221609)
The mapping between Cell Identities and geographical areas is configured in the RAN and Core Network. 
“The gNB is responsible for constructing the Mapped Cell ID based on the UE location info received from the UE. The mapping may be pre-configured (e.g., up to operator’s policy) or up to implementation.
NOTE: 	As described in TS 23.501 [3], the User Location Information may enable the AMF to determine whether the UE is allowed to operate at its present location. Pre-configuration of special mapped cell identifiers may be used to indicate areas outside the serving PLMN’s country.
The gNB reports the broadcasted TAC(s) of the selected PLMN to the AMF as part of ULI. In case the gNB knows the UE’s location information, the gNB may determine the TAI the UE is currently located in and provide that TAI to the AMF as part of ULI.”

[bookmark: _GoBack]On the basis of the above, the gNB will not be able to determine during the initial access, the Mapped Cell ID and the TAI in which the UE is located, hence enabling the AMF to determine whether the UE is allowed to operate at its present location.


2. Actions:
[bookmark: _Hlk46227635]To RAN2, SA2
ACTION:	RAN3 kindly asks SA2, RAN3 to take into account the above information.

3. Date of Next RAN3 Meetings:
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