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	Reason for change:
	For the FAILURE INDICATION message triggered by reestablishment without RLF-Report, the reestablishment cause is missing in the FAILURE INDICATION message. This is required in where no RLF report is avilable to distinguish HOF cases.

	
	

	Summary of change:
	· Add the reestablishement cause into the FAILURE INDICATION message. 

Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
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This message is sent by NG-RAN node2 to indicate an RRC re-establishment attempt or a reception of an RLF Report from a UE that suffered a connection failure at NG-RAN node1.
Direction: NG-RAN node2  NG-RAN node1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	CHOICE Initiating condition
	M
	
	
	
	YES
	reject

	>RRC Reestab
	
	
	
	
	
	

	>>CHOICE RRC Reestab Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Reestab Reporting without RLF Report
	
	
	
	
	
	

	>>>>Failure cell PCI
	M
	
	9.2.2.10
	Physical Cell Identifier

	–
	

	>>>>Re-establishment cell CGI
	M
	
	Global NG-RAN Cell Identity
9.2.2.27 
	
	–
	

	>>>>C-RNTI
	M
	
	BIT STRING (SIZE (16))
	C-RNTI contained in the RRCRe-establishment 
Request message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>>ShortMAC-I
	M
	
	BIT STRING (SIZE (16))
	ShortMAC-I contained in the RRCRe-establishment Request message (TS 38.331 [10]) or in the RRCConnectionReestablishmentRequest message (TS 36.331 [14])
	–
	

	>>>>RRC Conn Reestab Indicator
	O
	
	ENUMERATED(reconfigurationFailure, handoverFailure, otherFailure, ...)
	
	YES
	ignore

	>>>RRC Reestab Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	9.2.2.59
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10]) or RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
	–
	

	>RRC Setup 
	
	
	
	
	
	

	>>CHOICE RRC Setup Initiated Reporting
	M
	
	
	
	–
	

	>>>RRC Setup Reporting with RLF Report
	
	
	
	
	
	

	>>>>UE RLF Report Container
	M
	
	[bookmark: _Hlk44419112]9.2.2.59
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10]) or RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
	–
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9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

<<next change>>

	id-dataForwardingInfoFromTargetE-UTRANnode,
[bookmark: _Hlk89168732]	id-Cause,
	id-RRCConnReestab-Indicator,
	maxEARFCN,
	maxnoofAllowedAreas,

<<next change>>

RRCReestab-Initiated-Reporting-wo-UERLFReport ::= SEQUENCE {
	failureCellPCI		NG-RAN-CellPCI,
	reestabCellCGI		GlobalNG-RANCell-ID,
	c-RNTI				C-RNTI,
	shortMAC-I			MAC-I,
	iE-Extensions		ProtocolExtensionContainer { { RRCReestab-Initiated-Reporting-wo-UERLFReport-ExtIEs} } OPTIONAL,
	...
}

RRCReestab-Initiated-Reporting-wo-UERLFReport-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-RRCConnReestab-Indicator 	CRITICALITY ignore	EXTENSION RRCConnReestab-Indicator		PRESENCE optional },
	...
}

<<next change>>

RRCConnReestab-Indicator ::= ENUMERATED { reconfigurationFailure, handoverFailure, otherFailure, ...}
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

<<next change>>
id-PDUSessionExpectedUEActivityBehaviour															ProtocolIE-ID ::= 249
id-QoS-Mapping-Information																			ProtocolIE-ID ::= 250
id-AdditionLocationInformation																		ProtocolIE-ID ::= 251
id-dataForwardingInfoFromTargetE-UTRANnode															ProtocolIE-ID ::= 252
id-RRCConnReestab-Indicator																			ProtocolIE-ID ::= xxx

END
-- ASN1STOP
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