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1. Introduction
This is a correction on the errors introduces by R3-221359.
1) Remove the editor’s note in 8.3.6.1.
2) Correct the color of “Eighth Bit = Neighbour Cell CAC Periodic” from red to black.
[bookmark: _GoBack]3) Update ASN.1.
2. TP for TS 36.423 
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This procedure is used by an eNB to request the reporting of load measurements to another eNB.
The procedure uses non UE-associated signalling.
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Figure 8.3.6.2-1: Resource Status Reporting Initiation, successful operation
The procedure is initiated with a RESOURCE STATUS REQUEST message sent from eNB1 to eNB2. Upon receipt, eNB2:
-	shall initiate the requested measurement according to the parameters given in the request in case the Registration Request IE set to "start"; or
-	shall stop all cells measurements and terminate the reporting in case the Registration Request IE is set to "stop"; or
-	if supported, stop cell measurements and terminate the reporting for cells indicated in the Cell To Report IE list, in case the Registration Request IE is set to "partial stop"; or
-	if supported, add cells indicated in the Cell To Report IE list to the measurements initiated before for the given measurement IDs, in case the Registration Request IE is set to "add".
If the eNB2 received a RESOURCE STATUS REQUEST message, which includes the Registration Request IE set to "stop", the Cell To Report IE list shall be ignored.
If the Registration Request IE is set to "start" then the Report Characteristics IE shall be included in RESOURCE STATUS REQUEST message. The eNB2 shall ignore the Report Characteristics IE, if the Registration Request IE is not set to "start".
The Report Characteristics IE indicates the type of objects eNB2 shall perform measurements on. For each cell, the eNB2 shall include in the RESOURCE STATUS UPDATE message:
-	the Radio Resource Status IE, if the first bit, "PRB Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-	the S1 TNL Load Indicator IE, if the second bit, "TNL Load Ind Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-	the Hardware Load Indicator IE, if the third bit, "HW Load Ind Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-	the Composite Available Capacity Group IE, if the fourth bit, "Composite Available Capacity Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1. If Cell Capacity Class Value IE is included within the Composite Available Capacity Group IE, this IE is used to assign weights to the available capacity indicated in the Capacity Value IE;
-	the ABS Status IE, if the fifth bit, "ABS Status Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1 and eNB1 had indicated the ABS pattern to eNB2;
-	the RSRP Measurement Report List IE, if the sixth bit, "RSRP Measurement Report Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-	the CSI Report IE, if the seventh bit, "CSI Report Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1;
-	the Radio Resource Status IE within the NR Neithbour Cell Measurement Result IE, if the eighth bit, "Neighbour Cell CAC Periodic" of the Report Characteristics IE included in the RESOURCE STATUS REQUEST message is set to 1.
NOTE:	In order to avoid duplication, the eNB2 may include only one copy of NR Neithbour Cell Measurement Result Item per RESOURCE STATUS UPDATE messages per NR neighbour cell, even if this NR cell neighbours to multiple E-UTRA cell served by eNB2. The eNB1 should deduce which NR cell is capable of performing EN-DC with the corresponding served E-UTRA cell by using the NR Neighbour Information IE received during the X2 Setup procedure or the eNB Configuration Update procedure. The eNB2 should only include NR Neithbour Cell Measurement Result Item for NR cells that neighbour to at least one cell served by eNB1.
Editor’s note: The eNB2 should only include NR Neithbour Cell Measurement Result Item for NR cells that neighbour to at least one cell served by eNB1, and any further filtering by eNB2 is not precluded.
If the Reporting Periodicity IE is included in the RESOURCE STATUS REQUEST message, eNB2 shall use its value as the time interval between two subsequent RESOURCE STATUS UPDATE messages that include the Radio Resource Status IE, S1 TNL Load Indicator IE, Hardware Load Indicator IE, Composite Available Capacity Group IE, or ABS Status IE.
If the Reporting Periodicity of RSRP Measurement Report IE is included in the RESOURCE STATUS REQUEST message, eNB2 shall use its value as the minimum time interval between two subsequent RESOURCE STATUS UPDATE messages that include the RSRP Measurement Report List IE.
If the Reporting Periodicity of CSI Report IE is included in the RESOURCE STATUS REQUEST message, eNB2 shall use its value as the minimum time interval between two subsequent RESOURCE STATUS UPDATE messages that include the CSI Report IE.
If eNB2 is capable to provide all requested resource status information, it shall initiate the measurement as requested by eNB1, and respond with the RESOURCE STATUS RESPONSE message.
If eNB2 is capable to provide some but not all of the requested resource status information and the Partial Success Indicator IE is present in the RESOURCE STATUS REQUEST message, it shall initiate the measurement for the admitted measurement objects and include the Measurement Initiation Result IE in the RESOURCE STATUS RESPONSE message.
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9.1.2.11	RESOURCE STATUS REQUEST
This message is sent by an eNB1 to neighbouring eNB2 to initiate the requested measurement according to the parameters given in the message.
Direction: eNB1  eNB2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	C-ifRegistrationRequestStoporPartialStoporAdd
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,
…, partial stop, add)
	Type of request for which the resource status is required.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates measurement object the eNB2 is requested to report.
First Bit = PRB Periodic,
Second Bit = TNL load Ind Periodic,
Third Bit = HW Load Ind Periodic,
Fourth Bit = Composite Available Capacity Periodic, this bit should be set to 1 if at least one of the First, Second or Third bits is set to 1,
Fifth Bit = ABS Status Periodic,
Sixth Bit = RSRP Measurement Report Periodic,
Seventh Bit = CSI Report Periodic, Eighth Bit = Neighbour Cell CAC Neighbour Cell CAC Periodic.
Other bits shall be ignored by the eNB2.
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI
9.2.14
	
	–
	

	Reporting Periodicity
	O
	
	ENUMERATED(1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of PRB Periodic, TNL Load Ind Periodic, HW Load Ind Periodic, Composite Available Capacity Periodic or ABS Status Periodic.
	YES
	ignore

	Partial Success Indicator
	O
	
	ENUMERATED(partial success allowed, ...)
	Included if partial success is allowed
	YES
	ignore

	Reporting Periodicity of RSRP Measurement Report
	O
	
	ENUMERATED(120ms, 240ms, 480ms, 640ms, ...)
	Periodicity that can be used for the reporting of RSRP Measurement Report Periodic.
	YES
	ignore

	Reporting Periodicity of CSI Report
	O
	
	ENUMERATED(5ms, 10ms, 20ms, 40ms, 80ms, ...)
	Periodicity that can be used for the reporting of CSI Report Periodic.
	YES
	ignore



	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.



	Condition
	Explanation

	ifRegistrationRequestStoporPartialStoporAdd
	This IE shall be present if the Registration Request IE is set to the value "stop", "partial stop" or "add".



[bookmark: _Toc14207733]9.1.2.12	RESOURCE STATUS RESPONSE
This message is sent by the eNB2 to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.
Direction: eNB2  eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Measurement Initiation Result
	
	0..1
	
	List of all cells in which measurement objects were requested, included when indicating partial success
	YES
	ignore

	>Measurement Initiation Result Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI
9.2.14
	
	–
	

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that eNB2 could not initiate the measurement for at least one of the requested measurement objects in the cell
	–
	

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,
Second Bit = TNL load Ind Periodic,
Third Bit = HW Load Ind Periodic,
Fourth Bit = Composite Available Capacity Periodic,
Fifth Bit = ABS Status Periodic,
Sixth Bit = RSRP Measurement Report Periodic,
Seventh Bit = CSI Report Periodic, Eighth Bit = Neighbour Cell CAC Neighbour Cell CAC Periodic.
Other bits shall be ignored by the eNB1.
	–
	

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurement objects for which the measurement cannot be initiated
	–
	



	Range bound
	Explanation

	maxFailedMeasObjects
	Maximum number of measurement objects that can fail per measurement. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.



[bookmark: _Toc14207734]9.1.2.13	RESOURCE STATUS FAILURE
This message is sent by the eNB2 to indicate that for none of the requested measurement objects the measurement can be initiated.
Direction: eNB2  eNB1.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	eNB1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB1
	YES
	reject

	eNB2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by eNB2
	YES
	reject

	Cause
	M
	
	9.2.6
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	Complete Failure Cause Information
	
	0..1
	
	Complete list of failure causes for all requested cells
	YES
	ignore

	>Complete Failure Cause Information Item
	
	1 .. <maxCellineNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	ECGI
9.2.14
	
	–
	

	>>Measurement Failure Cause List
	
	1
	
	
	–
	

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates measurement object that failed to be initiated in the eNB2. First Bit = PRB Periodic,
Second Bit = TNL load Ind Periodic,
Third Bit = HW Load Ind Periodic,
Fourth Bit = Composite Available Capacity Periodic,
Fifth Bit = ABS Status Periodic,
Sixth Bit = RSRP Measurement Report Periodic,
Seventh Bit = CSI Report Periodic, Eighth Bit = Neighbour Cell CAC Neighbour Cell CAC Periodic.
Other bits shall be ignored by the eNB1.
	–
	

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurements that cannot be initiated
	–
	



	Range bound
	Explanation

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.

	maxFailedMeasObjects
	Max number of measurement objects that can fail per measurement. Value is 32.
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-- N

///////////////////////////////////////////////////////////////skip unrelated codes///////////////////////////////////////////////////////////////

NR-NeighbourCellMeasResult ::= SEQUENCE (SIZE(1.. maxofNRNeighbours)) OF NR-NeighbourCellMeasResult-Item

NR-NeighbourCellMeasResult-Item ::= SEQUENCE {
	cellID										NRCGI,
	nrCompositeAvailableCapacityGroup			NRCompositeAvailableCapacityGroup			OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {NR-NeighbourCellMeasResult-Item-ExtIEs} }	OPTIONAL,
	...
}

NR-NeighbourCellMeasResult-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

//////////////////////////////////////////////////////////////end/////////////////////////////////////////////////////////////
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