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1. Introduction
This document provides the TP for NR_UE_pow_sav_enh for TS 38.473 and TS 38.413. 
[bookmark: _Toc423020280]2. TP for BLCR for TS 38.473 on top of R3-221583

<Unchanged Text Omitted>
8.7.1.2	Successful Operation
[image: ]
Figure 8.7.1.2-1: Paging procedure. Successful operation.
The gNB-CU initiates the procedure by sending a PAGING message.
The Paging DRX IE may be included in the PAGING message, and if present the gNB-DU may use it to determine the final paging cycle for the UE.
The Paging Priority IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 23.501 [21].
At the reception of the PAGING message, the gNB-DU shall perform paging of the UE in cells which belong to cells as indicated in the Paging Cell List IE.
The Paging Origin IE may be included in the PAGING message, and if present the gNB-DU shall transfer it to the UE.
The PEIPS Assistance Information IE may be included in the PAGING message, and if present the gNB-DU shall, if supported, use it for paging subgrouping of the UE, as specified in TS 38.300 [6]. 
If the UE-ID Based Subgrouping Indication IE is included in the PAGING message while the PEI Assistance Information IE is not included, the NG-RAN node shall, if supported, use it as defined in TS 38.300 [6].
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9.2.6.1	PAGING
This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.
Direction: gNB-CU  gNB-DU
	[bookmark: OLE_LINK12][bookmark: OLE_LINK11]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.3.1.39
	
	YES
	reject

	CHOICE Paging Identity 
	M
	
	
	
	YES
	reject

	>RAN UE Paging identity
	M
	
	9.3.1.43
	
	-
	

	>CN UE paging identity 
	M
	
	9.3.1.44
	
	-
	

	Paging DRX
	O
	
	9.3.1.40
	It is defined as the minimum between the RAN UE Paging DRX and CN UE Paging DRX
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.41
	
	YES
	ignore

	[bookmark: OLE_LINK9][bookmark: OLE_LINK10]Paging Cell List 
	
	1
	
	
	YES
	ignore

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	Paging Origin
	O
	
	9.3.1.79
	
	YES
	ignore

	PEIPS Assistance Information
	O
	
	9.3.1.X
	
	YES
	Ignore

	UE-ID Based Subgrouping Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is 512. 



<Unchanged Text Omitted>
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This IE provides the information related to CN paging subgrouping for a particular UE, as specified in TS 38.304 [24].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CN Subgroup ID
	M
	
	INTEGER (1..8, …)
	



<Unchanged Text Omitted>
9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************


IMPORTS
<Unchanged Text Omitted>
	SCGIndicator,
	SpatialRelationPerSRSResource,
	PEIPSAssistanceInfo,
	UE-ID-Based-Subgrouping-Indication



FROM F1AP-Containers
<Unchanged Text Omitted>
	id-SCGIndicator,
	id-SRSSpatialRelationPerSRSResource,
	id-PEIPSAssistanceInfo,
	id-UE-ID-Based-Subgrouping-Indication,
	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualF1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs,
	maxnoofBHRLCChannels,
	maxnoofRoutingEntries,
	maxnoofChildIABNodes,
	maxnoofServedCellsIAB,
	maxnoofTLAsIAB,
	maxnoofULUPTNLInformationforIAB,
	maxnoofUPTNLAddresses,
	maxnoofSLDRBs,
	maxnoofTRPInfoTypes,
	maxnoofTRPs


FROM F1AP-Constants;

<Unchanged Text Omitted>
-- **************************************************************
--
-- Paging PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Paging
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PagingIEs}},
	...
}

PagingIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue	CRITICALITY reject	TYPE UEIdentityIndexValue		PRESENCE mandatory	}|
	{ ID id-PagingIdentity			CRITICALITY reject	TYPE PagingIdentity				PRESENCE mandatory	}|
	{ ID id-PagingDRX				CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-PagingPriority			CRITICALITY ignore	TYPE PagingPriority				PRESENCE optional	}|
	{ ID id-PagingCell-List			CRITICALITY ignore	TYPE PagingCell-list			PRESENCE mandatory	}|
	{ ID id-PagingOrigin			CRITICALITY ignore	TYPE PagingOrigin				PRESENCE optional	}|,
	{ ID id-PEIPSAssistanceInfo		CRITICALITY ignore	TYPE PEIPSAssistanceInfo		PRESENCE optional	}|
	{ ID id-UE-ID-Based-Subgrouping-Indication		CRITICALITY ignore	TYPE UE-ID-Based-Subgrouping-Indication		PRESENCE optional	},
,

	...
}
<Unchanged Text Omitted>


9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

-- C
<Unchanged Text Omitted>

CHOtrigger-IntraDU ::= ENUMERATED {
	cho-initiation,
	cho-replace,
	cho-cancel,
	...
}



CNSubgroupID ::= INTEGER (1..8, ...)

CNUEPagingIdentity ::= CHOICE {
	fiveG-S-TMSI			BIT STRING (SIZE(48)),
	choice-extension			ProtocolIE-SingleContainer { { CNUEPagingIdentity-ExtIEs } }
}

CNUEPagingIdentity-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

<Unchanged Text Omitted>

-- P
<Unchanged Text Omitted>
PagingCell-Item ::= SEQUENCE {
	nRCGI		NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { PagingCell-ItemExtIEs } }	OPTIONAL
}

PagingCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PagingDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	...
}

PagingIdentity ::=	CHOICE {
	rANUEPagingIdentity	RANUEPagingIdentity,
	cNUEPagingIdentity	CNUEPagingIdentity, 
	choice-extension			ProtocolIE-SingleContainer { { PagingIdentity-ExtIEs } }
}

PagingIdentity-ExtIEs F1AP-PROTOCOL-IES::= {
	...
}

PagingOrigin ::= ENUMERATED { non-3gpp,	...}

PagingPriority ::= ENUMERATED { priolevel1, priolevel2, priolevel3, priolevel4, priolevel5, priolevel6, priolevel7, priolevel8,...} 

PEIPSAssistanceInfo ::= SEQUENCE {
	cNSubgroupID		CNSubgroupID,
	iE-Extensions	ProtocolExtensionContainer { { PEIPSAssistanceInfo-ExtIEs } }	OPTIONAL
}

PEIPSAssistanceInfo-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}


<Unchanged Text Omitted>
UE-associatedLogicalF1-ConnectionItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

UE-CapabilityRAT-ContainerList::= OCTET STRING

UE-ID-Based-Subgrouping-Indication ::= ENUMERATED {true, ...}


UEContextNotRetrievable ::= ENUMERATED {true, ...}

UEIdentityIndexValue ::= CHOICE {
	indexLength10			BIT STRING (SIZE (10)),
	choice-extension		ProtocolIE-SingleContainer { {UEIdentityIndexValueChoice-ExtIEs} }	
}

UEIdentityIndexValueChoice-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

<Unchanged Text Omitted>

[bookmark: _Toc88658232]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

<Unchanged Text Omitted>

-- **************************************************************
--
-- IEs
--
-- **************************************************************
<Unchanged Text Omitted>
id-SFN-Offset										ProtocolIE-ID ::= 429
id-TransmissionStopIndicator						ProtocolIE-ID ::= 430
id-SrsFrequency										ProtocolIE-ID ::= 431
id-SCGIndicator										ProtocolIE-ID ::= 432
id-EstimatedArrivalProbability						ProtocolIE-ID ::= 433
id-TRPType											ProtocolIE-ID ::= 434
id-SRSSpatialRelationPerSRSResource					ProtocolIE-ID ::= 435
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= xxx
id-UE-ID-Based-Subgrouping-Indication				ProtocolIE-ID ::= bbb


<Unchanged Text Omitted>



3. TP for BLCR for TS 38.413 on top of R3-221578

<Unchanged Text Omitted>

9.3.1.x	PEIPS Assistance Information
This IE provides the information related to CN paging subgrouping for a particular UE, as specified in TS 38.331 [18].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CN Subgroup ID
	M
	
	INTEGER (1..8,…)
	




<Unchanged Text Omitted>

CNAssistedRANTuning ::= SEQUENCE {
	expectedUEBehaviour					ExpectedUEBehaviour							OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {CNAssistedRANTuning-ExtIEs} }	OPTIONAL,
	...
}

CNAssistedRANTuning-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CNsubgroupID ::= INTEGER (1..8, ...)

CNTypeRestrictionsForEquivalent ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF CNTypeRestrictionsForEquivalentItem

CNTypeRestrictionsForEquivalentItem ::= SEQUENCE {
	plmnIdentity		PLMNIdentity,
	cn-Type				ENUMERATED {epc-forbidden, fiveGC-forbidden, ...},
	iE-Extensions		ProtocolExtensionContainer { {CNTypeRestrictionsForEquivalentItem-ExtIEs} }		OPTIONAL,
	...
}


3GPP
image1.wmf
 

PAGING

 

gNB

-

DU

 

gNB

-

CU

 


