[bookmark: _Hlk527628066]3GPP TSG-RAN WG3 Meeting #115-e	R3-222072
Online, Feb 21st – Mar 3rd 2022

Agenda Item:	10.2.4
Source:	Ericsson
Title:	(TP for SON for TS 38.413, TS 38.300, TS 36.300) Inter-System Load Balancing
Document for:	Discussion, Decision
1. Introduction
At the RAN3#144-bis-e meeting, it was the following was agreed for inter-system load balancing:
Introduce PRB usage (i.e. the ratio of the utilised PRBS to the total number of PRBs) as a load metric and no further discussion on introducing additional parameters related to PRB usage.
WA: PRB usage is reported per cell
Encode CAC as in LTE in both directions, and no further discussion in R17.
Report CAC mandatorily in both directions, and remove all related FFSes.
Report RRC Connections from E-UTRAN to NG-RAN, reusing the definition specified in TS 38.423

The following open issue was also captured:
· Start/pause/stop reporting mechanism
This paper discusses the remaining open issues for inter-system load balancing and proposes a TP to the TS 38.413 capuring the agreements reached at the RAN3#144bis meeting along with the necessary ASN.1 changes. 
2. Remaining open topics for Inter-System MLB 

2.1. Number of NR capable active UEs
In R3-213411 was proposed that an LTE cell could report to an NR node the Number of NR capable active UEs to assist an NG-RAN node in switching ON/OFF its cells. One scenario where this was claimed to be useful is where the LTE node has relatively high load but no NR capable UEs, in which case it could be beneficial to switch off the NR cell even if the LTE load is high (since no UEs can be moved). While we recognize that the proposal is interesting, we believe that signaling the Number of NR capable active UEs from a E-UTRAN node to an NG-RAN would be beneficial for energy savings only in a corner use case of marginal interest. In the use case proposed in R3-213411, an NG-RAN node could switch OFF one or more cell and save energy only if the neighboring LTE node indicates that has no (or few) NR-capable active UEs and also if its own cells do not have any NR capable active UEs. 
The occurrence of these two conditions simultaneously is too seldom to justify introducing this additional information. In addition, if an NG-RAN node has no load in a cell, it is reasonable to expect that such cell could be turned OFF. However, more advanced solutions for energy savings are currently being discussed as part of the SI on AI/ML. We would therefore suggest deferring to that forum any additional discussion on signaling the number of NR capable active UEs from an E-UTRAN node to an NG-RAN node
Proposal 1 No need to introduce Number of NR capable active UES for inter-system load balancing.

2.2. Controlling Inter-system Load Balancing
One of the important aspects agreed at the previous RAN3 meetings as part of the Inter-System Load Balancing discussions, is that excessive signalling should be avoided. 
It may be so that, for node internal or traffic conditions, a certain RAN node involved in ongoing Inter-System Load Balancing procedures is not able to provide the requested measurements or does not want to receive incoming inter-system traffic due to overload. 
In LTE, a Cell Reporting Indicator IE can be used to indicate “stop request”, as reported in the text below from TS 36.423 clause 8.3.7.2: 
If the eNB1 receives the RESOURCE STATUS UPDATE message, which includes the Cell Reporting Indicator IE set to "stop request" in one or more items of the Cell Measurement Result IE, the eNB1 should initialise the Resource Status Reporting Initiation procedure to remove all or some of the corresponding cells from the measurement.
The current NR specification does not contain a similar solution, and we think it would be beneficial to address the problem. At the same time, there is an opportunity to make the NR solution better compared to LTE. For LTE, we see at least these limitations:
· when eNB1 receives a “stop request”, eNB1 does not receive an indication explaining the reason for the stop and the eNB1 may not be aware of the cause for a long time (in fact only the peer node knows what the problem is)
· if eNB1 is still interested to receive load measurements from the peer node, eNB1 has the only option to try a new request (potentially a number of times, if the situation of overload at the peer node persists) and start the resource status reporting procedure. This has a negative impact in terms of signaling load
In addition to keeping the Inter System LB a light process, we would like to have control of situations where measurements cannot be provided due, for instance, to overload conditions. The Start/Stop procedure by itself is based on the reporting node requesting to stop measurements but leaves the requesting node without knowledge of when the requested measurements can be available again. The latter situation can result in the requesting node requesting measurements multiple times, despite the overload is still ongoing at the reporting node. The possibility for the reporting node to “pause” measurements allows for measurements to be resumed when the situation returns to normal, i.e. when the overload is resolved, avoiding the requesting node to send new requests in-between.
In addition to the above, using the LTE approach to the inter-system scenario has another drawback. Even if completely transparent to the signaling content, CN signaling paths are used to convey inter-system load metrics between RAN nodes. CN signaling resources will be in common for all RAN nodes involved in inter-system load balancing, and the signaling overhead at the CN may become excessive. Figure below shows a sketch of the situation.
[image: ]

Therefore, we propose RAN3 to discuss the following:
· introduce a Cell Reporting Indicator IE in inter-system resource status update, with the options for the reporting RAN node to stop, pause or resume an ongoing periodic inter-system resource status reporting
· introduce an optional Cause Value IE in inter-system resource status update, to indicate reasons for stopping or pausing an ongoing periodic status reporting

Proposal 2 Introduce indications of measurements stop, pause and resume for periodic inter-system resource status reporting.
Proposal 3 Introduce a Cause Value in periodic inter-system resource status reporting to indicate the reason for measurements stop or pause.

Conclusions
[bookmark: _In-sequence_SDU_delivery]In this paper the remaining aspects for discussion on Inter-System Load Balancing have been tackled.
The following proposals were brought forward:

Proposal 1 No need to introduce Number of NR capable active UES for inter-system load balancing 
Proposal 2 Introduce indications of measurements stop, pause and resume for periodic inter-system resource status reporting.

Proposal 3 Introduce a Cause Value in periodic inter-system resource status reporting to indicate the reason for measurements stop or pause.
[bookmark: _Hlk58306597]Sample TPs mirroring the proposals above are available:
· Sample TP for NGAP (38.300) is in Appendix A
· Sample TP for NGAP (36.300) is in Appendix B.
· [bookmark: _Hlk58306912]Sample TP for NGAP (38.413) is in Appendix C.
Appendix A – Sample TP for 36.300



//////////////////////////////////////// Change Start ////////////////////////////////////////////////
[bookmark: _Toc20403240][bookmark: _Toc29372746][bookmark: _Toc37760702][bookmark: _Toc46498940]22.4.1	Support for Mobility Load Balancing
[bookmark: _Toc20403241][bookmark: _Toc29372747][bookmark: _Toc37760703][bookmark: _Toc46498941]22.4.1.1	General
The objective of load balancing is to distribute cell load evenly among cells or to transfer part of the traffic from congested cells. This is done by the means of self-optimisation of mobility parameters or handover actions.
Self-optimisation of the intra-LTE, and inter-RAT and inter-system mobility parameters to the current load in the cell and in the adjacent cells can improve the system capacity compared to static/non-optimised cell reselection/handover parameters. Such optimisation can also minimize human intervention in the network management and optimisation tasks.
Support for mobility load balancing consists of one or more of following functions:
-	Load reporting (for intra-LTE, inter-RAT and EN-DC scenarios);
-	Load balancing action based on handovers;
-	Adapting handover and/or reselection configuration;.
-	Load reporting for inter-system load balancing.

Triggering of each of these functions is optional and depends on implementation. Functional architecture is presented in Figure 22.4.1.1-1.

//////////////////////////////////////// Next Change ////////////////////////////////////////////////
22.4.1.2.x	Load reporting for inter-system load balancing
The load reporting function for inter-system load balancing is executed by exchanging load information between E-URAN and NG-RAN. Both event-triggered and periodic inter-system load reporting are supported. Event-triggered inter-system load reports are sent when the reporting node detects crossing of cell load thresholds.
The following load related information should be supported which consists of:
-	Cell Capacity Class value (UL/DL relative capacity indicator);
-	Capacity value (per cell: UL/DL available capacity);
-	RRC connections (number of RRC connections, and available RRC Connection Capacity);
-	Number of active UEs.
-	PRB usage (per cell: UL/DL)
Editor’s note: It is FFS if the PRB usage per cell corresponds to the PRB usage for MIMO layer per cell definition or not

NGAP procedures used for inter-system load balancing are Uplink RAN Configuration Transfer and Downlink RAN Configuration Transfer.
S1AP procedures used for inter-system load balancing are eNB Configuration Transfer and MME Configuration Transfer.
The following signaling shows the case the signaling required in the E-UTRAN system in case an E-UTRAN node initiates inter-system load reporting from an NG-RAN node:



1. The MME receives an Inter-System Resource Status Req IE within an Inter-system SON Information Request IE included in an ENB CONFIGURATION TRANSFER message.
2. The E-UTRAN node receives an Inter-System Resource Status Reply IE within an Inter-system SON Information Response IE included in an MME CONFIGURATION TRANSFER message.
3. The E-UTRAN node receives an Inter-System Resource Status Report IE within an Inter-system SON Information Report IE included in an MME CONFIGURATION TRANSFER message. 

The following signaling shows the case the signaling required in the E-UTRAN system in case an NG-RAN node initiates inter-system load reporting from an E-UTRAN node:



1. The E-UTRAN node receives an Inter-System Resource Status Req IE within an Inter-system SON Information Request IE included in an MME CONFIGURATION TRANSFER message.
2. The MME node receives an Inter-System Resource Status Reply IE within an Inter-system SON Information Response IE included in a ENB CONFIGURATION TRANSFER message. 
3. The MME node receives an Inter-System Resource Status Report IE within an Inter-system SON Information Report IE included in a ENB CONFIGURATION TRANSFER message.
//////////////////////////////////////// End of Changes ////////////////////////////////////////////////




Appendix B – Sample TP for 38.300


//////////////////////////////////////// Change Start ////////////////////////////////////////////////

[bookmark: _Toc46502086]15.5	Self-optimisation
[bookmark: _Toc46502087]15.5.1	Support for Mobility Load Balancing
[bookmark: _Toc46502088]15.5.1.1	General
The objective of mobility load balancing is to distribute load evenly among cells and among areas of cells, or to transfer part of the traffic from congested cell or from congested areas of cells, or to offload users from one cell, cell area, carrier or RAT to achieve network energy saving. This can be done by means of optimization of cell reselection/handover parameters and handover actions. The automation of such optimisation can provide high quality user experience, while simultaneously improving the system capacity and also to minimize human intervention in the network management and optimization tasks.
Intra-RAT and , intra-system inter-RAT and inter-system load balancing scenarios are supported.
In general, support for mobility load balancing consists of one or more of following functions:
-	Load reporting for intra-RAT and intra-system inter-RAT load balancing;
-	Load balancing action based on handovers;
-	Adapting handover and/or reselection configuration.;
-	Load reporting for inter-system load balancing

[bookmark: _Toc46502089]15.5.1.2	Load reporting for intra-RAT and intra-system inter-RAT load balancing
The load reporting function is executed by exchanging load information over the Xn/X2/F1/E1 interfaces.
The following load related information should be supported which consists of,
-	Radio resource usage (per-cell and per SSB area PRB usage: DL/UL GBR PRB usage, DL/UL non-GBR PRB usage, DL/UL total PRB usage, and DL/UL scheduling PDCCH CCE usage) ; PRB usage for slice(s): DL/UL GBR PRB usage, DL/UL non-GBR PRB usage, and DL/UL Total PRB allocation);
-	TNL capacity indicator (UL/DL TNL offered capacity and available capacity);
-	Cell Capacity Class value (UL/DL relative capacity indicator);
-	Capacity value (per cell, per SSB area and per slice: UL/DL available capacity);
-	HW capacity indicator (offered throughput and available throughput over E1, percentage utilisation over F1);
-	RRC connections (number of RRC connections, and available RRC Connection Capacity);
-	Number of active UEs.
To achieve load reporting function, Resource Status Reporting Initiation & Resource Status Reporting procedures are used.
15.5.1.3	Load balancing action based on handovers
The source cell may initiate handover due to load. The target cell performs admission control for the load balancing handovers. A handover preparation related to a mobility load balancing action is distinguishable from other handovers, so that the target cell is able to apply appropriate admission control.
[bookmark: _Toc46502090]15.5.1.4	Adapting handover and/or reselection configuration
This function enables requesting of a change of handover and/or reselection parameters at target cell. The source cell that initialized the load balancing estimates if it is needed to change mobility configuration in the source and/or target cell. If the amendment is needed, the source cell initializes mobility negotiation procedure toward the target cell.
The source cell informs the target cell about the new mobility setting and provides cause for the change (e.g. load balancing related request). The proposed change is expressed by the means of the difference (delta) between the current and the new values of the handover trigger. The handover trigger is the cell specific offset that corresponds to the threshold at which a cell initialises the handover preparation procedure. Cell reselection configuration may be amended to reflect changes in the HO setting. The target cell responds to the information from the source cell. The allowed delta range for HO trigger parameter may be carried in the failure response message. The source cell should consider the responses before executing the planned change of its mobility setting.
All automatic changes on the HO and/or reselection parameters must be within the range allowed by OAM.

//////////////////////////////////////// Next Change ////////////////////////////////////////////////

15.5.1.x	Load reporting for inter-system load balancing
The load reporting function for inter-system load balancing is executed by exchanging load information between NG-RAN and E-UTRAN. Both event-triggered and periodic inter-system load reporting are supported. Event-triggered inter-system load reports are sent when the reporting node detects crossing of cell load thresholds.
The following load related information should be supported:
-	Cell Capacity Class value (UL/DL relative capacity indicator);
-	Capacity value (per cell: UL/DL available capacity);
-	RRC connections (number of RRC connections, and available RRC Connection Capacity);
-	Number of active UEs.
-	PRB usage (per cell: UL/DL)
Editor’s note: It is FFS if the PRB usage per cell corresponds to the PRB usage for MIMO layer per cell definition or not
NGAP procedures used for inter-system load balancing are Uplink RAN Configuration Transfer and Downlink RAN Configuration Transfer.
S1AP procedures used for inter-system load balancing are eNB Configuration Transfer and MME Configuration Transfer.
The following signaling shows the case the signaling required in the NG-RAN system in case an E-UTRAN node initiates inter-system load reporting from an NG-RAN node:




[bookmark: _1686743500]
1. The NG-RAN node receives an Inter-System Resource Status Req IE within within an Inter-system SON Information Request IE included in a DOWNLINK RAN CONFIGURATION TRANSFER message.
2. The AMF node receives an Inter-System Resource Status Reply IE within an Inter-system SON Information Response IE included in an UPLINK RAN CONFIGURATION TRANSFER message.
3. The AMF node receives an Inter-System Resource Status Report IE as part of the Inter-system SON Information Report IE within the Inter-system SON Information IE included in an UPLINK RAN CONFIGURATION TRANSFER message. 

The following signaling shows the case the signaling required in the NG-RAN system in case an NG-RAN node initiates inter-system load reporting from an E-UTRAN node:



1. The AMF node receives an Inter-System Resource Status Req IE within an Inter-system SON Information Request IE included in an UPLINK RAN CONFIGURATION TRANSFER message.
2. The NG-RAN node receives an Inter-System Resource Status Reply IE within an Inter-system SON Information Response IE included in a DOWNLINK CONFIGURATION TRANSFER message.
3. The NG-RAN node receives an Inter-System Resource Status Report IE as part of the Inter-system SON Information Report IE included in a DOWNLINK CONFIGURATION TRANSFER message. 
//////////////////////////////////////// End of Changes ////////////////////////////////////////////////



Appendix C – Sample TP for NGAP (38.413)


[bookmark: _Hlk58248168]//////////////////////////////////////// Change Start ////////////////////////////////////////////////
[bookmark: _Toc20954981][bookmark: _Toc29503418][bookmark: _Toc29504002][bookmark: _Toc29504586][bookmark: _Toc36553032][bookmark: _Toc36554759][bookmark: _Toc45652049][bookmark: _Toc45658481][bookmark: _Toc45720301][bookmark: _Toc45798181][bookmark: _Toc45897570][bookmark: _Toc51745774][bookmark: _Toc64446038][bookmark: _Toc73981908]8.8.2	Downlink RAN Configuration Transfer
[bookmark: _Toc20954982][bookmark: _Toc29503419][bookmark: _Toc29504003][bookmark: _Toc29504587][bookmark: _Toc36553033][bookmark: _Toc36554760][bookmark: _Toc45652050][bookmark: _Toc45658482][bookmark: _Toc45720302][bookmark: _Toc45798182][bookmark: _Toc45897571][bookmark: _Toc51745775][bookmark: _Toc64446039][bookmark: _Toc73981909]8.8.2.1	General
The purpose of the Downlink RAN Configuration Transfer procedure is to transfer RAN configuration information from the AMF to the NG-RAN node. This procedure uses non-UE associated signalling.
[bookmark: _Toc20954983][bookmark: _Toc29503420][bookmark: _Toc29504004][bookmark: _Toc29504588][bookmark: _Toc36553034][bookmark: _Toc36554761][bookmark: _Toc45652051][bookmark: _Toc45658483][bookmark: _Toc45720303][bookmark: _Toc45798183][bookmark: _Toc45897572][bookmark: _Toc51745776][bookmark: _Toc64446040][bookmark: _Toc73981910]8.8.2.2	Successful Operation


Figure 8.8.2.2-1: Downlink RAN configuration transfer
The procedure is initiated with an DOWNLINK RAN CONFIGURATION TRANSFER message sent from the AMF to the NG-RAN node.
If the NG-RAN node receives, in the SON Configuration Transfer IE or in the EN-DC SON Configuration Transfer IE, the SON Information IE containing the SON Information Request IE, it may transfer back the requested information either towards the NG-RAN node indicated in the Source RAN Node ID IE of the SON Configuration Transfer IE or towards an eNB indicated in the Source eNB-ID IE of the EN-DC SON Configuration Transfer IE by initiating the Uplink RAN Configuration Transfer procedure.
[bookmark: _Hlk489552232]If the NG-RAN node receives, in the SON Configuration Transfer IE, the Xn TNL Configuration Info IE containing the Xn Extended Transport Layer Addresses IE, it may use it as part of its ACL functionality configuration actions, if such ACL functionality is deployed.
If the NG-RAN node receives, in the SON Configuration Transfer IE, the SON Information IE containing the SON Information Reply IE including the Xn TNL Configuration Info IE as an answer to a former request, it may use it to initiate the Xn TNL establishment.
In case the IP-Sec Transport Layer Address IE is present and the GTP Transport Layer Addresses IE within the Xn Extended Transport Layer Addresses IE is not empty, GTP traffic is conveyed within an IP-Sec tunnel terminated at the IP-Sec tunnel endpoint given in the IP-Sec Transport Layer Address IE.
In case the IP-Sec Transport Layer Address IE is not present, GTP traffic is terminated at the endpoints given by the list of addresses in the Xn GTP Transport Layer Addresses IE within the Xn Extended Transport Layer Addresses IE.
In case the Xn GTP Transport Layer Addresses IE is empty and the IP-Sec Transport Layer Address IE is present, SCTP traffic is conveyed within an IP-Sec tunnel terminated at the IP-Sec tunnel endpoint given in the IP-Sec Transport Layer Address IE, within the Xn Extended Transport Layer Addresses IE.
In case the Xn SCTP Transport Layer Addresses IE is present and the IP-Sec Transport Layer Address IE is also present, the concerned SCTP traffic is conveyed within an IP-Sec tunnel terminated at the IP-Sec tunnel endpoint given in this IP-Sec Transport Layer Address IE, within the Xn Extended Transport Layer Addresses IE.
If the NG-RAN node receives the SON Information IE containing the SON Information Report IE it may use it as specified in TS 38.300 [8].
If the NG-RAN node receives the Inter-system SON Information IE containing the Inter-system SON Information Report IE it may use it as specified in TS 38.300 [8].
If the NG-RAN node receives the Inter-system SON Information IE containing the Inter-system SON Information Request IE, it may use it as specified in TS 38.300 [8].
If the NG-RAN node is configured to use one IPsec tunnel for all NG and Xn traffic (IPsec star topology) then the traffic to the peer NG-RAN node shall be routed through this IPsec tunnel and the IP-Sec Transport Layer Address IE shall be ignored.
If the NG-RAN node receives the Inter-system SON Information Report IE containing an Inter-system Resource Status Update IE with a Cell Reporting Indicator IE set to "stop request", the NG-RAN node shall, if supported, send an Inter-system SON Information IE containing an Inter-system Resource Status Request IE with a Registration Request IE set to “stop” to remove all the items of the Cell Measurement Result Item IE.
If the NG-RAN node receives the Inter-system SON Information Report IE containing an Inter-system Resource Status Update IE with a Cell Reporting Indicator IE set to “pause” in a Cell Measurement Result Item IE, the NG-RAN node should assume that no more measurements will be received for the corresponding cell, until the NG-RAN node receives the the Inter-system SON Report IE containing the Inter-system Resource Status Update IE with a Cell Reporting Indicator IE set to "resume" for the same Cell Measurement Result Item IE.


//////////////////////////////////////// Next Change ////////////////////////////////////////////////
[bookmark: _Toc45652510][bookmark: _Toc45658942][bookmark: _Toc45720762][bookmark: _Toc45798640][bookmark: _Toc45898029][bookmark: _Toc13759735]9.3.3.34	Inter-system SON Information
This IE identifies the nature of the configuration information transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Inter-system SON Information
	M
	
	
	

	>Inter-system SON Information Report
	
	
	
	

	>>Inter-system SON Information Report
	M
	
	9.3.3.36
	

	>Inter-system SON Information Request
	
	
	
	

	>>Inter-system SON Information Request
	M
	
	9.3.3.xx
	

	>Inter-system SON Information Response
	
	
	
	

	>>Inter-system SON Information Response
	M
	
	9.3.3.yy
	




9.3.3.36	Inter-system SON Information Report
This IE contains the configuration information to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE SON Information Report 
	M
	
	
	

	>HO Report Information
	
	
	
	

	>>Inter-system HO Report
	M
	
	9.3.3.40
	

	>Failure Indication Information
	
	
	
	

	>>Inter-system Failure Indication
	M
	
	9.3.3.38
	

	>Energy Savings Indication
	
	
	
	

	>>Cell State Indication
	M
	
	9.3.3.aa
	

	>Inter-system Resource Status
	
	
	
	

	>>Inter-system Resource Status Report
	M
	
	9.3.3.yy2
	



//////////////////////////////////////// Next Change ////////////////////////////////////////////////

9.3.3.xx		Inter-system SON Information Request
This IE contains the request information to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Inter-system SON Information Request
	M
	
	
	

	>NG-RAN Cell Activation
	
	
	
	

	>>Cell Activation Request
	M
	
	9.3.3.zz
	

	>Inter-system Resource Status Request
	
	
	
	

	>>Inter-system Resource Status Req 
	M
	
	9.3.3.yy1
	



//////////////////////////////////////// Next Change ////////////////////////////////////////////////
9.3.3.yy		Inter-system SON Information Response
This IE contains the reply information to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Inter-system SON Information Response
	M
	
	
	

	>NG-RAN Cell Activation
	
	
	
	

	>>Cell Activation Reply
	M
	
	9.3.3.bb
	

	>Inter-system Resource Status Response
	
	
	
	

	>>Inter-system Resource Status Reply 
	M
	
	9.3.3.yy3
	



//////////////////////////////////////// Next Change ////////////////////////////////////////////////

9.3.3.yy1	Inter-system Resource Status Req
This IE contains information on the requested Inter-system load reporting reporting.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Reporting System
	
	
	
	

	> E-UTRAN
	
	
	
	

	>>E-UTRAN Cell To Report List
	
	1
	
	

	>>>E-UTRAN Cell To Report Item
	
	1 .. < maxnoofReportedCells>
	
	

	>>> Cell ID
	M
	
	E-UTRAN CGI 9.3.1.9
	Contains the E-UTRAN CGI IE.

	> NG-RAN
	
	
	
	

	>>NG-RAN Cell To Report List
	
	1
	
	

	>>>NG-RAN Cell To Report Item
	
	1 .. <maxnoofReportedCells >
	
	

	>>>> Cell ID
	M
	
	NG-RAN CGI 9.3.1.73
	Contains the NG-RAN CGI IE.

	Report Characteristics 
	M
	
	BITSTRING
(SIZE(32))
	Each position in the bitmap indicates measurement object the receiving node is requested to report.
First Bit = 
Composite Available Capacity, Second Bit =Number of Active UEs, 
Third Bit =RRC connections,
Fourth Bit = PRB usage. 
Other bits shall be ignored by the receiving node. 

	CHOICE report type
	M
	
	
	

	>Event based reporting
	
	
	
	

	>>Inter-system Resource Threshold Low
	M
	
	INTEGER (0..100)
	Inter-system Resource Status reporting is enabled when Composite Available Capacity is above this threshold or is disabled when Composite Available Capacity is below this threshold.

The reporting node sends a report when the cell Composite Available Capacity becomes greater than or equal to the threshold.

	>>Inter-system Resource Threshold High
	M
	
	INTEGER (0..100)
	Inter-system Resource Status reporting is enabled when Composite Available Capacity is below this threshold or is disabled when Composite Available Capacity is above this threshold.

The reporting node sends a report when the cell Composite Available Capacity becomes smaller than or equal to the threshold.

	>>Number Of Measurement Reporting Levels
	O
	
	ENUMERATED (2, 3, 4, 5, 10, ...)
	The reporting node divides the cell load scale into the indicated number of reporting levels, evenly distributed on a linear scale between the Inter-system Resource Threshold Low and the Inter-system Resource Threshold High. The reporting node sends a report each time the cell load changes from one reporting level to another.

	>Periodic Reporting
	
	
	
	

	>>Reporting Periodicity
	M
	
	ENUMERATED(single, 1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting. If the value is “single” there is only one report.



	Range bound
	Explanation

	maxnoofReportedCells
	Maximum no. of cells that can be reported. Value is 256.



//////////////////////////////////////// Next Change ////////////////////////////////////////////////

9.3.3.yy2	Inter-system Resource Status Report
This IE contains the Inter-system load reporting. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Reporting System
	
	
	
	

	> E-UTRAN
	
	
	
	

	>>E-UTRAN Cell To Report List
	
	1
	
	

	>>>E-UTRAN Cell To Report Item
	
	1 .. < maxnoofReportedCells >
	
	

	
	
	
	
	

	>>>>Cell ID
	M
	
	E-UTRAN CGI 9.3.1.9
	Contains the E-UTRAN CGI IE.

	>>>>Composite Available Capacity Group
	M 
	
	
	Contains the Composite Available Capacity Group IE as defined in TS 36.423[40].

	>>>>Number of Active UEs
	O
	
	
	Contains the Number of Active UEs  IE as defined in TS 36.314. 

	>>>>RRC Connections
	
	
	
	Contains the RRC Connections  IE as defined in TS 36.423[40].

	>>>> Radio Resource Status
	O
	
	
	Contains PRB usage as defined in 9.3.3.yy4

	>NG-RAN
	
	
	
	

	>>NG-RAN Cell To Report List
	
	1
	
	

	>>> NG-RAN Cell To Report Item
	
	1 .. < maxnoofReportedCells >
	
	

	>>>>Cell ID
	M
	
	NG-RAN CGI 9.3.1.73
	Contains the NG-RAN CGI IE.

	>>>>Composite Available Capacity Group
	M 
	
	
	Contains the Composite Available Capacity Group IE as defined in TS 36.423[40]. 

	>>>>Number of Active UEs
	O
	
	
	Contains the Number of Active UEs  IE as defined in TS 38.423[24].

	>>>>RRC Connections
	O
	
	
	Contains the RRC Connections  IE as defined in TS 38.423[24].

	>>>> Radio Resource Status
	O
	
	
	Contains PRB usage as defined in 9.3.3.yy4




	Range bound
	Explanation

	maxnoofReportedCells
	Maximum no. of cells that can be reported. Value is 256.





[bookmark: _Toc14207849][bookmark: _Toc44497638][bookmark: _Toc45108026][bookmark: _Toc45901646][bookmark: _Toc51850726][bookmark: _Toc56693729][bookmark: _Toc64447272][bookmark: _Toc66286766]9.3.3.yy4	Radio Resource Status
The Radio Resource Status IE indicates the usage of the PRBs per cell in Downlink and Uplink as Ratio of the utilised PRBs to the total number of PRBs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	>>DL Total PRB usage
	M
	
	INTEGER (0..100)
	Per cell DL Total PRB usage
	–
	

	>>UL Total PRB usage
	M
	
	INTEGER (0..100)
	Per cell UL Total PRB usage
	–
	



//////////////////////////////////////// Next Change ////////////////////////////////////////////////

9.3.3.yy3	Inter-System Load Reporting Reply
This IE indicates for which cell the Inter-System load reporting was successfully initiated.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Reporting System
	
	
	
	

	> E-UTRAN
	
	
	
	

	>>E-UTRAN Cell To Report List
	
	1
	
	

	>>>E-UTRAN Cell To Report Item
	
	1 .. < maxnoofReportedCells>
	
	

	>>> Cell ID
	M
	
	E-UTRAN CGI 9.3.1.9
	Contains the E-UTRAN CGI IE.

	> NG-RAN
	
	
	
	

	>>NG-RAN Cell To Report List
	
	1
	
	

	>>>NG-RAN Cell To Report Item
	
	1 .. <maxnoofReportedCells >
	
	

	>>>> Cell ID
	M
	
	NG-RAN CGI 9.3.1.73
	Contains the NG-RAN CGI IE.



	Range bound
	Explanation

	maxnoofReportedCells
	Maximum no. of cells that can be reported. Value is 256.




//////////////////////////////////////// End of Changes except ASN.1 ////////////////////////////////////////////////
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	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-AlternativeQoSParaSetList,
	id-BurstArrivalTimeDownlink,
	id-Cause,
	id-CNPacketDelayBudgetDL,
	id-CNPacketDelayBudgetUL,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-ConfiguredTACIndication,
	id-CurrentQoSParaSetIndex,
	id-DAPSRequestInfo,
	id-DAPSResponseInfoList,
	id-DataForwardingNotPossible,
	id-DataForwardingResponseERABList,
	id-DirectForwardingPathAvailability,
	id-DL-NGU-UP-TNLInformation,
	id-EndpointIPAddressAndPort,
	id-ExtendedPacketDelayBudget,
	id-ExtendedRATRestrictionInformation,
	id-ExtendedSliceSupportList,
	id-ExtendedTAISliceSupportList,
	id-ExtendedUEIdentityIndexValue,
	id-GlobalCable-ID,
	id-GlobalRANNodeID,
	id-GlobalTNGF-ID,
 	id-GlobalTWIF-ID,
	id-GlobalW-AGF-ID,
	id-GUAMIType,
	id-LastEUTRAN-PLMNIdentity,
	id-LocationReportingAdditionalInfo,
	id-MaximumIntegrityProtectedDataRate-DL,
[bookmark: OLE_LINK51]	id-MDTConfiguration,
	id-MicoAllPLMN,
	id-NetworkInstance,
	id-NID,
	id-NPN-MobilityInformation,
	id-NPN-PagingAssistanceInformation,
	id-NPN-Support,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-PagingAssisDataforCEcapabUE,
	id-PagingeDRXInformation,
	id-PDUSessionAggregateMaximumBitRate,
	id-PduSessionExpectedUEActivityBehaviour,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PSCellInformation,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowFailedToSetupList,
	id-QosFlowFeedbackList,
	id-QosFlowParametersList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-QosMonitoringRequest,
	id-QosMonitoringReportingFrequency,
	id-RAT-Information,
	id-RedundantCommonNetworkInstance,
	id-RedundantDL-NGU-TNLInformationReused,
	id-RedundantDL-NGU-UP-TNLInformation,
	id-RedundantDLQosFlowPerTNLInformation,
	id-RedundantPDUSessionInformation,
	id-RedundantQosFlowIndicator,
	id-RedundantUL-NGU-UP-TNLInformation,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SgNB-UE-X2AP-ID,
	id-S-NSSAI,
	id-SONInformationReport,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-TargetRNC-ID,
	id-TraceCollectionEntityURI,
	id-TSCTrafficCharacteristics,
	id-UEHistoryInformationFromTheUE,	
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-LastVisitedPSCell-List,
	id-IntersystemSONInformationRequest,
	id-IntersystemSONInformationResponse,
	id-IntersystemSONInformationReply,
	id-IntersystemResourceStatusUpdate,
	id-EUTRAN-Cell-To-Report-List,
	id-NG-RAN-Cell-To-Report-List,
	id-IntersystemResourceThresholdLow,
	id-IntersystemResourceThresholdHigh,
	id-NumberOfMeasurementReportingLevels,
	id-ReportingPeriodicity,
	id-EUTRAN-CompositeAvailableCapacity-Group,
	id-EUTRAN-NumberOfActiveUEs,
	id-NG-RAN-NumberOfActiveUEs,
	id-EUTRAN-NoofRRCConnections,
	id-NG-RAN-NoofRRCConnections,
	id-EUTRAN-RadioResourceStatus,
	id-NG-RAN-RadioResourceStatus,
	id-EnergySavingIndication,
	id-SuccessfulHandoverReport-List,
	id-NG-RAN-LastVisitedPSCell,
	id-EUTRAN-LastVisitedPSCell,
	id-nGRAN-PSCell-CGI,
	id-eUTRA-PSCell-CGI,
	id-timeUEStayedInCell,
	maxnoofAllowedAreas,
	maxnoofAllowedCAGsperPLMN,
	maxnoofAllowedS-NSSAIs,
	maxnoofBluetoothName,
	maxnoofBPLMNs,
	maxnoofCAGSperCell,
	maxnoofCandidateCells,
	maxnoofCellIDforMDT,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofExtSliceItems,
	maxnoofForbTACs,
	maxnoofFreqforMDT,
[bookmark: OLE_LINK134]	maxnoofMDTPLMNs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighPCIforMDT,
	maxnoofNGConnectionsToReset,
	maxNRARFCN,
	maxnoofNRCellBands,
[bookmark: _Hlk44941446]	maxnoofPC5QoSFlows,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofQosFlows,
	maxnoofQosParaSets,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofSensorName,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofTACs,
	maxnoofTAforMDT,
	maxnoofTAIforInactive,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofWLANName,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs,
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo,
	maxnoofCellsinNGRANNode,
	maxnoofReportedCells,
	maxnoofSuccessfulHOReports

FROM NGAP-Constants



//////////////////////////////////////// Next ASN.1 Change ////////////////////////////////////////////////

LastVisitedNGRANCellInformation::= SEQUENCE {
	globalCellID								NGRAN-CGI,
	cellType									CellType,
	timeUEStayedInCell							TimeUEStayedInCell,
	timeUEStayedInCellEnhancedGranularity		TimeUEStayedInCellEnhancedGranularity 			OPTIONAL,
	hOCauseValue								Cause		 									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {LastVisitedNGRANCellInformation-ExtIEs} }	OPTIONAL,
	...
}


LastVisitedPSCell-List ::= SEQUENCE (SIZE(1.. maxnoofPSCellsPerPrimaryCellinUEHistoryInfo)) OF LastVisitedPSCell-Information

LastVisitedPSCell-Information ::= CHOICE {
	nG-RAN-LastVisitedPSCell		NG-RAN-LastVisitedPSCell,
	eUTRAN-LastVisitedPSCell		EUTRAN-LastVisitedPSCell,
	choice-Extensions		ProtocolIE-SingleContainer { { LastVisitedPSCell-Information-ExtIEs}}
}

LastVisitedPSCell-Information-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


NG-RAN-LastVisitedPSCell ::= SEQUENCE {
nGRAN-PSCell-CGI 		NGRAN-CGI,
timeUEStayedInCell 	TimeUEStayedInCell,
... 
}



EUTRAN-LastVisitedPSCell  ::= SEQUENCE {
	eUTRA-PSCell-CGI 		EUTRA-CGI,
timeUEStayedInCell 	TimeUEStayedInCell,
...
}




//////////////////////////////////////// Next ASN.1 Change ////////////////////////////////////////////////


IntersystemSONInformation ::= CHOICE {
	intersystemSONInformationReport 	IntersystemSONInformationReport,
	choice-Extensions		ProtocolIE-SingleContainer { { IntersystemSONInformation-ExtIEs} }
}

IntersystemSONInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-IntersystemSONInformationRequest		CRITICALITY ignore	TYPE IntersystemSONInformationRequest		PRESENCE optional }|
	{ ID id-IntersystemSONInformationResponse		CRITICALITY ignore	TYPE IntersystemSONInformationResponse		PRESENCE optional },

	...
}

-- --------------------------------------------------------------------
-- INTER SYSTEM SON INFORMATION REQUEST
-- --------------------------------------------------------------------

IntersystemSONInformationRequest ::= CHOICE {
	nG-RAN-CellActivationRequest		NG-RAN-CellActivationRequest,
	intersystemResourceStatusRequest		IntersystemResourceStatusReq,
	choice-Extensions				ProtocolIE-SingleContainer { { IntersystemSONInformationRequest-ExtIEs} }
}

IntersystemSONInformationRequest-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


NG-RAN-CellActivationRequest ::= SEQUENCE {
	activation-ID		INTEGER(0..16384, ...),
	cellsToActivateList	CellsToActivateList,
	iE-Extensions		ProtocolExtensionContainer { { NG-RAN-CellActivationRequest-ExtIEs} } OPTIONAL,
	...
}

NG-RAN-CellActivationRequest-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellsToActivateList ::= SEQUENCE (SIZE(1.. maxnoofCellsinNGRANNode)) OF NGRAN-CGI



-- --------------------------------------------------------------------
-- Inter System Resource Status Req
-- --------------------------------------------------------------------

IntersystemResourceStatusReq ::= SEQUENCE {
	reportingsystem				ReportingSystem,
	reportCharacteristics		ReportCharacteristics,
	reportType					ReportType,
	iE-Extensions			ProtocolExtensionContainer { { IntersystemResourceStatusReq-ExtIEs} }
}

IntersystemResourceStatusReq-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


ReportingSystem ::= CHOICE {
	eUTRAN		EUTRAN-ReportingSystemIEs,
	nG-RAN		NG-RAN-ReportingSystemIEs,
	choice-Extensions		ProtocolIE-SingleContainer { { ReportingSystem-ExtIEs}}
}

ReportingSystem-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


EUTRAN-ReportingSystemIEs::= SEQUENCE {
	eUTRAN-Cell-To-Report-List				EUTRAN-Cell-To-Report-List,
	...
}

NG-RAN-ReportingSystemIEs ::= SEQUENCE {
	nG-RAN-Cell-To-Report-List				NG-RAN-Cell-To-Report-List,
	...
}


EUTRAN-Cell-To-Report-List ::= SEQUENCE (SIZE(1.. maxnoofReportedCells)) OF EUTRAN-Cell-To-Report-Item

EUTRAN-Cell-To-Report-Item::= SEQUENCE {
	eCGI				EUTRA-CGI,
	...
}


NG-RAN-Cell-To-Report-List ::= SEQUENCE (SIZE(1.. maxnoofReportedCells)) OF NG-RAN-Cell-To-Report-Item

NG-RAN-Cell-To-Report-Item::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	...
}

ReportCharacteristics ::=  BIT STRING(SIZE(32))


ReportType ::= CHOICE {
	eventBasedReporting		EventBasedReportingIEs,
	periodicReporting		PeriodicReportingIEs,
	choice-Extensions		ProtocolIE-SingleContainer { { ReportType-ExtIEs}}
}

ReportType-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


EventBasedReportingIEs ::= SEQUENCE {
	intersystemResourceThresholdLow				IntersystemResourceThreshold,
	intersystemResourceThresholdHigh				IntersystemResourceThreshold,
	numberOfMeasurementReportingLevels				NumberOfMeasurementReportingLevels,
	...
}


IntersystemResourceThreshold ::= INTEGER(1..100, ...)

NumberOfMeasurementReportingLevels ::= ENUMERATED{n1,n2,n4,n5,n10,...}


PeriodicReportingIEs ::= SEQUENCE {
	reportingPeriodicity			ReportingPeriodicity,
	...
}

ReportingPeriodicity ::= ENUMERATED{
single,
ms1000,
ms2000,
ms5000,
ms10000,
...
}


-- --------------------------------------------------------------------
-- INTER SYSTEM SON INFORMATION RESPONSE
-- --------------------------------------------------------------------


IntersystemSONInformationResponse ::= CHOICE {
	nG-RAN-CellActivationResponse				NG-RAN-CellActivationReply,
	intersystemResourceStatusResponse			IntersystemResourceStatusReply,
	choice-Extensions							ProtocolIE-SingleContainer { { IntersystemSONInformationResponse-ExtIEs} }
}

IntersystemSONInformationResponse-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


NG-RAN-CellActivationReply ::= SEQUENCE {
	activatedCellList		ActivatedCellList,
	activation-ID			INTEGER(0..16384, ...),
	iE-Extensions			ProtocolExtensionContainer { { NG-RAN-CellActivationReply-ExtIEs} } OPTIONAL,
	...
}

NG-RAN-CellActivationReply-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

ActivatedCellList ::= SEQUENCE (SIZE(1.. maxnoofCellsinNGRANNode)) OF NGRAN-CGI


-- --------------------------------------------------------------------
-- Inter System Resource Status Reply
-- --------------------------------------------------------------------

IntersystemResourceStatusReply ::= SEQUENCE {
	reportingsystem				ReportingSystem,
	iE-Extensions				ProtocolExtensionContainer { { IntersystemResourceStatusReply-ExtIEs} }
}

IntersystemResourceStatusReply-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}




-- --------------------------------------------------------------------
-- INTER SYSTEM SON INFORMATION REPORT
-- --------------------------------------------------------------------

IntersystemSONInformationReport::= CHOICE {
	hOReportInformation				InterSystemHOReport,
	failureIndicationInformation	InterSystemFailureIndication,
	choice-Extensions		ProtocolIE-SingleContainer { { IntersystemSONInformationReport-ExtIEs} }
}

IntersystemSONInformationReport-ExtIEs NGAP-PROTOCOL-IES ::= {
		{ ID id-EnergySavingIndication			    CRITICALITY ignore	TYPE CellStateIndication						PRESENCE mandatory }|
	 { ID id-IntersystemResourceStatusUpdate		 CRITICALITY ignore	TYPE IntersystemResourceStatusReport		PRESENCE mandatory },
	...
}
CellStateIndication ::= SEQUENCE {
	notificationCellList	NotificationCell-List,
	iE-Extensions		ProtocolExtensionContainer { { CellStateIndication-ExtIEs} } OPTIONAL,
...
}	

CellStateIndication-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

 
NotificationCell-List ::= SEQUENCE (SIZE(1.. maxnoofCellsinNGRANNode)) OF NotificationCell-Item

NotificationCell-Item ::= SEQUENCE {
	nGRAN-CGI				NGRAN-CGI,
	notifyFlag				ENUMERATED{activated,deactivated,...},
	iE-Extensions		ProtocolExtensionContainer { { NotificationCell-Item-ExtIEs} } OPTIONAL,
...
}

NotificationCell-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

-- --------------------------------------------------------------------
-- Inter System Resource Status Report
-- --------------------------------------------------------------------

IntersystemResourceStatusReport ::= SEQUENCE {
	resourceStatusreportingsystem		ResourceStatusreportingsystem,
	iE-Extensions					ProtocolExtensionContainer { { IntersystemResourceStatusReport-ExtIEs} }
}





IntersystemResourceStatusReport-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


ResourceStatusreportingsystem ::= CHOICE {
	eUTRAN-ReportingStatus		EUTRAN-ReportingStatusIEs,
	nG-RAN-ReportingStatus		NG-RAN-ReportingStatusIEs,
	choice-Extensions			ProtocolIE-SingleContainer { { ResourceStatusreportingsystem-ExtIEs}}
}	

ResourceStatusreportingsystem-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}


EUTRAN-ReportingStatusIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-EUTRAN-Cell-To-Report-List						CRITICALITY reject	TYPE EUTRAN-Cell-To-Report-List						PRESENCE mandatory}|
	{ ID id-EUTRAN-CompositeAvailableCapacity-Group		CRITICALITY reject	TYPE EUTRAN-CompositeAvailableCapacity-Group		PRESENCE mandatory}|
	{ ID id-EUTRAN-NumberOfActiveUEs							CRITICALITY reject	TYPE EUTRAN-NumberOfActiveUEs							PRESENCE optional}|
{ ID id-EUTRAN-NoofRRCConnections						CRITICALITY reject	TYPE EUTRAN-RadioResourceStatus						PRESENCE optional}|
{ ID id-EUTRAN-RadioResourceStatus						CRITICALITY reject	TYPE EUTRAN-RadioResourceStatus						PRESENCE optional,
	...
}


EUTRAN-CompositeAvailableCapacity-Group	::= SEQUENCE {
	dL-CompositeAvailableCapacity					CompositeAvailableCapacity,
	uL-CompositeAvailableCapacity					CompositeAvailableCapacity,
	iE-Extensions										ProtocolExtensionContainer { { EUTRAN-CompositeAvailableCapacity-Group-ExtIEs} },
	...
}


EUTRAN-CompositeAvailableCapacity-Group-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


CompositeAvailableCapacity ::= SEQUENCE {
	cellCapacityClassValue							CellCapacityClassValue				OPTIONAL,
	capacityValue									CapacityValue,
	iE-Extensions									ProtocolExtensionContainer { {CompositeAvailableCapacity-ExtIEs} } OPTIONAL,
	...
}

CompositeAvailableCapacity-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

CellCapacityClassValue ::= INTEGER (1..100, ...)

CapacityValue ::= INTEGER (0..100)

EUTRAN-NumberOfActiveUEs ::= INTEGER (0..16777215, ...)

EUTRAN-NoofRRCConnections ::= INTEGER (1..65536,...)


E-UTRAN-RadioResourceStatus	::= SEQUENCE {
	dL-Total-PRB-usage						DL-Total-PRB-usage,
	uL-Total-PRB-usage						UL-Total-PRB-usage,
	...
}

DL-Total-PRB-usage::= INTEGER (0..100)
UL-Total-PRB-usage::= INTEGER (0..100)



NG-RAN-ReportingStatusIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-NG-RAN-Cell-To-Report-List						CRITICALITY reject	TYPE NG-RAN-Cell-To-Report-List						PRESENCE mandatory}|
	{ ID id-EUTRAN-CompositeAvailableCapacity-Group		CRITICALITY reject	TYPE EUTRAN-CompositeAvailableCapacity-Group		PRESENCE mandatory}|
	{ ID id-NG-RAN-NumberOfActiveUEs							CRITICALITY reject	TYPE NG-RAN-NumberOfActiveUEs							PRESENCE optional}|
	{ ID id-NG-RAN-RadioResourceStatus						CRITICALITY reject	TYPE NG-RAN-RadioResourceStatus						PRESENCE optional}|
	{ ID id-NG-RAN-NoofRRCConnections						CRITICALITY reject	TYPE NG-RAN-NoofRRCConnections						PRESENCE optional},
	...
}

NG-RAN-NumberOfActiveUEs ::= INTEGER(0..16777215, ...)

NG-RAN-RadioResourceStatus	::= SEQUENCE {
	dL-Total-PRB-usage						DL-Total-PRB-usage,
	uL-Total-PRB-usage						UL-Total-PRB-usage,
	...
}


NG-RAN-NoofRRCConnections ::= INTEGER (1..65536,...)




----------------------------------------------------------------------
-- SON Information Report
----------------------------------------------------------------------

SONInformationReport::= CHOICE {
	failureIndicationInformation	FailureIndication,
	hOReportInformation				HOReport,
	choice-Extensions		ProtocolIE-SingleContainer { { SONInformationReport-ExtIEs} }
}

SONInformationReport-ExtIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-SuccessfulHandoverReport-List			    CRITICALITY ignore	TYPE SuccessfulHandoverReport-List			PRESENCE optional },
	...
}


SuccessfulHandoverReport-List ::= SEQUENCE (SIZE(1.. maxnoofSuccessfulHOReports)) OF SuccessfulHandoverReport-Item

SuccessfulHandoverReport-Item ::= SEQUENCE {
	successfulHOReportContainer			OCTET STRING,
	--- This IE is FFS
...
}



//////////////////////////////////////// Next ASN.1 Change ////////////////////////////////////////////////


-- 9.4.7	Constant Definitions

-- **************************************************************
--
-- Lists
--
-- **************************************************************
	maxnoofXnExtTLAs					INTEGER ::= 16
	maxnoofXnGTP-TLAs					INTEGER ::= 16
	maxnoofXnTLAs						INTEGER ::= 2
	maxnoofCandidateCells				INTEGER ::= 32
	maxNRARFCN							INTEGER ::= 3279165
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo	INTEGER ::= FFS
--- This value is FFS
	maxnoofCellsinNGRANNode				INTEGER ::= 16384
	maxnoofReportedCells				INTEGER ::= 256
	maxnoofSuccessfulHOReports			INTEGER ::= 64
--- This value is FFS



-- **************************************************************
--
-- IEs
--
-- **************************************************************

	id-PduSessionExpectedUEActivityBehaviour					ProtocolIE-ID ::= 281
	id-MicoAllPLMN											ProtocolIE-ID ::= 282
	id-QosFlowFailedToSetupList								ProtocolIE-ID ::= 283
	id-LastVisitedPSCell-List								ProtocolIE-ID ::= xx1
	id-IntersystemSONInformationRequest						ProtocolIE-ID ::= xx2
	id-IntersystemSONInformationReply						ProtocolIE-ID ::= xx3
	id-IntersystemSONInformationResponse					ProtocolIE-ID ::= xx4
	id-EUTRAN-Cell-To-Report-List							ProtocolIE-ID ::= xx5
	id-NG-RAN-Cell-To-Report-List							ProtocolIE-ID ::= xx6
	id-IntersystemResourceThresholdLow						ProtocolIE-ID ::= xx7
	id-IntersystemResourceThresholdHigh						ProtocolIE-ID ::= xx8
	id-NumberOfMeasurementReportingLevels					ProtocolIE-ID ::= xx9
	id-ReportingPeriodicity									ProtocolIE-ID ::= x10
	id-EUTRAN-CompositeAvailableCapacity-Group				ProtocolIE-ID ::= x11
	id-EUTRAN-NumberOfActiveUEs								ProtocolIE-ID ::= x12
	id-NG-RAN-NumberOfActiveUEs								ProtocolIE-ID ::= x13
	id-EUTRAN-NoofRRCConnections							ProtocolIE-ID ::= x14
	id-NG-RAN-NoofRRCConnections							ProtocolIE-ID ::= x15
	id-EUTRAN-RadioResourceStatus							ProtocolIE-ID ::= x16
	id-NG-RAN-RadioResourceStatus							ProtocolIE-ID ::= x17
	id-EnergySavingIndication								ProtocolIE-ID ::= x18
	id-IntersystemResourceStatusUpdate						ProtocolIE-ID ::= x19
	id-SuccessfulHandoverReport-List						ProtocolIE-ID ::= x20







//////////////////////////////////////// End of ASN.1 Changes ////////////////////////////////////////////////
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