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1  Introduction

During the last RAN3 meeting, following agreements [1] were achieved for topology redundancy,
The F1AP signalling enhancements to enable configuring the header rewriting table are pending RAN2#116-e agreements.

Accordingly, based on the agreements [2] on topology adaptation enhancements in RAN2 #116bis-e, we have,

· The header rewriting configuration is provided via F1AP.

· For the two scenario of inter-topology routing and intra-to-inter-topology re-routing, there is only one header rewriting for a packet, where the header rewriting entry includes the BAP routing ID of the packet’s ingress topology and the BAP routing ID of the packet’s egress topology.

· [049] In configurations, the topology is referred to as “F1-terminating CU’s topology” vs. “non-F1-terminating CU’s topology”. The terms “F1-terminating CU” and “non-F1-terminating CU” to be defined in St2 spec. 

· [049] The routing configuration to include information that allows the boundary node to determine the topology each routing entry applies to. RAN3 to decide on St3-related aspects. 

· [049] The UL mapping configuration to include information for the boundary node to determine the egress topology of each UL mapping entry.

· [049] For inter-topology routing, the header rewriting configuration to include information that allows the boundary node to determine either the egress topology, or the ingress topology, or the traffic direction of a header-rewriting entry (selection of one of these expected). RAN3 to handle the St3-related aspects. 

· [049] The BH RLC CH mapping configuration of the boundary node includes information for the boundary node to differentiate mappings based on ingress topology and egress topology.

In this contribution, we mainly discuss the F1AP enhancement to enable inter-topology (re)routing and provide a TP for TS 38.473 to capture the above RAN2 agreements.
2  Discussion
2.1 BAP header rewriting
According to the analysis based on our RAN2 paper on BAP modeling, three types of header re-writing tables (i.e., inter-topology upstream routing, inter-topology downstream routing, and intra-to-inter-topology re-routing) should be configured to the boundary node. Besides, referring to the agreement that “For inter-topology routing, the header rewriting configuration to include information that allows the boundary node to determine either the egress topology, or the ingress topology, or the traffic direction of a header-rewriting entry (selection of one of these expected). RAN3 to handle the St3-related aspects.” A header rewriting type indicator should be included in the rewriting table configuration.
Proposal 1: A header rewriting type indicator (i.e., CU1 to CU2, CU2 to CU1, or re-routing) should be included in the rewriting table configuration.
2.2 Routing and Bearer mapping
According to the agreement that “The routing configuration to include information that allows the boundary node to determine the topology each routing entry applies to. RAN3 to decide on St3-related aspects”, an egress topology indicator should be included for each routing entry to indicate the topology it applies to.
Proposal 2: An egress topology indicator should be included for each routing entry to indicate the topology it applies to.
For bearer mapping, we have the following agreements,

· [049] The UL mapping configuration to include information for the boundary node to determine the egress topology of each UL mapping entry.

· [049] The BH RLC CH mapping configuration of the boundary node includes information for the boundary node to differentiate mappings based on ingress topology and egress topology.

For the access node, an egress topology indicator should be presented with each egress RLC CH.

For intermediate nodes, an egress topology indicator should be presented with each egress RLC CH, and an ingress topology indicator should also be presented with each ingress RLC CH.
Proposal 3: An egress/ingress topology indicator should be presented with each egress/ingress RLC CH. 
Based on the above analysis, the TP for TS 38.473 to capture the above proposals is shown in the Annex.
3  Conclusion

This paper mainly discuss the remaining issues of inter-Donor-DU re-routing. It is proposed,
Proposal 1: A header rewriting type indicator (i.e., CU1 to CU2, CU2 to CU1, or re-routing) should be included in the rewriting table configuration. 
Proposal 2: An egress topology indicator should be included for each routing entry to indicate the topology it applies to.
Proposal 3: An egress/ingress topology indicator should be presented with each egress/ingress RLC CH. 
4  Reference

[1] Chairman notes of 3GPP TSG-RAN WG3 meeting #114bis-e.
[2] Chairman notes of 3GPP TSG-RAN WG2 meeting #116bis-e.
Annex: Text Proposal for TS 38.473

8.10.1
BAP Mapping Configuration
8.10.1.1
General

The BAP Mapping Configuration Procedure is initiated by the gNB-CU in order to configure the DL/UL routing information and/or traffic mapping information needed for the gNB-DU. The procedure uses non-UE associated signalling.

NOTE:
Implementation shall ensure the avoidance of potential race conditions, i.e. it shall ensure that conflicting traffic mapping configurations are not concurrently performed using the non-UE-associated BAP Mapping Configuration procedure and the UE-associated UE Context Management procedures.

8.10.1.2
Successful Operation
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Figure 8.10.1.2-1: BAP Mapping Configuration procedure: Successful Operation
The gNB-CU initiates the procedure by sending BAP MAPPING CONFIGURATION message to the gNB-DU. The gNB-DU replies to the gNB-CU with BAP MAPPING CONFIGURATION ACKNOWLEDGE.

If BH Routing Information Added List IE is included in the BAP MAPPING CONFIGURATION message, the gNB-DU shall, if supported, store the BH routing information from this IE and use it for DL/UL traffic forwarding as specified in TS 38.340 [30]. If BH Routing Information Added List IE contains information for an existing BAP Routing ID, the gNB-DU shall, if supported, replace the previously stored routing information for this BAP Routing ID with the corresponding information in the BH Routing Information Added List IE.

If BH Routing Information Removed List IE is included in the BAP MAPPING CONFIGURATION message, the gNB-DU shall, if supported, remove the BH routing information according to such IE.

If the Traffic Mapping Information IE is included in the BAP MAPPING CONFIGURATION message, the gNB-DU shall, if supported, process the Traffic Mapping Information IE as follows:

-
if the IP to layer2 Traffic Mapping Info IE is included, the gNB-DU shall store the mapping information contained in the IP to layer2 Mapping Info To Add IE, if present, and remove the previously stored mapping information as indicated by the IP to layer2 Mapping Info To Remove IE, if present. The gNB-DU shall use the mapping information stored for the mapping of IP traffic to layer 2, as specified in TS 38.340 [30].

-
if the BAP layer BH RLC channel Mapping Info IE is included, the gNB-DU shall store the mapping information contained in the BAP layer BH RLC channel Mapping Info To Add IE, if present, and remove the previously stored mapping information as indicated by the BAP layer BH RLC channel Mapping Info To Remove IE, if present. The gNB-DU shall use the mapping information stored when forwarding traffic on BAP sublayer, as specified in TS 38.340 [30].

If the BAP Header Rewriting List IE is included in the BAP MAPPING CONFIGURATION message, the gNB-DU shall, if supported, use it for BAP header rewriting.
8.10.4
IAB UP Configuration Update

8.10.4.1
General

The purpose of the IAB UP Configuration Update procedure is to update the UP parameters including UL mapping configuration and the UL/DL UP TNL information between IAB-donor-CU and IAB-node. This procedure uses non-UE associated signalling.
NOTE:
This procedure is applicable for IAB-nodes, where the term "gNB-DU" applies to IAB-DU, and the term "gNB-CU" applies to IAB-donor-CU.

NOTE:
Implementation shall ensure the avoidance of potential race conditions, i.e. it shall ensure that the update of UP configuration (e.g. the UL/DL UP TNL information, UL mapping information) is not concurrently performed using the non-UE-associated IAB UP Configuration Update procedure and the UE-associated procedures for UE Context Management.

8.10.4.2
Successful Operation
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Figure 8.10.4.2-1: IAB UP Configuration Update procedure: Successful Operation
The gNB-CU initiates the procedure by sending the IAB UP CONFIGURATION UPDATE REQUEST message to the gNB-DU. The gNB-DU replies to the gNB-CU with the IAB UP CONFIGURATION UPDATE RESPONSE message.

If the UL UP TNL Information to Update List IE is included in the IAB UP CONFIGURATION UPDATE REQUEST message, the gNB-DU shall perform the mapping according to the new received BH Information IE for each F1-U GTP tunnel indicated by the UL UP TNL Information IE. If the New UL UP TNL Information IE is included in UL UP TNL Information to Update List IE, the gNB-DU shall use it to replace the information of UL F1-U GTP tunnel indicated by the UL UP TNL Information IE.

If the UL UP TNL Address to Update List IE is included in the IAB UP CONFIGURATION UPDATE REQUEST message, the gNB-DU shall replace the old TNL address with the new TNL address for all the maintained UL F1-U GTP tunnels corresponding to the old TNL address.

If the DL UP TNL Address to Update List IE is included in the IAB UP CONFIGURATION UPDATE RESPONSE message, the gNB-CU shall replace the old TNL address with the new TNL address for all the maintained DL F1-U GTP tunnels corresponding to the old TNL address.
If the BAP Header Rewriting List IE is included in the IAB UP CONFIGURATION UPDATE REQUEST message, the gNB-DU shall, if supported, use it for BAP header rewriting.
9.2.9
IAB messages
9.2.9.1
BAP MAPPING CONFIGURATION
This message is sent by the gNB-CU to provide the backhaul routing information and/or traffic mapping information to the gNB-DU.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	BH Routing Information Added List
	
	0...1
	
	
	YES
	ignore

	>BH Routing Information Added List Item
	
	1.. <maxnoofRoutingEntries>
	
	
	EACH
	ignore

	>>BAP Routing ID
	M
	
	9.3.1.110
	
	-
	

	>>Next-Hop BAP Address
	M
	
	9.3.1.111
	Indicates the BAP address of the next hop IAB-node or IAB-donor-DU.
	-
	

	>>Egress Topology Indicator
	M
	
	ENUMERATED(F1-terminating CU’s topology, non-F1-terminating CU’s topology...)
	Indicates to which topology each routing entry applies to.
	
	

	BH Routing Information Removed List
	
	0...1
	
	
	YES
	ignore

	>BH Routing Information Removed List Item
	
	1.. <maxnoofRoutingEntries>
	
	
	EACH
	ignore

	>>BAP Routing ID
	M
	
	9.3.1.110
	
	-
	

	Traffic Mapping Information
	O
	
	9.3.1.95
	
	YES
	ignore

	BAP Header Rewriting List
	
	0...1
	
	
	YES
	ignore

	>BAP Header Rewriting List Item
	
	1.. <maxnoofRoutingEntries>
	
	
	
	

	>>Ingress BAP Routing ID
	M
	
	9.3.1.110
	
	-
	

	>>Egress BAP Routing ID
	M
	
	9.3.1.110
	
	-
	

	>>Header Rewriting Type
	M
	
	ENUMERATED(F1-terminating CU to non-F1-terminating CU, non-F1-terminating CU to F1-terminating CU,rerouting...)
	
	
	


	Range bound
	Explanation

	maxnoofRoutingEntries
	Maximum no. of routing entries, the maximum value is 1024.


9.2.9.7
IAB UP CONFIGURATION UPDATE REQUEST

This message is sent by the gNB-CU to provide the updated UL BH Information or the updated UL UP TNL Information/Address to the gNB-DU.

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	UL UP TNL Information to Update List
	
	0..1
	
	
	YES
	ignore

	>UL UP TNL Information to Update List Item IEs 


	
	1.. < maxnoofULUPTNLInformationforIAB>
	
	
	EACH
	ignore

	>>UL UP TNL Information
	M
	
	UP Transport Layer Information

9.3.2.1
	This field indicates the UL UP TNL Information used before configuration update.
	-
	

	>>New UL UP TNL Information
	O
	
	UP Transport Layer Information

9.3.2.1
	If present, this field indicates the new UL UP TNL Information used after configuration update.
	-
	

	>>BH Information
	M
	
	9.3.1.114
	
	-
	

	UL UP TNL Address to Update List
	
	0..1
	
	
	YES
	ignore

	>UL UP TNL Address to Update List Item IEs
	
	1.. < maxnoofUPTNLAddresses>
	
	
	EACH
	ignore

	>>Old TNL Address
	M
	
	Transport Layer Address

9.3.2.3
	The old UL UP Transport Layer Address of gNB-CU used for UL F1-U GTP Tunnel before the configuration update.
	-
	

	>>New TNL Address
	M
	
	Transport Layer Address

9.3.2.3
	The corresponding new UL UP Transport Layer Address that replaces the old one.
	-
	

	BAP Header Rewriting List
	
	0...1
	
	
	YES
	ignore

	>BAP Header Rewriting List Item
	
	1.. <maxnoofRoutingEntries>
	
	
	
	

	>>Ingress BAP Routing ID
	M
	
	9.3.1.110
	
	-
	

	>>Egress BAP Routing ID
	M
	
	9.3.1.110
	
	-
	

	>>Header Rewriting Type
	M
	
	ENUMERATED(F1-terminating CU to non-F1-terminating CU, non-F1-terminating CU to F1-terminating CU,rerouting...)
	
	
	


	Range bound
	Explanation

	maxnoofULUPTNLInformationforIAB
	Maximum no. of UL UP TNL Information allowed towards one IAB node, the maximum value is 32768.

	maxnoofUPTNLAddresses
	Maximum no. of TNL addresses for F1-U. Value is 8.

	maxnoofRoutingEntries
	Maximum no. of routing entries, the maximum value is 1024.


9.3.1
Radio Network Layer Related IEs

9.3.1.98
BAP layer BH RLC channel mapping Information List

This IE includes the information used by the IAB-DU to perform the BH RLC channel mapping when forwarding traffic on BAP sublayer.

When this IE is included in the UE-associated F1AP signalling for setting up or modifying a BH RLC channel, it contains either the Prior-Hop BAP Address IE and the Ingress BH RLC CH ID IE to configure a mapping in downlink direction, or the Next-Hop BAP address IE and the Egress BH RLC CH ID IE to configure a mapping in uplink direction. This IE indicates the BH RLC channel served by the collocated IAB-MT.

When this IE is included in the non-UE-associated F1AP signalling, it shall contain the Prior-Hop BAP Address IE, the Ingress BH RLC CH ID IE, the Next-Hop BAP address IE and the Egress BH RLC CH ID IE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BAP layer BH RLC channel mapping info Item
	
	1.. <maxnoofMappingEntries>
	
	

	>Mapping Information Index
	M
	
	9.3.1.100
	

	>Prior-Hop BAP Address
	O
	
	9.3.1.111
	

	>Ingress BH RLC CH ID
	O
	
	BH RLC Channel ID

9.3.1.113
	

	>Ingress Topology Indicator
	O
	
	ENUMERATED(F1-terminating CU’s topology, non-F1-terminating CU’s topology...)
	Indicates to which topology the mapping entry applies to.

	>Next-Hop BAP Address
	O
	
	9.3.1.111
	

	>Egress BH RLC CH ID 
	O
	
	BH RLC Channel ID

9.3.1.113
	

	>Egress Topology Indicator
	O
	
	ENUMERATED(F1-terminating CU’s topology, non-F1-terminating CU’s topology...)
	Indicates to which topology the mapping entry applies to.


	Range bound
	Explanation

	maxnoofMappingEntries
	Maximum no. of mapping entries, the maximum value is 67108864 (i.e. 2^26).


9.3.1.114
BH Information

This IE includes the backhaul information for UL or DL.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BAP Routing ID
	O
	
	9.3.1.110
	This IE is not needed for the BAP control PDU.

For UL F1-U traffic, the BAP address included in this IE also indicates the IAB-donor-DU via which the DL traffic is transmitted.

	Egress BH RLC CH List
	
	0..1
	
	

	>Egress BH RLC CH List Item
	
	1..

<maxnoofEgressLinks>
	
	

	>>Next-Hop BAP Address
	M
	
	9.3.1.111
	This IE identifies the next-hop node on the backhaul path to receive the packet. The value of this IE should be unique in the whole list.

	>>Egress BH RLC CH ID
	M
	
	BH RLC Channel ID

9.3.1.113
	This IE identifies the BH RLC channel in the link between the IAB node/IAB-donor-DU and the node identified by the Next-Hop BAP Address IE.

	Egress Topology Indicator
	O
	
	ENUMERATED(F1-terminating CU’s topology, non-F1-terminating CU’s topology...)
	Indicates to which topology each routing/UL mapping entry applies to.


	Range bound
	Explanation

	maxnoofEgressLinks
	Maximum no. of egress links. Value is 2.


9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Candidate-SpCell-Item,


Cause,


Cells-Failed-to-be-Activated-List-Item,


Cells-Status-Item,


Cells-to-be-Activated-List-Item,


Cells-to-be-Deactivated-List-Item, 

CellULConfigured,


CriticalityDiagnostics, 

C-RNTI,


CUtoDURRCInformation, 

DRB-Activity-Item,


DRBID,


DRBs-FailedToBeModified-Item,


DRBs-FailedToBeSetup-Item,


DRBs-FailedToBeSetupMod-Item,


DRB-Notify-Item,


DRBs-ModifiedConf-Item,


DRBs-Modified-Item,


DRBs-Required-ToBeModified-Item,


DRBs-Required-ToBeReleased-Item,


DRBs-Setup-Item,


DRBs-SetupMod-Item,


DRBs-ToBeModified-Item,


DRBs-ToBeReleased-Item,


DRBs-ToBeSetup-Item,


DRBs-ToBeSetupMod-Item,


DRXCycle,


DRXConfigurationIndicator,


DUtoCURRCInformation,


EUTRANQoS,


ExecuteDuplication,


FullConfiguration,


GNB-CU-UE-F1AP-ID,


GNB-DU-UE-F1AP-ID,


GNB-DU-ID,


GNB-DU-Served-Cells-Item,


GNB-DU-System-Information, 


GNB-CU-Name,


GNB-DU-Name,


InactivityMonitoringRequest,


InactivityMonitoringResponse,


LowerLayerPresenceStatusChange,


NotificationControl,


NRCGI,


NRPCI,


UEContextNotRetrievable,

Potential-SpCell-Item,


RAT-FrequencyPriorityInformation,


RequestedSRSTransmissionCharacteristics,


ResourceCoordinationTransferContainer,


RRCContainer,


RRCContainer-RRCSetupComplete,


RRCReconfigurationCompleteIndicator,


SCellIndex,


SCell-ToBeRemoved-Item,


SCell-ToBeSetup-Item,


SCell-ToBeSetupMod-Item,


SCell-FailedtoSetup-Item,


SCell-FailedtoSetupMod-Item, 

ServCellIndex,


Served-Cell-Information,


Served-Cells-To-Add-Item,


Served-Cells-To-Delete-Item,


Served-Cells-To-Modify-Item,


ServingCellMO,


SRBID,


SRBs-FailedToBeSetup-Item,


SRBs-FailedToBeSetupMod-Item,


SRBs-Required-ToBeReleased-Item,


SRBs-ToBeReleased-Item,


SRBs-ToBeSetup-Item,


SRBs-ToBeSetupMod-Item,


SRBs-Modified-Item,


SRBs-Setup-Item,


SRBs-SetupMod-Item,


TimeToWait,


TransactionID,


TransmissionActionIndicator,


UE-associatedLogicalF1-ConnectionItem,


DUtoCURRCContainer,


PagingCell-Item, 


SItype-List,


UEIdentityIndexValue,


GNB-CU-TNL-Association-Setup-Item,


GNB-CU-TNL-Association-Failed-To-Setup-Item,


GNB-CU-TNL-Association-To-Add-Item,


GNB-CU-TNL-Association-To-Remove-Item,


GNB-CU-TNL-Association-To-Update-Item,


MaskedIMEISV,


PagingDRX,


PagingPriority,


PagingIdentity,


Cells-to-be-Barred-Item,


PWSSystemInformation,


Broadcast-To-Be-Cancelled-Item,


Cells-Broadcast-Cancelled-Item,


NR-CGI-List-For-Restart-Item,


PWS-Failed-NR-CGI-Item,


RepetitionPeriod,


NumberofBroadcastRequest,


Cells-To-Be-Broadcast-Item,


Cells-Broadcast-Completed-Item,


Cancel-all-Warning-Messages-Indicator,


EUTRA-NR-CellResourceCoordinationReq-Container,


EUTRA-NR-CellResourceCoordinationReqAck-Container,

RequestType,


PLMN-Identity,


RLCFailureIndication, 


UplinkTxDirectCurrentListInformation,


SULAccessIndication,


Protected-EUTRA-Resources-Item,


GNB-DUConfigurationQuery,


BitRate,


RRC-Version,


GNBDUOverloadInformation,


RRCDeliveryStatusRequest,


NeedforGap,


RRCDeliveryStatus,


ResourceCoordinationTransferInformation,


Dedicated-SIDelivery-NeededUE-Item,


Associated-SCell-Item,


IgnoreResourceCoordinationContainer,


PagingOrigin,


UAC-Assistance-Info,

RANUEID,


GNB-DU-TNL-Association-To-Remove-Item,


NotificationInformation,


TraceActivation,


TraceID,


Neighbour-Cell-Information-Item,


SymbolAllocInSlot,


NumDLULSymbols,


AdditionalRRMPriorityIndex,


DUCURadioInformationType,


CUDURadioInformationType,


Transport-Layer-Address-Info,


BHChannels-ToBeSetup-Item,


BHChannels-Setup-Item,


BHChannels-FailedToBeSetup-Item,


BHChannels-ToBeModified-Item,


BHChannels-ToBeReleased-Item,


BHChannels-ToBeSetupMod-Item,


BHChannels-FailedToBeModified-Item,


BHChannels-FailedToBeSetupMod-Item,


BHChannels-Modified-Item,


BHChannels-SetupMod-Item,


BHChannels-Required-ToBeReleased-Item,


BAPAddress,


BAPPathID,


BAPRoutingID,


BH-Routing-Information-Added-List-Item,


BH-Routing-Information-Removed-List-Item,


Child-Nodes-List,


Child-Nodes-List-Item,


Child-Node-Cells-List,


Child-Node-Cells-List-Item,


Activated-Cells-to-be-Updated-List,


Activated-Cells-to-be-Updated-List-Item,


UL-BH-Non-UP-Traffic-Mapping,


IABTNLAddressesRequested,


IABIPv6RequestType,


IAB-TNL-Addresses-To-Remove-Item,


IABTNLAddress,


IAB-Allocated-TNL-Address-Item,


IABv4AddressesRequested,


TrafficMappingInfo,


UL-UP-TNL-Information-to-Update-List-Item,


UL-UP-TNL-Address-to-Update-List-Item,


DL-UP-TNL-Address-to-Update-List-Item,


NRV2XServicesAuthorized,


LTEV2XServicesAuthorized,


NRUESidelinkAggregateMaximumBitrate,


LTEUESidelinkAggregateMaximumBitrate,


SLDRBs-SetupMod-Item,


SLDRBs-ModifiedConf-Item,


SLDRBID,


SLDRBs-FailedToBeModified-Item,


SLDRBs-FailedToBeSetup-Item,


SLDRBs-FailedToBeSetupMod-Item,


SLDRBs-Modified-Item,


SLDRBs-Required-ToBeModified-Item,


SLDRBs-Required-ToBeReleased-Item,


SLDRBs-Setup-Item,


SLDRBs-ToBeModified-Item,


SLDRBs-ToBeReleased-Item,


SLDRBs-ToBeSetup-Item,


SLDRBs-ToBeSetupMod-Item,


GNBCUMeasurementID,


GNBDUMeasurementID,


RegistrationRequest,


ReportCharacteristics,


CellToReportList,


HardwareLoadIndicator,


CellMeasurementResultList,


ReportingPeriodicity,


TNLCapacityIndicator,


RACHReportInformationList,


RLFReportInformationList,


ReportingRequestType,


TimeReferenceInformation,


ConditionalInterDUMobilityInformation,


ConditionalIntraDUMobilityInformation,


TargetCellList,


MDTPLMNList,


PrivacyIndicator,


TransportLayerAddress,


URI-address,


NID,


PosAssistance-Information,


PosBroadcast,


PositioningBroadcastCells,


RoutingID,


PosAssistanceInformationFailureList,


PosMeasurementQuantities,


PosMeasurementResultList,


PosReportCharacteristics,


TRPInformationTypeItem,


TRPInformationItem,


LMF-MeasurementID,


RAN-MeasurementID,


SRSResourceSetID,


SpatialRelationInfo,


SRSResourceTrigger,

SRSConfiguration,


TRPList,


E-CID-MeasurementQuantities,


MeasurementPeriodicity,


E-CID-MeasurementResult,


Cell-Portion-ID,


LMF-UE-MeasurementID,


RAN-UE-MeasurementID,


RelativeTime1900,


SystemFrameNumber,


SlotNumber,


AbortTransmission,


TRP-MeasurementRequestList,


MeasurementBeamInfoRequest,


E-CID-ReportCharacteristics,


Extended-GNB-CU-Name,


Extended-GNB-DU-Name,


F1CTransferPath,


SCGIndicator,

SpatialRelationPerSRSResource,

IABCongestionIndication,


BAP-Header-Rewriting-List-Item,

HeaderRewritingType,

EgressTopologyIndicator, 

IngressTopologyIndicator
FROM F1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Candidate-SpCell-Item,


id-Candidate-SpCell-List,


id-Cause,


id-Cancel-all-Warning-Messages-Indicator,


id-Cells-Failed-to-be-Activated-List,


id-Cells-Failed-to-be-Activated-List-Item, 


id-Cells-Status-Item,


id-Cells-Status-List,


id-Cells-to-be-Activated-List,


id-Cells-to-be-Activated-List-Item,


id-Cells-to-be-Deactivated-List,


id-Cells-to-be-Deactivated-List-Item,


id-ConfirmedUEID,


id-CriticalityDiagnostics,


id-C-RNTI,


id-CUtoDURRCInformation,


id-DRB-Activity-Item,


id-DRB-Activity-List,


id-DRBs-FailedToBeModified-Item,


id-DRBs-FailedToBeModified-List,


id-DRBs-FailedToBeSetup-Item,


id-DRBs-FailedToBeSetup-List,


id-DRBs-FailedToBeSetupMod-Item,


id-DRBs-FailedToBeSetupMod-List,


id-DRBs-ModifiedConf-Item,


id-DRBs-ModifiedConf-List,


id-DRBs-Modified-Item,


id-DRBs-Modified-List,


id-DRB-Notify-Item,


id-DRB-Notify-List,


id-DRBs-Required-ToBeModified-Item,


id-DRBs-Required-ToBeModified-List,


id-DRBs-Required-ToBeReleased-Item,


id-DRBs-Required-ToBeReleased-List,


id-DRBs-Setup-Item,


id-DRBs-Setup-List,


id-DRBs-SetupMod-Item,


id-DRBs-SetupMod-List,


id-DRBs-ToBeModified-Item,


id-DRBs-ToBeModified-List,


id-DRBs-ToBeReleased-Item,


id-DRBs-ToBeReleased-List,


id-DRBs-ToBeSetup-Item,


id-DRBs-ToBeSetup-List,


id-DRBs-ToBeSetupMod-Item,


id-DRBs-ToBeSetupMod-List,


id-DRXCycle,


id-DUtoCURRCInformation,


id-ExecuteDuplication,


id-FullConfiguration,


id-gNB-CU-UE-F1AP-ID,


id-gNB-DU-UE-F1AP-ID,


id-gNB-DU-ID,


id-GNB-DU-Served-Cells-Item,


id-gNB-DU-Served-Cells-List, 


id-gNB-CU-Name,


id-gNB-DU-Name,


id-Extended-GNB-CU-Name,


id-Extended-GNB-DU-Name,


id-InactivityMonitoringRequest,


id-InactivityMonitoringResponse,


id-new-gNB-CU-UE-F1AP-ID,


id-new-gNB-DU-UE-F1AP-ID,

id-oldgNB-DU-UE-F1AP-ID,


id-PLMNAssistanceInfoForNetShar,

id-Potential-SpCell-Item,


id-Potential-SpCell-List,


id-RAT-FrequencyPriorityInformation, 


id-RedirectedRRCmessage,

id-ResetType,


id-RequestedSRSTransmissionCharacteristics,


id-ResourceCoordinationTransferContainer,


id-RRCContainer,


id-RRCContainer-RRCSetupComplete,


id-RRCReconfigurationCompleteIndicator,


id-SCell-FailedtoSetup-List,


id-SCell-FailedtoSetup-Item,


id-SCell-FailedtoSetupMod-List,


id-SCell-FailedtoSetupMod-Item,


id-SCell-ToBeRemoved-Item,


id-SCell-ToBeRemoved-List,


id-SCell-ToBeSetup-Item,


id-SCell-ToBeSetup-List,


id-SCell-ToBeSetupMod-Item,


id-SCell-ToBeSetupMod-List,


id-SelectedPLMNID,

id-Served-Cells-To-Add-Item,


id-Served-Cells-To-Add-List,


id-Served-Cells-To-Delete-Item,


id-Served-Cells-To-Delete-List,


id-Served-Cells-To-Modify-Item,


id-Served-Cells-To-Modify-List,


id-ServCellIndex,


id-ServingCellMO,


id-SpCell-ID,


id-SpCellULConfigured,


id-SRBID,


id-SRBs-FailedToBeSetup-Item,


id-SRBs-FailedToBeSetup-List,


id-SRBs-FailedToBeSetupMod-Item,


id-SRBs-FailedToBeSetupMod-List,


id-SRBs-Required-ToBeReleased-Item,


id-SRBs-Required-ToBeReleased-List,


id-SRBs-ToBeReleased-Item,


id-SRBs-ToBeReleased-List, 


id-SRBs-ToBeSetup-Item,


id-SRBs-ToBeSetup-List,


id-SRBs-ToBeSetupMod-Item,


id-SRBs-ToBeSetupMod-List,


id-SRBs-Modified-Item,


id-SRBs-Modified-List,


id-SRBs-Setup-Item,


id-SRBs-Setup-List,


id-SRBs-SetupMod-Item,


id-SRBs-SetupMod-List,


id-TimeToWait,


id-TransactionID,


id-TransmissionActionIndicator, 


id-UEContextNotRetrievable,

id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,


id-DUtoCURRCContainer,


id-NRCGI,


id-PagingCell-Item,


id-PagingCell-List,


id-PagingDRX,


id-PagingPriority,


id-SItype-List,


id-UEIdentityIndexValue,


id-GNB-CU-TNL-Association-Setup-List,


id-GNB-CU-TNL-Association-Setup-Item,


id-GNB-CU-TNL-Association-Failed-To-Setup-List,


id-GNB-CU-TNL-Association-Failed-To-Setup-Item,


id-GNB-CU-TNL-Association-To-Add-Item,


id-GNB-CU-TNL-Association-To-Add-List,


id-GNB-CU-TNL-Association-To-Remove-Item,


id-GNB-CU-TNL-Association-To-Remove-List,


id-GNB-CU-TNL-Association-To-Update-Item,


id-GNB-CU-TNL-Association-To-Update-List,


id-MaskedIMEISV,


id-PagingIdentity,


id-Cells-to-be-Barred-List,


id-Cells-to-be-Barred-Item,


id-PWSSystemInformation,


id-RepetitionPeriod,


id-NumberofBroadcastRequest,


id-Cells-To-Be-Broadcast-List,


id-Cells-To-Be-Broadcast-Item,


id-Cells-Broadcast-Completed-List,


id-Cells-Broadcast-Completed-Item,


id-Broadcast-To-Be-Cancelled-List,


id-Broadcast-To-Be-Cancelled-Item,


id-Cells-Broadcast-Cancelled-List,


id-Cells-Broadcast-Cancelled-Item,


id-NR-CGI-List-For-Restart-List,


id-NR-CGI-List-For-Restart-Item,


id-PWS-Failed-NR-CGI-List,


id-PWS-Failed-NR-CGI-Item,


id-EUTRA-NR-CellResourceCoordinationReq-Container,


id-EUTRA-NR-CellResourceCoordinationReqAck-Container,


id-Protected-EUTRA-Resources-List,


id-RequestType,


id-ServingPLMN,


id-DRXConfigurationIndicator,


id-RLCFailureIndication,


id-UplinkTxDirectCurrentListInformation,


id-SULAccessIndication,


id-Protected-EUTRA-Resources-Item,


id-GNB-DUConfigurationQuery,


id-GNB-DU-UE-AMBR-UL,


id-GNB-CU-RRC-Version,


id-GNB-DU-RRC-Version,


id-GNBDUOverloadInformation,


id-NeedforGap,


id-RRCDeliveryStatusRequest,


id-RRCDeliveryStatus,


id-Dedicated-SIDelivery-NeededUE-List,


id-Dedicated-SIDelivery-NeededUE-Item,


id-ResourceCoordinationTransferInformation,


id-Associated-SCell-List,


id-Associated-SCell-Item,


id-IgnoreResourceCoordinationContainer,


id-UAC-Assistance-Info,

id-RANUEID,


id-PagingOrigin,


id-GNB-DU-TNL-Association-To-Remove-Item,


id-GNB-DU-TNL-Association-To-Remove-List,


id-NotificationInformation,


id-TraceActivation,


id-TraceID,


id-Neighbour-Cell-Information-List,


id-Neighbour-Cell-Information-Item,


id-SymbolAllocInSlot,


id-NumDLULSymbols,


id-AdditionalRRMPriorityIndex,


id-DUCURadioInformationType,


id-CUDURadioInformationType,


id-LowerLayerPresenceStatusChange,


id-Transport-Layer-Address-Info,


id-BHChannels-ToBeSetup-List,


id-BHChannels-ToBeSetup-Item,


id-BHChannels-Setup-List,


id-BHChannels-Setup-Item,


id-BHChannels-ToBeModified-Item,


id-BHChannels-ToBeModified-List,


id-BHChannels-ToBeReleased-Item,


id-BHChannels-ToBeReleased-List,


id-BHChannels-ToBeSetupMod-Item,


id-BHChannels-ToBeSetupMod-List,


id-BHChannels-FailedToBeSetup-Item,


id-BHChannels-FailedToBeSetup-List,


id-BHChannels-FailedToBeModified-Item,


id-BHChannels-FailedToBeModified-List,


id-BHChannels-FailedToBeSetupMod-Item,


id-BHChannels-FailedToBeSetupMod-List,


id-BHChannels-Modified-Item,


id-BHChannels-Modified-List,


id-BHChannels-SetupMod-Item,


id-BHChannels-SetupMod-List,


id-BHChannels-Required-ToBeReleased-Item,


id-BHChannels-Required-ToBeReleased-List,


id-BAPAddress,


id-ConfiguredBAPAddress,


id-BH-Routing-Information-Added-List,


id-BH-Routing-Information-Added-List-Item,


id-BH-Routing-Information-Removed-List,


id-BH-Routing-Information-Removed-List-Item,


id-UL-BH-Non-UP-Traffic-Mapping,


id-Child-Nodes-List,


id-Activated-Cells-to-be-Updated-List, 


id-IABIPv6RequestType,


id-IAB-TNL-Addresses-To-Remove-List,


id-IAB-TNL-Addresses-To-Remove-Item,


id-IAB-Allocated-TNL-Address-List,


id-IAB-Allocated-TNL-Address-Item,


id-IABv4AddressesRequested,


id-TrafficMappingInformation,


id-UL-UP-TNL-Information-to-Update-List,


id-UL-UP-TNL-Information-to-Update-List-Item,


id-UL-UP-TNL-Address-to-Update-List,


id-UL-UP-TNL-Address-to-Update-List-Item,


id-DL-UP-TNL-Address-to-Update-List,


id-DL-UP-TNL-Address-to-Update-List-Item,


id-NRV2XServicesAuthorized,


id-LTEV2XServicesAuthorized,


id-NRUESidelinkAggregateMaximumBitrate,


id-LTEUESidelinkAggregateMaximumBitrate,


id-PC5LinkAMBR,


id-SLDRBs-FailedToBeModified-Item,


id-SLDRBs-FailedToBeModified-List,


id-SLDRBs-FailedToBeSetup-Item,


id-SLDRBs-FailedToBeSetup-List,


id-SLDRBs-Modified-Item,


id-SLDRBs-Modified-List,


id-SLDRBs-Required-ToBeModified-Item,


id-SLDRBs-Required-ToBeModified-List,


id-SLDRBs-Required-ToBeReleased-Item,


id-SLDRBs-Required-ToBeReleased-List,


id-SLDRBs-Setup-Item,


id-SLDRBs-Setup-List,


id-SLDRBs-ToBeModified-Item,


id-SLDRBs-ToBeModified-List,


id-SLDRBs-ToBeReleased-Item,


id-SLDRBs-ToBeReleased-List,


id-SLDRBs-ToBeSetup-Item,


id-SLDRBs-ToBeSetup-List,


id-SLDRBs-ToBeSetupMod-Item,


id-SLDRBs-ToBeSetupMod-List,


id-SLDRBs-SetupMod-List,


id-SLDRBs-FailedToBeSetupMod-List,


id-SLDRBs-SetupMod-Item,


id-SLDRBs-FailedToBeSetupMod-Item,


id-SLDRBs-ModifiedConf-List,


id-SLDRBs-ModifiedConf-Item,


id-gNBCUMeasurementID,


id-gNBDUMeasurementID,


id-RegistrationRequest,


id-ReportCharacteristics,


id-CellToReportList,


id-CellMeasurementResultList,


id-HardwareLoadIndicator,


id-ReportingPeriodicity, 


id-TNLCapacityIndicator, 


id-RACHReportInformationList,


id-RLFReportInformationList,


id-ReportingRequestType,


id-TimeReferenceInformation,


id-ConditionalInterDUMobilityInformation,


id-ConditionalIntraDUMobilityInformation,


id-targetCellsToCancel,


id-requestedTargetCellGlobalID,


id-TraceCollectionEntityIPAddress,


id-ManagementBasedMDTPLMNList,


id-PrivacyIndicator,


id-TraceCollectionEntityURI,


id-ServingNID,

id-PosAssistance-Information,


id-PosBroadcast,


id-PositioningBroadcastCells,


id-RoutingID,


id-PosAssistanceInformationFailureList,


id-PosMeasurementQuantities,


id-PosMeasurementResultList,


id-PosMeasurementPeriodicity,

id-PosReportCharacteristics,


id-TRPInformationTypeListTRPReq,


id-TRPInformationTypeItem,


id-TRPInformationListTRPResp,


id-TRPInformationItem,

id-LMF-MeasurementID,

id-RAN-MeasurementID,

id-SRSType,


id-ActivationTime,


id-AbortTransmission,


id-SRSConfiguration,


id-TRPList,


id-E-CID-MeasurementQuantities,

id-E-CID-MeasurementPeriodicity,


id-E-CID-MeasurementResult,


id-Cell-Portion-ID,


id-LMF-UE-MeasurementID,

id-RAN-UE-MeasurementID,


id-SFNInitialisationTime,


id-SystemFrameNumber,


id-SlotNumber,


id-TRP-MeasurementRequestList,


id-MeasurementBeamInfoRequest,

id-E-CID-ReportCharacteristics,

id-F1CTransferPath,

id-SCGIndicator,


id-SRSSpatialRelationPerSRSResource,

id-IABCongestionIndication,

id-BAP-Header-Rewriting-List,


id-BAP-Header-Rewriting-List-Item,

id-HeaderRewritingType,

id-EgressTopologyIndicator, 

id-IngressTopologyIndicator,


maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs,


maxnoofBHRLCChannels,


maxnoofRoutingEntries,


maxnoofChildIABNodes,


maxnoofServedCellsIAB,


maxnoofTLAsIAB,


maxnoofULUPTNLInformationforIAB,


maxnoofUPTNLAddresses,


maxnoofSLDRBs,


maxnoofTRPInfoTypes,


maxnoofTRPs,

maxnoofIABCongInd
>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<
-- **************************************************************

--

-- BAP MAPPING CONFIGURATION
-- **************************************************************

BAPMappingConfiguration ::= SEQUENCE {


protocolIEs


ProtocolIE-Container
{ {BAPMappingConfiguration-IEs} },


...

 }

BAPMappingConfiguration-IEs F1AP-PROTOCOL-IES ::= {


{ ID id-TransactionID

CRITICALITY reject
TYPE
TransactionID
PRESENCE mandatory}|


{ ID id-BH-Routing-Information-Added-List

CRITICALITY ignore
TYPE
BH-Routing-Information-Added-List
PRESENCE optional}|


{ ID id-BH-Routing-Information-Removed-List

CRITICALITY ignore
TYPE
BH-Routing-Information-Removed-List
PRESENCE optional}|


{ ID id-TrafficMappingInformation



CRITICALITY ignore
TYPE
TrafficMappingInfo





PRESENCE optional}|


{ ID id-BAP-Header-Rewriting-List

CRITICALITY ignore
TYPE BAP-Header-Rewriting-List



PRESENCE optional
},

...

}

BH-Routing-Information-Added-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))
OF ProtocolIE-SingleContainer { { BH-Routing-Information-Added-List-ItemIEs } }

BH-Routing-Information-Removed-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))
OF ProtocolIE-SingleContainer { { BH-Routing-Information-Removed-List-ItemIEs } }

BH-Routing-Information-Added-List-ItemIEs
F1AP-PROTOCOL-IES ::= {


{ ID id-BH-Routing-Information-Added-List-Item



CRITICALITY ignore
TYPE BH-Routing-Information-Added-List-Item





PRESENCE optional},


...

}

BH-Routing-Information-Removed-List-ItemIEs
F1AP-PROTOCOL-IES ::= {


{ ID id-BH-Routing-Information-Removed-List-Item



CRITICALITY ignore
TYPE BH-Routing-Information-Removed-List-Item





PRESENCE optional},


...

}

BAP-Header-Rewriting-List ::= SEQUENCE (SIZE(1.. maxnoofRoutingEntries))
OF ProtocolIE-SingleContainer { { BAP-Header-Rewriting-List-ItemIEs } }

BAP-Header-Rewriting-List-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-BAP-Header-Rewriting-List-Item
CRITICALITY ignore
TYPE BAP-Header-Rewriting-List-Item PRESENCE optional},


...

}

>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<
-- **************************************************************

--

-- IAB UP Configuration Update Request

--

-- **************************************************************

IABUPConfigurationUpdateRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ { IABUPConfigurationUpdateRequestIEs} },


...

}

IABUPConfigurationUpdateRequestIEs F1AP-PROTOCOL-IES ::= { 


{ ID id-TransactionID






CRITICALITY reject
TYPE TransactionID









PRESENCE mandatory  }|


{ ID id-UL-UP-TNL-Information-to-Update-List
CRITICALITY ignore
TYPE UL-UP-TNL-Information-to-Update-List

PRESENCE optional
}|


{ ID id-UL-UP-TNL-Address-to-Update-List

CRITICALITY ignore
TYPE UL-UP-TNL-Address-to-Update-List



PRESENCE optional
}|


{ ID id-BAP-Header-Rewriting-List

CRITICALITY ignore
TYPE BAP-Header-Rewriting-List



PRESENCE optional
},


...

}

UL-UP-TNL-Information-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofULUPTNLInformationforIAB))
OF ProtocolIE-SingleContainer { { UL-UP-TNL-Information-to-Update-List-ItemIEs } }

UL-UP-TNL-Information-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-UL-UP-TNL-Information-to-Update-List-Item
CRITICALITY ignore
TYPE UL-UP-TNL-Information-to-Update-List-Item PRESENCE optional},


...

}

UL-UP-TNL-Address-to-Update-List ::= SEQUENCE (SIZE(1.. maxnoofUPTNLAddresses))
OF ProtocolIE-SingleContainer { { UL-UP-TNL-Address-to-Update-List-ItemIEs } }

UL-UP-TNL-Address-to-Update-List-ItemIEs F1AP-PROTOCOL-IES ::= {


{ ID id-UL-UP-TNL-Address-to-Update-List-Item
CRITICALITY ignore
TYPE UL-UP-TNL-Address-to-Update-List-Item PRESENCE optional},


...

}

>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<
9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

>>>>>>>>>>>>>>>>>Unchanged parts are skipped<<<<<<<<<<<<<<<
-- B

BAP-Header-Rewriting-List-Item::= SEQUENCE {


ingressBAPRoutingID

BAPRoutingID,

egressBAPRoutingID

BAPRoutingID,

headerRewritingType      HeaderRewritingType

iE-Extensions


ProtocolExtensionContainer { { BAP-Header-Rewriting-List-Item-ExtIEs} } OPTIONAL

}

BAP-Header-Rewriting-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

BAPlayerBHRLCchannelMappingInfo-Item ::= SEQUENCE {


mappingInformationIndex


MappingInformationIndex,




priorHopBAPAddress



BAPAddress

OPTIONAL,




ingressbHRLCChannelID


BHRLCChannelID

OPTIONAL,

ingressTopologyIndicator        IngressTopologyIndicator  OPTIONAL,

nextHopBAPAddress



BAPAddress

OPTIONAL,




egressbHRLCChannelID


BHRLCChannelID

OPTIONAL,

egressTopologyIndicator     EgressTopologyIndicator  OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { BAPlayerBHRLCchannelMappingInfo-ItemExtIEs} } OPTIONAL,


...

}

BHInfo ::= SEQUENCE {


bAProutingID


BAPRoutingID 
OPTIONAL,


egressBHRLCCHList

EgressBHRLCCHList
OPTIONAL,

egressTopologyIndicator EgressTopologyIndicator OPTIONAL,

iE-Extensions


ProtocolExtensionContainer { { BHInfo-ExtIEs} } OPTIONAL

}

BHInfo-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

BH-Routing-Information-Added-List-Item ::= SEQUENCE {


bAPRoutingID



BAPRoutingID,


nextHopBAPAddress


BAPAddress,

egressTopologyIndicator     EgressTopologyIndicator,

iE-Extensions



ProtocolExtensionContainer { { BH-Routing-Information-Added-List-ItemExtIEs} }
OPTIONAL

}

BH-Routing-Information-Added-List-ItemExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

-- E

EgressTopologyIndicator ::= ENUMERATED {


F1-terminating-CU-topology,

non-F1-terminating-CU-topology, 

...

}

-- H

HeaderRewritingType ::= ENUMERATED {


F1-terminating-CU-to-non-F1-terminating CU,

non-F1-terminating-CU-to-F1-terminating CU, 

rerouting,

...

}

-- I

IngressTopologyIndicator ::= ENUMERATED {


F1-terminating-CU-topology,

non-F1-terminating-CU-topology, 

...

}

9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2

id-gNBDUConfigurationUpdate




ProcedureCode ::= 3

id-gNBCUConfigurationUpdate




ProcedureCode ::= 4

id-UEContextSetup






ProcedureCode ::= 5

id-UEContextRelease






ProcedureCode ::= 6

id-UEContextModification




ProcedureCode ::= 7

id-UEContextModificationRequired


ProcedureCode ::= 8

id-UEMobilityCommand





ProcedureCode ::= 9

id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11

id-DLRRCMessageTransfer





ProcedureCode ::= 12

id-ULRRCMessageTransfer





ProcedureCode ::= 13

id-privateMessage






ProcedureCode ::= 14

id-UEInactivityNotification




ProcedureCode ::= 15

id-GNBDUResourceCoordination



ProcedureCode ::= 16

id-SystemInformationDeliveryCommand


ProcedureCode ::= 17

id-Paging








ProcedureCode ::= 18

id-Notify








ProcedureCode ::= 19

id-WriteReplaceWarning





ProcedureCode ::= 20

id-PWSCancel







ProcedureCode ::= 21

id-PWSRestartIndication





ProcedureCode ::= 22

id-PWSFailureIndication





ProcedureCode ::= 23

id-GNBDUStatusIndication 




ProcedureCode ::= 24

id-RRCDeliveryReport

 



ProcedureCode ::= 25

id-F1Removal







ProcedureCode ::= 26

id-NetworkAccessRateReduction



ProcedureCode ::= 27

id-TraceStart







ProcedureCode ::= 28

id-DeactivateTrace






ProcedureCode ::= 29

id-DUCURadioInformationTransfer



ProcedureCode ::= 30

id-CUDURadioInformationTransfer



ProcedureCode ::= 31

id-BAPMappingConfiguration




ProcedureCode ::= 32

id-GNBDUResourceConfiguration



ProcedureCode ::= 33

id-IABTNLAddressAllocation




ProcedureCode ::= 34

id-IABUPConfigurationUpdate




ProcedureCode ::= 35

id-resourceStatusReportingInitiation

ProcedureCode ::= 36

id-resourceStatusReporting




ProcedureCode ::= 37

id-accessAndMobilityIndication



ProcedureCode ::= 38

id-accessSuccess






ProcedureCode ::= 39

id-cellTrafficTrace 






ProcedureCode ::= 40 

id-PositioningMeasurementExchange


ProcedureCode ::= 41

id-PositioningAssistanceInformationControl
ProcedureCode ::= 42

id-PositioningAssistanceInformationFeedback
ProcedureCode ::= 43

id-PositioningMeasurementReport



ProcedureCode ::= 44

id-PositioningMeasurementAbort



ProcedureCode ::= 45

id-PositioningMeasurementFailureIndication
ProcedureCode ::= 46

id-PositioningMeasurementUpdate



ProcedureCode ::= 47

id-TRPInformationExchange




ProcedureCode ::= 48
id-PositioningInformationExchange


ProcedureCode ::= 49

id-PositioningActivation




ProcedureCode ::= 50

id-PositioningDeactivation




ProcedureCode ::= 51
id-E-CIDMeasurementInitiation



ProcedureCode ::= 52

id-E-CIDMeasurementFailureIndication

ProcedureCode ::= 53

id-E-CIDMeasurementReport




ProcedureCode ::= 54

id-E-CIDMeasurementTermination



ProcedureCode ::= 55

id-PositioningInformationUpdate



ProcedureCode ::= 56

id-ReferenceTimeInformationReport


ProcedureCode ::= 57

id-ReferenceTimeInformationReportingControl
ProcedureCode ::= 58

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165

maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 32
maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6

maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64

maxnoofNrCellBands





INTEGER ::= 32

maxnoofSIBTypes






INTEGER ::= 32

maxnoofSITypes






INTEGER ::= 32

maxnoofPagingCells





INTEGER ::= 512

maxnoofTNLAssociations




INTEGER ::= 32

maxnoofQoSFlows






INTEGER ::= 64

maxnoofSliceItems





INTEGER ::= 1024

maxCellineNB






INTEGER ::= 256

maxnoofExtendedBPLMNs




INTEGER ::= 6

maxnoofUEIDs






INTEGER ::= 65536

maxnoofBPLMNsNR






INTEGER ::= 12

maxnoofUACPLMNs






INTEGER ::= 12

maxnoofUACperPLMN





INTEGER ::= 64

maxnoofAdditionalSIBs




INTEGER ::= 63

maxnoofslots






INTEGER ::= 5120

maxnoofTLAs







INTEGER ::=
16

maxnoofGTPTLAs






INTEGER ::=
16

maxnoofBHRLCChannels




INTEGER ::= 65536

maxnoofRoutingEntries




INTEGER ::= 1024

maxnoofIABSTCInfo





INTEGER ::= 45

maxnoofSymbols






INTEGER ::= 14

maxnoofServingCells





INTEGER ::= 32

maxnoofDUFSlots






INTEGER ::= 320

maxnoofHSNASlots





INTEGER ::= 5120

maxnoofServedCellsIAB




INTEGER ::= 512 

maxnoofChildIABNodes




INTEGER ::= 1024

maxnoofNonUPTrafficMappings



INTEGER ::= 32

maxnoofTLAsIAB






INTEGER ::= 1024

maxnoofMappingEntries




INTEGER ::= 67108864

maxnoofDSInfo






INTEGER ::= 64

maxnoofEgressLinks





INTEGER ::= 2

maxnoofULUPTNLInformationforIAB


INTEGER ::= 32678

maxnoofUPTNLAddresses




INTEGER ::= 8

maxnoofSLDRBs






INTEGER ::= 512

maxnoofQoSParaSets





INTEGER ::= 8

maxnoofPC5QoSFlows





INTEGER ::= 2048

maxnoofSSBAreas






INTEGER ::=
64

maxnoofPhysicalResourceBlocks


INTEGER ::= 275

maxnoofPhysicalResourceBlocks-1


INTEGER ::= 274

maxnoofPRACHconfigs





INTEGER ::= 16

maxnoofRACHReports





INTEGER ::= 64

maxnoofRLFReports





INTEGER ::= 64

maxnoofAdditionalPDCPDuplicationTNL

INTEGER ::=
2

maxnoofRLCDuplicationState



INTEGER ::=
3

maxnoofCHOcells






INTEGER ::= 8

maxnoofMDTPLMNs






INTEGER ::=
16

maxnoofCAGsupported





INTEGER ::= 12

maxnoofNIDsupported





INTEGER ::= 12

maxnoofNRSCSs






INTEGER ::= 5

maxnoofExtSliceItems




INTEGER ::= 65535 

maxnoofPosMeas






INTEGER ::=
16384

maxnoofTRPInfoTypes





INTEGER ::=
64 

maxnoofTRPs







INTEGER ::=
65535 

maxnoofSRSTriggerStates




INTEGER ::= 3

maxnoofSpatialRelations




INTEGER ::= 64

maxnoBcastCell






INTEGER ::= 16384

maxnoofAngleInfo





INTEGER ::= 65535

maxnooflcs-gcs-translation



INTEGER ::= 3

maxnoofPath







INTEGER ::= 2

maxnoofMeasE-CID





INTEGER ::= 64

maxnoofSSBs







INTEGER ::= 255

maxnoSRS-ResourceSets




INTEGER ::= 16

maxnoSRS-ResourcePerSet




INTEGER ::= 16

maxnoSRS-Carriers





INTEGER ::= 32

maxnoSCSs







INTEGER ::= 5

maxnoSRS-Resources





INTEGER ::= 64

maxnoSRS-PosResources




INTEGER ::= 64

maxnoSRS-PosResourceSets



INTEGER ::= 16

maxnoSRS-PosResourcePerSet



INTEGER ::= 16

maxnoofPRS-ResourceSets




INTEGER ::= 2

maxnoofPRS-ResourcesPerSet



INTEGER ::= 64

maxNoOfMeasTRPs






INTEGER ::= 64

maxnoofPRSresourceSets




INTEGER ::= 8

maxnoofPRSresources





INTEGER ::= 64

maxnoofIABCongInd




    INTEGER ::= 1024
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause
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ProtocolIE-ID ::= 1
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ProtocolIE-ID ::= 2
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id-Cells-to-be-Deactivated-List





ProtocolIE-ID ::= 5

id-Cells-to-be-Deactivated-List-Item



ProtocolIE-ID ::= 6

id-CriticalityDiagnostics






ProtocolIE-ID ::= 7

id-CUtoDURRCInformation







ProtocolIE-ID ::= 9

id-DRBs-FailedToBeModified-Item





ProtocolIE-ID ::= 12

id-DRBs-FailedToBeModified-List





ProtocolIE-ID ::= 13

id-DRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 14

id-DRBs-FailedToBeSetup-List





ProtocolIE-ID ::= 15

id-DRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 16

id-DRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 17

id-DRBs-ModifiedConf-Item






ProtocolIE-ID ::= 18

id-DRBs-ModifiedConf-List






ProtocolIE-ID ::= 19

id-DRBs-Modified-Item







ProtocolIE-ID ::= 20

id-DRBs-Modified-List







ProtocolIE-ID ::= 21

id-DRBs-Required-ToBeModified-Item




ProtocolIE-ID ::= 22

id-DRBs-Required-ToBeModified-List




ProtocolIE-ID ::= 23

id-DRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 24

id-DRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 25

id-DRBs-Setup-Item








ProtocolIE-ID ::= 26

id-DRBs-Setup-List








ProtocolIE-ID ::= 27

id-DRBs-SetupMod-Item
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id-DRBs-SetupMod-List







ProtocolIE-ID ::= 29

id-DRBs-ToBeModified-Item
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id-DRBs-ToBeModified-List
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id-DRBs-ToBeReleased-Item






ProtocolIE-ID ::= 32

id-DRBs-ToBeReleased-List






ProtocolIE-ID ::= 33

id-DRBs-ToBeSetup-Item
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id-DRBs-ToBeSetup-List







ProtocolIE-ID ::= 35

id-DRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 36

id-DRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 37

id-DRXCycle










ProtocolIE-ID ::= 38

id-DUtoCURRCInformation
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id-gNB-CU-UE-F1AP-ID







ProtocolIE-ID ::= 40

id-gNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 41

id-gNB-DU-ID









ProtocolIE-ID ::= 42

id-GNB-DU-Served-Cells-Item






ProtocolIE-ID ::= 43

id-gNB-DU-Served-Cells-List






ProtocolIE-ID ::= 44

id-gNB-DU-Name









ProtocolIE-ID ::= 45

id-NRCellID










ProtocolIE-ID ::= 46

id-oldgNB-DU-UE-F1AP-ID







ProtocolIE-ID ::= 47

id-ResetType









ProtocolIE-ID ::= 48

id-ResourceCoordinationTransferContainer


ProtocolIE-ID ::= 49

id-RRCContainer









ProtocolIE-ID ::= 50

id-SCell-ToBeRemoved-Item






ProtocolIE-ID ::= 51

id-SCell-ToBeRemoved-List






ProtocolIE-ID ::= 52

id-SCell-ToBeSetup-Item







ProtocolIE-ID ::= 53

id-SCell-ToBeSetup-List
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id-SCell-ToBeSetupMod-Item






ProtocolIE-ID ::= 55

id-SCell-ToBeSetupMod-List






ProtocolIE-ID ::= 56

id-Served-Cells-To-Add-Item






ProtocolIE-ID ::= 57

id-Served-Cells-To-Add-List






ProtocolIE-ID ::= 58

id-Served-Cells-To-Delete-Item





ProtocolIE-ID ::= 59

id-Served-Cells-To-Delete-List





ProtocolIE-ID ::= 60

id-Served-Cells-To-Modify-Item





ProtocolIE-ID ::= 61

id-Served-Cells-To-Modify-List





ProtocolIE-ID ::= 62

id-SpCell-ID









ProtocolIE-ID ::= 63

id-SRBID










ProtocolIE-ID ::= 64

id-SRBs-FailedToBeSetup-Item





ProtocolIE-ID ::= 65

id-SRBs-FailedToBeSetup-List
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id-SRBs-FailedToBeSetupMod-Item





ProtocolIE-ID ::= 67

id-SRBs-FailedToBeSetupMod-List





ProtocolIE-ID ::= 68

id-SRBs-Required-ToBeReleased-Item




ProtocolIE-ID ::= 69

id-SRBs-Required-ToBeReleased-List




ProtocolIE-ID ::= 70

id-SRBs-ToBeReleased-Item






ProtocolIE-ID ::= 71

id-SRBs-ToBeReleased-List






ProtocolIE-ID ::= 72

id-SRBs-ToBeSetup-Item
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id-SRBs-ToBeSetup-List
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id-SRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 75

id-SRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 76

id-TimeToWait









ProtocolIE-ID ::= 77

id-TransactionID








ProtocolIE-ID ::= 78

id-TransmissionActionIndicator





ProtocolIE-ID ::= 79

id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 80

id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 81

id-gNB-CU-Name









ProtocolIE-ID ::= 82

id-SCell-FailedtoSetup-List






ProtocolIE-ID ::= 83

id-SCell-FailedtoSetup-Item






ProtocolIE-ID ::= 84

id-SCell-FailedtoSetupMod-List





ProtocolIE-ID ::= 85

id-SCell-FailedtoSetupMod-Item
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id-RRCReconfigurationCompleteIndicator 



ProtocolIE-ID ::= 87

id-Cells-Status-Item







ProtocolIE-ID ::= 88
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ProtocolIE-ID ::= 89
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ProtocolIE-ID ::= 90
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ProtocolIE-ID ::= 91
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ProtocolIE-ID ::= 92

id-Potential-SpCell-Item






ProtocolIE-ID ::= 93

id-FullConfiguration







ProtocolIE-ID ::= 94

id-C-RNTI










ProtocolIE-ID ::= 95
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ProtocolIE-ID ::= 96
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ProtocolIE-ID ::= 97
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ProtocolIE-ID ::= 98

id-DRB-Activity-Item







ProtocolIE-ID ::= 99

id-DRB-Activity-List







ProtocolIE-ID ::= 100
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ProtocolIE-ID ::= 102
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ProtocolIE-ID ::= 106
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ProtocolIE-ID ::= 107 
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id-ExecuteDuplication







ProtocolIE-ID ::= 109

id-NRCGI
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id-PagingDRX
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id-PagingPriority 








ProtocolIE-ID ::= 115
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ProtocolIE-ID ::= 116
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ProtocolIE-ID ::= 117
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ProtocolIE-ID ::= 118

id-HandoverPreparationInformation
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id-GNB-CU-TNL-Association-To-Add-Item
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ProtocolIE-ID ::= 125
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id-PagingIdentity
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ProtocolIE-ID ::= 132
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ProtocolIE-ID ::= 133
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ProtocolIE-ID ::= 134

id-GNB-CU-TNL-Association-Failed-To-Setup-Item

ProtocolIE-ID ::= 135

id-DRB-Notify-Item








ProtocolIE-ID ::= 136

id-DRB-Notify-List








ProtocolIE-ID ::= 137

id-NotficationControl







ProtocolIE-ID ::= 138

id-RANAC










ProtocolIE-ID ::= 139

id-PWSSystemInformation







ProtocolIE-ID ::= 140
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ProtocolIE-ID ::= 141

id-NumberofBroadcastRequest






ProtocolIE-ID ::= 142

id-Cells-To-Be-Broadcast-List





ProtocolIE-ID ::= 144
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ProtocolIE-ID ::= 145
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ProtocolIE-ID ::= 146
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ProtocolIE-ID ::= 147

id-Broadcast-To-Be-Cancelled-List 




ProtocolIE-ID ::= 148

id-Broadcast-To-Be-Cancelled-Item 




ProtocolIE-ID ::= 149

id-Cells-Broadcast-Cancelled-List 
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ProtocolIE-ID ::= 151
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ProtocolIE-ID ::= 152
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ProtocolIE-ID ::= 153

id-PWS-Failed-NR-CGI-List 






ProtocolIE-ID ::= 154

id-PWS-Failed-NR-CGI-Item 






ProtocolIE-ID ::= 155

id-ConfirmedUEID








ProtocolIE-ID ::= 156
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ProtocolIE-ID ::= 157
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id-RLC-Status









ProtocolIE-ID ::= 160

id-DLPDCPSNLength








ProtocolIE-ID ::= 161

id-GNB-DUConfigurationQuery






ProtocolIE-ID ::= 162

id-MeasurementTimingConfiguration




ProtocolIE-ID ::= 163
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ProtocolIE-ID ::= 164

id-ServingPLMN









ProtocolIE-ID ::= 165

id-Protected-EUTRA-Resources-Item




ProtocolIE-ID ::= 168

id-GNB-CU-RRC-Version
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id-GNB-DU-RRC-Version
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ProtocolIE-ID ::= 172
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ProtocolIE-ID ::= 173

id-RLCFailureIndication
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id-UplinkTxDirectCurrentListInformation



ProtocolIE-ID ::= 175

id-DC-Based-Duplication-Configured




ProtocolIE-ID ::= 176

id-DC-Based-Duplication-Activation




ProtocolIE-ID ::= 177
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ProtocolIE-ID ::= 178

id-AvailablePLMNList







ProtocolIE-ID ::= 179
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ProtocolIE-ID ::= 180

id-ULPDUSessionAggregateMaximumBitRate



ProtocolIE-ID ::= 181

id-ServingCellMO








ProtocolIE-ID ::= 182

id-QoSFlowMappingIndication






ProtocolIE-ID ::= 183

id-RRCDeliveryStatusRequest






ProtocolIE-ID ::= 184

id-RRCDeliveryStatus







ProtocolIE-ID ::= 185

id-BearerTypeChange








ProtocolIE-ID ::= 186

id-RLCMode










ProtocolIE-ID ::= 187

id-Duplication-Activation






ProtocolIE-ID ::= 188

id-Dedicated-SIDelivery-NeededUE-List



ProtocolIE-ID ::= 189
id-Dedicated-SIDelivery-NeededUE-Item



ProtocolIE-ID ::= 190
id-DRX-LongCycleStartOffset






ProtocolIE-ID ::= 191
id-ULPDCPSNLength








ProtocolIE-ID ::= 192

id-SelectedBandCombinationIndex





ProtocolIE-ID ::= 193
id-SelectedFeatureSetEntryIndex





ProtocolIE-ID ::= 194
id-ResourceCoordinationTransferInformation


ProtocolIE-ID ::= 195

id-ExtendedServedPLMNs-List






ProtocolIE-ID ::= 196

id-ExtendedAvailablePLMN-List





ProtocolIE-ID ::= 197

id-Associated-SCell-List






ProtocolIE-ID ::= 198

id-latest-RRC-Version-Enhanced





ProtocolIE-ID ::= 199
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ProtocolIE-ID ::= 200

id-Cell-Direction








ProtocolIE-ID ::= 201

id-SRBs-Setup-List
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id-SRBs-Setup-Item








ProtocolIE-ID ::= 203

id-SRBs-SetupMod-List







ProtocolIE-ID ::= 204

id-SRBs-SetupMod-Item
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id-SRBs-Modified-List
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id-SRBs-Modified-Item







ProtocolIE-ID ::= 207

id-Ph-InfoSCG









ProtocolIE-ID ::= 208

id-RequestedBandCombinationIndex




ProtocolIE-ID ::= 209
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ProtocolIE-ID ::= 210

id-RequestedP-MaxFR2







ProtocolIE-ID ::= 211

id-DRX-Config









ProtocolIE-ID ::= 212

id-IgnoreResourceCoordinationContainer



ProtocolIE-ID ::= 213

id-UEAssistanceInformation






ProtocolIE-ID ::= 214

id-NeedforGap









ProtocolIE-ID ::= 215

id-PagingOrigin









ProtocolIE-ID ::= 216
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ProtocolIE-ID ::= 217

id-RedirectedRRCmessage







ProtocolIE-ID ::= 218
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ProtocolIE-ID ::= 219
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id-UEContextNotRetrievable
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id-portNumber
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id-IgnorePRACHConfiguration
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id-MeasGapSharingConfig
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id-systemInformationAreaID
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id-RRCContainer-RRCSetupComplete




ProtocolIE-ID ::= 241
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ProtocolIE-ID ::= 252
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ProtocolIE-ID ::= 264
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id-SLDRBs-ToBeSetup-List






ProtocolIE-ID ::= 330

id-SLDRBs-ToBeSetupMod-Item






ProtocolIE-ID ::= 331

id-SLDRBs-ToBeSetupMod-List






ProtocolIE-ID ::= 332

id-SLDRBs-SetupMod-List







ProtocolIE-ID ::= 333

id-SLDRBs-FailedToBeSetupMod-List




ProtocolIE-ID ::= 334

id-SLDRBs-SetupMod-Item







ProtocolIE-ID ::= 335

id-SLDRBs-FailedToBeSetupMod-Item




ProtocolIE-ID ::= 336

id-SLDRBs-ModifiedConf-List






ProtocolIE-ID ::= 337

id-SLDRBs-ModifiedConf-Item






ProtocolIE-ID ::= 338

id-UEAssistanceInformationEUTRA





ProtocolIE-ID ::= 339

id-PC5LinkAMBR









ProtocolIE-ID ::= 340

id-SL-PHY-MAC-RLC-Config






ProtocolIE-ID ::= 341

id-SL-ConfigDedicatedEUTRA-Info





ProtocolIE-ID ::= 342

id-AlternativeQoSParaSetList





ProtocolIE-ID ::= 343

id-CurrentQoSParaSetIndex






ProtocolIE-ID ::= 344

id-gNBCUMeasurementID







ProtocolIE-ID ::= 345

id-gNBDUMeasurementID







ProtocolIE-ID ::= 346

id-RegistrationRequest







ProtocolIE-ID ::= 347

id-ReportCharacteristics






ProtocolIE-ID ::= 348

id-CellToReportList








ProtocolIE-ID ::= 349

id-CellMeasurementResultList





ProtocolIE-ID ::= 350

id-HardwareLoadIndicator






ProtocolIE-ID ::= 351

id-ReportingPeriodicity







ProtocolIE-ID ::= 352

id-TNLCapacityIndicator







ProtocolIE-ID ::= 353

id-CarrierList









ProtocolIE-ID ::= 354

id-ULCarrierList








ProtocolIE-ID ::= 355

id-FrequencyShift7p5khz







ProtocolIE-ID ::= 356

id-SSB-PositionsInBurst







ProtocolIE-ID ::= 357

id-NRPRACHConfig








ProtocolIE-ID ::= 358

id-RACHReportInformationList





ProtocolIE-ID ::= 359

id-RLFReportInformationList






ProtocolIE-ID ::= 360

id-TDD-UL-DLConfigCommonNR






ProtocolIE-ID ::= 361

id-CNPacketDelayBudgetDownlink





ProtocolIE-ID ::= 362

id-ExtendedPacketDelayBudget





ProtocolIE-ID ::= 363

id-TSCTrafficCharacteristics





ProtocolIE-ID ::= 364

id-ReportingRequestType







ProtocolIE-ID ::= 365

id-TimeReferenceInformation






ProtocolIE-ID ::= 366

id-CNPacketDelayBudgetUplink





ProtocolIE-ID ::= 369

id-AdditionalPDCPDuplicationTNL-List



ProtocolIE-ID ::= 370

id-RLCDuplicationInformation





ProtocolIE-ID ::= 371

id-AdditionalDuplicationIndication




ProtocolIE-ID ::= 372

id-ConditionalInterDUMobilityInformation


ProtocolIE-ID ::= 373

id-ConditionalIntraDUMobilityInformation


ProtocolIE-ID ::= 374

id-targetCellsToCancel







ProtocolIE-ID ::= 375

id-requestedTargetCellGlobalID





ProtocolIE-ID ::= 376

id-ManagementBasedMDTPLMNList





ProtocolIE-ID ::= 377

id-TraceCollectionEntityIPAddress 




ProtocolIE-ID ::= 378

id-PrivacyIndicator








ProtocolIE-ID ::= 379

id-TraceCollectionEntityURI






ProtocolIE-ID ::= 380

id-mdtConfiguration








ProtocolIE-ID ::= 381

id-ServingNID









ProtocolIE-ID ::= 382

id-NPNBroadcastInformation






ProtocolIE-ID ::= 383

id-NPNSupportInfo








ProtocolIE-ID ::= 384

id-NID











ProtocolIE-ID ::= 385

id-AvailableSNPN-ID-List






ProtocolIE-ID ::= 386

id-SIB10-message








ProtocolIE-ID ::= 387

id-DLCarrierList








ProtocolIE-ID ::= 389


id-ExtendedTAISliceSupportList




ProtocolIE-ID ::= 390
id-RequestedSRSTransmissionCharacteristics


ProtocolIE-ID ::= 391

id-PosAssistance-Information





ProtocolIE-ID ::= 392
id-PosBroadcast









ProtocolIE-ID ::= 393
id-RoutingID









ProtocolIE-ID ::= 394
id-PosAssistanceInformationFailureList



ProtocolIE-ID ::= 395

id-PosMeasurementQuantities






ProtocolIE-ID ::= 396

id-PosMeasurementResultList






ProtocolIE-ID ::= 397

id-TRPInformationTypeListTRPReq





ProtocolIE-ID ::= 398

id-TRPInformationTypeItem






ProtocolIE-ID ::= 399

id-TRPInformationListTRPResp





ProtocolIE-ID ::= 400

id-TRPInformationItem







ProtocolIE-ID ::= 401

id-LMF-MeasurementID







ProtocolIE-ID ::= 402

id-SRSType










ProtocolIE-ID ::= 403

id-ActivationTime








ProtocolIE-ID ::= 404

id-AbortTransmission







ProtocolIE-ID ::= 405

id-PositioningBroadcastCells





ProtocolIE-ID ::= 406

id-SRSConfiguration








ProtocolIE-ID ::= 407

id-PosReportCharacteristics






ProtocolIE-ID ::= 408

id-PosMeasurementPeriodicity





ProtocolIE-ID ::= 409

id-TRPList










ProtocolIE-ID ::= 410

id-RAN-MeasurementID







ProtocolIE-ID ::= 411

id-LMF-UE-MeasurementID







ProtocolIE-ID ::= 412

id-RAN-UE-MeasurementID







ProtocolIE-ID ::= 413

id-E-CID-MeasurementQuantities





ProtocolIE-ID ::= 414
id-E-CID-MeasurementQuantities-Item




ProtocolIE-ID ::= 415
id-E-CID-MeasurementPeriodicity





ProtocolIE-ID ::= 416
id-E-CID-MeasurementResult






ProtocolIE-ID ::= 417

id-Cell-Portion-ID








ProtocolIE-ID ::= 418
id-SFNInitialisationTime






ProtocolIE-ID ::= 419

id-SystemFrameNumber







ProtocolIE-ID ::= 420

id-SlotNumber









ProtocolIE-ID ::= 421

id-TRP-MeasurementRequestList





ProtocolIE-ID ::= 422

id-MeasurementBeamInfoRequest





ProtocolIE-ID ::= 423

id-E-CID-ReportCharacteristics





ProtocolIE-ID ::= 424

id-ConfiguredTACIndication






ProtocolIE-ID ::= 425
id-Extended-GNB-CU-Name







ProtocolIE-ID ::= 426
id-Extended-GNB-DU-Name







ProtocolIE-ID ::= 427

id-F1CTransferPath








ProtocolIE-ID ::= 428
id-SFN-Offset









ProtocolIE-ID ::= 429
id-TransmissionStopIndicator





ProtocolIE-ID ::= 430
id-SrsFrequency









ProtocolIE-ID ::= 431
id-SCGIndicator









ProtocolIE-ID ::= 432

id-EstimatedArrivalProbability





ProtocolIE-ID ::= 433
id-TRPType










ProtocolIE-ID ::= 434
id-SRSSpatialRelationPerSRSResource




ProtocolIE-ID ::= 435
id-IABCongestionIndication






ProtocolIE-ID ::= xxx
id-BAP-Header-Rewriting-List                             ProtocolIE-ID ::= xxx
id-BAP-Header-Rewriting-List-Item                       ProtocolIE-ID ::= xxx
id-HeaderRewritingType                                    ProtocolIE-ID ::= xxx
id-EgressTopologyIndicator                               ProtocolIE-ID ::= xxx
id-IngressTopologyIndicator                               ProtocolIE-ID ::= xxx
END

-- ASN1STOP 

-------------------------------------------End of changes-------------------------------------------
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