3GPP TSG-RAN WG3 #115-e                                       R3-222191
21 Feb- 3 Mar 2022
Online
Agenda item:
10.4
Source: 
ZTE
Title: 
Left over issue of Rel-17 L2 Measurement
Document for:
Discussion and Approval
Introduction

This contribution provides our consideration on leftover issue for Rel-17 L2 measurement.
Discussion
At last meeting, the issue of M6 calculation for split bearer in MR-DC has been discussed with following leftover issue:

	Downselect in solution 1 and solution 2a. 

Solution 1: CU-UP reports the total RAN part of the packet delay to the TCE

Solution 2: Sending individual delay components to TCE

2a: sending further detailed measurements to TCE for M6 calculation

Number of PDCP PDUs sent via MN or SN within a measurement period, when PDCP duplication is enabled.

Number of PDCP PDUs sent over MN within a measurement period, when the PDCP duplication is not enabled.

Number of PDCP PDUs sent over SN within a measurement period, when the PDCP duplication is not enabled.

Whether case 3 is covered by solution 1 or 2a is FFS.

To be continued...


In general solution 1 and 2 are feasible but for solution 1 seems contradict the MDT report principal since Rel-16. As shown in the TS 38.401, each node need to send report to TCE directly.   
	When gNB-CU-CP or a gNB-DU receive the Trace Session Activation message from the management system for a given cell or a list of cell(s) under its control, the gNB-CU-CP or gNB-DU shall start a Trace Session for the given cell or list of cell(s). For Management Based MDT sent directly to a gNB-CU-UP, no MDT Area Configuration (apart from PLMN IDs) is to be included in the MDT activation indication. 

Each node receiving an MDT activation indication reports the measurements collected according to such activation directly to the TCE the node has been configured with


Proposal: To adopt option 2a (Sending individual delay components to TCE with further detailed information) for M6 calculation for split bearer in MR-DC.
Conclusion

In this contribution , the observation and proposals are:

Proposal 1: To adopt option 2a (Sending individual delay components to TCE with further detailed information) for M6 calculation for split bearer in MR-DC.
Proposal 2: Corresponding TP for TS 37.320 can be found in [1].
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