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Discussion
In order to support PRACH Coordination Between LTE and NR Capabilities, option 2 ( S1/NGAP) selected for the Rel-17.

Conclusion and Proposal
Proposal : To capture CR for 36.413 and 38.413 in Rel-17.
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	Reason for change:
	The interference coordination in the following two scenarios needs to be adddressed:
-	Scenario 1: coordination between the standalone NR sites and their neighbouring LTE sites. 
-	Scenario 2: remote interference from LTE sites to the standalone NR sites.

	
	

	Summary of change:
	Add LTE-NR resource transfer IE in Uplink RAN Configuration Transfer/DL RAN Configuration Transfer messages.
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	DSS cannot supported between LTE eNB and standalone gNB.
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This message is sent by the eNB in order to transfer RAN configuration information.
Direction: eNB  MME.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.2.3.26
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	9.2.3.26a
	
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the Inter-system SON Configuration Transfer IE as defined in TS 38.413 [44].
	YES
	ignore

	LTE-NR resource transfer
	O
	
	FFS
	FFS
	YES
	ignore
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This message is sent by the MME in order to transfer RAN configuration information.
Direction: MME  eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.2.3.26
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	9.2.3.26a
	
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the Inter-system SON Configuration Transfer IE as defined in TS 38.413 [44].
	YES
	ignore

	LTE-NR resource transfer
	O
	
	FFS
	FFS
	YES
	ignore



[bookmark: _Toc45652361][bookmark: _Toc45720613][bookmark: _Toc45897882][bookmark: _Toc45658793][bookmark: _Toc36555049][bookmark: _Toc20955259][bookmark: _Toc45798493][bookmark: _Toc36553322][bookmark: _Toc29504876][bookmark: _Toc29504292][bookmark: _Toc29503708]
	*** End of changed ***




TP for 38.413
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	38.413
	CR
	xxx
	rev
	
	Current version:
	16.9.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	PRACH Coordination Between LTE and NR

	
	

	Source to WG:
	ZTE

	Source to TSG:
	R3

	
	

	Work item code:
	TEI17
	
	Date:
	2022-2-21

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	The interference coordination in the following two scenarios needs to be adddressed:
-	Scenario 1: coordination between the standalone NR sites and their neighbouring LTE sites. 
-	Scenario 2: remote interference from LTE sites to the standalone NR sites.

	
	

	Summary of change:
	Add LTE-NR resource transfer IE in Uplink RAN Configuration Transfer/DL RAN Configuration Transfer messages.

	
	

	Consequences if not approved:
	DSS cannot supported between LTE eNB and standalone gNB.
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This message is sent by the NG-RAN node in order to transfer RAN configuration information.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.3.3.6
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the EN-DC SON Configuration Transfer IE as defined in TS 36.413 [16].
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
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	YES
	ignore

	LTE-NR resource transfer
	O
	
	FFS
	FFS
	YES
	ignore
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This message is sent by the AMF in order to transfer RAN configuration information.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	SON Configuration Transfer
	O
	
	9.3.3.6
	
	YES
	ignore

	EN-DC SON Configuration Transfer
	O
	
	OCTET STRING
	Contains the EN-DC SON Configuration Transfer IE as defined in TS 36.413 [16].
	YES
	ignore

	Inter-system SON Configuration Transfer
	O
	
	9.3.3.33
	
	YES
	ignore

	LTE-NR resource transfer
	O
	
	FFS
	FFS
	YES
	ignore
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