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1	Introduction
[bookmark: OLE_LINK17][bookmark: _Toc474247438]As discussed in R3-222202, it is proposed to update BLCR for TS 38.463 and 38.473 to solve remaining issue for efficient Activation/Deactivation for SCG.
In the following text proposals, add SCG description in the Bearer Context Inactivity Notification in E1AP 38.463 and UE Inactivity Notification in F1AP 38.473.
2 	TP for TS38.463
------------------------------------------------Start of the change--------------------------------------------------
[bookmark: _Toc20955515][bookmark: _Toc29460941][bookmark: _Toc29505673][bookmark: _Toc36556198][bookmark: _Toc45881637][bookmark: _Toc51852271][bookmark: _Toc56620222][bookmark: _Toc64447862][bookmark: _Toc74152637][bookmark: _Toc88656062][bookmark: _Toc88657121]8.3.6	Bearer Context Inactivity Notification
[bookmark: _Toc20955516][bookmark: _Toc29460942][bookmark: _Toc29505674][bookmark: _Toc36556199][bookmark: _Toc45881638][bookmark: _Toc51852272][bookmark: _Toc56620223][bookmark: _Toc64447863][bookmark: _Toc74152638][bookmark: _Toc88656063][bookmark: _Toc88657122]8.3.6.1	General
This procedure is initiated by the gNB-CU-UP to indicate the inactivity/resumption of activity related to the UE. The procedure uses UE-associated signalling.
[bookmark: _Toc20955517][bookmark: _Toc29460943][bookmark: _Toc29505675][bookmark: _Toc36556200][bookmark: _Toc45881639][bookmark: _Toc51852273][bookmark: _Toc56620224][bookmark: _Toc64447864][bookmark: _Toc74152639][bookmark: _Toc88656064][bookmark: _Toc88657123]8.3.6.2	Successful Operation


Figure 8.3.6.2-1: Bearer Context Inactivity Notification procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the BEARER CONTEXT INACTIVITY NOTIFICATION message to the gNB-CU-CP.
If the Activity Notification Level was set to “DRB” during the Bearer Context establishment or assist the SCG deactivation, the gNB-CU-UP shall include the DRB Activity List IE in the BEARER CONTEXT INACTIVITY NOTIFICATION message.
If the Activity Notification Level was set to “PDU Session” during the Bearer Context establishment, the gNB-CU-UP shall include the PDU Session Resource Activity List IE in the BEARER CONTEXT INACTIVITY NOTIFICATION message.
If the Activity Notification Level was set to “UE” during the Bearer Context establishment, the gNB-CU-UP shall include the UE Activity IE in the BEARER CONTEXT INACTIVITY NOTIFICATION message.
[bookmark: _Toc20955518][bookmark: _Toc29460944][bookmark: _Toc29505676][bookmark: _Toc36556201][bookmark: _Toc45881640][bookmark: _Toc51852274][bookmark: _Toc56620225][bookmark: _Toc64447865][bookmark: _Toc74152640][bookmark: _Toc88656065][bookmark: _Toc88657124]8.3.6.3	Abnormal Conditions
Not applicable.
[bookmark: _Toc20955519][bookmark: _Toc29460945][bookmark: _Toc29505677][bookmark: _Toc36556202][bookmark: _Toc45881641][bookmark: _Toc51852275][bookmark: _Toc56620226][bookmark: _Toc64447866][bookmark: _Toc74152641][bookmark: _Toc88656066][bookmark: _Toc88657125]8.3.7	DL Data Notification
[bookmark: _Toc20955520][bookmark: _Toc29460946][bookmark: _Toc29505678][bookmark: _Toc36556203][bookmark: _Toc45881642][bookmark: _Toc51852276][bookmark: _Toc56620227][bookmark: _Toc64447867][bookmark: _Toc74152642][bookmark: _Toc88656067][bookmark: _Toc88657126]8.3.7.1	General
This procedure is initiated by the gNB-CU-UP to indicate the detection of DL data arrival for the UE, or indicate that a DL packet including a QFI value in the NG-U header not configured by the QoS Flows Information To Be Setup IE or the Flow Mapping Information IE is received for the first time. The procedure uses UE-associated signalling.
[bookmark: _Toc20955521][bookmark: _Toc29460947][bookmark: _Toc29505679][bookmark: _Toc36556204][bookmark: _Toc45881643][bookmark: _Toc51852277][bookmark: _Toc56620228][bookmark: _Toc64447868][bookmark: _Toc74152643][bookmark: _Toc88656068][bookmark: _Toc88657127]8.3.7.2	Successful Operation


Figure 8.3.7.2-1: DL Data Notification procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending the DL DATA NOTIFICATION message to the gNB-CU-CP.
If the PPI IE is included in the DL DATA NOTIFICATION message, the gNB-CU-CP shall use it for paging policy differentiation.
If the PDU Session To Notify List IE is included in the DL DATA NOTIFICATION message, the gNB-CU-CP shall, if supported, either map the flow(s) included in PDU Session To Notify List IE to the existing DRB or establish a new DRB for the flow(s).








3 	TP for TS38.473
------------------------------------------------Start of the change--------------------------------------------------
[bookmark: _Toc20955796][bookmark: _Toc29892890][bookmark: _Toc36556827][bookmark: _Toc45832213][bookmark: _Toc51763393][bookmark: _Toc64448556][bookmark: _Toc66289215][bookmark: _Toc74154328][bookmark: _Toc81383072][bookmark: _Toc88657705]8.3.6	UE Inactivity Notification
[bookmark: _Toc20955797][bookmark: _Toc29892891][bookmark: _Toc36556828][bookmark: _Toc45832214][bookmark: _Toc51763394][bookmark: _Toc64448557][bookmark: _Toc66289216][bookmark: _Toc74154329][bookmark: _Toc81383073][bookmark: _Toc88657706]8.3.6.1	General
This procedure is initiated by the gNB-DU to indicate the UE activity event.
The procedure uses UE-associated signalling.
[bookmark: _Toc20955798][bookmark: _Toc29892892][bookmark: _Toc36556829][bookmark: _Toc45832215][bookmark: _Toc51763395][bookmark: _Toc64448558][bookmark: _Toc66289217][bookmark: _Toc74154330][bookmark: _Toc81383074][bookmark: _Toc88657707]8.3.6.2	Successful Operation
[bookmark: _MON_1584442037]
Figure 8.3.6.2-1: UE Inactivity Notification procedure.
The gNB-DU initiates the procedure by sending the UE INACTIVITY NOTIFICATION message to the gNB-CU. 
If the DRB ID IE is included in the DRB Activity Item IE in the UE INACTIVITY NOTIFICATION message, the DRB Activity IE shall also be included. The DRB Activity information may be used for assisting the SCG deactivation
[bookmark: _GoBack]
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