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Introduction
In last RAN3 meeting, agreements and open issues about Multi-SIM were captured in [1] as below:

Agreements (from Second round):

· It is agreed that the procedural text state that the “Paging Cause support indication “IE indicates “UE support”. No change need in the BL CR.

· It is agreed that the “Reject Paging” cause value in S1AP is not needed. BL CR should remove it.

· It is agreed that the “Paging Cause support indication” IE over E1AP is not introduced. It can be further discussed based on contribution. BL CR should remove it.

· It is agreed that the “MUSIM Gap” over F1AP is not introduced. It can be further discussed based on RAN2 progress. BL CR should remove it.

· The IEs related to the topics in the “Remaining issues to be discussed at RAN3#115-e” are marked as FFS in the BL CRs.

· It is agreed that the BL draft CR on 38.300 is needed (on Radisys).

Remaining issues to be discussed at RAN3#115-e:

“Paging Cause support indication” IE: naming:

Using “Paging Cause Indication for Voice Service Supported”, which is aligned with SA2;

and Coding: One code point with extension mark is agreeable. Further:

Using “supported, …” which is aligned with SA2.

Paging Cause IE Coding. Choose from the below two Options:

Option 1: “voice, …”

Option 2: A new IE structure as in below: This IE indicates the paging cause for paging a UE. 

New Cause value over NGAP “Release due to MUSIM”, discuss if needed / what is the usage.

We will further discuss the open issue, and provide the proposals in this contribution.
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Discussion
The multi-sim is discussed and agreed to add related information in the impacted interface. But there still are some minor issues listed in above section are opened. 

The first one is how to encode the Paging Cause Indication for Voice Service Supported IE. Some company think we amy use the future proof code style. Some company think we may just follow SA2 specification and use the same wording as them. these solution is not big difference for the feature implenmentation. To gain the benefit from future proof, the Paging Cause support indication may be used. The value can be set as “Voice service …”
Proposal 1: the IE name “Paging Cause support indication” can be used 

The scond one is how encode Paging Cause IE. There are two solution is on board. One is paging record in the message as optional and this IE includes paging cause. Another is inlcuding the paging cause in the message directly. To simply the soultion, we may use the paging cause included in the message.   
Proposal 2: the paging cause included in the message and the value set as “voice …” 
We already agree add the Paging Cause in DL DATA NOTIFICATION in E1AP. But from SA2 specification TS23.501 [2] the paging cause should interpret from Paging Priority Indicator (PPI) which already include in the message DL DATA NOTIFICATION. So the CU-CP also can derive the paging cause from Paging Priority Indicator (PPI). 
For a UE in RRC-Inactive, the NG-RAN should provide the Voice Service Indication in the RAN Paging message only when there is Paging Cause Indication for Voice Service indication in the UE context and detects the downlink data which triggers the RAN Paging message is related to voice service based on the Paging Policy Indicator, in the header of the received downlink data, as specified in clause 5.4.3.2
Proposal 3: Remove the paging cause from DL DATA NOTIFICATION in E1AP 
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Conclusion

In the present contribution we make the following observations and proposal:
Proposal 1: the IE name “Paging Cause support indication” can be used 

Proposal 2: the paging cause included in the message and the value set as “voice …” 
Proposal 3: Remove the paging cause from DL DATA NOTIFICATION in E1AP 
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