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1. Introduction
In RAN3 #114bis-e meeting, the RAN3 discussed how to support the CG-SDT procedure in CU-DU split, and listed the open issues for CG-SDT [1]. In this contribution, we analyze the remaining open issues for CG-SDT procedure in F1 interface, and also provide our view on it.
2. Discussion
2.1 How to keep CG-SDT resource configuration at gNB-DU
In RAN3 #114bis-e meeting, the RAN3 made the following agreements, but failed to make the final decision on how to gNB-CU notifies the gNB-DU to keep CG-SDT resource configuration when the UE enters into RRC_INACTIVE and whether to keep other UE context at the gNB-DU.

	Chair’s note in RAN3 114bis-e meeting

Lower layer configuration for SDT DRBs, F1AP association, and F1 tunnel information are kept in gNB-DU when gNB-CU sends the UE to RRC_INACTIVE.
gNB-DU shall store which bearers are CG-SDT bearers and the C-RNTI.
The gNB-CU notifies the gNB-DU to keep SDT RLC config and store CG resource for SDT when UE entering RRC inactive; FFS on other parts of UE context info to be stored. FFS on signalling design.




For a FFS on whether to keep other UE context at the gNB-DU, we think that based on to current RAN3 agreement, the gNB-DU has the sufficient information to support the CG-SDT when the UE in RRC_INACTIVE initiates the CG-SDT. It seems that there is no requirement to keep other UE context at gNB-DU. For a FFS on whether to maintain a full UE context in gNB-DU, the gNB-DU does not need to store the information related to the non-SDT bearer since this information is not used by the UE and gNB-DU during the CG-SDT. For the case where the CG-SDT resource is configured but the UE selects the RA-SDT procedure, the information related to the non-SDT bearer is not used. When the CG-SDT resource is configured but the UE initiates the non-SDT procedure, the gNB-CU initiates the UE Context Setup procedure. Therefore, the gNB-CU can provide the information of all RBs including SDT bearers and non-SDT bearers to the gNB-DU when sending the UE to RRC_CONNECTED state.
Proposal 1: Other parts of UE context information except CG-SDT related context is not stored in gNB-DU when the UE enters into RRC_INACTIVE.

As mentioned above, it is already agreed that gNB-CU notifies the gNB-DU to keep CG-SDT resource configuration when the UE enters into RRC_INACTIVE. However, how to signal it to the gNB-DU is still FFS. For this FFS, the following options are listed to indicate that the CG-SDT configuration should be kept in gNB-DU [2]:

· Option 1: UE CONTEXT RELEASE COMMAND message containing a new indication to keep the CG-SDT resource configuration in gNB-DU.

· Option 2: UE CONTEXT MODIFICATION REQUEST message containing a new indication to keep the CG-SDT resource configuration in gNB-DU.

· Option 3: DL RRC MESSAGE TRANSFER message containing a new indication to keep the CG-SDT resource configuration in gNB-DU.

· Option 4: UE CONTEXT RELEASE COMMAND message containing a list of unreleased SDT bearers to keep some of SDT bearers.
· Option 5: DL RRC MESSAGE TRANSFER message without a new indication to keep the CG-SDT resource configuration in gNB-DU.
The other UE context except CG-SDT related context (i.e., the Lower layer configuration for SDT DRBs, F1AP association, SDT bearer list, C-RNTI and F1 tunnel information) is not needed at the gNB-DU in order to support the CG-SDT for the UE. From this point of view, Options 2, 3 and 5 can be ruled out. 

In Option 4, the gNB-CU provides the list of unreleased SDT bearers to the gNB-DU. This means that some SDT bearers can be released when the UE enters into the RRC_INACTIVE. However, unless the UE is informed in the RRC Release message that some SDT bearers are released, the UE may initiate the CG-SDT for the already released SDT bearer, thus resulting in the CG-SDT failure. Hence, Option 4 can be also ruled out.
Based on the above observations, the following proposal is suggested to the RAN3:

Proposal 2: The CG-SDT Kept Indicator IE should be newly defined in F1AP UE CONTEXT RELEASE COMMAND message.
2.2 gNB-DU awareness of CG-SDT bearers

Another remaining issue is whether the gNB-DU DU should be aware the bearer type of CG-SDT Bearer. Since the SDT is enabled on a radio bearer basis, the gNB-DU should configure the CG-SDT resource per the CG-SDT bearer. Also, according to RAN3 agreement, the gNB-DU needs to keep the RLC bearer configuration and F1 tunnel information for CG-SDT DRBs only. Therefore, the gNB-CU should indicate to the gNB-DU which bearer is used for the CG-SDT. To support this, the CG-SDT bearer list should be provided in the UE CONTEXT SETUP REQUEST message. The gNB-DU stores this CG-SDT bearer list, and then uses this information when only allocating the CG-SDT resource for the CG-SDT bearers.

However, since it is possible for the gNB-CU to change the CG-SDT bearer list due to some reasons, the latest CG-SDT bearer list needs to be provided to the gNB-DU. Therefore, this list should be also included into the UE CONTEXT MODIFICATION REQUEST message.

Proposal 3: CG-SDT DRB list should be included into the UE CONTEXT SETUP REQUEST message and the UE CONTEXT MODIFICATION REQUEST message.
2.3 Remaining editor’s notes in CG-SDT BLCR to TS 38.473
As shown below, there are two editor’s notes in current CG-SDT BLCR to TS 38.473 [3].
	CG-SDT BLCR to TS 38.473 [3]:
Editor’s note: FFS on the details of CG-SDT resource configuration.

Editor’s note: Whether CG-SDT Query Indication IE is per DRB basis or not is FFS.



First editor’s note can be resolved based on the agreement “Introduce an SDT-MACPHY-Config IE to DU to CU RRC Information IE for the gNB-CU to generate the RRC Release message with CG-SDT config” in RAN3 #114bis-e meeting. This agreement is already reflected into the current CG-SDT BLCR to TS 38.473. Therefore, this editor’s note can be removed.

Proposal 4: Remove the editor’s note “FFS on the details of CG-SDT resource configuration” in CG-SDT BL CR to TS 38.473.
Second editor’s note is related to the gNB-DU awareness of CG-SDT bearers. Based on Proposal 3, this editor’s note can be also removed.
Proposal 5: Remove the editor’s note “Whether CG-SDT Query Indication IE is per DRB basis or not is FFS” in CG-SDT BL CR to TS 38.473.
In order to capture the above proposals, the following proposal is also suggested to RAN3:
Proposal 6: It is proposed to agree the corresponding TPs in Appendix of this contribution.
3. Conclusion
In this contribution, we focused to analyze the remaining open issues for CG-SDT procedure in F1 interface, and provided our view on it. The following proposals are kindly suggested to RAN3:
Proposal 1: Other parts of UE context information except CG-SDT related context is not stored in gNB-DU when the UE enters into RRC_INACTIVE.
Proposal 2: The CG-SDT Kept Indicator IE should be newly defined in F1AP UE CONTEXT RELEASE COMMAND message.
Proposal 3: CG-SDT DRB list should be included into the UE CONTEXT SETUP REQUEST message and the UE CONTEXT MODIFICATION REQUEST message.

Proposal 4: Remove the editor’s note “FFS on the details of CG-SDT resource configuration” in CG-SDT BL CR to TS 38.473.
Proposal 5: Remove the editor’s note “Whether CG-SDT Query Indication IE is per DRB basis or not is FFS” in CG-SDT BL CR to TS 38.473.

Proposal 6: It is proposed to agree the corresponding TPs in Appendix of this contribution.
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5. Appendix : TP for CG-SDT BL CR to TS 38.473
This appendix provides the Text proposal for CG-SDT BL CR for TS 38.473 based on the following proposals of this contribution.
· Including the CG-SDT Kept Indicator IE into the UE CONTEXT RELEASE COMMAND message
· Adding the CG-SDT DRB List IE into the UE CONTEXT SETUP REQUEST message and the UE CONTEXT MODIFICATION REQUEST message
· Removing the editor’s note “FFS on the details of CG-SDT resource configuration”

· Removing the editor’s note “Whether CG-SDT Query Indication IE is per DRB basis or not is FFS”
----------------Start of First Change---------------
[Unchanged text skipped]
8.3
UE Context Management procedures

8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the UE Context including, among others, SRB,DRB, BH RLC channel, and SL DRB configuration. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation

[image: image1.emf] 
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU. If the gNB-DU succeeds to establish the UE context, it replies to the gNB-CU with UE CONTEXT SETUP RESPONSE. If no UE-associated logical F1-connection exists, the UE-associated logical F1-connection shall be established as part of the procedure. 

-----------<unchanged part is omitted>---------
If the Serving NID IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall combine the Serving NID IE with the Serving PLMN IE to identify the serving NPN, and may take it into account for UE context establishment.
If the Estimated Arrival Probability IE is contained in the Conditional Inter-DU Mobility Information IE included in the UE CONTEXT SETUP REQUEST message, then the gNB-DU may use the information to allocate necessary resources for the UE.

If the CG-SDT DRB List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall consider, if supported, that the CG-SDT is configured for each DRB and act as specified in TS 38.401 [4].
[Unchanged text skipped]
8.3.3
UE Context Release (gNB-CU initiated)

8.3.3.1
General

The purpose of the UE Context Release procedure is to enable the gNB-CU to order the release of the UE-associated logical connection or candidate cells in conditional handover or conditional PSCell change. The procedure uses UE-associated signalling.
8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: UE Context Release (gNB-CU initiated) procedure. Successful operation
The gNB-CU initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the gNB-DU. 

Upon reception of the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.

If the old gNB-DU UE F1AP ID IE is included in the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall additionally release the UE context associated with the old gNB-DU UE F1AP ID.

If the UE CONTEXT RELEASE COMMAND message contains the RRC-Container IE, the gNB-DU shall send the RRC container to the UE via the SRB indicated by the SRB ID IE.

If the UE CONTEXT RELEASE COMMAND message includes the Execute Duplication IE, the gNB-DU shall perform CA based duplication, if configured, for the SRB for the included RRC-Container IE. 
If the Candidate Cells To Be Cancelled List IE is included in the UE CONTEXT RELEASE COMMAND message, the gNB-DU shall consider that the gNB-CU is cancelling only the conditional handover or conditional PSCell change associated to the cells identified by the included NR CGIs and associated to the UE-associated signaling identified by the gNB-CU UE F1AP ID IE and the gNB-DU UE F1AP ID IE.
Upon reception of the UE CONTEXT RELEASE COMMAND message containing CG-SDT Kept Indicator IE set to "True", the gNB-DU shall, if supported, only initiate the release of the resources not related to the CG-SDT related resource configuration.
[Unchanged text skipped]
8.3.4
UE Context Modification (gNB-CU initiated)

8.3.4.1
General

The purpose of the UE Context Modification procedure is to modify the established UE Context, e.g., establishing, modifying and releasing radio resources or sidelink resources. This procedure is also used to command the gNB-DU to stop data transmission for the UE for mobility (see TS 38.401 [4]). The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation

The UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.

-----------<unchanged part is omitted>---------
If the SCG Indicator IE is contained in the UE CONTEXT MODIFICATION REQUEST message and it is set to “released”, the gNB-DU shall, if supported, deduce that an SCG is removed.

If the Estimated Arrival Probability IE is contained in the Conditional Inter-DU Mobility Information IE included in the UE CONTEXT MODIFICATION REQUEST message, then the gNB-DU may use the information to allocate necessary resources for the UE.

If the CG-SDT Query Indication IE is included in the UE CONTEXT MODIFICATION REQUEST message and it is set to ‘true’, the gNB-DU shall, if supported, provide the CG-SDT related resource configuration in the SDT-MACPHY-Config IE within the DU to CU RRC Information IE contained in the UE CONTEXT MODIFICATION RESPONSE message to the gNB-CU. 
If the CG-SDT DRB List IE is contained in the UE CONTEXT MODIFICATION REQUEST message, the gNB-DU shall consider, if supported, that the CG-SDT is configured for each DRB and act as specified in TS 38.401 [4].


[Unchanged text skipped]
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	ignore

	SpCell ID
	M
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	reject

	<unchanged part is omitted>

	Serving NID
	O
	
	9.3.1.155
	
	YES
	reject

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	CG-SDT DRB List
	
	0.. 1
	
	
	YES
	ignore

	> CG-SDT DRB Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.3.1.8
	
	–
	


[Unchanged text skipped]
9.2.2.5
UE CONTEXT RELEASE COMMAND

This message is sent by the gNB-CU to request the gNB-DU to release the UE-associated logical F1 connection or candidate cells in conditional handover or conditional PSCell change.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	RRC-Container
	O
	
	9.3.1.6
	Includes the DL-DCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8] encapsulated in a PDCP PDU, or the DL-CCCH-Message IE as defined in subclause 6.2 of TS 38.331 [8].
	YES
	ignore

	SRB ID
	C- ifRRCContainer
	
	9.3.1.7
	The gNB-DU sends the RRC message on the indicated SRB.
	YES
	ignore

	old gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	Include it if RRCReestablishmentRequest is not accepted
	YES
	ignore

	Execute Duplication
	O
	
	ENUMERATED (true, ...)
	This IE may be sent only if duplication has been configured for the UE. 
	YES
	ignore

	RRC Delivery Status Request
	O
	
	ENUMERATED (true, …)
	Indicates whether RRC DELIVERY REPORT procedure is requested for the RRC message.
	YES
	ignore

	Candidate Cells To Be Cancelled List
	
	0 .. <maxnoofCellsinCHO>
	
	
	YES
	reject

	>Target Cell ID
	M
	
	NR CGI

9.3.1.12
	
	-
	-

	CG-SDT Kept Indicator
	O
	
	ENUMERATED (true, …)
	Indicates whether the CG-SDT related resource configuration is kept at gNB-DU in case of a CG-SDT
	YES
	ignore


[Unchanged text skipped]
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	SpCell ID
	O
	
	NR CGI

9.3.1.12
	Special Cell as defined in TS 38.321 [16]. For handover case, this IE is considered as target cell.
	YES
	ignore

	<unchanged part is omitted>

	F1-C Transfer Path
	O
	
	9.3.1.207
	
	YES
	reject

	SCG Indicator
	O
	
	ENUMERATED(released,...)
	This IE is used at the MN in NR-DC and NE-DC and it indicates the release of an SCG
	YES
	ignore

	CG-SDT Query Indication
	O
	
	ENUMERATED (true, ...)
	
	YES
	ignore

	CG-SDT DRB List
	
	0.. 1
	
	
	YES
	ignore

	> CG-SDT DRB Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>DRB ID
	M
	
	9.3.1.8
	
	–
	


[Unchanged text skipped]
9.4.4
PDU Definitions

-- ASN1START 

-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

[Unchanged text skipped]

E-CID-MeasurementQuantities,


MeasurementPeriodicity,

E-CID-MeasurementResult,


Cell-Portion-ID,


LMF-UE-MeasurementID,


RAN-UE-MeasurementID,


RelativeTime1900,


SystemFrameNumber,


SlotNumber,


AbortTransmission,


TRP-MeasurementRequestList,


MeasurementBeamInfoRequest,


E-CID-ReportCharacteristics,


Extended-GNB-CU-Name,


Extended-GNB-DU-Name,


F1CTransferPath,


SCGIndicator,

SpatialRelationPerSRSResource,

CG-SDTQueryIndication,


CG-SDTKeptIndicator,

CG-SDTDRBList
[Unchanged text skipped]

id-SlotNumber,


id-TRP-MeasurementRequestList,


id-MeasurementBeamInfoRequest,

id-E-CID-ReportCharacteristics,

id-F1CTransferPath,


id-SCGIndicator,


id-SRSSpatialRelationPerSRSResource,

id-CG-SDTQueryIndication,

id-CG-SDTKeptIndicator,

id-CG-SDTDRBList,

maxCellingNBDU,


maxnoofCandidateSpCells,


maxnoofDRBs,


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset,


maxnoofPotentialSpCells,

maxnoofSCells,


maxnoofSRBs,


maxnoofPagingCells,


maxnoofTNLAssociations,


maxCellineNB,


maxnoofUEIDs,


maxnoofBHRLCChannels,


maxnoofRoutingEntries,


maxnoofChildIABNodes,


maxnoofServedCellsIAB,


maxnoofTLAsIAB,


maxnoofULUPTNLInformationforIAB,


maxnoofUPTNLAddresses,


maxnoofSLDRBs,


maxnoofTRPInfoTypes,


maxnoofTRPs
[Unchanged text skipped]
-- **************************************************************

--

-- UE CONTEXT SETUP REQUEST

--

-- **************************************************************

UEContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextSetupRequestIEs} },


...

}

UEContextSetupRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID








PRESENCE optional 
}|


{ ID id-SpCell-ID







CRITICALITY reject
TYPE NRCGI











PRESENCE mandatory
}|


{ ID id-ServCellIndex






CRITICALITY reject
TYPE ServCellIndex









PRESENCE mandatory
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured








PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation







PRESENCE mandatory}|

{ ID id-Candidate-SpCell-List




CRITICALITY ignore
TYPE Candidate-SpCell-List






PRESENCE optional
}|

{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle










PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer

PRESENCE optional
}|


{ ID id-SCell-ToBeSetup-List




CRITICALITY ignore
TYPE SCell-ToBeSetup-List







PRESENCE optional
}|


{ ID id-SRBs-ToBeSetup-List





CRITICALITY reject
TYPE SRBs-ToBeSetup-List







PRESENCE optional
}|


{ ID id-DRBs-ToBeSetup-List





CRITICALITY reject
TYPE DRBs-ToBeSetup-List







PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY ignore
TYPE RRCContainer









PRESENCE optional
}|


{ ID id-MaskedIMEISV






CRITICALITY ignore
TYPE MaskedIMEISV









PRESENCE optional
}|


{ ID id-ServingPLMN







CRITICALITY ignore
TYPE PLMN-Identity









PRESENCE optional
}|


{ ID id-GNB-DU-UE-AMBR-UL





CRITICALITY ignore
TYPE BitRate










PRESENCE conditional }|

{ ID id-RRCDeliveryStatusRequest



CRITICALITY ignore
TYPE RRCDeliveryStatusRequest





PRESENCE optional }|


{ ID id-ResourceCoordinationTransferInformation
CRITICALITY ignore
TYPE ResourceCoordinationTransferInformation
PRESENCE optional
}|


{ ID id-ServingCellMO






CRITICALITY ignore
TYPE ServingCellMO









PRESENCE optional
}|


{ ID id-new-gNB-CU-UE-F1AP-ID




CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE optional }|


{ ID id-RANUEID








CRITICALITY ignore
TYPE RANUEID










PRESENCE optional
}|


{ ID id-TraceActivation






CRITICALITY ignore
TYPE TraceActivation








PRESENCE optional
}|


{ ID id-AdditionalRRMPriorityIndex



CRITICALITY ignore
TYPE AdditionalRRMPriorityIndex





PRESENCE optional }|


{ ID id-BHChannels-ToBeSetup-List



CRITICALITY reject
TYPE BHChannels-ToBeSetup-List





PRESENCE optional
}|


{ ID id-ConfiguredBAPAddress




CRITICALITY reject
TYPE BAPAddress










PRESENCE optional
}|


{ ID id-NRV2XServicesAuthorized




CRITICALITY ignore
TYPE NRV2XServicesAuthorized






PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized



CRITICALITY ignore
TYPE LTEV2XServicesAuthorized





PRESENCE optional }|


{ ID id-NRUESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-LTEUESidelinkAggregateMaximumBitrate
CRITICALITY ignore
TYPE LTEUESidelinkAggregateMaximumBitrate

PRESENCE optional }|


{ ID id-PC5LinkAMBR







CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-SLDRBs-ToBeSetup-List




CRITICALITY reject
TYPE SLDRBs-ToBeSetup-List






PRESENCE optional
}|


{ ID id-ConditionalInterDUMobilityInformation
CRITICALITY reject
TYPE ConditionalInterDUMobilityInformation

PRESENCE optional}|


{ ID id-ManagementBasedMDTPLMNList



CRITICALITY ignore
TYPE 

MDTPLMNList








PRESENCE optional }|


{ ID id-ServingNID







CRITICALITY reject
TYPE NID











PRESENCE optional }|


{ ID id-F1CTransferPath






CRITICALITY reject
TYPE F1CTransferPath








PRESENCE optional }|


{ ID id-CG-SDTDRBList




CRITICALITY ignore
TYPE CG-SDTDRBList



PRESENCE optional
},

...

} 

[Unchanged text skipped]
-- **************************************************************

--

-- UE Context Release (gNB-CU initiated) ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT RELEASE COMMAND 

--

-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextReleaseCommandIEs} },


...

}

UEContextReleaseCommandIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID



PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID



CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID



PRESENCE mandatory
}|


{ ID id-Cause






CRITICALITY ignore
TYPE Cause






PRESENCE mandatory
}|


{ ID id-RRCContainer




CRITICALITY ignore
TYPE RRCContainer




PRESENCE optional
}|


{ ID id-SRBID






CRITICALITY ignore
TYPE SRBID






PRESENCE conditional
}|


{ ID id-oldgNB-DU-UE-F1AP-ID


CRITICALITY ignore
TYPE GNB-DU-UE-F1AP-ID



PRESENCE optional
}|


{ ID id-ExecuteDuplication



CRITICALITY ignore
TYPE ExecuteDuplication



PRESENCE optional}|


{ ID id-RRCDeliveryStatusRequest

CRITICALITY ignore
TYPE RRCDeliveryStatusRequest

PRESENCE optional }|


{ ID id-targetCellsToCancel



CRITICALITY reject
TYPE TargetCellList




PRESENCE optional}|


{ ID id-CG-SDTKeptIndicator




CRITICALITY ignore
TYPE CG-SDTKeptIndicator



PRESENCE optional
},


...

} 

-- **************************************************************

--

-- UE CONTEXT RELEASE COMPLETE

--

-- **************************************************************

UEContextReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextReleaseCompleteIEs} },


...

}

UEContextReleaseCompleteIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID


CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID


PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID


CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID


PRESENCE mandatory
}|


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
},


...

}

-- **************************************************************

--

-- UE Context Modification ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- UE CONTEXT MODIFICATION REQUEST

--

-- **************************************************************

UEContextModificationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { UEContextModificationRequestIEs} },


...

}

UEContextModificationRequestIEs F1AP-PROTOCOL-IES ::= {


{ ID id-gNB-CU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-CU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-gNB-DU-UE-F1AP-ID





CRITICALITY reject
TYPE GNB-DU-UE-F1AP-ID








PRESENCE mandatory
}|


{ ID id-SpCell-ID







CRITICALITY ignore
TYPE NRCGI











PRESENCE optional
}|


{ ID id-ServCellIndex






CRITICALITY reject
TYPE ServCellIndex









PRESENCE optional
}|


{ ID id-SpCellULConfigured





CRITICALITY ignore
TYPE CellULConfigured








PRESENCE optional
}|


{ ID id-DRXCycle







CRITICALITY ignore
TYPE DRXCycle










PRESENCE optional
}|


{ ID id-CUtoDURRCInformation




CRITICALITY reject
TYPE CUtoDURRCInformation







PRESENCE optional
}|


{ ID id-TransmissionActionIndicator



CRITICALITY ignore
TYPE TransmissionActionIndicator




PRESENCE optional
}|


{ ID id-ResourceCoordinationTransferContainer
CRITICALITY ignore
TYPE ResourceCoordinationTransferContainer

PRESENCE optional
}|


{ ID id-RRCReconfigurationCompleteIndicator

CRITICALITY ignore
TYPE RRCReconfigurationCompleteIndicator


PRESENCE optional
}|


{ ID id-RRCContainer






CRITICALITY reject
TYPE RRCContainer









PRESENCE optional
}|


{ ID id-SCell-ToBeSetupMod-List




CRITICALITY ignore
TYPE SCell-ToBeSetupMod-List






PRESENCE optional
}|

{ ID id-SCell-ToBeRemoved-List




CRITICALITY ignore
TYPE SCell-ToBeRemoved-List 






PRESENCE optional }|

{ ID id-SRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE SRBs-ToBeSetupMod-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeSetupMod-List




CRITICALITY reject
TYPE DRBs-ToBeSetupMod-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeModified-List




CRITICALITY reject
TYPE DRBs-ToBeModified-List






PRESENCE optional
}|


{ ID id-SRBs-ToBeReleased-List




CRITICALITY reject
TYPE SRBs-ToBeReleased-List






PRESENCE optional
}|


{ ID id-DRBs-ToBeReleased-List




CRITICALITY reject
TYPE DRBs-ToBeReleased-List






PRESENCE optional
}|


{ ID id-InactivityMonitoringRequest



CRITICALITY reject
TYPE InactivityMonitoringRequest




PRESENCE optional
}|


{ ID id-RAT-FrequencyPriorityInformation

CRITICALITY reject
TYPE RAT-FrequencyPriorityInformation



PRESENCE optional
}|


{ ID id-DRXConfigurationIndicator



CRITICALITY ignore
TYPE DRXConfigurationIndicator





PRESENCE optional
}|


{ ID id-RLCFailureIndication




CRITICALITY ignore
TYPE RLCFailureIndication







PRESENCE optional
}|


{ ID id-UplinkTxDirectCurrentListInformation
CRITICALITY ignore
TYPE UplinkTxDirectCurrentListInformation

PRESENCE optional
}|


{ ID id-GNB-DUConfigurationQuery



CRITICALITY reject
TYPE GNB-DUConfigurationQuery





PRESENCE optional
}|


{ ID id-GNB-DU-UE-AMBR-UL





CRITICALITY ignore
TYPE BitRate










PRESENCE optional
}|


{ ID id-ExecuteDuplication





CRITICALITY ignore
TYPE ExecuteDuplication








PRESENCE optional}|

{ ID id-RRCDeliveryStatusRequest



CRITICALITY ignore
TYPE RRCDeliveryStatusRequest





PRESENCE optional }|


{ ID id-ResourceCoordinationTransferInformation
CRITICALITY ignore
TYPE ResourceCoordinationTransferInformation
PRESENCE optional
}|

{ ID id-ServingCellMO






CRITICALITY ignore
TYPE ServingCellMO









PRESENCE optional
}|


{ ID id-NeedforGap







CRITICALITY ignore
TYPE NeedforGap










PRESENCE optional
}|


{ ID id-FullConfiguration





CRITICALITY reject
TYPE FullConfiguration








PRESENCE optional
}|


{ ID id-AdditionalRRMPriorityIndex



CRITICALITY ignore
TYPE AdditionalRRMPriorityIndex





PRESENCE optional }|


{ ID id-LowerLayerPresenceStatusChange


CRITICALITY ignore
TYPE LowerLayerPresenceStatusChange



PRESENCE optional
}|


{ ID id-BHChannels-ToBeSetupMod-List


CRITICALITY reject
TYPE BHChannels-ToBeSetupMod-List




PRESENCE optional
}|


{ ID id-BHChannels-ToBeModified-List


CRITICALITY reject
TYPE BHChannels-ToBeModified-List




PRESENCE optional
}|


{ ID id-BHChannels-ToBeReleased-List


CRITICALITY reject
TYPE BHChannels-ToBeReleased-List




PRESENCE optional
}|


{ ID id-NRV2XServicesAuthorized




CRITICALITY ignore
TYPE NRV2XServicesAuthorized






PRESENCE optional }|


{ ID id-LTEV2XServicesAuthorized



CRITICALITY ignore
TYPE LTEV2XServicesAuthorized





PRESENCE optional }|


{ ID id-NRUESidelinkAggregateMaximumBitrate

CRITICALITY ignore
TYPE NRUESidelinkAggregateMaximumBitrate


PRESENCE optional }|


{ ID id-LTEUESidelinkAggregateMaximumBitrate
CRITICALITY ignore
TYPE LTEUESidelinkAggregateMaximumBitrate

PRESENCE optional }|


{ ID id-PC5LinkAMBR







CRITICALITY ignore
TYPE BitRate










PRESENCE optional}|


{ ID id-SLDRBs-ToBeSetupMod-List



CRITICALITY reject
TYPE SLDRBs-ToBeSetupMod-List





PRESENCE optional
}|


{ ID id-SLDRBs-ToBeModified-List



CRITICALITY reject
TYPE SLDRBs-ToBeModified-List





PRESENCE optional
}|


{ ID id-SLDRBs-ToBeReleased-List



CRITICALITY reject
TYPE SLDRBs-ToBeReleased-List





PRESENCE optional
}|


{ ID id-ConditionalIntraDUMobilityInformation
CRITICALITY reject
TYPE ConditionalIntraDUMobilityInformation

PRESENCE optional}|


{ ID id-F1CTransferPath






CRITICALITY reject
TYPE F1CTransferPath








PRESENCE optional }|


{ ID id-SCGIndicator






CRITICALITY ignore
TYPE SCGIndicator









PRESENCE optional
}|

{ ID id-CG-SDTQueryIndication




CRITICALITY ignore
TYPE CG-SDTQueryIndication



PRESENCE optional
}|


{ ID id-CG-SDTDRBList




CRITICALITY ignore
TYPE CG-SDTDRBList



PRESENCE optional
},

...

} 

[Unchanged text skipped]
9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

[Unchanged text skipped]
CellType ::= SEQUENCE {


cellSize

CellSize,


iE-Extensions

ProtocolExtensionContainer { {CellType-ExtIEs} }
OPTIONAL,


...

}

CellType-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

CellULConfigured ::=  ENUMERATED {none, ul, sul, ul-and-sul, ...} 
CG-SDTDRBList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF CG-SDTDRBList-Item

CG-SDTDRBList-Item ::= SEQUENCE{


dRBID



DRBID,


iE-Extensions


ProtocolExtensionContainer {{ CG-SDTDRBList-Item-ExtIEs}}

OPTIONAL

}

CG-SDTDRBList-Item-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}
CG-SDTKeptIndicator ::=  ENUMERATED {true, ...}
CG-SDTQueryIndication ::=  ENUMERATED {true, ...}

Child-Node-Cells-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-Node-Cells-List-Item
Child-Node-Cells-List-Item ::=
SEQUENCE{


nRCGI 







NRCGI,


iAB-DU-Cell-Resource-Configuration-Mode-Info 
IAB-DU-Cell-Resource-Configuration-Mode-Info
OPTIONAL,


iAB-STC-Info





IAB-STC-Info
OPTIONAL,


rACH-Config-Common




RACH-Config-Common
OPTIONAL,


rACH-Config-Common-IAB



RACH-Config-Common-IAB
OPTIONAL,


cSI-RS-Configuration



OCTET STRING
OPTIONAL,


sR-Configuration




OCTET STRING
OPTIONAL,


pDCCH-ConfigSIB1




OCTET STRING
OPTIONAL,


sCS-Common






OCTET STRING
OPTIONAL,


multiplexingInfo




MultiplexingInfo
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer {{Child-Node-Cells-List-Item-ExtIEs}}

OPTIONAL

}

[Unchanged text skipped]
9.4.7
Constant Definitions

-- ASN1START 

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

[Unchanged text skipped]
id-SrsFrequency









ProtocolIE-ID ::= 431
id-SCGIndicator









ProtocolIE-ID ::= 432
id-EstimatedArrivalProbability





ProtocolIE-ID ::= 433
id-TRPType










ProtocolIE-ID ::= 434
id-SRSSpatialRelationPerSRSResource




ProtocolIE-ID ::= 435
id-CG-SDTQueryIndication






ProtocolIE-ID ::= xxx 
id-SDT-MACPHY-Config







ProtocolIE-ID ::= xxx
id-CG-SDTKeptIndicator







ProtocolIE-ID ::= xxx
id-CG-SDTDRBList








ProtocolIE-ID ::= xxx
END

-- ASN1STOP 

-----------------End of First Change---------------
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