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1. Introduction
The following proposals are agreed from CB#1903 Positioning with RRC_INACTIVE:
Assistance information
Proposal 1, UE reporting information in POSITIONING INFORMATION REQUEST message follows LPP format to help gNB to configure CG-SDT resource.
Proposal 2, agree the TP R3-222657 in revision of R3-221948 (Ericsson) and new TP R3-2 R3-222658 (Ericsson) to capture the agreements on UE reporting information for NRPPa and F1AP.
The LPP is encoding is as follows:
PeriodicalReportingCriteria ::=		SEQUENCE {
	reportingAmount						ENUMERATED {
											ra1, ra2, ra4, ra8, ra16, ra32,
											ra64, ra-Infinity
										} DEFAULT ra-Infinity,
	reportingInterval					ENUMERATED {
											noPeriodicalReporting, ri0-25,
											ri0-5, ri1, ri2, ri4, ri8, ri16, ri32, ri64
										}
}


5. Annex 1: TP to F1AP BL CR
<<START OF CHANGES>>
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[bookmark: _MON_1318314392][bookmark: _MON_1318314530][bookmark: _MON_1318271543]The Positioning Information Exchange procedure is initiated by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals and to retrieve the SRS configuration from the gNB-DU. The procedure uses UE-associated signalling.
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Figure 8.13.9.2-1: Positioning Information Exchange procedure, successful operation
The gNB-CU initiates the procedure by sending a POSITIONING INFORMATION REQUEST message to the gNB-DU.
If the Requested SRS Transmission Characteristics IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account when configuring SRS transmissions for the UE, and it shall include the SRS Configuration IE and the SFN Initialisation Time IE in the POSITIONING INFORMATION RESPONSE message.
If the UE Reporting Information IE is included in the POSITIONING INFORMATION REQUEST message, the gNB-DU may take this information into account for allocating proper CG-SDT resources when positioning a UE.


<<NEXT CHANGE>>
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This message is sent by the gNB-CU to indicate to the gNB-DU the need to configure the UE to transmit SRS signals for uplink positioning measurement.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	Requested SRS Transmission Characteristics
	O
	
	9.3.1.175
	
	YES
	ignore

	UE Reporting Information
	O
	
	9.3.1.x
	
	YES
	ignore



<<NEXT CHANGE>>
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This IE contains the UE Reporting Information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Reporting Amount
	M
	
	INTEGER (0..64)
	Value 0 represents an infinite number of periodic reporting

	Reporting Interval
	M
	
	ENUMERATED (none, 0.25, 0.5, 1, 2, 4, 8, 16, 32, 64)
	



<<NEXT CHANGE>>
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
<<NEXT CHANGE>>
	SpatialRelationPerSRSResource,
	TRP-MeasurementUpdateList,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	ExtendedAdditionalPathListRequest,
	MultipleULAoAofAdditionalPathRequest,
	LoS-NLoSInfoRequest,
	UETxTEGAssociation,
	TRP-PRS-Info-List,
	PRS-Measurement-Info-List,
	UEReportingInformation







FROM F1AP-IEs

	<<NEXT CHANGE>>
	id-SCGIndicator,
	id-SRSSpatialRelationPerSRSResource, 
	id-TRP-MeasurementUpdateList,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-ExtendedAdditionalPathListRequest,
	id-MultipleULAoAofAdditionalPathRequest, 
	id-LoS-NLoSInfoRequest,
	id-UETxTEGAssociation,
	id-TRP-PRS-Info-List,
	id-UEReportingInformation,

<<NEXT CHANGE>>


-- **************************************************************
--
-- POSITIONING INFORMATION EXCHANGE ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Information Request
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { PositioningInformationRequestIEs} },
	...
}

PositioningInformationRequestIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID		CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID			PRESENCE mandatory	}|
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional}|
	{ ID id-UEReportingInformation CRITICALITY ignore TYPE UEReportingInformation	PRESENCE optional},
	...
} 
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
<<NEXT CHANGE>>

-- U
<<NEXT CHANGE>>

UEIdentityIndexValue ::= CHOICE {
	indexLength10			BIT STRING (SIZE (10)),
	choice-extension		ProtocolIE-SingleContainer { {UEIdentityIndexValueChoice-ExtIEs} }	
}

UEIdentityIndexValueChoice-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}


UEReportingInformation::= SEQUENCE {
	reportingAmount				INTEGER (0..64),
	reportingInterval			ENUMERATED {none, quarter, half, one, two, four, eight, sixteen, thirty-two, sixty-four, ...},
	iE-extensions			ProtocolExtensionContainer { { UEReportingInformation-ExtIEs } }	OPTIONAL,
	...
}


UEReportingInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}
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-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

<<NEXT CHANGE>>
id-TRP-PRS-Info-List									ProtocolIE-ID ::= 1456
id-PRS-Measurement-Info-List							ProtocolIE-ID ::= 1457
id-UEReportingInformation								ProtocolIE-ID ::= x8

END
-- ASN1STOP 
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