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This TP is used to capture the agreement in RAN3#115-e.
TP for BL CR for NR_IAB_enh of TS 38.420 
-------------------------------------------Change Start------------------------------------------

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Boundary IAB-node: as defined in TS 38.401 [2].
corresponding node: as defined in TS 38.425 [7].
F1-terminating IAB-donor-CU: as defined in TS 38.401 [2].
Non-F1-terminating IAB-donor-CU: as defined in TS 38.401 [2].
NG-RAN node: as defined in TS 38.300 [8].

secondary node: as defined in TS 37.340 [9].

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

5.2
Functions of Xn-C
5.2.x
 IAB support function
5.2.x.x
IAB Resource Coordination function
This function is used to exchange information between the F1-terminating IAB-donor-CU and the non-F1-terminating IAB-donor-CU of a boundary IAB-node in order to support resource multiplexing.  
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

6.2.x 
IAB procedures
The IAB procedures are used to exchange resource multiplexing related information between the F1-terminating IAB-donor-CU and the non-F1-terminating IAB-donor-CU of a boundary IAB-node:

-
IAB Resource Coordination
-------------------------------------------End of change-------------------------------------------
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