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Broadcast Session Setup Request is successful when all QoS flows can be setup in at least one cell.
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8.x.1	Broadcast Session Setup
8.x.1.1	General
The purpose of the Broadcast Session Setup procedure is to request the NG-RAN node to setup MBS resources for an MBS Session of a broadcast serivce. 
The procedure uses non-UE associated signalling.
8.x.1.2	Successful Operation


Figure 8.x.1.2-1. Broadcast Session Setup procedure. Successful operation.
The AMF initiates the procedure by sending an BROADCAST SESSION SETUP REQUEST message to the NG-RAN node. If the NG-RAN node accepts all the flows in the MBS sessionat least in one of its cells, the NG-RAN node responds with the BROADCAST SESSION SETUP RESPONSE message.
If the MBS Area Session ID IE is included in the BROADCAST SESSION SETUP REQUEST message, the NG-RAN node shall consider that it identifies the location dependent broadcast service together with the MBS Session ID indicated by the MBS Session ID IE.


8.x.1.3	Unsuccessful Operation


Figure 8.x.1.3-1. Broadcast Session Setup procedure. Unsuccessful operation.
If the NG-RAN node is not able to provide the resources for all the flows in the MBS session in any of its cells, it shall send BROADCAST SESSION SETUP FAILURE message.
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8.x.1.4	Abnormal Conditions
Void.
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9.2.x		MBS Session Management Messages
9.2.x.1	BROADCAST SESSION SETUP REQUEST
This message is sent by the AMF to establish a MBS context .
Direction: AMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.aaa
	
	YES
	reject

	MBS Area Session ID
	O
	
	9.3.1.bbb
	
	YES
	reject

	MBS Service Area information
	M
	
	9.3.1.ccc
	
	YES
	reject

	MBS Session Information Setup Request Transfer
	M
	
	OCTET STRING
	Containing the MBS Session Information  Setup Request Transfer IE specified in subclause 9.3.A.x
	YES
	reject





	2/2	
oleObject1.bin
NG-RAN node


AMF


BROADCAST SESSION SETUP REQUEST


BROADCAST SESSION SETUP RESPONSE



image2.emf
NG-RAN node

BROADCAST SESSION SETUP REQUEST

BROADCAST SESSION SETUP FAILURE

AMF


oleObject2.bin
NG-RAN node


AMF


BROADCAST SESSION SETUP REQUEST


BROADCAST SESSION SETUP FAILURE



image1.emf
NG-RAN node

BROADCAST SESSION SETUP REQUEST

BROADCAST SESSION SETUP RESPONSE

AMF


