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 Introduction

In this contribution, we have provided a draft TP for F1 interface based on the progress of CB MBS7 [1].
Reference

R3-222476 Sod of CB # MBS7_BroadcastService
 Annex/TP to BLCR for 38.473

--------------------------------Next Change-----------------------------
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

5GC
5G Core Network

5QI
5G QoS Identifier

AMF
Access and Mobility Management Function

ARP
Antenna Reference Point

ARPI
Additional RRM Policy Index

BH
Backhaul

CAG
Closed Access Group

CN
Core Network

CG
Cell Group

CGI
Cell Global Identifier 

CHO
Conditional Handover
CP
Control Plane 

CPC

Conditional PSCell Change
DL
Downlink 

DL-PRS
Downlink Positioning Reference Signal

EN-DC
E-UTRA-NR Dual Connectivity

EPC
Evolved Packet Core
FSA ID
MBS Frequency Selection Area (FSA) ID
IAB
Integrated Access and Backhaul

IMEISV
International Mobile station Equipment Identity and Software Version number

LMF
Location Management Function
MBS
Multicast/Broadcast Service
NID
Network Identifier

NPN
Non-Public Network

NSSAI
Network Slice Selection Assistance Information

posSIB
Positioning SIB

PNI-NPN
Public Network Integrated NPN
PTP
Point to Point

PTM
Point to Multipoint

RANAC
RAN Area Code

RIM
Remote Interference Management

RIM-RS
RIM Reference Signal
RRC
Radio Resource Control

RSRP
Reference Signal Received Power

SNPN
Stand-alone Non-Public Network

S-NSSAI
Single Network Slice Selection Assistance Information

SUL
Supplementary Uplink

TAC
Tracking Area Code

TAI
Tracking Area Identity

TRP
Transmission-Reception Point

UL-AoA
Uplink Angle of Arrival 

UL-RTOA
Uplink Relative Time of Arrival

UL-SRS
Uplink Sounding Reference Signal

Z-AoA
Zenith Angles of Arrival

--------------------------------Next Change-----------------------------
8.2.3
F1 Setup 

8.2.3.1
General

The purpose of the F1 Setup procedure is to exchange application level data needed for the gNB-DU and the gNB-CU to correctly interoperate on the F1 interface. This procedure shall be the first F1AP procedure triggered for the F1-C interface instance after a TNL association has become operational.

NOTE:
If F1-C signalling transport is shared among multiple F1-C interface instances, one F1 Setup procedure is issued per F1-C interface instance to be setup, i.e. several F1 Setup procedures may be issued via the same TNL association after that TNL association has become operational.

NOTE:
Exchange of application level configuration data also applies between the gNB-DU and the gNB-CU in case the DU does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [8]. How to use this information when this option is used is not explicitly specified.

The procedure uses non-UE associated signalling.

This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also re-initialises the F1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 

8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: F1 Setup procedure: Successful Operation

The gNB-DU initiates the procedure by sending a F1 SETUP REQUEST message including the appropriate data to the gNB-CU. The gNB-CU responds with a F1 SETUP RESPONSE message including the appropriate data.

The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the F1 interface is operational and other F1 messages may be exchanged.

If the F1 SETUP REQUEST message contains the gNB-DU Name IE, the gNB-CU may use this IE as a human readable name of the gNB-DU. If the F1 SETUP REQUEST message contains the Extended gNB-DU Name IE, the gNB-CU may use this IE as a human readable name of the gNB-DU and shall ignore the gNB-DU Name IE if included.

If the F1 SETUP RESPONSE message contains the gNB-CU Name IE, the gNB-DU may use this IE as a human readable name of the gNB-CU. If the F1 SETUP RESPONSE message contains the Extended gNB-CU Name IE, the gNB-DU may use this IE as a human readable name of the gNB-CU and shall ignore the gNB-CU Name IE if included.

If the F1 SETUP REQUEST message contains the gNB-DU Served Cells List IE, the gNB-CU shall take into account as specified in TS 38.401 [4].

For NG-RAN, the gNB-DU shall include the gNB-DU System Information IE and the TAI Slice Support List IE in the F1 SETUP REQUEST message.

The gNB-CU may include the Cells to be Activated List IE in the F1 SETUP RESPONSE message. The Cells to be Activated List IE includes a list of cells that the gNB-CU requests the gNB-DU to activate. The gNB-DU shall activate the cells included in the Cells to be Activated List IE and reconfigure the physical cell identity for cells for which the NR PCI IE is included. 

If Cells to be Activated List Item IE is included in the F1 SETUP RESPONSE message, and the information for the cell indicated by the NR CGI IE includes the IAB Info IAB-donor-CU IE, the gNB-DU shall, if supported, apply the IAB STC Info IE therein to the indicated cell.

For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the F1 SETUP RESPONSE message.

For NG-RAN, the gNB-DU may include the RAN Area Code IE in the F1 SETUP REQUEST message. The gNB-CU may use it according to TS 38.300 [6].

For NG-RAN, the gNB-DU may include Supported MBS FSA ID List IE in the F1 SETUP REQUEST message. The gNB-CU may use it according to TS 38.300 [6].
--------------------------------Next Change-----------------------------
8.2.4
gNB-DU Configuration Update

8.2.4.1
General

The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.

NOTE:
Update of application level configuration data also applies between the gNB-DU and the gNB-CU in case the DU does not broadcast system information other than for radio frame timing and SFN, as specified in the TS 37.340 [8]. How to use this information when this option is used is not explicitly specified.

8.2.4.2
Successful Operation
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation

The gNB-DU initiates the procedure by sending a GNB-DU CONFIGURATION UPDATE message to the gNB-CU including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU responds with GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall interpret that the corresponding configuration data is not changed and shall continue to operate the F1-C interface with the existing related configuration data.

The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.

If gNB-DU ID IE is contained in the GNB-DU CONFIGURATION UPDATE message for a newly established SCTP association, the gNB-CU will associate this association with the related gNB-DU.

If Served Cells To Add Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall add cell information according to the information in the Served Cell Information IE. For NG-RAN, the gNB-DU shall include the gNB-DU System Information IE.

If Served Cells To Modify Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall modify information of cell indicated by Old NR CGI IE according to the information in the Served Cell Information IE and overwrite the served cell information for the affected served cell. Further, if the gNB-DU System Information IE is present the gNB-CU shall store and replace any previous information received.

If Served Cells To Delete Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall delete information of cell indicated by Old NR CGI IE.

If Cells Status Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall update the information about the cells, as described in TS 38.401 [4]. If if the Switching Off Ongoing IE is present in the Cells Status Item IE, contained in the GNB-DU CONFIGURATION UPDATE message, and the corresponding Service State IE is set to "Out-of-Service", the gNB-CU shall ignore the Switching Off Ongoing IE.
If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for cells for which the NR PCI IE is included.

If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.

If Cells to be Activated List Item IE is included in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, and the information for the cell indicated by the NR CGI IE includes the IAB Info IAB-donor-CU IE, the gNB-DU shall, if supported, apply the IAB STC Info IE therein to the indicated cell.

If Cells to be Deactivated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall deactivate all the cells with NR CGI listed in the IE.

If Dedicated SI Delivery Needed UE List IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU should take it into account when informing the UE of the updated system information via the dedicated RRC message.

For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message. The SIB type to Be Updated List IE shall contain the full list of SIBs to be broadcast.
For NG-RAN, the gNB-DU may include the RAN Area Code IE in the GNB-DU CONFIGURATION UPDATE message. The gNB-CU shall store and replace any previously provided RAN Area Code IE by the received RAN Area Code IE.

For NG-RAN, the gNB-DU may include the Supported MBS FSA ID List IE in the GNB-DU CONFIGURATION UPDATE message. The gNB-CU shall store and replace any previously provided MBS SAI list IE by the received MBS SAI list IE.

--------------------------------Next Change-----------------------------
9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	5GS TAC
	O
	
	9.3.1.29
	5GS Tracking Area Code
	-
	

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	-
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs in SIB 1 associated to the NR Cell Identity in the NR CGI IE
	-
	

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>TAI Slice Support List
	O
	
	Slice Support List

9.3.1.37
	Supported S-NSSAIs per PLMN or per SNPN. 
	YES
	ignore

	>NPN Support Information
	O
	
	9.3.1.156
	Supported NPNs per PLMN.
	YES
	reject

	>Extended TAI Slice Support List
	O
	
	Extended Slice Support List

9.3.1.165
	Additional Supported S-NSSAIs per PLMN or per SNPN. 
	YES
	reject

	CHOICE NR-Mode-Info 
	M
	
	
	
	-
	

	>FDD
	
	
	
	
	-
	

	>>FDD Info
	
	1
	
	
	-
	

	>>>UL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	-
	

	>>>DL FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	-
	

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.3.1.15
	
	-
	

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.3.1.15
	
	-
	

	>>>UL Carrier List 
	O
	
	NR Carrier List

9.3.1.137
	If included, the UL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>>>DL Carrier List
	O
	
	NR Carrier List

9.3.1.137
	If included, the DL Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	>TDD
	
	
	
	
	-
	

	>>TDD Info
	
	1
	
	
	-
	

	>>>NR FreqInfo
	M
	
	NR Frequency Info

9.3.1.17
	
	-
	

	>>>Transmission Bandwidth
	M
	
	Transmission Bandwidth

9.3.1.15
	
	-
	

	>>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	 YES
	ignore

	>>>TDD UL-DL Configuration Common NR
	O
	
	OCTET STRING
	The tdd-UL-DL-ConfigurationCommon as defined in TS 38.331 [8]
	YES
	ignore

	>>>Carrier List
	O
	
	NR Carrier List

9.3.1.137
	If included, the Transmission Bandwidth IE shall be ignored.
	YES
	ignore

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
	-
	

	RANAC
	O
	
	RAN Area Code

9.3.1.57
	
	YES
	ignore

	Extended Served PLMNs List
	
	0..1
	
	This is included if more than 6 Served PLMNs is to be signalled.
	YES
	ignore

	>Extended Served PLMNs Item
	
	1 ..<maxnoofExtendedBPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>>TAI Slice Support List
	O
	
	Slice Support List

9.3.1.37
	Supported S-NSSAIs per PLMN or per SNPN. 
	-
	

	>>NPN Support Information
	O
	
	9.3.1.156
	Supported NPNs per PLMN.
	YES
	reject

	>>Extended TAI Slice Support List
	O
	
	Extended Slice Support List

9.3.1.165
	Additional Supported S-NSSAIs per PLMN or per SNPN. 
	YES
	reject

	Cell Direction
	O
	
	9.3.1.78
	
	YES
	ignore

	Cell Type 
	O
	
	9.3.1.87
	
	YES
	ignore

	Broadcast PLMN Identity Info List
	
	0..<maxnoofBPLMNsNR>
	
	This IE corresponds to the PLMN-IdentityInfoList IE and the NPN-IdentityInfoList IE (if available) in SIB1 as specified in TS 38.331 [8]. All PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE and NPN identities and associated information contained in the NPN-IdentityInfoList IE (if available) are included and provided in the same order as broadcast in SIB1.

NOTE: In case of NPN-only cell, the PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE are not included.
	YES
	ignore

	>PLMN Identity List
	M
	
	Available PLMN List

9.3.1.65
	Broadcast PLMN IDs in SIB1 associated to the NR Cell Identity IE
	-
	

	>Extended PLMN Identity List
	O
	
	Extended Available PLMN List

9.3.1.76
	
	-
	

	>5GS-TAC
	O
	
	OCTET STRING (3)
	
	-
	

	>NR Cell Identity
	M
	
	BIT STRING (36)
	
	-
	

	>RANAC
	O
	
	RAN Area Code

9.3.1.57
	
	-
	

	>Configured TAC Indication
	O
	
	9.3.1.87a
	NOTE: This IE is associated with the 5GS TAC in the Broadcast PLMN Identity Info List IE
	YES
	ignore

	>NPN Broadcast Information
	O
	
	9.3.1.157
	If this IE is included the content of the PLMN Identity List IE and Extended PLMN Identity List IE if present in the Broadcast PLMN Identity Info List IE is ignored.
	YES
	reject

	Configured TAC Indication
	O
	
	9.3.1.87a
	NOTE: This IE is associated with the 5GS TAC on top-level of the Served Cell Information IE
	YES
	ignore

	Aggressor gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated aggressor gNB Set ID of the cell
	YES
	ignore

	Victim gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated Victim gNB Set ID of the cell
	YES
	ignore

	IAB Info IAB-DU
	O
	
	9.3.1.106
	
	YES
	ignore

	SSB Positions In Burst 
	O
	
	9.3.1.138
	
	YES
	ignore

	NR PRACH Configuration
	O
	
	9.3.1.139
	
	YES
	ignore

	SFN Offset
	O
	
	9.3.1.208
	
	YES
	ignore

	NPN Broadcast Information
	O
	
	9.3.1.157
	
	YES
	reject

	Supported MBS FSA ID List
	
	0..<maxnoofMBSFSAs>
	
	Shall contain all MBS Frequency Selection Area Identities associated with the NR CGI.
	YES
	ignore

	>MBS Frequency Selection Area Identity
	M
	
	OCTET STRING(3)
	
	–
	



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofExtendedBPLMNs
	Maximum no. of Extended Broadcast PLMN Ids. Value is 6.

	maxnoofBPLMNsNR
	Maximum no. of PLMN Ids.broadcast in an NR cell. Value is 12.

	maxnoofMBSFSAs
	Maximum no. of MBS FSAs by a cell. Value is 256.


--------------------------------Next Change-----------------------------
9.4.5
Information Element Definitions

-- ASN1START 

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-gNB-CUSystemInformation,


id-HandoverPreparationInformation,


id-TAISliceSupportList,


id-RANAC,


id-BearerTypeChange,


id-Cell-Direction,


id-Cell-Type,


id-CellGroupConfig,


id-AvailablePLMNList,


id-PDUSessionID,


id-ULPDUSessionAggregateMaximumBitRate, 


id-DC-Based-Duplication-Configured,


id-DC-Based-Duplication-Activation,

id-Duplication-Activation,

id-DLPDCPSNLength,


id-ULPDCPSNLength,


id-RLC-Status,


id-MeasurementTimingConfiguration,


id-DRB-Information,

id-QoSFlowMappingIndication,


id-ServingCellMO,


id-RLCMode,


id-ExtendedServedPLMNs-List,


id-ExtendedAvailablePLMN-List,


id-DRX-LongCycleStartOffset,

id-SelectedBandCombinationIndex,


id-SelectedFeatureSetEntryIndex,


id-Ph-InfoSCG,

id-latest-RRC-Version-Enhanced,


id-RequestedBandCombinationIndex,


id-RequestedFeatureSetEntryIndex,


id-DRX-Config,


id-UEAssistanceInformation,


id-PDCCH-BlindDetectionSCG,


id-Requested-PDCCH-BlindDetectionSCG,


id-BPLMN-ID-Info-List,


id-NotificationInformation,


id-TNLAssociationTransportLayerAddressgNBDU,


id-portNumber,


id-AdditionalSIBMessageList,


id-IgnorePRACHConfiguration,


id-CG-Config,


id-Ph-InfoMCG,


id-AggressorgNBSetID,


id-VictimgNBSetID,


id-MeasGapSharingConfig,


id-systemInformationAreaID,


id-areaScope,


id-IntendedTDD-DL-ULConfig,


id-QosMonitoringRequest,


id-BHInfo,


id-IAB-Info-IAB-DU,


id-IAB-Info-IAB-donor-CU,


id-IAB-Barred,


id-SIB12-message,


id-SIB13-message,


id-SIB14-message,


id-UEAssistanceInformationEUTRA,


id-SL-PHY-MAC-RLC-Config,


id-SL-ConfigDedicatedEUTRA-Info,


id-AlternativeQoSParaSetList,


id-CurrentQoSParaSetIndex,


id-CarrierList,


id-ULCarrierList,


id-FrequencyShift7p5khz,


id-SSB-PositionsInBurst,


id-NRPRACHConfig, 


id-TDD-UL-DLConfigCommonNR,


id-CNPacketDelayBudgetDownlink,


id-CNPacketDelayBudgetUplink,


id-ExtendedPacketDelayBudget,


id-TSCTrafficCharacteristics,


id-AdditionalPDCPDuplicationTNL-List,


id-RLCDuplicationInformation,


id-AdditionalDuplicationIndication,

id-mdtConfiguration,


id-TraceCollectionEntityURI,


id-NID,


id-NPNSupportInfo,


id-NPNBroadcastInformation,


id-AvailableSNPN-ID-List,


id-SIB10-message,


id-RequestedP-MaxFR2,


id-DLCarrierList,


id-ExtendedTAISliceSupportList,


id-E-CID-MeasurementQuantities-Item,


id-ConfiguredTACIndication,


id-NRCGI,

id-SFN-Offset,


id-TransmissionStopIndicator,

id-SrsFrequency,

id-EstimatedArrivalProbability,

id-Supported-MBS-FSA-ID-List,

id-TRPType,

id-SRSSpatialRelationPerSRSResource,


id-MBS-Broadcast-NeighbourCellList,
maxNRARFCN,

maxnoofErrors,


maxnoofBPLMNs,

maxnoofBPLMNsNR,

maxnoofDLUPTNLInformation,


maxnoofNrCellBands,


maxnoofULUPTNLInformation,


maxnoofQoSFlows,


maxnoofSliceItems,


maxnoofSIBTypes,


maxnoofSITypes,


maxCellineNB,


maxnoofExtendedBPLMNs,


maxnoofAdditionalSIBs,


maxnoofUACPLMNs,


maxnoofUACperPLMN,


maxCellingNBDU,


maxnoofTLAs,


maxnoofGTPTLAs,


maxnoofslots,


maxnoofNonUPTrafficMappings,


maxnoofServingCells,


maxnoofServedCellsIAB,


maxnoofChildIABNodes,


maxnoofIABSTCInfo,


maxnoofSymbols,


maxnoofDUFSlots,


maxnoofHSNASlots,


maxnoofEgressLinks,


maxnoofMappingEntries,


maxnoofDSInfo,


maxnoofQoSParaSets,


maxnoofPC5QoSFlows,


maxnoofSSBAreas,


maxnoofNRSCSs,


maxnoofPhysicalResourceBlocks,


maxnoofPhysicalResourceBlocks-1,


maxnoofPRACHconfigs,


maxnoofRACHReports,


maxnoofRLFReports,


maxnoofAdditionalPDCPDuplicationTNL,


maxnoofRLCDuplicationState,


maxnoofCHOcells,


maxnoofMDTPLMNs,


maxnoofCAGsupported,


maxnoofNIDsupported,


maxnoofExtSliceItems,


maxnoofPosMeas,


maxnoofTRPInfoTypes,


maxnoofSRSTriggerStates,


maxnoofSpatialRelations,


maxnoBcastCell,


maxnoofTRPs,


maxnoofAngleInfo,


maxnooflcs-gcs-translation,


maxnoofPath,


maxnoofMeasE-CID,


maxnoofSSBs,


maxnoSRS-ResourceSets,


maxnoSRS-ResourcePerSet,


maxnoSRS-Carriers,


maxnoSCSs,


maxnoSRS-Resources,


maxnoSRS-PosResources,


maxnoSRS-PosResourceSets,


maxnoSRS-PosResourcePerSet,


maxnoofPRS-ResourceSets,


maxnoofPRS-ResourcesPerSet,


maxNoOfMeasTRPs,


maxnoofPRSresourceSets,


maxnoofPRSresources,


maxnoofMBSQoSFlows,

maxnoofMBSFSAs
--------------------------------Next Change-----------------------------
Served-Cell-Information-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


{
ID id-RANAC






CRITICALITY ignore
EXTENSION RANAC






PRESENCE optional }|


{
ID id-ExtendedServedPLMNs-List

CRITICALITY ignore
EXTENSION ExtendedServedPLMNs-List
PRESENCE optional }|


{
ID id-Cell-Direction



CRITICALITY ignore
EXTENSION Cell-Direction



PRESENCE optional }|


{
ID id-BPLMN-ID-Info-List


CRITICALITY ignore
EXTENSION BPLMN-ID-Info-List


PRESENCE optional }|


{
ID id-Cell-Type





CRITICALITY ignore
EXTENSION CellType





PRESENCE optional}|


{
ID id-ConfiguredTACIndication

CRITICALITY ignore
EXTENSION ConfiguredTACIndication

PRESENCE optional }|


{
ID id-AggressorgNBSetID



CRITICALITY ignore
EXTENSION AggressorgNBSetID



PRESENCE optional}|


{
ID id-VictimgNBSetID



CRITICALITY ignore
EXTENSION VictimgNBSetID



PRESENCE optional}|


{
ID id-IAB-Info-IAB-DU



CRITICALITY ignore
EXTENSION IAB-Info-IAB-DU



PRESENCE optional}|


{
ID id-SSB-PositionsInBurst


CRITICALITY ignore
EXTENSION SSB-PositionsInBurst


PRESENCE optional }|


{
ID id-NRPRACHConfig




CRITICALITY ignore
EXTENSION NRPRACHConfig




PRESENCE optional }|


{
ID id-SFN-Offset




CRITICALITY ignore
EXTENSION SFN-Offset




PRESENCE optional }|


{
ID id-NPNBroadcastInformation

CRITICALITY reject 
EXTENSION NPNBroadcastInformation

PRESENCE optional }|

{ 
ID id-Supported-MBS-FSA-ID-List



CRITICALITY ignore
EXTENSION Supported-MBS-FSA-ID-List





PRESENCE optional },


...
}

Supported-MBS-FSA-ID-List::= SEQUENCE (SIZE(1..maxnoofMBSFSAs)) OF MBS-FrequencySelectionArea-Identity
MBS-FrequencySelectionArea-Identity::= OCTET STRING (SIZE(3))
--------------------------------Next Change-----------------------------
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNRARFCN







INTEGER ::= 3279165
maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 65536
maxCellingNBDU






INTEGER ::= 512

maxnoofSCells






INTEGER ::= 32

maxnoofSRBs







INTEGER ::= 8

maxnoofDRBs







INTEGER ::= 64

maxnoofULUPTNLInformation



INTEGER ::= 2

maxnoofDLUPTNLInformation



INTEGER ::= 2

maxnoofBPLMNs






INTEGER ::= 6
maxnoofCandidateSpCells




INTEGER ::= 64

maxnoofPotentialSpCells




INTEGER ::= 64

maxnoofNrCellBands





INTEGER ::= 32

maxnoofSIBTypes






INTEGER ::= 32

maxnoofSITypes






INTEGER ::= 32
maxnoofPagingCells





INTEGER ::= 512

maxnoofTNLAssociations




INTEGER ::= 32

maxnoofQoSFlows






INTEGER ::= 64

maxnoofSliceItems





INTEGER ::= 1024

maxCellineNB






INTEGER ::= 256

maxnoofExtendedBPLMNs




INTEGER ::= 6

maxnoofUEIDs






INTEGER ::= 65536

maxnoofBPLMNsNR






INTEGER ::= 12

maxnoofUACPLMNs
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