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1 Introduction

This is the Sod for the following CB:
CB: # SONMDT10_MRDC
- For S-based immediate MDT in NR-DC, an indicator meaning “MN only” is introduced in MDT configuration?

- The solution for activation of signalling based immediate MDT in the SN captured in current BL CR for XnAP is a good approach for Rel-17?
(HW - moderator)
Summary of offline disc 
2 For the Chairman’s Notes

Propose the following:
3 Discussion
3.1 S-based MDT indication for MN or SN in MR-DC
This was discussed at last meeting, but not agreed. There are three options discussed at last meeting:

•
Option 1: MN+SN

•
Option 2: SN only

•
Option 3: MN only 
In R3-221721 [1], it is proposed to adopt option 3:

Proposal: For S-based immediate MDT in NR-DC, an indicator meaning “MN only” is introduced in MDT configuration
While, in R3-221868 [2], it pointed out that option 2 is problematic and conclude that:

Conclusion: The solution for activation of signalling based immediate MDT in the SN captured in current BL CR for XnAP is a good approach for Rel-17.
The above mentioned conclusion indicates that option 2 should be ruled out.
Please provide your companies view here.
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Or your preference if any?
	Comment/Reason

	
	
	

	
	
	

	
	
	


4 Conclusion, Recommendations [if needed]

If needed

5 References

	R3-221721
	(TP for MDT BL CR for TS38.413): S-based MDT for NR-DC (Huawei)

	R3-221868
	Activation of signalling-based immediate MDT in MN/SN (Nokia, Nokia Shanghai Bell)


