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1 Introduction

CB: # SONMDT2_UEHistoryInfor

- Turn WAs to agreements? Continue the discussion on the open issues from last meeting

- Time information for SN UHI: Time spent without SCG and/or Time stamp?

- Capture agreements and update the TPs if agreeable
(ZTE - moderator)

Summary of offline disc R3-222418
It is proposed to divide the discussion into two phases:

-
Phase 1: Identify the issues to be discussed in RAN3


Deadline: Please provide your views by 4:00am UTC Friday February 25th
-
Phase 2: Further discussion to capture agreements and open issues


Deadline: TBD pending on the outcome of Phase 1
2 For the Chairman’s Notes 
[TBD]
3 Phase 1 discussion 
3.1 Whether to include Time spent without SCG and/or Time stamp?
In the last meeting, it is still FFS whether MN can correlate MN and SN UHI only based on time stay in PSCell. According to the contributions, majority companies acknowledge that a correlation issue may occur when the time stay parameter exceeds its limit. But companies have diverging views on how to solve this issue. [1] believes that both Time spent without SCG and Time stamp can be included. [2] proposes to extend the max value of the time stayed in one cell or specify that the stay time is continued in a successive entry once exceeded. [3] proposes to use the duration between two messages to calculate the accurate PSCell stay time, but the Time stamp solution is also acceptable. [6][9] believes that Time stamp is vital to achieve accurate correlation. [6] also proposes the following scenario when 2 consecutive PSCells exceed the time stay limit, it is not possible to achieve accurate correlation without Time stamp even Time spent without SCG is added. It seems that introducing Time stamp is acceptable for majority companies to help MN to correlate MN and SN UHI.
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In the last meeting, it is also still FFS whether to include Time spent without SCG and/or Time stamp. The reasons for each camp are listed as follows.
Time stamp:
· Time spent without SCG will cause accumulating inaccuracy issue over the duration of DC operation which is not good for the correlation. Times tamp helps avoid this issue [9]. 

· Only including Time stamp is enough since time spent without SCG can be calculated based on the time stamp and time stay parameters [9]. 

Time spent without SCG:
· If Time stamp is used, the MN needs to extract time duration information for UE without SCG, which is more complex compared with Time spent without SCG [1] 
· Using Time stamp will increase the overhead of inter-node message and require time synchronization [2] 

· Time stamp is a point in time while the time without SN is a period of time. It is not possible to indicate the time duration without SN via a time stamp [3].

· This information can be used to enhance understanding of previous UE choices in terms of DC [6].

We have already discussed this issue in several meetings and it seems that both camps stay the same position. Moderator would suggest a hybrid scheme including both two parameters as a compromise. An example is given in the following figure to illustrate how to achieve the correlation based on the hybrid scheme. We can design the time stamp as the absolute time when a PSCell is added, thus the MN is aware of the starting time t1, t3, and t5 for each PSCell. Since we have agreed to include time UE stayed in the cell in SN UHI, MN can derive the corresponding leaving time t2, t4, and t6 for each PSCell according to the time stay parameters T1, T2, and T3 for each PSCell. But if the time UE stayed in the cell IE exceeds its limit, e.g. the limit is 4095 but T2 > 4095, then T2 will be set to 4095 and the calculated leaving time t’4 is wrong (PSCell 2 will only be correlated to PCell 1 instead of both PCell 1 and PCell 2 with this wrong information). When the the time UE stayed in the cell IE exceeds its limit, we can use time spent without SCG to calculate the correct leaving time of this PSCell, e.g. using the time spent without PSCell 2 T4 with t5 to derive the correct t4.

[image: image2.emf]PCell 1 PCell 2

PSCell 1

t

1

t

2

Time 

stamp 1

Time stay 1

Time 

Stamp 2

PSCell 2

t

3

t

4

Time stay 2

Time 

Stamp 3

PSCell 3

t

5

t

6

Time stay 3

T

1

T

2

T

3

PCell 1 PSCell 1 PSCell 2

PCell 2 PSCell 2 PSCell 3

Correlation list

t'

4

w/o SCG 

T

4

4095


Question 1: Companies are kindly asked which option below is preferred.

1) Time stamp 
2) Time spent without SCG
3) Hybrid solution including both Time stamp and Time spent without SCG
	Company
	Option
	Comment

	ZTE
	1) or 3)
	UHI does not require strict synchronization, and the time differences among different base stations are very small. Thus the synchronization issue pointed out by the opponents is not critical. A correlation error will be caused if we only use 2) to achieve the correlation as analyzed in [9]. We think only including time stamp is enough since time spent without SCG can be calculated based on the time stamp and time stay parameters, but we can accept 3) as a compromise. 

	Nokia
	1
	Time spent without PSCell is very questionable metric. First, it has to be measured at the MN, which means the MN has to be involved in the generating of SCG UHI – something that was agreed to be avoided. Then, its use is also doubtful – once DC is released, shall the MN keep counting “time without PSCell”? If not, then there will be hardly any “time without PScell”, because as long as DC is configured, there is always some PSCell.

	Lenovo
	1)
	The issue due to synchronization among gNBs/eNBs is negligible, and Option1 is preferred for MN to achieve the correlation. 

Option 3 is acceptable for the case that the time UE stayed in the cell IE exceeds the limit.

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


3.2 How to achieve the subscription mechanism

In the last meeting, It is still FFS which option below could be pursued to achieve the subscription mechanism. 

Option 1: Add a subscription indicator in the SN addition request message to indicate the subscription of PSCell changes. SN sends the full SN UHI to MN during each PSCell change.

Option 2: Use the existing Location Information at S-NODE reporting IE to indicate the the subscription of PSCell changes. SN informs MN with the new PSCell ID during each PSCell change.
The reasons for each camp are listed as follows.

Option 1:
· The Location Reporting procedure is originally designed to acquire the UE location related information and initiated by AMF. It would be better to avoid reusing the same procedure for a different purpose [1][2][3]. 

· It is up to MN to do correlation, but MN would have to correlate UHI every time it receives the new PSCell ID. But MN can choose when to perform the correlation if full SN UHI is received [2].

· Since the SN UHI is already collected in the SN node, it is not preferred to let MN do the duplicated work [3]. 

· There may be a mismatch issue to let both SN and MN collect SN UHI [3][9].

· The existing IE is not suitable for subscription as it is a CN feature with strong constraints of usage [6].

· Option 1 is future proof, and it can still work if more parameters are added for SN UHI [9].

Option 2:
· No new IE or no new message is needed. There is no restriction in the specification that the MN can only include Location Information at S-NODE reporting IE when receiving request from the AMF. And in option1, for each PScell change, SN sends the list of 16 PSCell UHI which is really duplicated [15]. 

It seems hard to agree on option 1 based on the discussion of last meeting, and thus moderator would propose a compromise solution as option 3 to try to move forward.
Question 2: Companies are kindly asked which option below is preferred. 

1) Add a subscription indicator in the SN addition request message to indicate the subscription of PSCell changes. SN sends the full SN UHI to MN during each PSCell change.
2) Use the existing Location Information at S-NODE reporting IE to indicate the the subscription of PSCell changes. SN informs MN with the new PSCell ID during each PSCell change.
3) Add a new codepoint to the existing Location Information at S-NODE reporting IE to indicate the subscription of PSCell changes. SN sends the full SN UHI to MN during each PSCell change.
	Company
	Option
	Comment

	ZTE
	1) or 3)
	Adding a new indicator for subscription initiated by NG-RAN is more straightforward, and it is not a big cost. It seems duplicated to let both SN and MN collect SN UHI, and this may also cause the mismatch issue. Considering above reasons, we prefer 1) but we can accept 3) as a compromise. 

	Nokia
	2 or 3 
	We do not think adding yet another subscription flag makes sense – the existing one hall rather be extended.
Since this is the last meeting, we could accept also (1), but only if absolutely everybody else prefers it.

	Lenovo
	1)
	
The existing Location Information at S-NODE reporting IE is used for Location Reporting procedure initiated by AMF, it is better to introduce a new indicator IE for SN UHI subscription that initiated by RAN node.


	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


3.3 Stage 3 details

It is noted that the maximum number of last visited PSCell is not aligned in the BL CRs. Thus, moderator would suggest setting this value to 16 based on experience. 

Question 3: Do companies agree to set the maximum number of last visited PSCell to 16?
	Company
	Yes/No
	Comment

	ZTE
	Yes
	

	Nokia
	Yes, but
	Is this limit per list, so that it will be possible to have up to 16 PSCells per each PCell? If so, the extended UHI may be huge… Perhaps we could have a lower limit of PSCells per PCell? Like 8?

	Lenovo
	Yes 
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


In the current TS 38.413 BL CR, the structure of the Last Visited PSCell Information in 9.2.3.X is a bit complicated as shown below.

9.2.3.X
Last Visited PSCell Information 
The Last Visited PSCell Information may contain cell specific information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Last Visited PSCell Information
	M
	
	
	

	>NG-RAN Cell
	
	
	
	

	>>Last Visited NG-RAN PSCell Information
	M
	
	9.2.3.X1
	

	>E-UTRAN Cell
	
	
	
	

	>>Last Visited E-UTRAN PSCell Information
	M
	
	9.2.3.X2
	


9.2.3.X1
Last Visited NG-RAN PSCell Information
The Last Visited NG-RAN PSCell Information contains information on the PSCell used and the time the UE accessed the cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PSCell ID
	M
	
	NR CGI

9.3.1.7
	

	Time UE Stayed in Cell
	M
	
	INTEGER (0..40950)
	The duration of time the UE stayed in the cell, or set of NR cells with the same NR ARFCN for reference point A, in 1/10 seconds. If the duration is more than 4095s, this IE is set to 40950.


9.2.3.X2
Last Visited E-UTRAN PSCell Information
The Last Visited NG-RAN PSCell Information contains information on the PSCell used and the time the UE accessed the cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PSCell ID
	M
	
	E-UTRA CGI

9.3.1.9
	

	Time UE Stayed in Cell
	M
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950.


Thus [13] propose to simplify the structure of the Last Visited PSCell information as below. In this simplified structure, only 9.2.3.X is kept while 9.2.3.X1 and 9.2.3.X2 are deleted. 
9.2.3.X
Last Visited PSCell Information 
The Last Visited PSCell Information may contain cell specific information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PSCell ID
	M
	
	NG-RAN CGI

9.3.1.73
	
	-
	

	Time UE Stayed in Cell
	M
	
	INTEGER (0..40950)
	The duration of the time the UE stayed in the cell in 1/10 seconds. If the UE stays in a cell more than 4095s, this IE is set to 40950
	-
	

	Time Stamp
	O
	
	9.3.1.75
	Indicates the UTC time when the PSCell was added.
	YES
	ignore

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	




	
	
	
	
	

	
	
	
	

	

	
	
	
	
	




	
	
	
	
	

	
	
	
	

	

	
	
	
	
	


Question 4: Do companies agree to simplify the structure of the Last Visited PSCell Information in 9.2.3.X of TS 38.413 as above?
	Company
	Yes/No
	Comment

	ZTE
	Yes
	

	Nokia
	Yes
	We assume that the NG-RAN CGI (9.3.1.73) is a choice of NR or E-UTRAN CGI, right?

	Lenovo
	Yes
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


3.4 UE history information during SCG activation/deactivation

[6] states that there are currently some discussions in 3GPP on the possibility of activation/deactivation of SCG to save power when the UE does not need additional bandwidth through additional SCells of the the SCG. The activation/deactivation request can come from the MN or the UE. This network state has to be accurately captured by the UHI as to not give wrong information about UE mobility and usage. This information is important for SN mobility optimization, as it is related to the “real” usage of the SCG-leg. This can be done e.g. by collecting information about the duration for which the SCG was deactivated. [6] proposes to further discuss this issue in Rel-18. 
Question 5: Do companies agree to discuss the impact of SCG activation/deactivation on UE history information in release 18?
	Company
	Yes/No
	Comment

	ZTE
	No
	This issue has not been discussed and thus it shall not be regarded as a left issue. This can be discussed in a contribution-driven way in the next release. 

	Nokie
	No
	It is a bit late to discuss it… Also, from a glance, it seems there is no impact: deactivated SCG is still configured, so the UE has PSCell (which is deactivated). 

	Lenovo
	No
	Currently this issue is not included in the scope of R18 WI, it is not mandatory to discuss it in R18. 

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


3.5 Others
Please add any other issues not covered by the above questions.
	Company
	Comment

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


4 Phase 2 discussion 

5 Conclusion, Recommendations [if needed]

If needed
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