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	Reason for change:
	The current specifications of Bluetooth/WLAN measurement configuration in S1/X2 and RRC might result in the situation that no namelist is configured to UE, and UE would not report any Bluetooth/WLAN measurement results. 

	
	

	Summary of change:
	Introduce additional description.
For WLAN Measurement Configuration IE, adding a semantics description that WLAN Measurement Configuration Name List shall be present if WLAN Measurement Configuration IE is set to be Setup.

For Bluetooth Measurement Configuration IE, adding a semantics description that Bluetooth Measurement Configuration Name List shall be present if Bluetooth measurement Configuration IE is set to be setup.
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<<<<<<<<<<<<<<<<<<<< Start of 1st set of Changes >>>>>>>>>>>>>>>>>>>>
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This IE defines the parameters for Bluetooth measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bluetooth Measurement Configuration
	M
	
	ENUMERATED (Setup, …)
	

	Bluetooth Measurement Configuration Name List
	
	0..1
	
	This IE is present if the Bluetooth Measurement Configuration IE is set to Setup.

	[bookmark: _GoBack]>Bluetooth Measurement Configuration Name Item IEs
	
	1 .. <maxnoofBluetoothName>
	
	

	>>Bluetooth Measurement Configuration Name
	M
	
	OCTET STRING (SIZE (1..248))
	

	BT RSSI
	O
	
	ENUMERATED (True, …)
	In case of Immediate MDT, it corresponds to M8 measurement as defined in 37.320 [31].



	Range bound
	Explanation

	maxnoofBluetoothname
	Maximum no. of Bluetooth local name used for Bluetooth measurement collection, the maximum value is 4.
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This IE defines the parameters for WLAN measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	WLAN Measurement Configuration
	M
	
	ENUMERATED (Setup, …)
	

	WLAN Measurement Configuration Name List
	
	0..1
	
	This IE is present if the Bluetooth Measurement Configuration IE is set to Setup.

	>WLAN Measurement Configuration Name Item IEs
	
	1 .. <maxnoofWLANName>
	
	

	>>WLAN Measurement Configuration Name
	M
	
	OCTET STRING (SIZE (1..32))
	

	WLAN RSSI
	O
	
	ENUMERATED (True, …)
	In case of Immediate MDT, it corresponds to M8 as defined in 37.320 [31].

	WLAN RTT
	O
	
	ENUMERATED (True, …)
	For Immediate MDT, it corresponds to M9 as defined in 37.320 [31].



	Range bound
	Explanation

	maxnoofWLANname
	Maximum no. of WLAN SSID used for WLAN measurement collection, the maximum value is 4.
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