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8.2.X.1	General
The PRS Configuration Exchange procedure is initiated by the LMF to request the NG-RAN node to configure or update (i.e., turn off) PRS transmission. This procedure applies only if the NG-RAN node is a gNB.
8.2.X.2	Successful Operation


Figure 8.2.X.2-1: PRS Configuration Exchange procedure, successful operation
The LMF initiates the procedure by sending a PRS CONFIGURATION REQUEST message to the NG-RAN node.
If the PRS Configuration Request Type IE is set to “configure”, the NG-RAN node should use the information in the Requested DL PRS Transmission Characteristics IE to configure DL-PRS transmission by the indicated TRP(s).
If the PRS Configuration Request Type IE is set to “off”, the NG-RAN node should, if supported, use the information in the PRS Transmission Off Information IE to turn off the DL-PRS transmission for the indicated TRP(s), PRS Resource Set(s), or PRS Resource(s).
If DL-PRS transmission is successfully configured or updated for at least one of the TRPs, the NG-RAN node shall respond with a PRS CONFIGURATION RESPONSE message.

8.2.X.3	Unsuccessful Operation


Figure 8.2.X.3-1: PRS Configuration Exchange procedure, unsuccessful operation
If the NG-RAN node cannot configure or update DL-PRS transmission for any of the TRPs in the PRS TRP List IE of the PRS CONFIGURATION REQUEST message, it shall respond with a PRS CONFIGURATION FAILURE message with an appropriate cause value.
8.2.X.4	Abnormal Conditions
Void.

Next Change
9.1.1.a1	PRS CONFIGURATION REQUEST
This message is sent by the LMF to request the NG-RAN node to configure or update PRS transmission.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	PRS Configuration Request Type
	M
	
	ENUMERATED(configure, off, …) 
	
	YES
	reject

	[bookmark: _Hlk72345176]PRS TRP List
	
	1
	
	
	YES
	ignore

	  >PRS TRP Item
	
	1 .. <maxnoTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.2.24
	
	-
	

	>>Requested DL PRS Transmission Characteristics
	C-ifConf
	
	9.2.x1
	
	-
	

	>>PRS Transmission Off Information
	C-ifOff
	
	9.2.x1d
	
	-
	



	Range bound
	Explanation

	maxnoTRPs
	Maximum no. of TRPs in a NG-RAN node. Value is 65535



	Condition
	Explanation

	ifConf
	This IE shall be present if the PRS Configuration Request Type IE is set to the value "configure".

	ifOff
	This IE shall be present if the PRS Configuration Request Type IE is set to the value "off".



9.1.1.a2	PRS CONFIGURATION RESPONSE
This message is sent by NG-RAN node to acknowledge configuring or updating the PRS transmission.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	PRS Transmission TRP List
	
	1
	
	
	YES
	ignore

	  >PRS Transmission TRP Item
	
	1 .. <maxnoTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.2.24
	
	-
	

	>>PRS Configuration
	M
	
	9.2.44
	
	-
	



	Range bound
	Explanation

	maxnoTRPs
	Maximum no. of TRPs in a NG-RAN node. Value is 65535



9.1.1.a3	PRS CONFIGURATION FAILURE
This message is sent by NG-RAN node to indicate that it cannot configure any PRS transmission.
Direction: NG-RAN node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Cause
	M
	
	9.2.1
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore



Next Change
9.2.x1 Requested DL PRS Transmission Characteristics
This IE contains the requested PRS configuration for transmission by the LMF.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Requested DL-PRS Resource Set List
	
	1
	
	

	>Requested DL-PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	

	>>PRS bandwidth
	O
	
	INTEGER(1..63)
	24,28,…,272 PRBs

	>>Comb Size
	O
	
	ENUMERATED(2, 4, 6, 12, …) 
	

	>>Resource Set Periodicity
	O
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…)
	

	>>Resource Repetition Factor
	O
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…) 
	

	>>Resource Number of Symbols
	O
	
	ENUMERATED(n2,n4,n6,n12,…)
	

	>>Requested DL-PRS Resource List
	O
	
	9.2.x1b
	

	>>Resource Set Start Time and Duration
	O
	
	Start Time and Duration
9.2.x1c
	This IE is ignored if the Start Time and Duration IE is present

	Number of Frequency Layers
	O
	
	INTEGER(1..4)
	

	Start Time and Duration
	O
	
	9.2.x1c
	



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.



[bookmark: _Hlk94357236]9.2.x1b	Requested DL-PRS Resource List 
This IE contains the requested DL-PRS resource list.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Requested DL-PRS Resource List
	
	1
	
	NR-DL-PRS-Resource-r16 as defined in TS 37.355 [14]

	>Requested DL-PRS Resource Item
	
	1..<maxnoofPRSresource>
	
	

	>>CHOICE QCL Info
	O
	
	
	

	>>>SSB
	
	
	
	

	>>>>NR PCI
	M
	
	INTEGER(0..1007)
	

	>>>>SSB Index
	O
	
	INTEGER(0..63)
	

	>>>DL-PRS
	
	
	
	

	>>>>QCL 	Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>>>>QCL 	Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	



	Range bound
	Explanation

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.



9.2.x1c	Start Time and Duration 
This IE contains the start time and/or duration for the on-demand DL-PRS.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Start Time
	O
	
	Relative Time 1900
9.2.36
	

	Duration
	O
	
	INTEGER (0..90060, …)
	Unit: seconds



9.2.x1d	PRS Transmission Off Information
This IE contains the information to turn off particular PRS transmissions.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE level
	M
	
	
	

	>TRP level
	
	
	NULL
	

	
	
	
	
	

	>PRS resource set level
	
	
	
	

	>>PRS Resource Set List
	
	1
	
	

	>>>PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	

	>>>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	
	
	
	
	

	>PRS resource level
	
	
	
	

	>>PRS Resource Set List
	
	1
	
	

	>>>PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	

	>>>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>>>>PRS Resource List
	
	1
	
	

	>>>>>PRS Resource Item
	
	1..<maxnoofPRSresource>
	
	

	>>>>>>PRS Resource ID
	M
	
	INTEGER(0..63)
	

	
	
	
	
	



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.
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9.2.x3	On-demand PRS TRP Information
This IE contains on-demand PRS information for the TRP.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	On-demand PRS Request Allowed
	M
	
	BIT STRING (SIZE(16))
	Each position in the bitmap represents an on-demand PRS transmission parameter:
first bit: Resource Set Periodicity
second bit: PRS Bandwidth
third bit: Resource Repetition Factor
fourth bit: Resource Number of Symbols
fifth bit: Comb Size
sixth bit: Number of Frequency Layers
seventh bit: Start Time and Duration
eighth bit: Off Indication
ninth bit: QCL Information
Other bits reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’.

	Allowed Resource Set Periodicity Values
	O
	
	BIT STRING (SIZE(24))
	This IE applies only if the first bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Set Periodicity IE defined in subclause 9.2.x1, first bit = 4 and so on. Bits 21-24 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Set Periodicity values are allowed to be requested.

	Allowed PRS Bandwidth Values
	O
	
	BIT STRING (SIZE(64))
	This IE applies only if the second bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the PRS Bandwidth IE defined in subclause 9.2.x1, first bit = 1 and so on. Bit 64 is reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all PRS Bandwidth values are allowed to be requested.

	Allowed Resource Repetition Factor Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the third bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Repetition Factor IE defined in subclause 9.2.x1, first bit = rf1 and so on. Bit 8 is reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Repetition Factor values are allowed to be requested.

	Allowed Resource Number of Symbols Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the fourth bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Number of Symbols IE defined in subclause 9.2.x1, first bit = n2 and so on. Bits 5-8 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Number of Symbols values are allowed to be requested.

	Allowed Comb Size Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the fifth bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Comb Size IE defined in subclause 9.2.x1, first bit = 2 and so on. Bits 5-8 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Comb Size values are allowed to be requested.
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[bookmark: _Toc534903102][bookmark: _Toc51776081][bookmark: _Toc56773103][bookmark: _Toc56773314]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
[bookmark: _Hlk50049841]	UE-Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
[bookmark: _Hlk50049901]	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	TRPMeasurementQuantities,
	TrpMeasurementResult,
	TRP-ID,
	TRPInformationTypeListTRPReq,
	TRPInformationListTRPResp,
	TRP-MeasurementRequestList,
	TRP-MeasurementResponseList,
	TRP-MeasurementUpdateList,
	MeasurementBeamInfoRequest,
[bookmark: _Hlk42765189]	PositioningBroadcastCells,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	TRPList,
	AbortTransmission,
	SystemFrameNumber,
	SlotNumber,
	RelativeTime1900,
	SpatialRelationPerSRSResource,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	UEReportingInformation,
	ExtendedAdditionalPathListRequest,
	MultipleULAoAofAdditionalPathRequest,
	LoS-NLoSInfoRequest,
	UETxTEGAssociation,
	TRP-PRS-Information-List,
	PRS-Measurements-Info-List,
	PRSConfigRequestType



	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
[bookmark: _Hlk50049923]	id-LMF-Measurement-ID,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
[bookmark: _Hlk50049941]	id-RAN-Measurement-ID,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
[bookmark: _Hlk50049956]	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-TRPMeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationTypeListTRPReq,
	id-TRPInformationListTRPResp,
	id-TRP-MeasurementRequestList,
	id-TRP-MeasurementResponseList,
	id-TRP-MeasurementReportList,
	id-TRP-MeasurementUpdateList,
	id-MeasurementBeamInfoRequest,
	id-PositioningBroadcastCells,
[bookmark: _Hlk42765888]	id-SRSType,
	id-ActivationTime,
	id-SRSResourceSetID,
	id-TRPList,
	id-SRSSpatialRelation,
	id-AbortTransmission, 
	id-SystemFrameNumber,
	id-SlotNumber,
	id-SRSResourceTrigger,
	id-SFNInitialisationTime,
	id-SRSSpatialRelationPerSRSResource,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-UEReportingInformation,
	id-ExtendedAdditionalPathListRequest,
	id-MultipleULAoAofAdditionalPathRequest,
	id-LoS-NLoSInfoRequest,
	id-UETxTEGAssociation,
	id-TRP-PRS-Information-List,
	id-PRS-Measurements-Info-List,
	id-PRSConfigRequestType



	
FROM NRPPA-Constants;

** SKIPPING UNCHANGED TEXT **

PRSConfigurationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PRSConfigurationRequest-IEs}},
	...
}

PRSConfigurationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-PRSConfigRequestType	CRITICALITY reject	TYPE PRSConfigurationRequestType		PRESENCE mandatory},
	{ ID id-PRSTRPList				CRITICALITY ignore	TYPE PRSTRPList							PRESENCE mandatory},
	...
}

Next Change
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc56773315]9.3.5	Information Element definitions
** SKIPPING UNCHANGED TEXT **

OnDemandTRPPRS-Info ::= SEQUENCE {
	onDemandPRSRequestAllowed		BIT STRING (SIZE (16)),



	iE-Extensions	ProtocolExtensionContainer { { OnDemandTRPPRS-Info-ExtIEs} } OPTIONAL,
	...
}

OnDemandTRPPRS-Info-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}




** SKIPPING UNCHANGED TEXT **

PRSInformationPos  ::= SEQUENCE {
	pRS-IDPos					INTEGER(0..255),	
	pRS-Resource-Set-IDPos		INTEGER(0..7),
	pRS-Resource-IDPos			INTEGER(0..63)	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PRSInformationPos-ExtIEs} } OPTIONAL,
	...
}

PRSInformationPos-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSConfigRequestType ::= ENUMERATED {configure, off, ...}

** SKIPPING UNCHANGED TEXT **

PRSTransmissionOffIndication ::= CHOICE { 
	pRSTransmissionOffPerTRP				NULL,
	pRSTransmissionOffPerResourceSet		PRSTransmissionOffPerResourceSet,
	pRSTransmissionOffPerResource			PRSTransmissionOffPerResource,
[bookmark: _Hlk42707279]	choice-Extension		ProtocolIE-Single-Container {{ PRSTransmissionOffIndication-ExtIEs }}
}

PRSTransmissionOffIndication-ExtIEs NRPPA-PROTOCOL-IES ::= {
	...
}

PRSTransmissionOffPerResource ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF PRSTransmissionOffPerResource-Item

PRSTransmissionOffPerResource-Item  ::= SEQUENCE {
	pRSResourceSetID								PRS-Resource-Set-ID,
	pRSTransmissionOffIndicationPerResourceList		SEQUENCE (SIZE(1.. maxnoofPRSresource)) OF PRSTransmissionOffIndicationPerResource-Item,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffPerResource-Item-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffPerResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffIndicationPerResource-Item  ::= SEQUENCE {
	pRSResourceID								PRS-Resource-ID,

	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffPerResource-Item-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffPerResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffInformation ::= SEQUENCE {
	pRSTransmissionOffIndication	PRSTransmissionOffIndication,
	iE-Extensions					ProtocolExtensionContainer { { PRSTransmissionOffInformation-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffPerResourceSet ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF PRSTransmissionOffPerResourceSet-Item

PRSTransmissionOffPerResourceSet-Item  ::= SEQUENCE {
	pRSResourceSetID								PRS-Resource-Set-ID,

	iE-Extensions			ProtocolExtensionContainer { { PRSTransmissionOffPerResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

PRSTransmissionOffPerResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}











PRSTRPList ::= SEQUENCE (SIZE(1.. maxnoTRPs)) OF PRSTRPItem

PRSTRPItem ::= SEQUENCE {
		tRP-ID		TRP-ID,
		requestedDLPRSTransmissionCharacteristics	RequestedDLPRSTransmissionCharacteristics	OPTIONAL, 
[bookmark: _Hlk54263809]-- The IE shall be present if the PRS Configuration Request Type IE is set to “configure” --
		pRSTransmissionOffInformation				PRSTransmissionOffInformation				OPTIONAL,
-- The IE shall be present if the PRS Configuration Request Type IE is set to “off” --
		iE-Extensions	ProtocolExtensionContainer { { PRSTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTRPItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}



PRSTransmissionTRPList ::= SEQUENCE (SIZE(1.. maxnoTRPs)) OF PRSTransmissionTRPItem

PRSTransmissionTRPItem ::= SEQUENCE {
		tRP-ID				TRP-ID,
		pRSConfiguration	PRSConfiguration,

	iE-Extensions	ProtocolExtensionContainer { { PRSTransmissionTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTransmissionTRPItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

** SKIPPING UNCHANGED TEXT **

RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers				INTEGER(1..4)			OPTIONAL,
	startTimeAndDuration				StartTimeAndDuration	OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSTransmissionCharacteristics-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSet)) OF RequestedDLPRSResourceSet-Item

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63)	OPTIONAL,
	combSize						ENUMERATED{n2, n4, n6, n12, ...}	OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,...}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List			OPTIONAL,
	resourceSetStartTimeAndDuration		StartTimeAndDuration			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResourceSet-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresource)) OF RequestedDLPRSResource-Item

RequestedDLPRSResource-Item  ::= SEQUENCE {
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedDLPRSResource-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResource-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

** SKIPPING UNCHANGED TEXT **

SSID ::= OCTET STRING (SIZE(1..32))

StartTimeAndDuration ::= SEQUENCE {
	startTime			RelativeTime1900				OPTIONAL,
	duration			INTEGER (0..90060, ...)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { StartTimeAndDuration-ExtIEs} }	OPTIONAL,
	...
}

StartTimeAndDuration-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc56773317]9.3.7	Constant definitions
** SKIPPING UNCHANGED TEXT **

id-PRS-Measurements-Info-List									ProtocolIE-ID ::= z7
id-PRSConfigRequestType											ProtocolIE-ID ::= z8

End of Text Proposal for TS 38.455 BL CR
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