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1	Introduction
[bookmark: _Toc474247438]This F1AP TP mirrors the NRPPa TP in R3-222611.
Annex A:	TP for TS 38.473 BL CR
Start of Text Proposal for TS 38.473 BL CR
[bookmark: _Toc51763557][bookmark: _Toc64448723][bookmark: _Toc66289382]8.13.x	PRS Configuration Exchange
[bookmark: _Toc534903040][bookmark: _Toc51763558][bookmark: _Toc64448724][bookmark: _Toc66289383]8.13.x.1	General
The PRS Configuration Exchange procedure is initiated by the gNB-CU to request the gNB-DU to configure or update (i.e., turn off) the PRS transmissions. 
The procedure uses non-UE-associated signalling.
[bookmark: _Toc534903041][bookmark: _Toc51763559][bookmark: _Toc64448725][bookmark: _Toc66289384]8.13.x.2	Successful Operation


Figure 8.13.X.2-1: PRS Configuration Exchange procedure, successful operation
The gNB-CU initiates the procedure by sending a PRS CONFIGURATION REQUEST message to the gNB-DU. 
If the PRS Configuration Request Type IE is set to “configure”, the gNB-DU should use the information in the Requested DL PRS Transmission Characteristics IE to configure DL-PRS transmission by the indicated TRP(s).
If the PRS Configuration Request Type IE is set to “off”, the gNB-DU should, if supported, use the information in the PRS Transmission Off Information IE to turn off the DL-PRS transmission for the indicated TRP(s), PRS Resource Set(s), or PRS Resource(s).
If DL-PRS transmission is successfully configured or updated for at least one of the TRPs, the gNB-DU shall responds with the PRS CONFIGURATION RESPONSE message.

8.13.x.3	Unsuccessful Operation


Figure 8.13.X.2-1: PRS Configuration Exchange procedure, unsuccessful operation
If the gNB-DU cannot configure or update DL-PRS transmission for any of the TRPs in the PRS TRP List IE of the PRS CONFIGURATION REQUEST message, it shall respond with a PRS CONFIGURATION FAILURE message with an appropriate cause value.

8.13.X.4	Abnormal Conditions
Void.
Next Change
9.2.12.x	PRS CONFIGURATION REQUEST
This message is sent by a gNB-CU to request a gNB-DU to configure or update PRS transmissions.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PRS Configuration Request Type
	M
	
	ENUMERATED (configure, off, …) 
	
	YES
	reject

	PRS TRP List
	
	1
	
	
	YES
	ignore

	>PRS TRP Item
	
	1 .. <maxnoofTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.3.1.197
	
	-
	

	>>Requested DL PRS Transmission Characteristics 
	C-ifConf
	
	9.3.1.a
	
	-
	

	>>PRS Transmission Off Information
	C-ifOff
	
	9.3.1.a2
	
	-
	



	Range bound
	Explanation

	maxnoofTRPs
	Maximum no. of TRPs in a  gNB-DU Value is 65535



	Condition
	Explanation

	ifConf
	This IE shall be present if the PRS Configuration Request Type IE is set to the value "configure".

	ifOff
	This IE shall be present if the PRS Configuration Request Type IE is set to the value "off".



9.2.12.y	PRS CONFIGURATION RESPONSE
This message is sent by a gNB-DU to acknowledge configuring or updating the PRS transmissions.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PRS Transmission TRP List
	
	1
	
	
	YES
	ignore

	>PRS Transmission TRP Item
	
	1 .. <maxnoofTRPs>
	
	
	EACH
	ignore

	>>TRP ID
	M
	
	9.3.1.197
	
	-
	

	>>PRS Configuration
	M
	
	9.3.1.177
	
	-
	



	Range bound
	Explanation

	maxnoofTRPs
	Maximum no. of TRPs in a gNB-DU Value is 65535.


[bookmark: _Toc51763677][bookmark: _Toc64448846][bookmark: _Toc66289505]
9.2.12.z	PRS CONFIGURATION FAILURE
This message is sent by the gNB-DU to indicate that it cannot configure any PRS transmission.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



Next Change
[bookmark: OLE_LINK61][bookmark: OLE_LINK62][bookmark: _Toc20955956][bookmark: _Toc29893074][bookmark: _Toc36557011][bookmark: _Toc45832459][bookmark: _Toc51763739][bookmark: _Toc64448908][bookmark: _Toc66289567]9.3.1.a	Requested DL PRS Transmission Characteristics
This IE contains the requested PRS configuration for transmission by the gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Requested DL-PRS Resource Set List
	
	1
	
	

	>Requested DL-PRS Resource Set Item
	
	1..<maxnoofPRSresourceSets>
	
	

	>>PRS bandwidth
	O
	
	INTEGER(1..63)
	24,28,…,272 PRBs

	>>Comb Size
	O
	
	ENUMERATED(2, 4, 6, 12, …)
	

	>>Resource Set Periodicity
	O
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…)
	

	>>Resource Repetition Factor
	O
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	

	>>Resource Number of Symbols
	O
	
	ENUMERATED(n2,n4,n6,n12,…)
	

	>>Requested DL-PRS Resource List
	O
	
	9.3.1.f
	

	>>Resource Set Start Time and Duration
	O
	
	Start Time and Duration
9.3.1.a1
	This IE is ignored if the Start Time and Duration IE is present

	Number of Frequency Layers
	O
	
	INTEGER(1..4)
	

	Start Time and Duration
	O
	
	9.3.1.a1
	




	Range bound
	Explanation

	maxnoofPRSresourceSets
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresources
	Maximum no of PRS resources per PRS resource set. Value is 64.





[bookmark: OLE_LINK63][bookmark: OLE_LINK64]9.3.1.a1	Start Time and Duration
This IE contains the start time and/or duration for the on-demand DL-PRS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Start Time
	O
	
	Relative Time 1900
9.3.1.183
	

	Duration
	O
	
	INTEGER (0..90060, …)
	Unit: seconds



9.3.1.a2	PRS Transmission Off Information
This IE contains the information to turn off particular PRS transmissions.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE level
	M
	
	
	

	>TRP level
	
	
	NULL
	

	>PRS resource set level
	
	
	
	

	>>PRS Resource Set List
	
	1
	
	

	>>>PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	

	>>>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>PRS resource level
	
	
	
	

	>>PRS Resource Set List
	
	1
	
	

	>>>PRS Resource Set Item
	
	1..<maxnoofPRSresourceSet>
	
	

	>>>>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>>>>PRS Resource List
	
	1
	
	

	>>>>>PRS Resource Item
	
	1..<maxnoofPRSresource>
	
	

	>>>>>>PRS Resource ID
	M
	
	INTEGER(0..63)
	



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.





	
	
	
	
	

	
	
	
	
	




Next Change
[bookmark: OLE_LINK68][bookmark: OLE_LINK69][bookmark: _Toc478159770]9.3.1.Y3	On-demand PRS TRP Information
This IE contains on-demand PRS information for the TRP.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	On-demand PRS Request Allowed
	M
	
	BIT STRING (SIZE(16))
	Each position in the bitmap represents an on-demand PRS transmission parameter:
first bit: Resource Set Periodicity
second bit: PRS Bandwidth
third bit: Resource Repetition Factor
fourth bit: Resource Number of Symbols
fifth bit: Comb Size
sixth bit: Number of Frequency Layers
seventh bit: Start Time and Duration
eighth bit: Off Indication
ninth bit: QCL Information
Other bits reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’.

	Allowed Resource Set Periodicity Values
	O
	
	BIT STRING (SIZE(24))
	This IE applies only if the first bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Set Periodicity IE defined in subclause 9.2.x1, first bit = 4 and so on. Bits 21-24 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Set Periodicity values are allowed to be requested.

	Allowed PRS Bandwidth Values
	O
	
	BIT STRING (SIZE(64))
	This IE applies only if the second bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the PRS Bandwidth IE defined in subclause 9.2.x1, first bit = 1 and so on. Bit 64 is reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all PRS Bandwidth values are allowed to be requested.

	Allowed Resource Repetition Factor Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the third bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Repetition Factor IE defined in subclause 9.2.x1, first bit = rf1 and so on. Bit 8 is reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Repetition Factor values are allowed to be requested.

	Allowed Resource Number of Symbols Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the fourth bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Resource Number of Symbols IE defined in subclause 9.2.x1, first bit = n2 and so on. Bits 5-8 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Resource Number of Symbols values are allowed to be requested.

	Allowed Comb Size Values
	O
	
	BIT STRING (SIZE(8))
	This IE applies only if the fifth bit of the On-demand PRS Request Allowed IE is set to ‘1’.

Each position in the bitmap represents a value of the Comb Size IE defined in subclause 9.2.x1, first bit = 2 and so on. Bits 5-8 are reserved for future use. Value ‘1’ indicates ‘request allowed’, Value ‘0’ indicates ‘request not allowed’. If this IE is absent, all Comb Size values are allowed to be requested.



Next Change
9.3.1.f	Requested DL-PRS Resource List 
This IE contains the requested DL-PRS resource list.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Requested DL-PRS Resource List
	
	1
	
	NR-DL-PRS-Resource-r16 as defined in TS 37.355 [14]

	>Requested DL-PRS Resource Item
	
	1..<maxnoofPRSresource>
	
	

	>>CHOICE QCL Info
	O
	
	
	

	>>>SSB
	
	
	
	

	>>>>NR PCI
	M
	
	INTEGER(0..1007)
	

	>>>>SSB 	Index
	O
	
	INTEGER(0..63)
	

	>>>DL-PRS
	
	
	
	

	>>>>QCL 	Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>>>>QCL 	Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	



	Range bound
	Explanation

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.











Next Change
[bookmark: _Toc20956002][bookmark: _Toc29893128][bookmark: _Toc36557065][bookmark: _Toc45832585][bookmark: _Toc51763907][bookmark: _Toc64449079][bookmark: _Toc66289738][bookmark: _Toc74154851][bookmark: _Toc81383595][bookmark: _Toc88658229]9.4.4	PDU Definitions
[bookmark: _Hlk50049901]** SKIPPING UNCHANGED TEXT **

	PRS-Measurements-Info-List,
	PRSConfigRequestType

[bookmark: _Hlk50049956][bookmark: _Hlk42765888]** SKIPPING UNCHANGED TEXT **

	id-PRS-Measurements-Info-List,
	id-PRSConfigRequestType

** SKIPPING UNCHANGED TEXT **

PRSConfigurationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PRSConfigurationRequest-IEs}},
	...
}

PRSConfigurationRequest-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-PRSConfigRequestType	CRITICALITY reject	TYPE PRSConfigurationRequestType		PRESENCE mandatory },
	{ ID id-PRSTRPList				CRITICALITY ignore	TYPE PRSTRPList							PRESENCE mandatory },

	...
}

Next Change
[bookmark: _Toc20956003][bookmark: _Toc29893129][bookmark: _Toc36557066][bookmark: _Toc45832586][bookmark: _Toc51763908][bookmark: _Toc64449080][bookmark: _Toc66289739][bookmark: _Toc74154852][bookmark: _Toc81383596][bookmark: _Toc88658230]9.4.5	Information Element Definitions
** SKIPPING UNCHANGED TEXT **

OnDemandTRPPRS-Info ::= SEQUENCE {
	onDemandPRSRequestAllowed				BIT STRING (SIZE (16)),
	allowedResourceSetPeriodicityValues		BIT STRING (SIZE (24))	OPTIONAL,
	allowedPRSBandwidthValues				BIT STRING (SIZE (64))	OPTIONAL,
	allowedResourceRepetitionFactorValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedResourceNumberOfSymbolsValues	BIT STRING (SIZE (8))	OPTIONAL,
	allowedCombSizeValues					BIT STRING (SIZE (8))	OPTIONAL,



	iE-Extensions	ProtocolExtensionContainer { { OnDemandTRPPRS-Info-ExtIEs} } OPTIONAL,

}

OnDemandTRPPRS-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}






** SKIPPING UNCHANGED TEXT **

PRSAngleList ::= SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF PRSAngleItem

PRSAngleItem ::= SEQUENCE {
	nR-PRS-Azimuth			INTEGER (0..359),
	nR-PRS-Azimuth-fine		INTEGER (0..9),
	nR-PRS-Elevation		INTEGER (0..180),
	nR-PRS-Elevation-fine	INTEGER (0..9),
	iE-Extensions		ProtocolExtensionContainer { { PRSAngleItem-ItemExtIEs } }	OPTIONAL
}

PRSAngleItem-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSConfigRequestType ::= ENUMERATED {configure, off, ...}

** SKIPPING UNCHANGED TEXT **

PRSTransmissionOffIndication ::= CHOICE { 
	pRSTransmissionOffPerTRP				NULL,
	pRSTransmissionOffPerResourceSet		PRSTransmissionOffPerResourceSet,
	pRSTransmissionOffPerResource			PRSTransmissionOffPerResource,
[bookmark: _Hlk42707279]	choice-extension		ProtocolIE-SingleContainer { { PRSTransmissionOffIndication-ExtIEs } }
}

PRSTransmissionOffIndication-ExtIEs F1AP-PROTOCOL-IES ::= {
	...
}

PRSTransmissionOffPerResource ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF PRSTransmissionOffPerResource-Item

PRSTransmissionOffPerResource-Item  ::= SEQUENCE {
	pRSResourceSetID								PRS-Resource-Set-ID,
	pRSTransmissionOffIndicationPerResourceList		SEQUENCE (SIZE(1.. maxnoofPRSresources)) OF PRSTransmissionOffIndicationPerResource-Item,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffPerResource-Item-ExtIEs } } OPTIONAL,
}

PRSTransmissionOffPerResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffIndicationPerResource-Item  ::= SEQUENCE {
	pRSResourceID		PRS-Resource-ID,
	iE-Extensions		ProtocolExtensionContainer { { PRSTransmissionOffPerResource-Item-ExtIEs } } OPTIONAL,
}

PRSTransmissionOffPerResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffInformation ::= SEQUENCE {
	pRSTransmissionOffIndication	PRSTransmissionOffIndication,
	iE-Extensions					ProtocolExtensionContainer { { PRSTransmissionOffInformation-ExtIEs } } OPTIONAL,
}

PRSTransmissionOffInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTransmissionOffPerResourceSet ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF PRSTransmissionOffPerResourceSet-Item

PRSTransmissionOffPerResourceSet-Item  ::= SEQUENCE {
	pRSResourceSetID		PRS-Resource-Set-ID,
	iE-Extensions			ProtocolExtensionContainer { { PRSTransmissionOffPerResourceSet-Item-ExtIEs } } OPTIONAL,
}

PRSTransmissionOffPerResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PRSTRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF PRSTRPItem

PRSTRPItem ::= SEQUENCE {
	tRP-ID		TRPID,
	requestedDLPRSTransmissionCharacteristics	RequestedDLPRSTransmissionCharacteristics		OPTIONAL,	
	-- The IE shall be present if the PRS Configuration Request Type IE is set to “configure” --
	pRSTransmissionOffInformation		PRSTransmissionOffInformation				OPTIONAL,
	-- The IE shall be present if the PRS Configuration Request Type IE is set to “off” --

		iE-Extensions	ProtocolExtensionContainer { { PRSTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTRPItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSTransmissionCharacteristics ::= SEQUENCE {
	requestedDLPRSResourceSet-List		RequestedDLPRSResourceSet-List,
	numberofFrequencyLayers			INTEGER(1..4)										OPTIONAL,
	startTimeAndDuration			StartTimeAndDuration								OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { RequestedDLPRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}


RequestedDLPRSTransmissionCharacteristics-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResourceSet-List ::= SEQUENCE (SIZE (1..maxnoofPRSresourceSets)) OF RequestedDLPRSResourceSet-Item

RequestedDLPRSResourceSet-Item ::= SEQUENCE {
	pRSbandwidth					INTEGER(1..63),
	combSize						ENUMERATED{n2, n4, n6, n12, ...}		OPTIONAL,
	resourceSetPeriodicity			ENUMERATED{n4,n5,n8,n10,n16,n20,n32,n40,n64,n80,n160,n320,n640,n1280,n2560,n5120,n10240,n20480,n40960, n81920,...}	OPTIONAL,
	resourceRepetitionFactor		ENUMERATED{rf1,rf2,rf4,rf6,rf8,rf16,rf32,...}		OPTIONAL,
	resourceNumberofSymbols			ENUMERATED{n2,n4,n6,n12,...}						OPTIONAL,
	requestedDLPRSResource-List		RequestedDLPRSResource-List	OPTIONAL,
	resourceSetStartTimeAndDuration		StartTimeAndDuration			OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { RequestedDLPRSResourceSet-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResourceSet-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

RequestedDLPRSResource-List::= SEQUENCE (SIZE (1..maxnoofPRSresources)) OF RequestedDLPRSResource-Item

RequestedDLPRSResource-Item  ::= SEQUENCE {
	qCLInfo					PRSResource-QCLInfo		OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { RequestedDLPRSResource-Item-ExtIEs} } OPTIONAL,
	...
}

RequestedDLPRSResource-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}


PRSTransmissionTRPList ::= SEQUENCE (SIZE(1.. maxnoofTRPs)) OF PRSTransmissionTRPItem

PRSTransmissionTRPItem ::= SEQUENCE {
		tRP-ID				TRPID,
		pRSConfiguration	PRSConfiguration,


	iE-Extensions	ProtocolExtensionContainer { { PRSTransmissionTRPItem-ExtIEs} } OPTIONAL,
		...
}

PRSTransmissionTRPItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

-- Q

** SKIPPING UNCHANGED TEXT **

SSBToReportList ::= SEQUENCE (SIZE(1.. maxnoofSSBAreas)) OF SSBToReportItem

SSBToReportItem ::= SEQUENCE {
	sSBIndex					INTEGER(0..63),
	iE-Extensions				ProtocolExtensionContainer { { SSBToReportItem-ExtIEs} } OPTIONAL
}

SSBToReportItem-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

StartTimeAndDuration ::= SEQUENCE {
	startTime			RelativeTime1900				OPTIONAL,
	duration			INTEGER (0..90060, ...)			OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { StartTimeAndDuration-ExtIEs } }	OPTIONAL,
}

StartTimeAndDuration-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Toc20956005][bookmark: _Toc29893131][bookmark: _Toc36557068][bookmark: _Toc45832588][bookmark: _Toc51763910][bookmark: _Toc64449082][bookmark: _Toc66289741][bookmark: _Toc74154854][bookmark: _Toc81383598][bookmark: _Toc88658232]9.4.7	Constant Definitions
** SKIPPING UNCHANGED TEXT **

id-PRS-Measurement-Info-List							ProtocolIE-ID ::= 1457
id-PRSConfigRequestType									ProtocolIE-ID ::= xxx

End of Text Proposal for TS 38.473 BL CR
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