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<<<<<< START OF CHANGE >>>>>>
[bookmark: _Toc45831996][bookmark: _Toc51762949][bookmark: _Toc64382001][bookmark: _Toc73964519][bookmark: _Toc88647128][bookmark: _Toc20953472][bookmark: _Toc29390649][bookmark: _Toc36551386][bookmark: _Toc45831597][bookmark: _Toc51762550][bookmark: _Toc64381602][bookmark: _Toc73964120][bookmark: _Toc88646728][bookmark: _Toc20953515][bookmark: _Toc29390692][bookmark: _Toc36551429][bookmark: _Toc45831640][bookmark: _Toc51762593][bookmark: _Toc64381645][bookmark: _Toc73964163][bookmark: _Toc88646771][bookmark: _Toc20953884][bookmark: _Toc29391062][bookmark: _Toc36551801][bookmark: _Toc45832037][bookmark: _Toc51762990][bookmark: _Toc64382043][bookmark: _Toc73964561][bookmark: _Toc88647171][bookmark: _Toc20953648][bookmark: _Toc29390825][bookmark: _Toc36551562][bookmark: _Toc45831781][bookmark: _Toc51762734][bookmark: _Toc64381786][bookmark: _Toc73964304][bookmark: _Toc81228933][bookmark: _Toc73964366]9.2.1.151	Inter System Measurement Configuration
The Inter-System Measurement Configuration IE contains information for instructing the incoming UE to continue measuring the cells of the NR RAT after a successful inter-system handover to LTE network. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RSRP
	O
	
	INTEGER (0.. 127)
	Threshold of RSRP.
	-
	-

	RSRQ
	O
	
	INTEGER (0.. 127)
	Threshold of RSRQ.
	-
	-

	SINR
	O
	
	INTEGER 
(0..127)
	Threshold of SINR
	-
	-

	Inter-System Measurement Parameters
	M
	
	
	
	-
	-

	>Measurement Duration
	M
	
	INTEGER
(1..100)
	The period of time following the successful IRAT handover, during which the target RAT instructs the UE to measure cells of the source RAT. Unit: [second].
	-
	-

	>Inter-System Measurement List
	
	0..1
	
	
	EACH
	reject

	>>Inter-System Measurement Item
	
	1.. <maxnooffrequencies>
	
	List of inter-system measurements configured
	YES
	reject

	>>>FreqBandIndicatorNR
	M
	
	INTEGER (1..1024)
	The frequency band in which the ssbFrequency is located and according to which the UE shall perform the RRC measurements.
	
	

	>>>SSB frequencies
	M
	
	INTEGER (0..maxNARFCN)
	Designates the specific SSB frequencies i.e., ARFCN-ValueNR which the target RAT may instruct the UE to measure. 
	-
	-

	[bookmark: _Hlk35362743]>>>SubcarrierSpacingSSB
	M
	
	ENUMERATED (kHz15, kHz30, kHz60, kHz120, kHz240, ...)
	Subcarrier spacing of SSB according to TS 36.331 [16].
	
	

	>>>maxRS-IndexCellQual
	O
	
	INTEGER (1..maxRS-IndexCellQual)
	Indicates the maximum number of RS indices to be considered/ averaged to derive the cell quality for RRM.Also defined in TS 36.331 [16]
	
	

	>>>SMTC
	O
	
	OCTET STRING
	Contains the MTC-SSB-NR-15 as defined in TS 36.331 [16].
	
	

	[bookmark: _Hlk35362910]>>>threshRS-Index-r15
	O
	
	OCTET STRING
	threshRS-Index-r15as defined in TS 36.331 [16]，List of thresholds for consolidation of L1 measurements per RS index
	
	

	>>>SSB-ToMeasure
	O
	
	OCTET STRING
	Contains the IE SSB-ToMeasure as defined in TS 36.331 [16].
	
	

	>>>SS-RSSI-Measurements
	O

	
	OCTET STRING
	Contains the IE SS-RSSI-Measurement as defined in TS 36.331 [16].
	
	

	>>>quantityConfigNR-R15
	O

	
	OCTET STRING
	Indicates the quantityConfigNR-R15 as defined in TS 36.331 [16].
	
	

	>>>blackexcludedCellsToAddModList
	O
	
	OCTET STRING
	Contains the excludedCellsToAddModList as defined in TS 36.331 [16]. List of cells to add/modify in the black list of cells. It applies only to SSB resources. As defined in TS 36.331 [16].
	
	



	Range bound
	Explanation

	maxnooffrequencies
	Maximum no. of frequencies. Value is 64.

	maxNARFCN
	Maximum value of NR carrier frequency, defined in TS 38.331 [50]. Value is 3279165

	maxRS-IndexCellQual
	Maximum number of RS indices averaged to derive cell quality for RRM, defined in TS 36.331 [16]. Value is 16 





<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc88647205]9.3.4	Information Element Definitions

<Unaffected part is omitted>

InterSystemMeasurementItem ::= SEQUENCE {
	freqBandIndicatorNR			INTEGER (1..1024),
	sSBfrequencies				INTEGER (0..maxNARFCN),
	subcarrierSpacingSSB		ENUMERATED {kHz15, kHz30, kHz60, kHz120, kHz240, ...},
	maxRSIndexCellQual			INTEGER (1..maxRS-IndexCellQual)  	OPTIONAL,
	sMTC						OCTET STRING 						OPTIONAL,
	threshRS-Index-r15			OCTET STRING 						OPTIONAL,
	sSBToMeasure				OCTET STRING						OPTIONAL,
	sSRSSIMeasurement			OCTET STRING						OPTIONAL,
	quantityConfigNR-R15		OCTET STRING						OPTIONAL,
	excludedblackCellsToAddModList		OCTET STRING						OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { InterSystemMeasurementItem-ExtIEs} } OPTIONAL
}





<<<<<< END OF CHANGE >>>>>>
