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1. Introduction
[bookmark: OLE_LINK1][bookmark: OLE_LINK2]This paper captures the agreement of CB: # RedCap3_eDRX. This is a revision of R3-221919 and merges R3-222360.

[bookmark: _Toc423020280] Text proposal to TS 38.473

	Change Begins for TS 38.473


[bookmark: _Toc20955845][bookmark: _Toc29892939][bookmark: _Toc36556876][bookmark: _Toc45832266][bookmark: _Toc51763446][bookmark: _Toc64448609][bookmark: _Toc66289268][bookmark: _Toc74154381]8.7.1	Paging 
[bookmark: _Toc20955846][bookmark: _Toc29892940][bookmark: _Toc36556877][bookmark: _Toc45832267][bookmark: _Toc51763447][bookmark: _Toc64448610][bookmark: _Toc66289269][bookmark: _Toc74154382]8.7.1.1	General
The purpose of the Paging procedure is used to provide the paging information to enable the gNB-DU to page a UE. The procedure uses non-UE associated signalling.
[bookmark: _Toc20955847][bookmark: _Toc29892941][bookmark: _Toc36556878][bookmark: _Toc45832268][bookmark: _Toc51763448][bookmark: _Toc64448611][bookmark: _Toc66289270][bookmark: _Toc74154383]8.7.1.2	Successful Operation

Figure 8.7.1.2-1: Paging procedure. Successful operation.
The gNB-CU initiates the procedure by sending a PAGING message.
The Paging DRX IE may be included in the PAGING message, and if present the gNB-DU may use it to determine the final paging cycle for the UE.
The Paging Priority IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 23.501 [21].
At the reception of the PAGING message, the gNB-DU shall perform paging of the UE in cells which belong to cells as indicated in the Paging Cell List IE.
The Paging Origin IE may be included in the PAGING message, and if present the gNB-DU shall transfer it to the UE.
The NR Paging eDRX Information IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 38.304 [24].
The RAN UE Paging DRX IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 38.304 [24].
The CN UE Paging DRX IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 38.304 [24].
The NR Paging eDRX Information for RRC INACTIVE IE may be included in the PAGING message, and if present the gNB-DU shall, if supported, use it according to TS 38.304 [24].
[bookmark: _Toc20955848][bookmark: _Toc29892942][bookmark: _Toc36556879][bookmark: _Toc45832269][bookmark: _Toc51763449][bookmark: _Toc64448612][bookmark: _Toc66289271][bookmark: _Toc74154384]8.7.1.3	Abnormal Conditions
Not applicable.

<Unchanged Text Omitted>
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[bookmark: _Toc20955902][bookmark: _Toc29893014][bookmark: _Toc36556951][bookmark: _Toc45832383][bookmark: _Toc51763636][bookmark: _Toc64448802][bookmark: _Toc66289461][bookmark: _Toc74154574]9.2.6.1	PAGING
This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.
Direction: gNB-CU  gNB-DU
	[bookmark: OLE_LINK11][bookmark: OLE_LINK12]IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.3.1.39
	
	YES
	reject

	CHOICE Paging Identity 
	M
	
	
	
	YES
	reject

	>RAN UE Paging identity
	M
	
	9.3.1.43
	
	-
	

	>CN UE paging identity 
	M
	
	9.3.1.44
	
	-
	

	Paging DRX
	O
	
	9.3.1.40
	It is defined as the minimum between the RAN UE Paging DRX and CN UE Paging DRX
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.41
	
	YES
	ignore

	[bookmark: OLE_LINK9][bookmark: OLE_LINK10]Paging Cell List 
	
	1
	
	
	YES
	ignore

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	Paging Origin
	O
	
	9.3.1.79
	
	YES
	Ignore

	RAN UE Paging DRX
	O
	
	Paging DRX
9.3.1.40
	This IE indicates the RAN paging cycle as defined in TS 38.304 [24].
	YES
	ignore

	CN UE Paging DRX
	O
	
	Paging DRX
9.3.1.40
	This IE  indicates the UE specific paging cycle as defined in  38.304 [24].
	YES
	ignore

	NR Paging eDRX Information
	O
	
	9.3.1.aaa
	
	YES
	ignore

	NR Paging eDRX Information for RRC INACTIVE
	O
	
	9.3.1.bbb
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is 512. 


[bookmark: _Toc20955904][bookmark: _Toc29893022][bookmark: _Toc36556959][bookmark: _Toc45832407][bookmark: _Toc51763687][bookmark: _Toc64448856][bookmark: _Toc66289515][bookmark: _Toc74154628][bookmark: _Toc81383372]
<Unchanged Text Omitted>
9.3.1	Radio Network Layer Related IEs
<Unchanged Text Omitted>
[bookmark: _Toc20955945][bookmark: _Toc29893063][bookmark: _Toc36557000][bookmark: _Toc45832448][bookmark: _Toc51763728][bookmark: _Toc64448897][bookmark: _Toc66289556][bookmark: _Toc74154669]9.3.1.aaa	NR Paging eDRX Information
This IE indicates the NR Paging eDRX parameters for RRC_IDLE as defined in TS 38.304 [24].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR Paging eDRX Cycle Idle
	M
	
	ENUMERATED(hfquarter, hfhalf, hf1, hf2, hf4, hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024, …)
	TeDRX,CN defined in TS 38.304 [24]. Unit: [number of hyperframes].

	NR Paging Time Window
	O
	
	ENUMERATED(s1, s2, s3, s4, s5, s6, s7, s8, s9, s10, s11, s12, s13, s14, s15, s16, …)
	Unit: [1.28 second].




9.3.1.bbb	NR Paging eDRX Information for RRC INACTIVE
This IE indicates the NR Paging eDRX parameters for RRC_INACTIVE as defined in TS 38.304 [24].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR Paging eDRX Cycle Inactive
	M
	
	ENUMERATED (hfquarter, hfhalf, hf1, …)
	TeDRX,RAN defined in TS 38.304 [24]. Unit: [number of hyperframes].



<Unchanged Text Omitted>
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-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Candidate-SpCell-Item,
	Cause,
	Cells-Failed-to-be-Activated-List-Item,
	Cells-Status-Item,
	Cells-to-be-Activated-List-Item,
	Cells-to-be-Deactivated-List-Item, 
	CellULConfigured,
	CriticalityDiagnostics, 
	C-RNTI,
	CUtoDURRCInformation, 
	DRB-Activity-Item,
	DRBID,
	DRBs-FailedToBeModified-Item,
	DRBs-FailedToBeSetup-Item,
	DRBs-FailedToBeSetupMod-Item,
	DRB-Notify-Item,
	DRBs-ModifiedConf-Item,
	DRBs-Modified-Item,
	DRBs-Required-ToBeModified-Item,
	DRBs-Required-ToBeReleased-Item,
	DRBs-Setup-Item,
	DRBs-SetupMod-Item,
	DRBs-ToBeModified-Item,
	DRBs-ToBeReleased-Item,
	DRBs-ToBeSetup-Item,
	DRBs-ToBeSetupMod-Item,
	DRXCycle,
	DRXConfigurationIndicator,
	DUtoCURRCInformation,
	EUTRANQoS,
	ExecuteDuplication,
	FullConfiguration,
	GNB-CU-UE-F1AP-ID,
	GNB-DU-UE-F1AP-ID,
	GNB-DU-ID,
	GNB-DU-Served-Cells-Item,
	GNB-DU-System-Information, 
	GNB-CU-Name,
	GNB-DU-Name,
	InactivityMonitoringRequest,
	InactivityMonitoringResponse,
	LowerLayerPresenceStatusChange,
	NotificationControl,
	NRCGI,
	NRPCI,
	UEContextNotRetrievable,
	Potential-SpCell-Item,
	RAT-FrequencyPriorityInformation,
	RequestedSRSTransmissionCharacteristics,
	ResourceCoordinationTransferContainer,
	RRCContainer,
	RRCContainer-RRCSetupComplete,
	RRCReconfigurationCompleteIndicator,
	SCellIndex,
	SCell-ToBeRemoved-Item,
	SCell-ToBeSetup-Item,
	SCell-ToBeSetupMod-Item,
	SCell-FailedtoSetup-Item,
	SCell-FailedtoSetupMod-Item, 
	ServCellIndex,
	Served-Cell-Information,
	Served-Cells-To-Add-Item,
	Served-Cells-To-Delete-Item,
	Served-Cells-To-Modify-Item,
	ServingCellMO,
	SRBID,
	SRBs-FailedToBeSetup-Item,
	SRBs-FailedToBeSetupMod-Item,
	SRBs-Required-ToBeReleased-Item,
	SRBs-ToBeReleased-Item,
	SRBs-ToBeSetup-Item,
	SRBs-ToBeSetupMod-Item,
	SRBs-Modified-Item,
	SRBs-Setup-Item,
	SRBs-SetupMod-Item,
	TimeToWait,
	TransactionID,
	TransmissionActionIndicator,
	UE-associatedLogicalF1-ConnectionItem,
	DUtoCURRCContainer,
	PagingCell-Item, 
	SItype-List,
	UEIdentityIndexValue,
	GNB-CU-TNL-Association-Setup-Item,
	GNB-CU-TNL-Association-Failed-To-Setup-Item,
	GNB-CU-TNL-Association-To-Add-Item,
	GNB-CU-TNL-Association-To-Remove-Item,
	GNB-CU-TNL-Association-To-Update-Item,
	MaskedIMEISV,
	PagingDRX,
	PagingPriority,
	PagingIdentity,
	Cells-to-be-Barred-Item,
	PWSSystemInformation,
	Broadcast-To-Be-Cancelled-Item,
	Cells-Broadcast-Cancelled-Item,
	NR-CGI-List-For-Restart-Item,
	PWS-Failed-NR-CGI-Item,
	RepetitionPeriod,
	NumberofBroadcastRequest,
	Cells-To-Be-Broadcast-Item,
	Cells-Broadcast-Completed-Item,
	Cancel-all-Warning-Messages-Indicator,
	EUTRA-NR-CellResourceCoordinationReq-Container,
	EUTRA-NR-CellResourceCoordinationReqAck-Container,
	RequestType,
	PLMN-Identity,
	RLCFailureIndication, 
	UplinkTxDirectCurrentListInformation,
	SULAccessIndication,
	Protected-EUTRA-Resources-Item,
	GNB-DUConfigurationQuery,
	BitRate,
	RRC-Version,
	GNBDUOverloadInformation,
	RRCDeliveryStatusRequest,
	NeedforGap,
	RRCDeliveryStatus,
	ResourceCoordinationTransferInformation,
	Dedicated-SIDelivery-NeededUE-Item,
	Associated-SCell-Item,
	IgnoreResourceCoordinationContainer,
	PagingOrigin,
	UAC-Assistance-Info,
	RANUEID,
	GNB-DU-TNL-Association-To-Remove-Item,
	NotificationInformation,
	TraceActivation,
	TraceID,
	Neighbour-Cell-Information-Item,
	SymbolAllocInSlot,
	NumDLULSymbols,
	AdditionalRRMPriorityIndex,
	DUCURadioInformationType,
	CUDURadioInformationType,
	Transport-Layer-Address-Info,
	BHChannels-ToBeSetup-Item,
	BHChannels-Setup-Item,
	BHChannels-FailedToBeSetup-Item,
	BHChannels-ToBeModified-Item,
	BHChannels-ToBeReleased-Item,
	BHChannels-ToBeSetupMod-Item,
	BHChannels-FailedToBeModified-Item,
	BHChannels-FailedToBeSetupMod-Item,
	BHChannels-Modified-Item,
	BHChannels-SetupMod-Item,
	BHChannels-Required-ToBeReleased-Item,
	BAPAddress,
	BAPPathID,
	BAPRoutingID,
	BH-Routing-Information-Added-List-Item,
	BH-Routing-Information-Removed-List-Item,
	Child-Nodes-List,
	Child-Nodes-List-Item,
	Child-Node-Cells-List,
	Child-Node-Cells-List-Item,
	Activated-Cells-to-be-Updated-List,
	Activated-Cells-to-be-Updated-List-Item,
	UL-BH-Non-UP-Traffic-Mapping,
	IABTNLAddressesRequested,
	IABIPv6RequestType,
	IAB-TNL-Addresses-To-Remove-Item,
	IABTNLAddress,
	IAB-Allocated-TNL-Address-Item,
	IABv4AddressesRequested,
	TrafficMappingInfo,
	UL-UP-TNL-Information-to-Update-List-Item,
	UL-UP-TNL-Address-to-Update-List-Item,
	DL-UP-TNL-Address-to-Update-List-Item,
	NRV2XServicesAuthorized,
	LTEV2XServicesAuthorized,
	NRUESidelinkAggregateMaximumBitrate,
	LTEUESidelinkAggregateMaximumBitrate,
	SLDRBs-SetupMod-Item,
	SLDRBs-ModifiedConf-Item,
	SLDRBID,
	SLDRBs-FailedToBeModified-Item,
	SLDRBs-FailedToBeSetup-Item,
	SLDRBs-FailedToBeSetupMod-Item,
	SLDRBs-Modified-Item,
	SLDRBs-Required-ToBeModified-Item,
	SLDRBs-Required-ToBeReleased-Item,
	SLDRBs-Setup-Item,
	SLDRBs-ToBeModified-Item,
	SLDRBs-ToBeReleased-Item,
	SLDRBs-ToBeSetup-Item,
	SLDRBs-ToBeSetupMod-Item,
	GNBCUMeasurementID,
	GNBDUMeasurementID,
	RegistrationRequest,
	ReportCharacteristics,
	CellToReportList,
	HardwareLoadIndicator,
	CellMeasurementResultList,
	ReportingPeriodicity,
	TNLCapacityIndicator,
	RACHReportInformationList,
	RLFReportInformationList,
	ReportingRequestType,
	TimeReferenceInformation,
	ConditionalInterDUMobilityInformation,
	ConditionalIntraDUMobilityInformation,
	TargetCellList,
	MDTPLMNList,
	PrivacyIndicator,
	TransportLayerAddress,
	URI-address,
	NID,
	PosAssistance-Information,
	PosBroadcast,
	PositioningBroadcastCells,
	RoutingID,
	PosAssistanceInformationFailureList,
	PosMeasurementQuantities,
	PosMeasurementResultList,
	PosReportCharacteristics,
	TRPInformationTypeItem,
	TRPInformationItem,
	LMF-MeasurementID,
	RAN-MeasurementID,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	SRSConfiguration,
	TRPList,
	E-CID-MeasurementQuantities,
	MeasurementPeriodicity,
	E-CID-MeasurementResult,
	Cell-Portion-ID,
	LMF-UE-MeasurementID,
	RAN-UE-MeasurementID,
	RelativeTime1900,
	SystemFrameNumber,
	SlotNumber,
	AbortTransmission,
	TRP-MeasurementRequestList,
	MeasurementBeamInfoRequest,
	E-CID-ReportCharacteristics,
	Extended-GNB-CU-Name,
	Extended-GNB-DU-Name,
	F1CTransferPath,
	SCGIndicator,
	SpatialRelationPerSRSResource,
	NRPagingeDRXInformation,
	NRPagingeDRXInformationforRRCINACTIVE



<next change>


FROM F1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	F1AP-PRIVATE-IES,
	F1AP-PROTOCOL-EXTENSION,
	F1AP-PROTOCOL-IES,
	F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers

	id-Candidate-SpCell-Item,
	id-Candidate-SpCell-List,
	id-Cause,
	id-Cancel-all-Warning-Messages-Indicator,
	id-Cells-Failed-to-be-Activated-List,
	id-Cells-Failed-to-be-Activated-List-Item, 
	id-Cells-Status-Item,
	id-Cells-Status-List,
	id-Cells-to-be-Activated-List,
	id-Cells-to-be-Activated-List-Item,
	id-Cells-to-be-Deactivated-List,
	id-Cells-to-be-Deactivated-List-Item,
	id-ConfirmedUEID,
	id-CriticalityDiagnostics,
	id-C-RNTI,
	id-CUtoDURRCInformation,
	id-DRB-Activity-Item,
	id-DRB-Activity-List,
	id-DRBs-FailedToBeModified-Item,
	id-DRBs-FailedToBeModified-List,
	id-DRBs-FailedToBeSetup-Item,
	id-DRBs-FailedToBeSetup-List,
	id-DRBs-FailedToBeSetupMod-Item,
	id-DRBs-FailedToBeSetupMod-List,
	id-DRBs-ModifiedConf-Item,
	id-DRBs-ModifiedConf-List,
	id-DRBs-Modified-Item,
	id-DRBs-Modified-List,
	id-DRB-Notify-Item,
	id-DRB-Notify-List,
	id-DRBs-Required-ToBeModified-Item,
	id-DRBs-Required-ToBeModified-List,
	id-DRBs-Required-ToBeReleased-Item,
	id-DRBs-Required-ToBeReleased-List,
	id-DRBs-Setup-Item,
	id-DRBs-Setup-List,
	id-DRBs-SetupMod-Item,
	id-DRBs-SetupMod-List,
	id-DRBs-ToBeModified-Item,
	id-DRBs-ToBeModified-List,
	id-DRBs-ToBeReleased-Item,
	id-DRBs-ToBeReleased-List,
	id-DRBs-ToBeSetup-Item,
	id-DRBs-ToBeSetup-List,
	id-DRBs-ToBeSetupMod-Item,
	id-DRBs-ToBeSetupMod-List,
	id-DRXCycle,
	id-DUtoCURRCInformation,
	id-ExecuteDuplication,
	id-FullConfiguration,
	id-gNB-CU-UE-F1AP-ID,
	id-gNB-DU-UE-F1AP-ID,
	id-gNB-DU-ID,
	id-GNB-DU-Served-Cells-Item,
	id-gNB-DU-Served-Cells-List, 
	id-gNB-CU-Name,
	id-gNB-DU-Name,
	id-Extended-GNB-CU-Name,
	id-Extended-GNB-DU-Name,
	id-InactivityMonitoringRequest,
	id-InactivityMonitoringResponse,
	id-new-gNB-CU-UE-F1AP-ID,
	id-new-gNB-DU-UE-F1AP-ID,
	id-oldgNB-DU-UE-F1AP-ID,
	id-PLMNAssistanceInfoForNetShar,
	id-Potential-SpCell-Item,
	id-Potential-SpCell-List,
	id-RAT-FrequencyPriorityInformation, 
	id-RedirectedRRCmessage,
	id-ResetType,
	id-RequestedSRSTransmissionCharacteristics,
	id-ResourceCoordinationTransferContainer,
	id-RRCContainer,
	id-RRCContainer-RRCSetupComplete,
	id-RRCReconfigurationCompleteIndicator,
	id-SCell-FailedtoSetup-List,
	id-SCell-FailedtoSetup-Item,
	id-SCell-FailedtoSetupMod-List,
	id-SCell-FailedtoSetupMod-Item,
	id-SCell-ToBeRemoved-Item,
	id-SCell-ToBeRemoved-List,
	id-SCell-ToBeSetup-Item,
	id-SCell-ToBeSetup-List,
	id-SCell-ToBeSetupMod-Item,
	id-SCell-ToBeSetupMod-List,
	id-SelectedPLMNID,
	id-Served-Cells-To-Add-Item,
	id-Served-Cells-To-Add-List,
	id-Served-Cells-To-Delete-Item,
	id-Served-Cells-To-Delete-List,
	id-Served-Cells-To-Modify-Item,
	id-Served-Cells-To-Modify-List,
	id-ServCellIndex,
	id-ServingCellMO,
	id-SpCell-ID,
	id-SpCellULConfigured,
	id-SRBID,
	id-SRBs-FailedToBeSetup-Item,
	id-SRBs-FailedToBeSetup-List,
	id-SRBs-FailedToBeSetupMod-Item,
	id-SRBs-FailedToBeSetupMod-List,
	id-SRBs-Required-ToBeReleased-Item,
	id-SRBs-Required-ToBeReleased-List,
	id-SRBs-ToBeReleased-Item,
	id-SRBs-ToBeReleased-List, 
	id-SRBs-ToBeSetup-Item,
	id-SRBs-ToBeSetup-List,
	id-SRBs-ToBeSetupMod-Item,
	id-SRBs-ToBeSetupMod-List,
	id-SRBs-Modified-Item,
	id-SRBs-Modified-List,
	id-SRBs-Setup-Item,
	id-SRBs-Setup-List,
	id-SRBs-SetupMod-Item,
	id-SRBs-SetupMod-List,
	id-TimeToWait,
	id-TransactionID,
	id-TransmissionActionIndicator, 
	id-UEContextNotRetrievable,
	id-UE-associatedLogicalF1-ConnectionItem,
	id-UE-associatedLogicalF1-ConnectionListResAck,
	id-DUtoCURRCContainer,
	id-NRCGI,
	id-PagingCell-Item,
	id-PagingCell-List,
	id-PagingDRX,
	id-PagingPriority,
	id-SItype-List,
	id-UEIdentityIndexValue,
	id-GNB-CU-TNL-Association-Setup-List,
	id-GNB-CU-TNL-Association-Setup-Item,
	id-GNB-CU-TNL-Association-Failed-To-Setup-List,
	id-GNB-CU-TNL-Association-Failed-To-Setup-Item,
	id-GNB-CU-TNL-Association-To-Add-Item,
	id-GNB-CU-TNL-Association-To-Add-List,
	id-GNB-CU-TNL-Association-To-Remove-Item,
	id-GNB-CU-TNL-Association-To-Remove-List,
	id-GNB-CU-TNL-Association-To-Update-Item,
	id-GNB-CU-TNL-Association-To-Update-List,
	id-MaskedIMEISV,
	id-PagingIdentity,
	id-Cells-to-be-Barred-List,
	id-Cells-to-be-Barred-Item,
	id-PWSSystemInformation,
	id-RepetitionPeriod,
	id-NumberofBroadcastRequest,
	id-Cells-To-Be-Broadcast-List,
	id-Cells-To-Be-Broadcast-Item,
	id-Cells-Broadcast-Completed-List,
	id-Cells-Broadcast-Completed-Item,
	id-Broadcast-To-Be-Cancelled-List,
	id-Broadcast-To-Be-Cancelled-Item,
	id-Cells-Broadcast-Cancelled-List,
	id-Cells-Broadcast-Cancelled-Item,
	id-NR-CGI-List-For-Restart-List,
	id-NR-CGI-List-For-Restart-Item,
	id-PWS-Failed-NR-CGI-List,
	id-PWS-Failed-NR-CGI-Item,
	id-EUTRA-NR-CellResourceCoordinationReq-Container,
	id-EUTRA-NR-CellResourceCoordinationReqAck-Container,
	id-Protected-EUTRA-Resources-List,
	id-RequestType,
	id-ServingPLMN,
	id-DRXConfigurationIndicator,
	id-RLCFailureIndication,
	id-UplinkTxDirectCurrentListInformation,
	id-SULAccessIndication,
	id-Protected-EUTRA-Resources-Item,
	id-GNB-DUConfigurationQuery,
	id-GNB-DU-UE-AMBR-UL,
	id-GNB-CU-RRC-Version,
	id-GNB-DU-RRC-Version,
	id-GNBDUOverloadInformation,
	id-NeedforGap,
	id-RRCDeliveryStatusRequest,
	id-RRCDeliveryStatus,
	id-Dedicated-SIDelivery-NeededUE-List,
	id-Dedicated-SIDelivery-NeededUE-Item,
	id-ResourceCoordinationTransferInformation,
	id-Associated-SCell-List,
	id-Associated-SCell-Item,
	id-IgnoreResourceCoordinationContainer,
	id-UAC-Assistance-Info,
	id-RANUEID,
	id-PagingOrigin,
	id-GNB-DU-TNL-Association-To-Remove-Item,
	id-GNB-DU-TNL-Association-To-Remove-List,
	id-NotificationInformation,
	id-TraceActivation,
	id-TraceID,
	id-Neighbour-Cell-Information-List,
	id-Neighbour-Cell-Information-Item,
	id-SymbolAllocInSlot,
	id-NumDLULSymbols,
	id-AdditionalRRMPriorityIndex,
	id-DUCURadioInformationType,
	id-CUDURadioInformationType,
	id-LowerLayerPresenceStatusChange,
	id-Transport-Layer-Address-Info,
	id-BHChannels-ToBeSetup-List,
	id-BHChannels-ToBeSetup-Item,
	id-BHChannels-Setup-List,
	id-BHChannels-Setup-Item,
	id-BHChannels-ToBeModified-Item,
	id-BHChannels-ToBeModified-List,
	id-BHChannels-ToBeReleased-Item,
	id-BHChannels-ToBeReleased-List,
	id-BHChannels-ToBeSetupMod-Item,
	id-BHChannels-ToBeSetupMod-List,
	id-BHChannels-FailedToBeSetup-Item,
	id-BHChannels-FailedToBeSetup-List,
	id-BHChannels-FailedToBeModified-Item,
	id-BHChannels-FailedToBeModified-List,
	id-BHChannels-FailedToBeSetupMod-Item,
	id-BHChannels-FailedToBeSetupMod-List,
	id-BHChannels-Modified-Item,
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-- **************************************************************
--
-- Paging PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Paging
--
-- **************************************************************

Paging ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PagingIEs}},
	...
}

PagingIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-UEIdentityIndexValue	CRITICALITY reject	TYPE UEIdentityIndexValue		PRESENCE mandatory	}|
	{ ID id-PagingIdentity			CRITICALITY reject	TYPE PagingIdentity				PRESENCE mandatory	}|
	{ ID id-PagingDRX				CRITICALITY ignore	TYPE PagingDRX					PRESENCE optional	}|
	{ ID id-PagingPriority			CRITICALITY ignore	TYPE PagingPriority				PRESENCE optional	}|
	{ ID id-PagingCell-List			CRITICALITY ignore	TYPE PagingCell-list			PRESENCE mandatory	}|
	{ ID id-PagingOrigin			CRITICALITY ignore	TYPE PagingOrigin				PRESENCE optional	}|
	{ ID id-RANUEPagingDRX									CRITICALITY ignore	TYPE PagingDRX													PRESENCE optional	}|
    { ID id-CNUEPagingDRX									CRITICALITY ignore	TYPE PagingDRX													PRESENCE optional	}|
	{ ID id-NRPagingeDRXInformation							CRITICALITY ignore	TYPE NRPagingeDRXInformation								PRESENCE optional	}|
	{ ID id-NRPagingeDRXInformationforRRCINACTIVE			CRITICALITY ignore	TYPE NRPagingeDRXInformationforRRCINACTIVE			PRESENCE optional	},
	...
}

PagingCell-list::= SEQUENCE (SIZE(1.. maxnoofPagingCells)) OF ProtocolIE-SingleContainer { { PagingCell-ItemIEs } }

PagingCell-ItemIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-PagingCell-Item		CRITICALITY ignore	TYPE PagingCell-Item			PRESENCE mandatory}	,
	...
}
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NID ::= BIT STRING (SIZE(44))

NR-CGI-List-For-Restart-Item ::= SEQUENCE {
	nRCGI				NRCGI,
	iE-Extensions		ProtocolExtensionContainer { { NR-CGI-List-For-Restart-ItemExtIEs } }	OPTIONAL,
	...
}

NR-CGI-List-For-Restart-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-PRSBeamInformation ::= SEQUENCE {
	nR-PRSBeamInformationList		NR-PRSBeamInformationList,
	lCStoGCSTranslationList 		LCStoGCSTranslationList		OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRSBeamInformation-ExtIEs } } OPTIONAL
}

NR-PRSBeamInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NR-PRSBeamInformationList ::= SEQUENCE (SIZE(1.. maxnoofPRS-ResourceSets)) OF NR-PRSBeamInformationItem

NR-PRSBeamInformationItem ::= SEQUENCE {
	pRSResourceSetID	PRS-Resource-Set-ID,
	pRSAngleList		PRSAngleList,
	iE-Extensions	ProtocolExtensionContainer { { NR-PRSBeamInformationItem-ExtIEs } } OPTIONAL
}

NR-PRSBeamInformationItem-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPagingeDRXInformation ::= SEQUENCE {
	nrpaging-eDRX-Cycle-Idle		NRPaging-eDRX-Cycle-Idle,
	nrpaging-Time-Window		NRPaging-Time-Window											OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {NRPagingeDRXInformation-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformation-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle-Idle ::= ENUMERATED {
	hfquarter, hfhalf, hf1, hf2, hf4, 
	hf8, hf16, hf32, hf64, hf128, hf256, hf512, hf1024,
	...
}


NRPaging-Time-Window ::= ENUMERATED {
	s1, s2, s3, s4, s5, 
	s6, s7, s8, s9, s10, 
	s11, s12, s13, s14, s15, s16,
	...
}

NRPagingeDRXInformationforRRCINACTIVE ::= SEQUENCE {
	nrpaging-eDRX-Cycle-Inactive		NRPaging-eDRX-Cycle-Inactive,
	iE-Extensions			ProtocolExtensionContainer { { NRPagingeDRXInformationforRRCINACTIVE-ExtIEs} }	OPTIONAL,
	...
}

NRPagingeDRXInformationforRRCINACTIVE-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

NRPaging-eDRX-Cycle-Inactive ::= ENUMERATED {
	hfquarter, hfhalf, hf1, 
	...
}


NonDynamic5QIDescriptor	::= SEQUENCE {
	fiveQI						INTEGER (0..255, ...),
	qoSPriorityLevel			INTEGER (1..127)				OPTIONAL,
	averagingWindow 			AveragingWindow					OPTIONAL,
	maxDataBurstVolume			MaxDataBurstVolume				OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { NonDynamic5QIDescriptor-ExtIEs } } OPTIONAL
}
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-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause											ProtocolIE-ID ::= 0
id-Cells-Failed-to-be-Activated-List				ProtocolIE-ID ::= 1
id-Cells-Failed-to-be-Activated-List-Item			ProtocolIE-ID ::= 2
id-Cells-to-be-Activated-List						ProtocolIE-ID ::= 3
id-Cells-to-be-Activated-List-Item					ProtocolIE-ID ::= 4
id-Cells-to-be-Deactivated-List						ProtocolIE-ID ::= 5
id-Cells-to-be-Deactivated-List-Item				ProtocolIE-ID ::= 6
id-CriticalityDiagnostics							ProtocolIE-ID ::= 7
id-CUtoDURRCInformation								ProtocolIE-ID ::= 9
id-DRBs-FailedToBeModified-Item						ProtocolIE-ID ::= 12
id-DRBs-FailedToBeModified-List						ProtocolIE-ID ::= 13
id-DRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 14
id-DRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 15
id-DRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 16
id-DRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 17
id-DRBs-ModifiedConf-Item							ProtocolIE-ID ::= 18
id-DRBs-ModifiedConf-List							ProtocolIE-ID ::= 19
id-DRBs-Modified-Item								ProtocolIE-ID ::= 20
id-DRBs-Modified-List								ProtocolIE-ID ::= 21
id-DRBs-Required-ToBeModified-Item					ProtocolIE-ID ::= 22
id-DRBs-Required-ToBeModified-List					ProtocolIE-ID ::= 23
id-DRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 24
id-DRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 25
id-DRBs-Setup-Item									ProtocolIE-ID ::= 26
id-DRBs-Setup-List									ProtocolIE-ID ::= 27
id-DRBs-SetupMod-Item								ProtocolIE-ID ::= 28
id-DRBs-SetupMod-List								ProtocolIE-ID ::= 29
id-DRBs-ToBeModified-Item							ProtocolIE-ID ::= 30
id-DRBs-ToBeModified-List							ProtocolIE-ID ::= 31
id-DRBs-ToBeReleased-Item							ProtocolIE-ID ::= 32
id-DRBs-ToBeReleased-List							ProtocolIE-ID ::= 33
id-DRBs-ToBeSetup-Item								ProtocolIE-ID ::= 34
id-DRBs-ToBeSetup-List								ProtocolIE-ID ::= 35
id-DRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 36
id-DRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 37
id-DRXCycle											ProtocolIE-ID ::= 38
id-DUtoCURRCInformation								ProtocolIE-ID ::= 39
id-gNB-CU-UE-F1AP-ID								ProtocolIE-ID ::= 40
id-gNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 41
id-gNB-DU-ID										ProtocolIE-ID ::= 42
id-GNB-DU-Served-Cells-Item							ProtocolIE-ID ::= 43
id-gNB-DU-Served-Cells-List							ProtocolIE-ID ::= 44
id-gNB-DU-Name										ProtocolIE-ID ::= 45
id-NRCellID											ProtocolIE-ID ::= 46
id-oldgNB-DU-UE-F1AP-ID								ProtocolIE-ID ::= 47
id-ResetType										ProtocolIE-ID ::= 48
id-ResourceCoordinationTransferContainer			ProtocolIE-ID ::= 49
id-RRCContainer										ProtocolIE-ID ::= 50
id-SCell-ToBeRemoved-Item							ProtocolIE-ID ::= 51
id-SCell-ToBeRemoved-List							ProtocolIE-ID ::= 52
id-SCell-ToBeSetup-Item								ProtocolIE-ID ::= 53
id-SCell-ToBeSetup-List								ProtocolIE-ID ::= 54
id-SCell-ToBeSetupMod-Item							ProtocolIE-ID ::= 55
id-SCell-ToBeSetupMod-List							ProtocolIE-ID ::= 56
id-Served-Cells-To-Add-Item							ProtocolIE-ID ::= 57
id-Served-Cells-To-Add-List							ProtocolIE-ID ::= 58
id-Served-Cells-To-Delete-Item						ProtocolIE-ID ::= 59
id-Served-Cells-To-Delete-List						ProtocolIE-ID ::= 60
id-Served-Cells-To-Modify-Item						ProtocolIE-ID ::= 61
id-Served-Cells-To-Modify-List						ProtocolIE-ID ::= 62
id-SpCell-ID										ProtocolIE-ID ::= 63
id-SRBID											ProtocolIE-ID ::= 64
id-SRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 65
id-SRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 66
id-SRBs-FailedToBeSetupMod-Item						ProtocolIE-ID ::= 67
id-SRBs-FailedToBeSetupMod-List						ProtocolIE-ID ::= 68
id-SRBs-Required-ToBeReleased-Item					ProtocolIE-ID ::= 69
id-SRBs-Required-ToBeReleased-List					ProtocolIE-ID ::= 70
id-SRBs-ToBeReleased-Item							ProtocolIE-ID ::= 71
id-SRBs-ToBeReleased-List							ProtocolIE-ID ::= 72
id-SRBs-ToBeSetup-Item								ProtocolIE-ID ::= 73
id-SRBs-ToBeSetup-List								ProtocolIE-ID ::= 74
id-SRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 75
id-SRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 76
id-TimeToWait										ProtocolIE-ID ::= 77
id-TransactionID									ProtocolIE-ID ::= 78
id-TransmissionActionIndicator						ProtocolIE-ID ::= 79
id-UE-associatedLogicalF1-ConnectionItem 			ProtocolIE-ID ::= 80
id-UE-associatedLogicalF1-ConnectionListResAck		ProtocolIE-ID ::= 81
id-gNB-CU-Name										ProtocolIE-ID ::= 82
id-SCell-FailedtoSetup-List							ProtocolIE-ID ::= 83
id-SCell-FailedtoSetup-Item							ProtocolIE-ID ::= 84
id-SCell-FailedtoSetupMod-List						ProtocolIE-ID ::= 85
id-SCell-FailedtoSetupMod-Item						ProtocolIE-ID ::= 86
id-RRCReconfigurationCompleteIndicator 				ProtocolIE-ID ::= 87
id-Cells-Status-Item								ProtocolIE-ID ::= 88
id-Cells-Status-List								ProtocolIE-ID ::= 89
id-Candidate-SpCell-List							ProtocolIE-ID ::= 90
id-Candidate-SpCell-Item							ProtocolIE-ID ::= 91
id-Potential-SpCell-List							ProtocolIE-ID ::= 92
id-Potential-SpCell-Item							ProtocolIE-ID ::= 93
id-FullConfiguration								ProtocolIE-ID ::= 94
id-C-RNTI											ProtocolIE-ID ::= 95
id-SpCellULConfigured								ProtocolIE-ID ::= 96
id-InactivityMonitoringRequest						ProtocolIE-ID ::= 97
id-InactivityMonitoringResponse						ProtocolIE-ID ::= 98
id-DRB-Activity-Item								ProtocolIE-ID ::= 99
id-DRB-Activity-List								ProtocolIE-ID ::= 100
id-EUTRA-NR-CellResourceCoordinationReq-Container	ProtocolIE-ID ::= 101
id-EUTRA-NR-CellResourceCoordinationReqAck-Container	ProtocolIE-ID ::= 102
id-Protected-EUTRA-Resources-List					ProtocolIE-ID ::= 105
id-RequestType 										ProtocolIE-ID ::= 106
id-ServCellIndex									ProtocolIE-ID ::= 107 
id-RAT-FrequencyPriorityInformation					ProtocolIE-ID ::= 108
id-ExecuteDuplication								ProtocolIE-ID ::= 109
id-NRCGI											ProtocolIE-ID ::= 111
id-PagingCell-Item									ProtocolIE-ID ::= 112
id-PagingCell-List									ProtocolIE-ID ::= 113
id-PagingDRX										ProtocolIE-ID ::= 114
id-PagingPriority 									ProtocolIE-ID ::= 115
id-SItype-List										ProtocolIE-ID ::= 116
id-UEIdentityIndexValue								ProtocolIE-ID ::= 117
id-gNB-CUSystemInformation							ProtocolIE-ID ::= 118
id-HandoverPreparationInformation					ProtocolIE-ID ::= 119
id-GNB-CU-TNL-Association-To-Add-Item				ProtocolIE-ID ::= 120
id-GNB-CU-TNL-Association-To-Add-List				ProtocolIE-ID ::= 121
id-GNB-CU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 122
id-GNB-CU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 123
id-GNB-CU-TNL-Association-To-Update-Item			ProtocolIE-ID ::= 124
id-GNB-CU-TNL-Association-To-Update-List			ProtocolIE-ID ::= 125
id-MaskedIMEISV										ProtocolIE-ID ::= 126
id-PagingIdentity									ProtocolIE-ID ::= 127
id-DUtoCURRCContainer								ProtocolIE-ID ::= 128
id-Cells-to-be-Barred-List							ProtocolIE-ID ::= 129
id-Cells-to-be-Barred-Item							ProtocolIE-ID ::= 130
id-TAISliceSupportList								ProtocolIE-ID ::= 131
id-GNB-CU-TNL-Association-Setup-List				ProtocolIE-ID ::= 132
id-GNB-CU-TNL-Association-Setup-Item				ProtocolIE-ID ::= 133
id-GNB-CU-TNL-Association-Failed-To-Setup-List		ProtocolIE-ID ::= 134
id-GNB-CU-TNL-Association-Failed-To-Setup-Item		ProtocolIE-ID ::= 135
id-DRB-Notify-Item									ProtocolIE-ID ::= 136
id-DRB-Notify-List									ProtocolIE-ID ::= 137
id-NotficationControl								ProtocolIE-ID ::= 138
id-RANAC											ProtocolIE-ID ::= 139
id-PWSSystemInformation								ProtocolIE-ID ::= 140
id-RepetitionPeriod									ProtocolIE-ID ::= 141
id-NumberofBroadcastRequest							ProtocolIE-ID ::= 142
id-Cells-To-Be-Broadcast-List						ProtocolIE-ID ::= 144
id-Cells-To-Be-Broadcast-Item						ProtocolIE-ID ::= 145
id-Cells-Broadcast-Completed-List 					ProtocolIE-ID ::= 146
id-Cells-Broadcast-Completed-Item 					ProtocolIE-ID ::= 147
id-Broadcast-To-Be-Cancelled-List 					ProtocolIE-ID ::= 148
id-Broadcast-To-Be-Cancelled-Item 					ProtocolIE-ID ::= 149
id-Cells-Broadcast-Cancelled-List 					ProtocolIE-ID ::= 150
id-Cells-Broadcast-Cancelled-Item 					ProtocolIE-ID ::= 151
id-NR-CGI-List-For-Restart-List 						ProtocolIE-ID ::= 152
id-NR-CGI-List-For-Restart-Item 						ProtocolIE-ID ::= 153
id-PWS-Failed-NR-CGI-List 							ProtocolIE-ID ::= 154
id-PWS-Failed-NR-CGI-Item 							ProtocolIE-ID ::= 155
id-ConfirmedUEID									ProtocolIE-ID ::= 156
id-Cancel-all-Warning-Messages-Indicator			ProtocolIE-ID ::= 157
id-GNB-DU-UE-AMBR-UL								ProtocolIE-ID ::= 158
id-DRXConfigurationIndicator						ProtocolIE-ID ::= 159
id-RLC-Status										ProtocolIE-ID ::= 160
id-DLPDCPSNLength									ProtocolIE-ID ::= 161
id-GNB-DUConfigurationQuery							ProtocolIE-ID ::= 162
id-MeasurementTimingConfiguration					ProtocolIE-ID ::= 163
id-DRB-Information									ProtocolIE-ID ::= 164
id-ServingPLMN										ProtocolIE-ID ::= 165
id-Protected-EUTRA-Resources-Item					ProtocolIE-ID ::= 168
id-GNB-CU-RRC-Version								ProtocolIE-ID ::= 170
id-GNB-DU-RRC-Version								ProtocolIE-ID ::= 171
id-GNBDUOverloadInformation							ProtocolIE-ID ::= 172
id-CellGroupConfig									ProtocolIE-ID ::= 173
id-RLCFailureIndication								ProtocolIE-ID ::= 174
id-UplinkTxDirectCurrentListInformation				ProtocolIE-ID ::= 175
id-DC-Based-Duplication-Configured					ProtocolIE-ID ::= 176
id-DC-Based-Duplication-Activation					ProtocolIE-ID ::= 177
id-SULAccessIndication								ProtocolIE-ID ::= 178
id-AvailablePLMNList								ProtocolIE-ID ::= 179
id-PDUSessionID										ProtocolIE-ID ::= 180
id-ULPDUSessionAggregateMaximumBitRate				ProtocolIE-ID ::= 181
id-ServingCellMO									ProtocolIE-ID ::= 182
id-QoSFlowMappingIndication							ProtocolIE-ID ::= 183
id-RRCDeliveryStatusRequest							ProtocolIE-ID ::= 184
id-RRCDeliveryStatus								ProtocolIE-ID ::= 185
id-BearerTypeChange									ProtocolIE-ID ::= 186
id-RLCMode											ProtocolIE-ID ::= 187
id-Duplication-Activation							ProtocolIE-ID ::= 188
id-Dedicated-SIDelivery-NeededUE-List				ProtocolIE-ID ::= 189
id-Dedicated-SIDelivery-NeededUE-Item				ProtocolIE-ID ::= 190
id-DRX-LongCycleStartOffset							ProtocolIE-ID ::= 191
id-ULPDCPSNLength									ProtocolIE-ID ::= 192
id-SelectedBandCombinationIndex						ProtocolIE-ID ::= 193
id-SelectedFeatureSetEntryIndex						ProtocolIE-ID ::= 194
id-ResourceCoordinationTransferInformation			ProtocolIE-ID ::= 195
id-ExtendedServedPLMNs-List							ProtocolIE-ID ::= 196
id-ExtendedAvailablePLMN-List						ProtocolIE-ID ::= 197
id-Associated-SCell-List							ProtocolIE-ID ::= 198
id-latest-RRC-Version-Enhanced						ProtocolIE-ID ::= 199
id-Associated-SCell-Item							ProtocolIE-ID ::= 200
id-Cell-Direction									ProtocolIE-ID ::= 201
id-SRBs-Setup-List									ProtocolIE-ID ::= 202
id-SRBs-Setup-Item									ProtocolIE-ID ::= 203
id-SRBs-SetupMod-List								ProtocolIE-ID ::= 204
id-SRBs-SetupMod-Item								ProtocolIE-ID ::= 205
id-SRBs-Modified-List								ProtocolIE-ID ::= 206
id-SRBs-Modified-Item								ProtocolIE-ID ::= 207
id-Ph-InfoSCG										ProtocolIE-ID ::= 208
id-RequestedBandCombinationIndex					ProtocolIE-ID ::= 209
id-RequestedFeatureSetEntryIndex					ProtocolIE-ID ::= 210
id-RequestedP-MaxFR2								ProtocolIE-ID ::= 211
id-DRX-Config										ProtocolIE-ID ::= 212
id-IgnoreResourceCoordinationContainer				ProtocolIE-ID ::= 213
id-UEAssistanceInformation							ProtocolIE-ID ::= 214
id-NeedforGap										ProtocolIE-ID ::= 215
id-PagingOrigin										ProtocolIE-ID ::= 216
id-new-gNB-CU-UE-F1AP-ID							ProtocolIE-ID ::= 217
id-RedirectedRRCmessage								ProtocolIE-ID ::= 218
id-new-gNB-DU-UE-F1AP-ID							ProtocolIE-ID ::= 219
id-NotificationInformation							ProtocolIE-ID ::= 220
id-PLMNAssistanceInfoForNetShar						ProtocolIE-ID ::= 221
id-UEContextNotRetrievable							ProtocolIE-ID ::= 222
id-BPLMN-ID-Info-List								ProtocolIE-ID ::= 223
id-SelectedPLMNID									ProtocolIE-ID ::= 224
id-UAC-Assistance-Info								ProtocolIE-ID ::= 225
id-RANUEID											ProtocolIE-ID ::= 226
id-GNB-DU-TNL-Association-To-Remove-Item			ProtocolIE-ID ::= 227
id-GNB-DU-TNL-Association-To-Remove-List			ProtocolIE-ID ::= 228
id-TNLAssociationTransportLayerAddressgNBDU			ProtocolIE-ID ::= 229
id-portNumber										ProtocolIE-ID ::= 230
id-AdditionalSIBMessageList							ProtocolIE-ID ::= 231
id-Cell-Type										ProtocolIE-ID ::= 232
id-IgnorePRACHConfiguration							ProtocolIE-ID ::= 233
id-CG-Config										ProtocolIE-ID ::= 234
id-PDCCH-BlindDetectionSCG							ProtocolIE-ID ::= 235
id-Requested-PDCCH-BlindDetectionSCG				ProtocolIE-ID ::= 236
id-Ph-InfoMCG										ProtocolIE-ID ::= 237
id-MeasGapSharingConfig								ProtocolIE-ID ::= 238
id-systemInformationAreaID							ProtocolIE-ID ::= 239
id-areaScope										ProtocolIE-ID ::= 240
id-RRCContainer-RRCSetupComplete					ProtocolIE-ID ::= 241
id-TraceActivation									ProtocolIE-ID ::= 242
id-TraceID											ProtocolIE-ID ::= 243
id-Neighbour-Cell-Information-List					ProtocolIE-ID ::= 244
id-SymbolAllocInSlot								ProtocolIE-ID ::= 246
id-NumDLULSymbols									ProtocolIE-ID ::= 247
id-AdditionalRRMPriorityIndex						ProtocolIE-ID ::= 248
id-DUCURadioInformationType							ProtocolIE-ID ::= 249
id-CUDURadioInformationType 						ProtocolIE-ID ::= 250
id-AggressorgNBSetID								ProtocolIE-ID ::= 251
id-VictimgNBSetID									ProtocolIE-ID ::= 252
id-LowerLayerPresenceStatusChange					ProtocolIE-ID ::= 253
id-Transport-Layer-Address-Info						ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item					ProtocolIE-ID ::= 255
id-IntendedTDD-DL-ULConfig							ProtocolIE-ID ::= 256
id-QosMonitoringRequest								ProtocolIE-ID ::= 257
id-BHChannels-ToBeSetup-List						ProtocolIE-ID ::= 258
id-BHChannels-ToBeSetup-Item						ProtocolIE-ID ::= 259
id-BHChannels-Setup-List							ProtocolIE-ID ::= 260
id-BHChannels-Setup-Item							ProtocolIE-ID ::= 261
id-BHChannels-ToBeModified-Item						ProtocolIE-ID ::= 262
id-BHChannels-ToBeModified-List						ProtocolIE-ID ::= 263
id-BHChannels-ToBeReleased-Item						ProtocolIE-ID ::= 264
id-BHChannels-ToBeReleased-List						ProtocolIE-ID ::= 265
id-BHChannels-ToBeSetupMod-Item						ProtocolIE-ID ::= 266
id-BHChannels-ToBeSetupMod-List						ProtocolIE-ID ::= 267
id-BHChannels-FailedToBeModified-Item				ProtocolIE-ID ::= 268
id-BHChannels-FailedToBeModified-List				ProtocolIE-ID ::= 269
id-BHChannels-FailedToBeSetupMod-Item				ProtocolIE-ID ::= 270
id-BHChannels-FailedToBeSetupMod-List				ProtocolIE-ID ::= 271
id-BHChannels-Modified-Item							ProtocolIE-ID ::= 272
id-BHChannels-Modified-List							ProtocolIE-ID ::= 273
id-BHChannels-SetupMod-Item							ProtocolIE-ID ::= 274
id-BHChannels-SetupMod-List							ProtocolIE-ID ::= 275
id-BHChannels-Required-ToBeReleased-Item			ProtocolIE-ID ::= 276
id-BHChannels-Required-ToBeReleased-List			ProtocolIE-ID ::= 277
id-BHChannels-FailedToBeSetup-Item					ProtocolIE-ID ::= 278
id-BHChannels-FailedToBeSetup-List					ProtocolIE-ID ::= 279
id-BHInfo											ProtocolIE-ID ::= 280
id-BAPAddress										ProtocolIE-ID ::= 281
id-ConfiguredBAPAddress								ProtocolIE-ID ::= 282
id-BH-Routing-Information-Added-List				ProtocolIE-ID ::= 283
id-BH-Routing-Information-Added-List-Item			ProtocolIE-ID ::= 284
id-BH-Routing-Information-Removed-List				ProtocolIE-ID ::= 285
id-BH-Routing-Information-Removed-List-Item			ProtocolIE-ID ::= 286
id-UL-BH-Non-UP-Traffic-Mapping						ProtocolIE-ID ::= 287
id-Activated-Cells-to-be-Updated-List				ProtocolIE-ID ::= 288
id-Child-Nodes-List									ProtocolIE-ID ::= 289
id-IAB-Info-IAB-DU									ProtocolIE-ID ::= 290
id-IAB-Info-IAB-donor-CU							ProtocolIE-ID ::= 291
id-IAB-TNL-Addresses-To-Remove-List					ProtocolIE-ID ::= 292
id-IAB-TNL-Addresses-To-Remove-Item					ProtocolIE-ID ::= 293
id-IAB-Allocated-TNL-Address-List					ProtocolIE-ID ::= 294
id-IAB-Allocated-TNL-Address-Item					ProtocolIE-ID ::= 295
id-IABIPv6RequestType								ProtocolIE-ID ::= 296
id-IABv4AddressesRequested							ProtocolIE-ID ::= 297
id-IAB-Barred										ProtocolIE-ID ::= 298
id-TrafficMappingInformation						ProtocolIE-ID ::= 299
id-UL-UP-TNL-Information-to-Update-List				ProtocolIE-ID ::= 300
id-UL-UP-TNL-Information-to-Update-List-Item		ProtocolIE-ID ::= 301
id-UL-UP-TNL-Address-to-Update-List					ProtocolIE-ID ::= 302
id-UL-UP-TNL-Address-to-Update-List-Item			ProtocolIE-ID ::= 303
id-DL-UP-TNL-Address-to-Update-List					ProtocolIE-ID ::= 304
id-DL-UP-TNL-Address-to-Update-List-Item			ProtocolIE-ID ::= 305
id-NRV2XServicesAuthorized							ProtocolIE-ID ::= 306
id-LTEV2XServicesAuthorized							ProtocolIE-ID ::= 307
id-NRUESidelinkAggregateMaximumBitrate				ProtocolIE-ID ::= 308
id-LTEUESidelinkAggregateMaximumBitrate				ProtocolIE-ID ::= 309
id-SIB12-message									ProtocolIE-ID ::= 310
id-SIB13-message									ProtocolIE-ID ::= 311
id-SIB14-message									ProtocolIE-ID ::= 312
id-SLDRBs-FailedToBeModified-Item					ProtocolIE-ID ::= 313
id-SLDRBs-FailedToBeModified-List					ProtocolIE-ID ::= 314
id-SLDRBs-FailedToBeSetup-Item						ProtocolIE-ID ::= 315
id-SLDRBs-FailedToBeSetup-List						ProtocolIE-ID ::= 316
id-SLDRBs-Modified-Item								ProtocolIE-ID ::= 317
id-SLDRBs-Modified-List								ProtocolIE-ID ::= 318
id-SLDRBs-Required-ToBeModified-Item				ProtocolIE-ID ::= 319
id-SLDRBs-Required-ToBeModified-List				ProtocolIE-ID ::= 320
id-SLDRBs-Required-ToBeReleased-Item				ProtocolIE-ID ::= 321
id-SLDRBs-Required-ToBeReleased-List				ProtocolIE-ID ::= 322
id-SLDRBs-Setup-Item								ProtocolIE-ID ::= 323
id-SLDRBs-Setup-List								ProtocolIE-ID ::= 324
id-SLDRBs-ToBeModified-Item							ProtocolIE-ID ::= 325
id-SLDRBs-ToBeModified-List							ProtocolIE-ID ::= 326
id-SLDRBs-ToBeReleased-Item							ProtocolIE-ID ::= 327
id-SLDRBs-ToBeReleased-List							ProtocolIE-ID ::= 328
id-SLDRBs-ToBeSetup-Item							ProtocolIE-ID ::= 329
id-SLDRBs-ToBeSetup-List							ProtocolIE-ID ::= 330
id-SLDRBs-ToBeSetupMod-Item							ProtocolIE-ID ::= 331
id-SLDRBs-ToBeSetupMod-List							ProtocolIE-ID ::= 332
id-SLDRBs-SetupMod-List								ProtocolIE-ID ::= 333
id-SLDRBs-FailedToBeSetupMod-List					ProtocolIE-ID ::= 334
id-SLDRBs-SetupMod-Item								ProtocolIE-ID ::= 335
id-SLDRBs-FailedToBeSetupMod-Item					ProtocolIE-ID ::= 336
id-SLDRBs-ModifiedConf-List							ProtocolIE-ID ::= 337
id-SLDRBs-ModifiedConf-Item							ProtocolIE-ID ::= 338
id-UEAssistanceInformationEUTRA						ProtocolIE-ID ::= 339
id-PC5LinkAMBR										ProtocolIE-ID ::= 340
id-SL-PHY-MAC-RLC-Config							ProtocolIE-ID ::= 341
id-SL-ConfigDedicatedEUTRA-Info						ProtocolIE-ID ::= 342
id-AlternativeQoSParaSetList						ProtocolIE-ID ::= 343
id-CurrentQoSParaSetIndex							ProtocolIE-ID ::= 344
id-gNBCUMeasurementID								ProtocolIE-ID ::= 345
id-gNBDUMeasurementID								ProtocolIE-ID ::= 346
id-RegistrationRequest								ProtocolIE-ID ::= 347
id-ReportCharacteristics							ProtocolIE-ID ::= 348
id-CellToReportList									ProtocolIE-ID ::= 349
id-CellMeasurementResultList						ProtocolIE-ID ::= 350
id-HardwareLoadIndicator							ProtocolIE-ID ::= 351
id-ReportingPeriodicity								ProtocolIE-ID ::= 352
id-TNLCapacityIndicator								ProtocolIE-ID ::= 353
id-CarrierList										ProtocolIE-ID ::= 354
id-ULCarrierList									ProtocolIE-ID ::= 355
id-FrequencyShift7p5khz								ProtocolIE-ID ::= 356
id-SSB-PositionsInBurst								ProtocolIE-ID ::= 357
id-NRPRACHConfig									ProtocolIE-ID ::= 358
id-RACHReportInformationList						ProtocolIE-ID ::= 359
id-RLFReportInformationList							ProtocolIE-ID ::= 360
id-TDD-UL-DLConfigCommonNR							ProtocolIE-ID ::= 361
id-CNPacketDelayBudgetDownlink						ProtocolIE-ID ::= 362
id-ExtendedPacketDelayBudget						ProtocolIE-ID ::= 363
id-TSCTrafficCharacteristics						ProtocolIE-ID ::= 364
id-ReportingRequestType								ProtocolIE-ID ::= 365
id-TimeReferenceInformation							ProtocolIE-ID ::= 366
id-CNPacketDelayBudgetUplink						ProtocolIE-ID ::= 369
id-AdditionalPDCPDuplicationTNL-List				ProtocolIE-ID ::= 370
id-RLCDuplicationInformation						ProtocolIE-ID ::= 371
id-AdditionalDuplicationIndication					ProtocolIE-ID ::= 372
id-ConditionalInterDUMobilityInformation			ProtocolIE-ID ::= 373
id-ConditionalIntraDUMobilityInformation			ProtocolIE-ID ::= 374
id-targetCellsToCancel								ProtocolIE-ID ::= 375
id-requestedTargetCellGlobalID						ProtocolIE-ID ::= 376
id-ManagementBasedMDTPLMNList						ProtocolIE-ID ::= 377
id-TraceCollectionEntityIPAddress 					ProtocolIE-ID ::= 378
id-PrivacyIndicator									ProtocolIE-ID ::= 379
id-TraceCollectionEntityURI							ProtocolIE-ID ::= 380
id-mdtConfiguration									ProtocolIE-ID ::= 381
id-ServingNID										ProtocolIE-ID ::= 382
id-NPNBroadcastInformation							ProtocolIE-ID ::= 383
id-NPNSupportInfo									ProtocolIE-ID ::= 384
id-NID												ProtocolIE-ID ::= 385
id-AvailableSNPN-ID-List							ProtocolIE-ID ::= 386
id-SIB10-message									ProtocolIE-ID ::= 387
id-DLCarrierList									ProtocolIE-ID ::= 389
	id-ExtendedTAISliceSupportList					ProtocolIE-ID ::= 390
id-RequestedSRSTransmissionCharacteristics			ProtocolIE-ID ::= 391
id-PosAssistance-Information						ProtocolIE-ID ::= 392
id-PosBroadcast										ProtocolIE-ID ::= 393
id-RoutingID										ProtocolIE-ID ::= 394
id-PosAssistanceInformationFailureList				ProtocolIE-ID ::= 395
id-PosMeasurementQuantities							ProtocolIE-ID ::= 396
id-PosMeasurementResultList							ProtocolIE-ID ::= 397
id-TRPInformationTypeListTRPReq						ProtocolIE-ID ::= 398
id-TRPInformationTypeItem							ProtocolIE-ID ::= 399
id-TRPInformationListTRPResp						ProtocolIE-ID ::= 400
id-TRPInformationItem								ProtocolIE-ID ::= 401
id-LMF-MeasurementID								ProtocolIE-ID ::= 402
id-SRSType											ProtocolIE-ID ::= 403
id-ActivationTime									ProtocolIE-ID ::= 404
id-AbortTransmission								ProtocolIE-ID ::= 405
id-PositioningBroadcastCells						ProtocolIE-ID ::= 406
id-SRSConfiguration									ProtocolIE-ID ::= 407
id-PosReportCharacteristics							ProtocolIE-ID ::= 408
id-PosMeasurementPeriodicity						ProtocolIE-ID ::= 409
id-TRPList											ProtocolIE-ID ::= 410
id-RAN-MeasurementID								ProtocolIE-ID ::= 411
id-LMF-UE-MeasurementID								ProtocolIE-ID ::= 412
id-RAN-UE-MeasurementID								ProtocolIE-ID ::= 413
id-E-CID-MeasurementQuantities						ProtocolIE-ID ::= 414
id-E-CID-MeasurementQuantities-Item					ProtocolIE-ID ::= 415
id-E-CID-MeasurementPeriodicity						ProtocolIE-ID ::= 416
id-E-CID-MeasurementResult							ProtocolIE-ID ::= 417
id-Cell-Portion-ID									ProtocolIE-ID ::= 418
id-SFNInitialisationTime							ProtocolIE-ID ::= 419
id-SystemFrameNumber								ProtocolIE-ID ::= 420
id-SlotNumber										ProtocolIE-ID ::= 421
id-TRP-MeasurementRequestList						ProtocolIE-ID ::= 422
id-MeasurementBeamInfoRequest						ProtocolIE-ID ::= 423
id-E-CID-ReportCharacteristics						ProtocolIE-ID ::= 424
id-ConfiguredTACIndication							ProtocolIE-ID ::= 425
id-Extended-GNB-CU-Name								ProtocolIE-ID ::= 426
id-Extended-GNB-DU-Name								ProtocolIE-ID ::= 427
id-F1CTransferPath									ProtocolIE-ID ::= 428
id-SFN-Offset										ProtocolIE-ID ::= 429
id-TransmissionStopIndicator						ProtocolIE-ID ::= 430
id-SrsFrequency										ProtocolIE-ID ::= 431
id-SCGIndicator										ProtocolIE-ID ::= 432
id-EstimatedArrivalProbability						ProtocolIE-ID ::= 433
id-TRPType											ProtocolIE-ID ::= 434
id-SRSSpatialRelationPerSRSResource					ProtocolIE-ID ::= 435
id-RANUEPagingDRX									ProtocolIE-ID ::= FFS
id-CNUEPagingDRX									ProtocolIE-ID ::= FFS
id-NRPagingeDRXInformation							ProtocolIE-ID ::= FFS
id-NRPagingeDRXInformationforRRCINACTIVE			ProtocolIE-ID ::= FFS


END
-- ASN1STOP 
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