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[bookmark: _Toc64448135][bookmark: _Toc74152931][bookmark: _Toc64448154][bookmark: _Toc74152950]5.2.11	Positioning function
This function allows to transfer location management messages between gNB-CU and gNB-DU. With this function, gNB-CU request TRP information from gNB-DU, and gNB-DU response to gNB-CU with the TRP information. With this function, gNB-CU request positioning measurements from gNB-DU, and gNB-DU response to gNB-CU with the positioning measurements.
The function allows to transfer the positioning assistance data from gNB-CU to gNB-DU. The gNB-DU is responsible for broadcasting the positioning assistance data according to the scheduling parameters available.
The function allows the gNB-CU to request the gNB-DU to configure PRS transmissions.

>>> NEXT CHANGE <<<
6.1.11	Positioning procedures 
The F1 Positioning procedures are listed below:
· Positioning Assistance Information Control procedure;
· Positioning Assistance Information Feedback procedure;
· Positioning Measurement procedure;
· Positioning Measurement Report procedure;
· Positioning Measurement Abort procedure;
· Positioning Measurement Failure Indication procedure;
· Positioning Measurement Update procedure;
· TRP Information Exchange procedure; 
· Positioning Information Update; 
· Positioning Information Exchange procedure;
· Positioning Activation procedure;
· Positioning Deactivation procedure;
· E-CID Measurement Initiation;
· E-CID Measurement Failure Indication procedure;
· E-CID Measurement Report procedure;
· E-CID Measurement Termination procedure;
· PRS Configuration Exchange procedure.

