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5.29	QMC support function
The QMC function provides means to manage the QMC sessions and support the mobility of QMC sessions over the NG interface. 
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6.25	QMC The procedures for supporting QMC
The following procedures are used to control the QMC sessions in the UE and to transfer QMC session information to the target NG-RAN node during a UE’s intra-system intra-RAT mobility:
-	Initial Context Setup;
-	UE Context Modification;
-	Handover Preparation;
-	Handover Resource Allocation;.
-	UE Radio Capability Info Indication.
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[bookmark: OLE_LINK6][bookmark: OLE_LINK7][bookmark: OLE_LINK8]For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
BH RLC channel: as defined in TS 38.300 [8].
en-gNB: as defined in TS 37.340 [9].
gNB-CU: as defined in TS 38.401 [2].
gNB-DU: as defined in TS 38.401 [2].
gNB: as defined in TS 38.300 [8].
IAB-MT: as defined in TS 38.300 [8].
IAB-DU: as defined in TS 38.300 [8].
IAB-node: as defined in TS 38.300 [8].
IAB-donor: as defined in TS 38.300 [8].
IAB-donor-CU: as defined in TS 38.401 [2].
IAB-donor-DU: as defined in TS 38.401 [2].
[bookmark: _Toc13920077][bookmark: _Toc29392993][bookmark: _Toc29393041][bookmark: _Toc36556395][bookmark: _Toc45833059][bookmark: _Toc64448116][bookmark: _Toc74152912][bookmark: _Toc97909408]U2N Relay UE: as defined in TS 38.300 [8].
U2N Remote UE: as defined in TS 38.300 [8].
Uu RLC channel: as defined in TS 38.300 [8].
PC5 RLC channel: as defined in TS 38.300 [8].
RAN Visible QoE measurements: as defined in TS 38.300 [8].
[bookmark: _Toc98932574]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
BH	Backhaul
DRB	Data Radio Bearers
eDRX	extended Discontinuous Reception
F1-U	F1 User plane interface
F1-C	F1 Control plane interface
F1AP	F1 Application Protocol
GTP-U	GPRS Tunnelling Protocol 
IAB	Integrated Access and Backhaul
IP	Internet Protocol
L2	Layer-2
MBS	Multicast/Broadcast Service
NR-MIB	NR-Master Information Block
O&M	Operation and Maintenance
PA	Paging Area
PDC	Propagation Delay Compensation
PF	Paging Frame
PH	Paging Hyperframes
PO	Paging Occasion
PTP	Point to Point
PTM	Point to Multipoint
QMC	QoE Measurement Collection
QoE	Quality of Experience
QoS	Quality of Service
RedCap	Reduced Capability
RIM	Remote Interference Management
RLC	Radio Link Control
RRC	Radio Resource Control
SCTP	Stream Control Transmission Protocol
SRB	Signalling Radio Bearers
SIB1	System Information Block 1
SIB10	System Information Block 10 
SIB12	System Information Block 12
SIB13	System Information Block 13
SIB14	System Information Block 14
SL	Sidelink
TNL	Transport Network Layer
U2N 	UE-to-Network
V2X	Vehicle-to-Everything
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The following clauses describe the functions supported over F1-C and F1-U. 
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5.2.15	QoEQMC support function
This function enables the transfer of RAN visible QoE information from the gNB-CU to the gNB-DU.
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6	Procedures of the F1 interface
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6.1.15	QoE The procedures for supporting QMC
The procedures for supporting QMCQoE procedures are listed below:
-	RAN Visible QoE Information Transfer procedure.
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