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[bookmark: _Toc29393024][bookmark: _Toc29393072][bookmark: _Toc45832940][bookmark: _Toc98403907]5.2.10.3	IAB Resource Coordination function
This function is used to exchange information between the F1-terminating IAB-donor-CU and the non-F1-terminating IAB-donor-CU of a boundary IAB-node in order to support resource multiplexing.
5.2.11	MBS management support function
This function is used to support the management of MBS Sessions, including the addition of MBS related information in interface management and mobility procedures, and the support of RAN Multicast paging.

[bookmark: _Toc98403890]5.2.121	Small data transmission function
This function supports small data transmission sessions in RRC_INACTIVE both with and without anchor relocation, in case the UE is served by a new NG-RAN node.
[bookmark: _Toc98403891]5.2.121.1	Partial UE Context Transfer function
The Partial UE Context Transfer function is used for the last serving NG-RAN node to provide part of the UE Context to the receiving gNB.
[bookmark: _Toc98403892][bookmark: _Toc29391686][bookmark: _Toc29391626][bookmark: _Toc51762809][bookmark: _Toc534727694][bookmark: _Toc36552256][bookmark: _Toc45882484][bookmark: _Toc29391566]5.2.132	QMC function
The QMC function provides means to support the mobility of QMC sessions over the Xn interface.
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