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<<<<<< START OF CHANGE >>>>>>
[bookmark: _Toc20955172][bookmark: _Toc29503621][bookmark: _Toc29504205][bookmark: _Toc29504789][bookmark: _Toc36553235][bookmark: _Toc36554962][bookmark: _Toc45652273][bookmark: _Toc45658705][bookmark: _Toc45720525][bookmark: _Toc45798405][bookmark: _Toc45897794][bookmark: _Toc51745998][bookmark: _Toc64446262][bookmark: _Toc73982132][bookmark: _Toc88652221][bookmark: _Toc97891264][bookmark: _Toc99123407][bookmark: _Toc99662212][bookmark: _Toc45832302][bookmark: _Toc51763482][bookmark: _Toc64448647][bookmark: _Toc66289306][bookmark: _Toc74154419][bookmark: _Toc81383163][bookmark: _Toc88657796][bookmark: _Toc13920077][bookmark: _Toc29392993][bookmark: _Toc29393041][bookmark: _Toc36556395][bookmark: _Toc45833059][bookmark: _Toc64448116][bookmark: _Toc74152912][bookmark: _Toc13920088][bookmark: _Toc29393004][bookmark: _Toc29393052][bookmark: _Toc36556406][bookmark: _Toc45833070][bookmark: _Toc64448127][bookmark: _Toc74152923][bookmark: _Toc20954852][bookmark: _Toc29503289][bookmark: _Toc29503873][bookmark: _Toc29504457][bookmark: _Toc36552903][bookmark: _Toc36554630][bookmark: _Toc45651883][bookmark: _Toc45658315][bookmark: _Toc45720135][bookmark: _Toc45798015][bookmark: _Toc45897404][bookmark: _Toc51745604][bookmark: _Toc64445868][bookmark: _Toc73981738][bookmark: _Toc81304322][bookmark: _Toc45651976][bookmark: _Toc45658408][bookmark: _Toc45720228][bookmark: _Toc45798108][bookmark: _Toc45897497][bookmark: _Toc51745701][bookmark: _Toc64445965][bookmark: _Toc73981835][bookmark: _Toc81304419][bookmark: _Toc20953453][bookmark: _Toc29390630][bookmark: _Toc36551367][bookmark: _Toc45831578][bookmark: _Toc51762531][bookmark: _Toc64381583][bookmark: _Toc73964101][bookmark: _Toc81228730][bookmark: _Toc73964366][bookmark: _Toc98868277][bookmark: _Toc98868276]9.1.4.3	IAB TRANSPORT MIGRATION MANAGEMENT RESPONSE
This message is sent by the non-F1-terminating IAB-donor-CU to the F1-terminating IAB-donor-CU of a boundary IAB-node to provide inter-donor transport related configurations for the offloaded traffic.
Direction: non-F1-terminating donor CU  F1-terminating donor CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating Donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Traffic Added List
	
	0..1
	
	
	YES
	reject

	>Traffic Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating Topology BH Information
	M
	
	9.2.2.83
	
	–
	

	Traffic Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating Topology BH Information
	M
	
	9.2.2.83
	
	–
	

	Traffic Not Added List
	
	0..1
	
	
	YES
	reject

	>Traffic Not Added Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Cause
	O
	
	9.2.2.2
	
	–
	

	Traffic Not Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Not Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Cause
	O
	
	9.2.3.2
	
	–
	

	IAB TNL Address Response 
	O
	
	9.2.2.86
	
	YES
	reject

	Traffic Released List
	
	0..1
	
	
	YES
	reject

	>Traffic Released Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>BH Info List 
	O
	
	9.2.2.99
	
	–
	



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor-CU. The value is 1024. 



9.1.4.4	IAB TRANSPORT MIGRATION MODIFICATION REQUEST
This message is sent by a non-F1-terminating IAB-donor-CU to an F1-terminating IAB-donor-CU of a boundary IAB-node, for the purpose of modifying or releasing the configuration for the migrated traffic of boundary IAB-node or descendant IAB-node.
Direction: non-F1-terminating donor CU  F1-terminating donor CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	F1-Terminating donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Source NG-RAN node UE
XnAP ID or to the M-NG-RAN node UE XnAP
ID, or to the S-NG-RAN node UE XnAP
ID.
	YES
	reject

	Non-F1-Terminating donor UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	This IE refers to the Target NG-RAN node UE
XnAP ID or to the S-NG-RAN node UE XnAP
ID, or to the M-NG-RAN node UE XnAP
ID.
	YES
	reject

	Traffic Required To Be Modified List
	
	0..1
	
	
	YES
	reject

	>Traffic Required To Be Modified Item
	
	1 .. <maxnoofTrafficIndexEntries>
	
	
	–
	

	>>Traffic Index
	M
	
	9.2.2.80
	
	–
	

	>>Non-F1-terminating topology BH information
	O
	
	9.2.2.83
	
	–
	

	Traffic To Be Released Information
	O
	
	9.2.2.84
	
	YES
	reject

	IAB TNL Address To Be Added
	O
	
	IAB TNL Address Response
9.2.2.86
	
	YES
	reject

	IAB TNL Address To Be Released List
	
	0..1
	
	
	YES
	reject

	>IAB TNL Address To Be Released Item
	
	1..<maxnoofTLAsIAB>
	
	
	–
	

	>>IAB TNL Address
	M
	
	9.2.2.92
	
	–
	



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor-CU. The value is 1024. 

	maxnoofTLAsIAB
	Maximum no. of IPv4 address(es), IPv6 address(es) andor IPv6 address prefix(es) and/or individual IPv4 addresses that can be allocated requested in one procedure execution. The value is 1024. 






<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc98868403]9.2.2.80	Traffic Index 
This IE is used to identify the traffic offloaded to the topology of non-F1-terminating IAB-donor-CU. This IE is only applicable to IAB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Traffic Index
	M
	INTEGER (1..1024,…)
	
	















<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc98868407][bookmark: _Toc98868408][bookmark: _Toc98868409]9.2.2.84	Traffic To Be Released Information 
This IE is used to indicate the request to release the offloaded traffic to be released. This IE is only applicable to IAB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Traffic Release type
	M
	
	
	

	>Full Release
	
	
	
	

	>>All Traffic Indication 
	M
	
	ENUMERATED (true, ..)
	

	>Partial Release
	
	
	
	

	>>Traffic To Be Released List 
	
	1
	
	

	>>>Traffic To Be Released Item IE
	
	1 .. <maxnoofTrafficIndexEntries>
	
	

	>>>>Traffic Index
	M
	
	9.2.2.80
	

	>>>>BH Info List
	O
	
	9.2.2.99
	



	Range bound
	Explanation

	maxnoofTrafficIndexEntries
	Maximum no. of traffic offloaded to the non-F1-terminating IAB-donor-CU. The value is 1024. 



9.2.2.85	IAB TNL Address Request
This IE indicates the request of IP address assignment. This IE is only applicable to IAB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IAB IPv4 Addresses Requested
	O
	
	IAB TNL Addresses Requested
9.2.2.93
	

	CHOICE IAB IPv6 Request Type
	O
	
	
	

	>IPv6 Address
	
	
	
	

	>>IAB IPv6 Addresses Requested
	M
	
	IAB TNL Addresses Requested
9.2.2.93
	

	>IPv6 Prefix
	
	
	
	

	>>IAB IPv6 Address Prefixes Requested
	M
	
	IAB TNL Addresses Requested
9.2.2.93
	

	IAB TNL Address To Remove List
	
	0..1
	
	

	>IAB TNL Address To Remove Item
	
	1..<maxnoofTLAsIAB>
	
	

	>>IAB TNL Address
	M
	
	9.2.2.92
	



	Range bound
	Explanation

	maxnoofTLAsIAB
	Maximum no. of IPv4 address(es), individual IPv4/IPv6 address(es) andor IPv6 address prefix(es) that can be allocated requested in one procedure execution. The value is 1024.



9.2.2.86	IAB TNL Address Response
This IE indicates the assigned IPTNL address(es) assigned to an IAB node(s).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IAB Allocated TNL Address List
	
	1
	
	

	>IAB Allocated TNL Address Item
	
	1..<maxnoofTLAsIAB>
	
	

	>>IAB TNL Address
	M
	
	9.2.2.92
	

	>>IAB TNL Address Usage
	O
	
	ENUMERATED (F1-C, F1-U, Non-F1, All, …)
	Indicates the usage of the allocated IPv4 or IPv6 address or IPv6 address prefix.

	>>Associated Donor DU Address
	O
	
	BAP Address
9.2.2.89
	



	Range bound
	Explanation

	maxnoofTLAsIAB
	Maximum no. of IPv4 address(es), IPv6 address(es) andor IPv6 address prefix(es) and/or individual IPv4 addresses that can be requested allocated in one procedure execution. The value is 1024. 




<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc81383450][bookmark: _Toc74154706][bookmark: _Toc66289593][bookmark: _Toc51763765][bookmark: _Toc64448934][bookmark: _Toc45832485][bookmark: _Toc36557037][bookmark: _Toc29893100][bookmark: _Toc20955982][bookmark: _Toc98868421]9.2.2.98	IAB TNL Address Exception
This IE indicates the list of TNL addresses related to the UL packets to be forwarded over the inter-IAB-donor-DU tunnel and that are exempt from TNL address filtering.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IAB TNL Address List
	
	1
	
	

	>IAB TNL Address Item IEs
	
	1..< maxnoofTLAsIAB>
	
	

	>>IAB TNL Address
	M
	
	9.2.2.92
	



	Range bound
	Explanation

	maxnoofTLAsIAB
	Maximum no. of IPv4 address(es), individual IPv4/IPv6 address(es) andor IPv6 address prefix(es) that can be requested in one procedure execution. The value is 1024.









	

<<<<<< NEXT CHANGE >>>>>>
[bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc98868600]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
<<<<<< UNCHANGED PART ARE SKIPPED >>>>>>

IABTNLAddressToRemove-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

IABTNLAddressUsage ::= ENUMERATED {
	f1-c,
	f1-u,
	non-f1,
	...,
	all
}

IABTNLAddressException ::= SEQUENCE (SIZE(1..maxnoofTLAsIAB)) OF IABTNLAddress-Item


IABTNLAddress-Item ::= SEQUENCE {
	iABTNLAddress		   	 	    IABTNLAddress											    OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { IABTNLAddress-ItemExtIEs } }	OPTIONAL,
	...}

IABTNLAddress-ItemExtIEs XNAP-PROTOCOL-EXTENSION ::= { 
	...
}



<<<<<< END OF CHANGE >>>>>>
