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Table 8.1-2: Class 2 Elementary Procedures
	Elementary Procedure
	Initiating Message

	E-CID Measurement Failure Indication
	E-CID MEASUREMENT FAILURE INDICATION

	E-CID Measurement Report
	E-CID MEASUREMENT REPORT

	E-CID Measurement Termination
	E-CID MEASUREMENT TERMINATION COMMAND

	Error Indication
	ERROR INDICATION

	Assistance Information Control
	ASSISTANCE INFORMATION CONTROL

	Assistance Information Feedback
	ASSISTANCE INFORMATION FEEDBACK

	Positioning Information Update
	POSITIONING INFORMATION UPDATE

	Measurement Report
	MEASUREMENT REPORT

	Measurement Update
	MEASUREMENT UPDATE

	Measurement Abort
	MEASUREMENT ABORT

	Measurement Failure Indication
	MEASUREMENT FAILURE INDICATION

	Positioning Deactivation
	POSITIONING DEACTIVATION

	Measurement Activation
	MEASUREMENT ACTIVATION

	Measurement Deactivation
	MEASUREMENT DEACTIVATION



*********************
Skip the unchanged
*********************

[bookmark: _Toc99056163][bookmark: _Toc99959096]8.2.13	Measurement Activation
[bookmark: _Toc99056164][bookmark: _Toc99959097]8.2.13.1	General
The Measurement Activation procedure is initiated by the LMF to indicate the NG-RAN node to activate the preconfigured measurement gapparameters for the UE. This procedure applies only if the NG-RAN node is a gNB.
[bookmark: _Toc99056165][bookmark: _Toc99959098]8.2.13.2	Successful Operation
[image: ]
Figure 8.2.13.2-1: Measurement Activation procedure, successful operation
The LMF initiates the procedure by sending a MEASUREMENT ACTIVATION message. 
[bookmark: _Toc99056166][bookmark: _Toc99959099]8.2.13.3	Unsuccessful Operation
Not Applicable.

*********************
Skip the unchanged
*********************
8.2.X Measurement Deactivation
8.2.X.1	General
The Measurement Deactivation procedure is initiated by the LMF to indicate the NG-RAN node to deactivate the preconfigured parameters for the UE. This procedure applies only if the NG-RAN node is a gNB.
8.2.X.2	Successful Operation


Figure 8.2.X.2-1: Measurement Deactivation procedure, successful operation
The LMF initiates the procedure by sending a MEASUREMENT DEACTIVATION message. 
8.2.X.3	Unsuccessful Operation
Not Applicable.

*********************
Skip the unchanged
*********************

[bookmark: _Toc99056233][bookmark: _Toc99959166]9.1.1.27	MEASUREMENT ACTIVATION
This message is sent by the LMF to indicate the NG-RAN node to activate the preconfigured measurement gapparameters for the UE.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	PRS Measurement Info List 
	
	1
	
	
	YES
	Ignore

	>PRS Measurement Info Item
	
	1 .. < maxFreqLayers>
	
	
	-
	

	>>Point A
	M
	
	INTEGER (0..3279165)
	
	-
	

	>>MeasPRS Periodicity
	M
	
	ENUMERATED (ms20, ms40, ms80, ms160, …)
	Measurement gap periodicity in units of ms
	-
	

	>>MeasPRS Offset
	M
	
	INTEGER (0..159, …)
	Measurement gap offset in units of subframes
	-
	

	>>Measurement PRS Length
	M
	
	ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6, ms10, ms20}
	
	-
	



	Range bound
	Explanation

	maxFreqLayers
	Maximum no. of frequency layers. Value is 4



*********************
Skip the unchanged
*********************
9.1.1.X	MEASUREMENT DEACTIVATION
This message is sent by the LMF to indicate the NG-RAN node to deactivate the preconfigured parameters for the UE.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	ignore

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
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*********************
Skip the unchanged
*********************

[bookmark: _Toc534903101][bookmark: _Toc51776080][bookmark: _Toc56773102][bookmark: _Toc64447732][bookmark: _Toc74152388][bookmark: _Toc88654242][bookmark: _Toc99056333][bookmark: _Toc99959266]9.3.3	Elementary Procedure Definitions
-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

NRPPA-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode,
	NRPPATransactionID

FROM NRPPA-CommonDataTypes


	ErrorIndication,
	PrivateMessage,
	E-CIDMeasurementInitiationRequest,
	E-CIDMeasurementInitiationResponse,
	E-CIDMeasurementInitiationFailure,
	E-CIDMeasurementFailureIndication,
	E-CIDMeasurementReport,
	E-CIDMeasurementTerminationCommand,
	OTDOAInformationRequest,
	OTDOAInformationResponse,
	OTDOAInformationFailure,
	AssistanceInformationControl,
	AssistanceInformationFeedback,
	PositioningInformationRequest,
	PositioningInformationResponse,
	PositioningInformationFailure,
	PositioningInformationUpdate,
	MeasurementRequest,
	MeasurementResponse,
	MeasurementFailure,
	MeasurementReport,
	MeasurementUpdate,
	MeasurementAbort,
	MeasurementFailureIndication,
	TRPInformationRequest,
	TRPInformationResponse,
	TRPInformationFailure,
	PositioningActivationRequest,
	PositioningActivationResponse,
	PositioningActivationFailure,
	PositioningDeactivation,
	PRSConfigurationRequest,
	PRSConfigurationResponse,
	PRSConfigurationFailure,
	MeasurementPreconfigurationRequired,
	MeasurementPreconfigurationConfirm,
	MeasurementPreconfigurationRefuse,
	MeasurementActivation,
	MeasurementDeactivation


FROM NRPPA-PDU-Contents

	id-errorIndication,
	id-privateMessage,
	id-e-CIDMeasurementInitiation,
	id-e-CIDMeasurementFailureIndication,
	id-e-CIDMeasurementReport,
	id-e-CIDMeasurementTermination,
[bookmark: _Hlk50049714]	id-oTDOAInformationExchange,
	id-assistanceInformationControl,
	id-assistanceInformationFeedback,
	id-positioningInformationExchange,
	id-positioningInformationUpdate,
	id-Measurement,
	id-MeasurementReport,
	id-MeasurementUpdate,
	id-MeasurementAbort,
	id-MeasurementFailureIndication,
	id-tRPInformationExchange, 
	id-positioningActivation,
	id-positioningDeactivation,
	id-pRSConfigurationExchange,
	id-measurementPreconfiguration,
	id-measurementActivation,
	id-measurementDeactivation



FROM NRPPA-Constants;

*********************
Skip the unchanged
*********************
NRPPA-ELEMENTARY-PROCEDURES-CLASS-2 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementFailureIndication		|
	e-CIDMeasurementReport					|
	e-CIDMeasurementTermination				|
	errorIndication							|
	privateMessage							|
	assistanceInformationControl			|
	assistanceInformationFeedback 			|
	positioningInformationUpdate			|
	measurementReport						|
	measurementUpdate						|
	measurementAbort						|
	measurementFailureIndication		|
	positioningDeactivation		|
	measurementActivation					|
	measurementDeactivation,
	...
}

*********************
Skip the unchanged
*********************
measurementActivation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementActivation
	PROCEDURE CODE			id-measurementActivation
	CRITICALITY				ignore
}

measurementDeactivation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementDeactivation
	PROCEDURE CODE			id-measurementDeactivation
	CRITICALITY				ignore
}


END
-- ASN1STOP

*********************
Skip the unchanged
*********************
[bookmark: _Toc534903102][bookmark: _Toc51776081][bookmark: _Toc56773103][bookmark: _Toc64447733][bookmark: _Toc74152389][bookmark: _Toc88654243][bookmark: _Toc99056334][bookmark: _Toc99959267][bookmark: _Hlk506316534]9.3.4	PDU Definitions

-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
[bookmark: _Hlk50049841]	UE-Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
[bookmark: _Hlk50049901]	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	TRPMeasurementQuantities,
	TrpMeasurementResult,
	TRP-ID,
	TRPInformationTypeListTRPReq,
	TRPInformationListTRPResp,
	TRP-MeasurementRequestList,
	TRP-MeasurementResponseList,
	TRP-MeasurementUpdateList,
	MeasurementBeamInfoRequest,
[bookmark: _Hlk42765189]	PositioningBroadcastCells,
	SRSResourceSetID,
	SpatialRelationInfo,
	SRSResourceTrigger,
	TRPList,
	AbortTransmission,
	SystemFrameNumber,
	SlotNumber,
	RelativeTime1900,
	SpatialRelationPerSRSResource,
	MeasurementPeriodicityExtended,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,
	UEReportingInformation,
	UETxTEGAssociation,
	TRP-PRS-Information-List,
	PRS-Measurements-Info-List,
	UE-TEG-Info-Request,
	MeasurementCharacteristicsRequestIndicator,
	MeasurementTimeOccasion,
	PRSConfigRequestType

	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
[bookmark: _Hlk50049923]	id-LMF-Measurement-ID,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
[bookmark: _Hlk50049941]	id-RAN-Measurement-ID,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
[bookmark: _Hlk50049956]	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-TRPMeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationTypeListTRPReq,
	id-TRPInformationListTRPResp,
	id-TRP-MeasurementRequestList,
	id-TRP-MeasurementResponseList,
	id-TRP-MeasurementReportList,
	id-TRP-MeasurementUpdateList,
	id-MeasurementBeamInfoRequest,
	id-PositioningBroadcastCells,
[bookmark: _Hlk42765888]	id-SRSType,
	id-ActivationTime,
	id-SRSResourceSetID,
	id-TRPList,
	id-SRSSpatialRelation,
	id-AbortTransmission, 
	id-SystemFrameNumber,
	id-SlotNumber,
	id-SRSResourceTrigger,
	id-SFNInitialisationTime,
	id-SRSSpatialRelationPerSRSResource,
	id-MeasurementPeriodicityExtended,
	id-PRSTRPList,
	id-PRSTransmissionTRPList,
	id-ResponseTime,
	id-UEReportingInformation,
	id-UETxTEGAssociation,
	id-TRP-PRS-Information-List,
	id-PRS-Measurements-Info-List,
	id-UE-TEG-Info-Request,
	id-MeasurementCharacteristicsRequestIndicator,
	id-MeasurementTimeOccasion,
	id-PRSConfigRequestType

*********************
Skip the unchanged
*********************

-- **************************************************************
--
-- MEASUREMENT ACTIVATION 
--
-- **************************************************************

MeasurementActivation::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementActivation-IEs} },
	...
}

MeasurementActivation-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-PRS-Measurements-Info-List	CRITICALITY ignore	TYPE PRS-Measurements-Info-List PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- MEASUREMENT DEACTIVATION 
--
-- **************************************************************

MeasurementDeactivation::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { MeasurementDeactivation-IEs} },
	...
}

MeasurementDeactivation-IEs NRPPA-PROTOCOL-IES ::= {
		...
}


END
-- ASN1STOP



*********************
Skip the unchanged
*********************
[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
[bookmark: _Hlk50146160][bookmark: _Hlk50051367]	id-CGI-NR,
	id-SFNInitialisationTime-NR,
	id-GeographicalCoordinates,
	id-ResultSS-RSRP,
	id-ResultSS-RSRQ,
	id-ResultCSI-RSRP,
	id-ResultCSI-RSRQ,
	id-AngleOfArrivalNR,
	id-ResultNR,
	id-ResultEUTRA,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
[bookmark: _Hlk50051846][bookmark: _Hlk50146182]	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoPosMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath,
	maxnoofAngleInfo,
	maxnolcs-gcs-translation,
	maxnoBcastCell,
[bookmark: _Hlk42766711]	maxnoSRSTriggerStates,
	maxnoSpatialRelations,
	maxNRMeas,
	maxEUTRAMeas,
	maxIndexesReport,
	maxCellReportNR,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxPRS-ResourceSets,
	maxPRS-ResourcesPerSet,
	maxNoSSBs,
	maxnoofPRSresourceSet,
	maxnoofPRSresource,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoARPs,
	maxnoTRPTEGs,
	maxnoUETEGs,
	maxFreqLayers,
	maxnoPRSTRPs,
	maxNumResourcesPerAngle,
[bookmark: _Hlk96616442]	maxnoAzimuthAngles,
	maxnoElevationAngles,

*********************
Skip the unchanged
*********************

[bookmark: _Hlk50052815]PRSFrequencyHoppingConfiguration-EUTRA ::= SEQUENCE {
	noOfFreqHoppingBands		NumberOfFrequencyHoppingBands,
	bandPositions				SEQUENCE(SIZE (1..maxnoFreqHoppingBandsMinusOne)) OF NarrowBandIndex,
	iE-Extensions				ProtocolExtensionContainer { { PRSFrequencyHoppingConfiguration-EUTRA-Item-IEs} } OPTIONAL,
	...
}

PRSFrequencyHoppingConfiguration-EUTRA-Item-IEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


PRS-Measurements-Info-List ::= SEQUENCE (SIZE(1..maxFreqLayers)) OF PRS-Measurements-Info-List-Item

PRS-Measurements-Info-List-Item ::= SEQUENCE {
	pointA						INTEGER (0..3279165),
	measPRSPeriodicity			ENUMERATED {ms20, ms40, ms80, ms160, ...},
	measPRSOffset				INTEGER (0..159),
	measurementPRSLength		ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6, ms10, ms20},
	iE-Extensions	ProtocolExtensionContainer { { PRS-Measurements-Info-List-Item-ExtIEs} } OPTIONAL,
		...
}

PRS-Measurements-Info-List-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

[bookmark: _Toc534903105][bookmark: _Toc51776084][bookmark: _Toc56773106][bookmark: _Toc64447736][bookmark: _Toc74152392][bookmark: _Toc88654246][bookmark: _Toc99056337][bookmark: _Toc99959270][bookmark: _Hlk506316802]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
[bookmark: _Hlk50053256]id-assistanceInformationControl									ProcedureCode ::= 7
id-assistanceInformationFeedback								ProcedureCode ::= 8
id-positioningInformationExchange								ProcedureCode ::= 9
id-positioningInformationUpdate									ProcedureCode ::= 10
id-Measurement													ProcedureCode ::= 11
id-MeasurementReport											ProcedureCode ::= 12
id-MeasurementUpdate											ProcedureCode ::= 13
id-MeasurementAbort												ProcedureCode ::= 14
id-MeasurementFailureIndication									ProcedureCode ::= 15
id-tRPInformationExchange										ProcedureCode ::= 16
id-positioningActivation										ProcedureCode ::= 17
id-positioningDeactivation										ProcedureCode ::= 18
id-pRSConfigurationExchange										ProcedureCode ::= 19
id-measurementPreconfiguration									ProcedureCode ::= 20
id-measurementActivation										ProcedureCode ::= 21
id-measurementDeactivation										ProcedureCode ::= xx

*********************
Skip the unchanged
*********************
maxnoofPRSresourceSet						INTEGER ::= 8
maxnoofPRSresource							INTEGER ::= 64
maxnoofULAoAs								INTEGER ::= 8
maxNoPathExtended							INTEGER ::= 8
maxnoARPs									INTEGER ::=	16
maxnoUETEGs									INTEGER ::= 8
maxnoTRPTEGs								INTEGER ::= 8
maxFreqLayers								INTEGER ::= 4
maxNumResourcesPerAngle						INTEGER ::= 512
maxnoAzimuthAngles							INTEGER ::= 3600
maxnoElevationAngles						INTEGER ::= 1801
maxnoPRSTRPs								INTEGER ::= 256


-- **************************************************************
--
-- IEs
--
-- **************************************************************

*********************
Skip the unchanged
*********************
id-ResponseTime													ProtocolIE-ID ::= 72
id-UEReportingInformation										ProtocolIE-ID ::= 73
id-MultipleULAoA												ProtocolIE-ID ::= 74
id-UL-SRS-RSRPP													ProtocolIE-ID ::= 75
id-SRSResourcetype												ProtocolIE-ID ::= 76
id-ExtendedAdditionalPathList									ProtocolIE-ID ::= 77
id-ARPLocationInfo												ProtocolIE-ID ::= 78
id-ARP-ID														ProtocolIE-ID ::= 79
id-LoS-NLoSInformation											ProtocolIE-ID ::= 80
id-UETxTEGAssociation											ProtocolIE-ID ::= 81
id-NumberOfTRPRxTEG												ProtocolIE-ID ::= 82
id-NumberOfTRPRxTxTEG											ProtocolIE-ID ::= 83
id-TRPTxTEGAssociation											ProtocolIE-ID ::= 84
id-TRPTEGIDInformation											ProtocolIE-ID ::= 85
id-TRPRXTEGID													ProtocolIE-ID ::= 86
id-TRP-PRS-Information-List										ProtocolIE-ID ::= 87
id-PRS-Measurements-Info-List									ProtocolIE-ID ::= 88
id-PRSConfigRequestType											ProtocolIE-ID ::= 89
id-UE-TEG-Info-Request											ProtocolIE-ID ::= 90
id-MeasurementTimeOccasion										ProtocolIE-ID ::= 91
id-MeasurementCharacteristicsRequestIndicator					ProtocolIE-ID ::= 92
id-TRPBeamAntennaInformation									ProtocolIE-ID ::= 93
id-NR-TADV														ProtocolIE-ID ::= 94


END
-- ASN1STOP


*********************
End of changes
*********************
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