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START OF CHANGE

9.3.1.107
gNB-DU Cell Resource Configuration 

This IE contains the resource configuration of the cells served by a gNB-DU, i.e. the TDD/FDD resource parameters for each activated cell (TS 38.213 [31], clause 11.1.1).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Subcarrier Spacing
	M
	
	ENUMERATED (kHz15, kHz30, kHz60, kHz120, kHz240, spare3, spare2, spare1, …)
	Subcarrier spacing used as reference for the TDD/FDD slot configuration.
	YES
	reject

	DUF Transmission Periodicity 
	O
	
	ENUMERATED (ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, …)
	
	YES
	reject

	DUF Slot Configuration List
	
	0..1
	
	
	
	

	>DUF Slot Configuration Item
	
	1..<maxnoofDUFSlots>
	
	The maxNrofSlots in TS 38.331 [8].
	-
	

	>>CHOICE DUF Slot Configuration
	M
	
	
	
	-
	

	>>>Explicit Format
	
	
	
	
	-
	

	>>>>Permutation
	M
	
	ENUMERATED (DFU, UFD, …)
	
	-
	

	>>>>Number of Downlink Symbols
	O
	
	INTEGER (0..14)
	
	-
	

	>>>>Number of Uplink Symbols
	O
	
	INTEGER (0..14)
	
	-
	

	>>>Implicit Format
	
	
	
	
	
	

	>>>>DUF Slot Format Index
	M
	
	INTEGER (0..254)
	Index into Table 11.1.1-1 and Table 14-2 in TS 38.213 [31], excluding the last row in Table 14-2.
	-
	

	HSNA Transmission Periodicity 
	M
	
	ENUMERATED (ms0p5, ms0p625, ms1, ms1p25, ms2, ms2p5, ms5, ms10, ms20, ms40, ms80, ms160, …)
	
	YES
	reject

	HSNA Slot Configuration List
	
	0..1
	
	
	
	

	>HSNA Slot Configuration Item
	
	1..<maxnoofHSNASlots>
	
	
	
	

	>>HSNA Downlink
	O
	
	ENUMERATED (HARD, SOFT, NOTAVAILABLE)
	HSNA value for downlink symbols in a slot.
	-
	

	>>HSNA Uplink
	O
	
	ENUMERATED (HARD, SOFT, NOTAVAILABLE)
	HSNA value for uplink symbols in a slot.
	-
	

	>>HSNA Flexible
	O
	
	ENUMERATED (HARD, SOFT, NOTAVAILABLE)
	HSNA value for flexible symbols in a slot.
	-
	

	RB Set Configuration
	O
	
	9.3.1.230
	
	YES
	reject

	Frequency-Domain HSNA Configuration List
	
	0..1
	
	
	YES
	reject

	>Frequency-Domain HSNA Configuration Item
	
	1..<maxnoofRBsetsPerCell>
	
	
	EACH
	reject

	>>RB set Index
	O
	
	INTEGER (0.. maxnoofRBsetsPerCell-1)
	Refers to an RB set defined by RB Set Configuration.
	-
	

	>>Frequency-Domain HSNA Slot Configuration List
	
	1
	
	
	-
	

	>>>Frequency-Domain HSNA Slot Configuration Item
	
	1..<maxnoofHSNASlots>
	
	
	-
	

	>>>>Slot Index
	O
	
	INTEGER (0..5119)
	Indicates an index to a slot within the HSNA Transmission Periodicity. 
	-
	

	>>>>HSNA Downlink
	O
	
	ENUMERATED (HARD, SOFT, NOTAVAILABLE)
	HSNA value for downlink symbols in a slot, for an RB set.
	-
	

	>>>>HSNA Uplink
	O
	
	ENUMERATED (HARD, SOFT, NOTAVAILABLE)
	HSNA value for uplink symbols in a slot, for an RB set.
	-
	

	>>>>HSNA Flexible
	O
	
	ENUMERATED (HARD, SOFT, NOTAVAILABLE)
	HSNA value for flexible symbols in a slot, for an RB set.
	-
	

	Child IAB-Nodes NA Resource List
	
	0..1
	
	List of child IAB-nodes served by the IAB-DU or IAB-donor-DU.


	YES
	reject

	>Child IAB--Nodes NA Resource List Item
	
	1 .. <maxnoofChildIABNodes>
	
	
	EACH
	reject

	>>gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	Identifier of a child-node IAB-MT at the IAB-donor-CU.


	-
	

	>>gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	Identifier of a child-node IAB-MT at an IAB-DU or IAB-donor-DU.
	-
	

	>>NA Resource Configuration List
	
	0..1
	
	List of not-available resources of this cell for this child IAB-node
	-
	

	>>>NA Resource Configuration Item
	
	1..<maxnoofHSNASlots>
	
	
	-
	

	>>>>NA Downlink
	O
	
	ENUMERATED (true, false, …)
	Indicates whether downlink symbols, in a slot, are available to serve the child IAB-node.
	-
	

	>>>>NA Uplink
	O
	
	ENUMERATED (true, false, …)
	Indicates whether uplink symbols, in a slot, are available to serve the child IAB-node.
	-
	

	>>>>NA Flexible
	O
	
	ENUMERATED (true, false, …)
	Indicates whether flexible symbols, in a slot, are available to serve the child IAB-node.
	-
	

	Parent IAB Nodes NA Resource Configuration List 
	
	0..1
	
	List of unavailable resources of this cell for this IAB-node.
	YES
	reject

	>Parent IAB Nodes NA Resource Configuration Item
	
	1..<maxnoofHSNASlots>
	
	
	EACH
	reject

	>>NA Downlink
	O
	
	ENUMERATED (true, false, …)
	Indicates whether downlink symbols, in a slot, are unavailable to serve the IAB-node.
	-
	

	>>NA Uplink
	O
	
	ENUMERATED (true, false, …)
	Indicates whether uplink symbols, in a slot, are unavailable to serve the IAB-node.
	-
	

	>>NA Flexible
	O
	
	ENUMERATED (true, false, …)
	Indicates whether flexible symbols, in a slot, are unavailable to serve the IAB-node.
	-
	


	Range bound
	Explanation

	maxnoofDUFSlots
	Maximum no. of slots in 10ms. Value is 320.

	maxnoofSymbols
	Maximum no. of symbols in a slot. Value is 14.

	maxnoofHSNASlots
	Maximum no of "Hard", "Soft" or "Not available" slots in 160ms. Value is 5120.

	maxnoofRBsetsPerCell
	Maximum no. of RB sets per IAB-DU cell. Value is 8

	maxnoofChildIABNodes
	Maximum number of child nodes served by an IAB-DU or an IAB-donor-DU. Value is 1024.


NEXT CHANGE
9.4.5
Information Element Definitions

-- C

Child-IAB-Nodes-NA-Resource-List ::= SEQUENCE (SIZE(1..maxnoofChildIABNodes)) OF Child-IAB-Nodes-NA-Resource-List-Item

Child-IAB-Nodes-NA-Resource-List-Item::= SEQUENCE {


gNB-CU-UE-F1AP-ID
GNB-CU-UE-F1AP-ID,


gNB-DU-UE-F1AP-ID
GNB-DU-UE-F1AP-ID,


nA-Resource-Configuration-List

NA-Resource-Configuration-List 

OPTIONAL,



iE-Extensions

ProtocolExtensionContainer { { Child-IAB-Nodes-NA-Resource-List-Item-ExtIEs} } OPTIONAL

}

Child-IAB-Nodes-NA-Resource-List-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

NEXT CHANGE
-- F

Frequency-Domain-HSNA-Configuration-List ::= SEQUENCE (SIZE(1..maxnoofRBsetsPerCell)) OF Frequency-Domain-HSNA-Configuration-Item

Frequency-Domain-HSNA-Configuration-Item::= SEQUENCE {


rBSetIndex 

    INTEGER (0..maxnoofRBsetsPerCell-1, ...)   OPTIONAL,


frequency-Domain-HSNA-Slot-Configuration-List



Frequency-Domain-HSNA-Slot-Configuration-List,



iE-Extensions

ProtocolExtensionContainer { { Frequency-Domain-HSNA-Configuration-Item-ExtIEs} } OPTIONAL

}

Frequency-Domain-HSNA-Configuration-Item-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

END OF CHANGE
