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	Reason for change:
	
In section 9.2.1.7 Source eNB to Target eNB Transparent Container IE, the Security Indication IE for R17 is included above the DL Forwarding IE which was inroduced in earlier release. This results at the misalignment with the ASN.1. 
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	· Update the tabular, i.e. moving the Security Indication IE to the bottom to align with the ASN.1. 
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The Source eNB to target eNB Transparent Container IE is an information element that is produced by the source eNB and is transmitted to the target eNB. For inter-system handovers to E-UTRAN, the IE is transmitted from the external handover source to the target eNB.
This IE is transparent to the EPC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC Handover Preparation Information message as defined in subclause 10.2.2 of TS 36.331 [16].
	-
	

	E-RABs Information List
	
	0..1
	
	
	-
	

	>E-RABs Information Item
	
	1 .. <maxnoof E-RABs>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.2
	
	-
	

	>>DL Forwarding
	O
	
	9.2.3.14
	
	-
	

	>>Security Indication
	O
	
	9.2.1.163
	
	YES
	ignore

	>>DAPS Request Information
	O
	
	9.2.1.155
	
	YES
	ignore

	>>Source Transport Layer Address
	O
	
	9.2.2.1
	Identifies the TNL address used by the sending node for direct data forwarding
towards the target eNB
	YES
	ignore

	>>Security Indication
	O
	
	9.2.1.163
	
	YES
	ignore

	Target Cell ID
	M
	
	E-UTRAN CGI
9.2.1.38
	
	-
	

	Subscriber Profile ID for RAT/Frequency priority
	O
	
	9.2.1.39
	
	-
	

	UE History Information
	M
	
	9.2.1.42
	
	-
	

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information related to the handover; the external handover source provides it in order to enable later analysis of the conditions that led to a wrong HO.
	YES
	ignore

	UE History Information from the UE
	O
	
	OCTET STRING
	VisitedCellInfoList contained in the UEInformationResponse message (TS 36.331 [16])
	YES
	ignore

	IMS voice EPS fallback from 5G
	O
	
	ENUMERATED (true, …)
	
	YES
	ignore

	Additional RRM Policy Index
	O
	
	9.2.1.39a
	
	YES
	ignore

	UE Context Reference at Source
	O
	
	9.2.1.144
	
	YES
	ignore

	Inter-system measurement Configuration
	O
	
	9.2.1.151
	
	YES
	ignore

	Source Node ID
	O
	
	9.2.1.152
	
	YES
	ignore

	Emergency Indicator
	O
	
	ENUMERATED (true, …)
	Indicates an emergency EPS voice fallback
	YES
	ignore

	UE Context Reference at Source eNB
	O
	
	eNB UE S1AP ID
9.2.3.4
	This IE is used for NTN operation.
	YES
	ignore



	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.





<Below provides the ASN.1 for reference>
E-RABInformationList	::= SEQUENCE (SIZE (1.. maxnoofE-RABs)) OF ProtocolIE-SingleContainer { { E-RABInformationListIEs } }

E-RABInformationListIEs S1AP-PROTOCOL-IES ::= {
	{ ID id-E-RABInformationListItem			CRITICALITY ignore	TYPE E-RABInformationListItem			PRESENCE mandatory	},
	...
}

E-RABInformationListItem ::= SEQUENCE {
	e-RAB-ID						E-RAB-ID,
	dL-Forwarding					DL-Forwarding		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {E-RABInformationListItem-ExtIEs} }			OPTIONAL,
	...
}

E-RABInformationListItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-DAPSRequestInfo						CRITICALITY ignore	EXTENSION DAPSRequestInfo						PRESENCE optional }|
	{ ID id-SourceTransportLayerAddress			CRITICALITY ignore	EXTENSION TransportLayerAddress				PRESENCE optional}|
	{ ID id-SecurityIndication					CRITICALITY ignore	EXTENSION SecurityIndication					PRESENCE optional },
	...
}
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