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Figure 8.4.2.2-1: Handover resource allocation: successful operation
The AMF initiates the procedure by sending the HANDOVER REQUEST message to the target NG-RAN node.
If the Masked IMEISV IE is contained in the HANDOVER REQUEST message the target NG-RAN node shall, if supported, use it to determine the characteristics of the UE for subsequent handling.
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
In case there are MBS sessions the UE has joined, for all the MBS sessions the UE has joined, tThe SMF shall, if supported, include in the HANDOVER REQUEST message the MBS Session Information To Be Setup List IE within the PDU Session Resource Setup Request Transfer IE for all the MBS sessions the UE has joined, and include the MBS Session Information IE in the HANDOVER REQUEST message.
If the HANDOVER REQUEST message contains the MBS Session Information To Be Setup List IE in a PDU Session Resource Setup Request Transfer IE the NG-RAN node shall, if supported, use it as specified in TS 23.247 [44] and TS 38.300 [8].
If the MBS Session Information Source to Target List IE is contained in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN node shall, if supported, assume the MBS Session to be active and establish MBS session resources as specified in TS 23.247 [44] and TS 38.300 [8], if applicable. 
If the MBS Area Session ID IE is included in the MBS Session Information Source to Target List IE in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN shall use this information as indication from which MBS Area Session ID the UE is handed over. 
If the MBS Service Area IE is included in the MBS Session Information Source to Target List IE in the Source NG-RAN Node to Target NG-RAN Node Transparent Container IE within the HANDOVER REQUEST message, the target NG-RAN shall use this information to setup respective MBS session resources.
If the target NG-RAN node decides to allocate resource for data forwarding for an active MBS Session, respective information is provided for that MBS Session within the Data Forwarding Response MRB List IE in the Target NG-RAN Node to Source NG-RAN Node Transparent Container IE.
If the Time Synchronisation Assistance Information IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, store the information in the UE context and use it as defined in TS 23.501 [9].
If the 5G ProSe Authorized IE is contained in the HANDOVER REQUEST message and it contains one or more IEs set to "authorized", the NG-RAN node shall, if supported, consider that the UE is authorized for the relevant service(s).
If the 5G ProSe UE PC5 Aggregate Maximum Bit Rate IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use the received value for the concerned UE’s sidelink communication in network scheduled mode for 5G ProSe services.
If the 5G ProSe PC5 QoS Parameters IE is included in the HANDOVER REQUEST message, the NG-RAN node shall, if supported, use it as defined in TS 23.304 [47].
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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This message is sent by the AMF to confirm the setup of the NG-U transport.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	MBS Session ID
	M
	
	9.3.1.206
	
	YES
	reject

	S-NSSAI
	M
	
	9.3.1.24
	
	YES
	reject

	MBS Area Session ID
	O
	
	9.3.1.207
	
	YES
	reject

	MBS Distribution Setup Response Transfer
	M
	
	OCTET STRING
	Containing the MBS Distribution Setup Response Transfer IE specified in subclause 9.3.5.8.
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.3.1.29	Source NG-RAN Node to Target NG-RAN Node Transparent Container
This IE is produced by the source NG-RAN node and is transmitted to the target NG-RAN node. For inter-system handovers to 5G, the IE is transmitted from the external handover source to the target NG-RAN node.
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC HandoverPreparationInformation message as defined in TS 38.331 [18] if the target is a gNB.
Includes the RRC HandoverPreparationInformation message as defined in TS 36.331 [21] if the target is an ng-eNB.
	-
	

	PDU Session Resource Information List
	
	0..1
	
	For intra-system handovers in NG-RAN.
	-
	

	>PDU Session Resource Information Item
	
	1..<maxnoofPDUSessions>
	
	
	-
	

	>>PDU Session ID
	M
	
	9.3.1.50
	
	-
	

	>>QoS Flow Information List
	
	1
	
	
	-
	

	>>>QoS Flow Information Item
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>>>QoS Flow Identifier
	M
	
	9.3.1.51
	
	-
	

	>>>>DL Forwarding
	O
	
	9.3.1.33
	
	-
	

	>>>>UL Forwarding
	O
	
	9.3.1.118
	
	YES
	ignore

	[bookmark: OLE_LINK401][bookmark: OLE_LINK402]>>>>Source Transport Layer Address
	O
	
	Transport Layer Address
9.3.2.4
	Identifies the TNL address used by the sending node for direct data forwarding
towards the target NG-RAN node
	YES
	ignore

	>>DRBs to QoS Flows Mapping List
	O
	
	9.3.1.34
	
	-
	

	E-RAB Information List
	
	0..1
	
	For inter-system handovers to 5G.
	-
	

	>E-RAB Information Item
	
	1..<maxnoofE-RABs>
	
	
	-
	

	>>E-RAB ID
	M
	
	9.3.2.3
	
	-
	

	>>DL Forwarding
	O
	
	9.3.1.33
	
	-
	

	Target Cell ID
	M
	
	NG-RAN CGI
9.3.1.73
	
	-
	

	Index to RAT/Frequency Selection Priority
	O
	
	9.3.1.61
	
	-
	

	UE History Information
	M
	
	9.3.1.95
	
	-
	

	[bookmark: OLE_LINK19][bookmark: OLE_LINK20]SgNB UE X2AP ID
	O
	
	9.3.1.127
	Allocated at the Source en-gNB
	-
	

	UE History Information from UE
	O
	
	9.3.1.166
	
	YES
	ignore

	Source Node ID
	O
	
	9.3.1.195
	Source SN ID
	YES
	ignore

	UE Context Reference at Source
	O
	
	RAN UE NGAP ID 
9.3.3.2
	
	YES
	ignore

	MBS Session Information Source to Target List
	
	0..<maxnoofMBSSessionsofUE>
	
	
	YES
	ignore

	>MBS Session ID
	M
	
	9.3.1.206
	
	-
	

	>S-NSSAI
	M
	
	9.3.1.24
	
	-
	

	>MBS Area Session ID
	O
	
	9.3.1.207
	MBS Area Session ID of the UE at the NG-RAN node from which the UE context is transferred
	-
	

	>MBS Service Area
	O
	
	9.3.1.208
	
	-
	

	>MBS QoS Flow List
	
	1..<maxnoofMBSQoSFlows>
	
	
	-
	

	>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>MBS QoS Flow Level QoS Parameters
	M
	
	QoS Flow Level QoS Parameters
9.3.1.12
	
	-
	

	>MBS Mapping and Data Forwarding Request
	
	1 .. <maxnoofMRBs>
	
	
	-
	

	>>MRB ID
	M
	
	9.3.1.218
	
	-
	

	>>MBS QoS Flow List
	
	1..<maxnoofMBSQoSflows>
	
	
	-
	

	>>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.3.1.51
	
	-
	

	>>MRB Progress Information
	M
	
	9.3.1.219
	The SN information of the last packet which has already been delivered for the MRB. 
	-
	

	QMC Configuration Information
	O
	
	9.3.1.223
	Used for passing the signalling based QoE measurement information from the source NG-RAN node to the target NG-RAN node in NG-based handover.
	YES
	ignore



	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is 256.

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is 64.

	maxnoofE-RABs
	Maximum no. of E-RABs allowed towards one UE. Value is 256.

	maxnoofMBSSessions
	Maximum no. of MBS sessions allowed within one PDU session. Value is 32.

	maxnoofMBSSessionsofUE
	Maximum no. of MBS sessions allowed towards one UE. Value is 328192.

	maxnoofMBSQoSflows
	Maximum no. of MBS QoS flows allowed within one MBS session. Value is 64.

	maxnoofMRBs
	Maximum no. of MRBs. Value is 32.
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This IE is produced by the target NG-RAN node and is transmitted to the source NG-RAN node. For inter-system handovers to 5G, the IE is transmitted from the target NG-RAN node to the external relocation source.
This IE is transparent to the 5GC.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	RRC Container
	M
	
	OCTET STRING
	Includes the RRC HandoverCommand message as defined in TS 38.331 [18] if the target is a gNB.
Includes the RRC HandoverCommand message as defined in TS 36.331 [21] if the target is an ng-eNB.
	-
	

	DAPS Response Information List 
	
	0..1
	
	
	YES
	ignore

	>DAPS Response Information Item
	
	1..<maxnoofDRBs>
	
	
	-
	

	>>DRB ID
	M
	
	9.3.1.53
	
	-
	

	>>DAPS Response Information
	M
	
	[bookmark: _Hlk44360256]9.3.1.189
	Indicates the response to a requested DAPS Handover
	-
	

	Direct Forwarding Path Availability
	O
	
	9.3.1.64
	Indicates whether a direct forwarding path between the source SN and the target NG-RAN node is available for inter-system handover
	YES
	ignore

	MBS Session Information Response Target to Source List
	
	0..<maxnoofMBSSessionsofUE>
	
	
	YES
	ignore

	>MBS Session ID
	M
	
	9.3.1.206
	
	-
	

	>Data Forwarding Response MRB List
	
	01..<maxnoofMRBs>
	
	
	-
	

	>>MRB ID
	M
	
	9.3.1.218
	
	-
	

	>>DL Forwarding UP TNL Information
	M
	
	UP Transport Layer Information
9.3.2.2
	
	-
	

	>>MRB Progress Information
	O
	
	9.3.1.219
	This IE includes the information of the oldest packet available at the target NG-RAN node for the MRB.
	-
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32.

	maxnoofMBSSessionsofUE
	Maximum no. of MBS sessions allowed towards one UE. Value is 328192.

	maxnoofMRBs
	Maximum no. of MRBs. Value is 32.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc99123609][bookmark: _Toc99662414]9.3.1.209	MBS Service Area information
This IE contains MBS service area information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Service Area Cell List
	
	0..<maxnoofCellsforMBS>
	
	

	>NR CGI
	M
	
	9.3.1.7
	

	MBS Service Area TAI List
	
	0..<maxnoofTAIforMBS>
	
	

	>TAI 
	M
	
	9.3.3.11 
	



	Range bound
	Explanation

	maxnoofCellsforMBS
	Maximum no. of cells allowed within one MBS Service Area. Value is 2568192.

	maxnoofTAIforMBS
	Maximum no. of TAs allowed within one MBS Service Area. Value is 2561024.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>


	
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- PDU definitions for NGAP.
--
-- **************************************************************

NGAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
-- **************************************************************
--
-- DISTRIBUTION SETUP RESPONSE
--
-- **************************************************************

DistributionSetupResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{ {DistributionSetupResponseIEs} },
	...
}

DistributionSetupResponseIEs NGAP-PROTOCOL-IES ::= {
	{ ID id-MBS-SessionID								CRITICALITY reject	TYPE MBS-SessionID											PRESENCE mandatory	}|
	 { ID id-S-NSSAI													CRITICALITY reject  TYPE S-NSSAI													PRESENCE mandatory	}|
	{ ID id-MBS-DistributionSetupResponseTransfer		CRITICALITY reject	TYPE MBS-DistributionSetupResponseTransfer			PRESENCE mandatory	}|
	{ ID id-CriticalityDiagnostics						CRITICALITY ignore	TYPE CriticalityDiagnostics								PRESENCE optional		},
	...
}
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
MBS-SessionInformation-SourcetoTargetList ::= SEQUENCE (SIZE(1..maxnoofMBSSessionsofUE)) OF MBS-SessionInformation-SourcetoTargetItem

MBS-SessionInformation-SourcetoTargetItem ::= SEQUENCE {
	mBS-SessionID 						MBS-SessionID,
	s-NSSAI								S-NSSAI,
	mBS-AreaSessionID					MBS-AreaSessionID			OPTIONAL,
	mBS-ServiceArea						MBS-ServiceArea				OPTIONAL,
	mBS-QoSFlowList 					MBS-QoSFlows-ToBeSetupList,
	mBS-MappingandDataForwardingRequest MBS-MappingandDataForwardingRequest,
	iE-Extensions						ProtocolExtensionContainer { { MBS-SessionInformation-SourcetoTargetItem-ExtIEs} }	OPTIONAL,
	...
}

MBS-SessionInformation-SourcetoTargetItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}


MBS-SessionInformation-TargettoSourceList ::= SEQUENCE (SIZE(1..maxnoofMBSSessionsofUE)) OF MBS-SessionInformation-TargettoSourceItem

MBS-SessionInformation-TargettoSourceItem ::= SEQUENCE {
	mBS-SessionID 						MBS-SessionID,
	mBS-DataForwardingResponseMRBList	MBS-DataForwardingResponseMRBList																OPTIONAL,
	iE-Extensions						ProtocolExtensionContainer { { MBS-SessionInformation-TargettoSourceItem-ExtIEs} }	OPTIONAL,
	...
}

MBS-SessionInformation-TargettoSourceItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}
<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NGAP-CommonDataTypes;


-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-AMFConfigurationUpdate					ProcedureCode ::= 0
id-AMFStatusIndication						ProcedureCode ::= 1
id-CellTrafficTrace							ProcedureCode ::= 2
id-DeactivateTrace							ProcedureCode ::= 3
id-DownlinkNASTransport						ProcedureCode ::= 4
id-DownlinkNonUEAssociatedNRPPaTransport	ProcedureCode ::= 5
id-DownlinkRANConfigurationTransfer			ProcedureCode ::= 6
id-DownlinkRANStatusTransfer				ProcedureCode ::= 7
id-DownlinkUEAssociatedNRPPaTransport		ProcedureCode ::= 8
id-ErrorIndication							ProcedureCode ::= 9
id-HandoverCancel							ProcedureCode ::= 10
id-HandoverNotification						ProcedureCode ::= 11
id-HandoverPreparation						ProcedureCode ::= 12
id-HandoverResourceAllocation				ProcedureCode ::= 13
id-InitialContextSetup						ProcedureCode ::= 14
id-InitialUEMessage							ProcedureCode ::= 15
id-LocationReportingControl					ProcedureCode ::= 16
id-LocationReportingFailureIndication		ProcedureCode ::= 17
id-LocationReport							ProcedureCode ::= 18
id-NASNonDeliveryIndication					ProcedureCode ::= 19
id-NGReset									ProcedureCode ::= 20
id-NGSetup									ProcedureCode ::= 21
id-OverloadStart							ProcedureCode ::= 22
id-OverloadStop								ProcedureCode ::= 23
id-Paging									ProcedureCode ::= 24
id-PathSwitchRequest						ProcedureCode ::= 25
id-PDUSessionResourceModify					ProcedureCode ::= 26
id-PDUSessionResourceModifyIndication		ProcedureCode ::= 27
id-PDUSessionResourceRelease				ProcedureCode ::= 28
id-PDUSessionResourceSetup					ProcedureCode ::= 29
id-PDUSessionResourceNotify					ProcedureCode ::= 30
id-PrivateMessage							ProcedureCode ::= 31
id-PWSCancel								ProcedureCode ::= 32
id-PWSFailureIndication						ProcedureCode ::= 33
id-PWSRestartIndication						ProcedureCode ::= 34
id-RANConfigurationUpdate					ProcedureCode ::= 35
id-RerouteNASRequest						ProcedureCode ::= 36
id-RRCInactiveTransitionReport				ProcedureCode ::= 37
id-TraceFailureIndication					ProcedureCode ::= 38
id-TraceStart								ProcedureCode ::= 39
id-UEContextModification					ProcedureCode ::= 40
id-UEContextRelease							ProcedureCode ::= 41
id-UEContextReleaseRequest					ProcedureCode ::= 42
id-UERadioCapabilityCheck					ProcedureCode ::= 43
id-UERadioCapabilityInfoIndication			ProcedureCode ::= 44
id-UETNLABindingRelease						ProcedureCode ::= 45
id-UplinkNASTransport						ProcedureCode ::= 46
id-UplinkNonUEAssociatedNRPPaTransport		ProcedureCode ::= 47
id-UplinkRANConfigurationTransfer			ProcedureCode ::= 48
id-UplinkRANStatusTransfer					ProcedureCode ::= 49
id-UplinkUEAssociatedNRPPaTransport			ProcedureCode ::= 50
id-WriteReplaceWarning						ProcedureCode ::= 51
id-SecondaryRATDataUsageReport				ProcedureCode ::= 52
id-UplinkRIMInformationTransfer				ProcedureCode ::= 53
id-DownlinkRIMInformationTransfer			ProcedureCode ::= 54
id-RetrieveUEInformation					ProcedureCode ::= 55
id-UEInformationTransfer					ProcedureCode ::= 56
id-RANCPRelocationIndication				ProcedureCode ::= 57
id-UEContextResume							ProcedureCode ::= 58
id-UEContextSuspend							ProcedureCode ::= 59
id-UERadioCapabilityIDMapping				ProcedureCode ::= 60
id-HandoverSuccess							ProcedureCode ::= 61
id-UplinkRANEarlyStatusTransfer				ProcedureCode ::= 62
id-DownlinkRANEarlyStatusTransfer			ProcedureCode ::= 63
[bookmark: _Hlk44941722]id-AMFCPRelocationIndication				ProcedureCode ::= 64
[bookmark: _Hlk44941731]id-ConnectionEstablishmentIndication		ProcedureCode ::= 65
id-BroadcastSessionModification				ProcedureCode ::= 66
id-BroadcastSessionRelease					ProcedureCode ::= 67
id-BroadcastSessionSetup					ProcedureCode ::= 68
id-DistributionSetup 						ProcedureCode ::= 69
id-DistributionRelease 						ProcedureCode ::= 70
id-MulticastSessionActivation 				ProcedureCode ::= 71
id-MulticastSessionDeactivation 			ProcedureCode ::= 72
id-MulticastSessionUpdate 					ProcedureCode ::= 73
id-MulticastGroupPaging						ProcedureCode ::= 74

-- **************************************************************
--
-- Extension constants
--
-- **************************************************************

maxPrivateIEs							INTEGER ::= 65535
maxProtocolExtensions					INTEGER ::= 65535
maxProtocolIEs							INTEGER ::= 65535

-- **************************************************************
--
-- Lists
--
-- **************************************************************

	maxnoofAllowedAreas					INTEGER ::= 16
	maxnoofAllowedCAGsperPLMN			INTEGER ::= 256
	maxnoofAllowedS-NSSAIs				INTEGER ::= 8
	maxnoofBluetoothName				INTEGER ::= 4
	maxnoofBPLMNs						INTEGER ::= 12
	maxnoofCAGSperCell					INTEGER ::= 64
	maxnoofCellIDforMDT					INTEGER ::= 32
	maxnoofCellIDforWarning				INTEGER ::= 65535
	maxnoofCellinAoI					INTEGER ::= 256
	maxnoofCellinEAI					INTEGER ::= 65535
	maxnoofCellinTAI					INTEGER ::= 65535
	maxnoofCellsforMBS					INTEGER ::= 2568192
	maxnoofCellsingNB					INTEGER ::= 16384
	maxnoofCellsinngeNB					INTEGER ::= 256
	maxnoofCellsinNGRANNode				INTEGER ::= 16384
	maxnoofCellsinUEHistoryInfo			INTEGER ::= 16
	maxnoofCellsUEMovingTrajectory		INTEGER ::= 16
	maxnoofDRBs							INTEGER ::= 32
	maxnoofEmergencyAreaID				INTEGER ::= 65535
	maxnoofEAIforRestart				INTEGER ::= 256
	maxnoofEPLMNs						INTEGER ::= 15
	maxnoofEPLMNsPlusOne				INTEGER ::= 16
	maxnoofE-RABs						INTEGER ::= 256
	maxnoofErrors						INTEGER ::= 256
	maxnoofExtSliceItems					INTEGER ::= 65535
	maxnoofForbTACs						INTEGER ::= 4096
	maxnoofFreqforMDT					INTEGER ::= 8
	maxnoofMBSAreaSessionIDs			INTEGER ::= 256 -- FFS
	maxnoofMBSQoSFlows					INTEGER ::= 64
	maxnoofMBSSessions					INTEGER ::= 32
	maxnoofMBSSessionsofUE				INTEGER ::= 328192
	maxnoofMBSServiceAreaInformation		INTEGER ::= 256 -- FFS
	maxnoofMDTPLMNs						INTEGER ::= 16
	maxnoofMRBs							INTEGER ::= 32
	maxnoofMultiConnectivity			INTEGER ::= 4
	maxnoofMultiConnectivityMinusOne	INTEGER ::= 3
	maxnoofNeighPCIforMDT				INTEGER ::= 32
	maxnoofNGConnectionsToReset			INTEGER ::= 65536
	maxnoofNRCellBands					INTEGER ::= 32
	maxnoofPagingAreas					INTEGER ::= 64
	maxnoofPC5QoSFlows 					INTEGER ::= 2048
	maxnoofPDUSessions					INTEGER ::= 256
	maxnoofPLMNs						INTEGER ::= 12
	maxnoofPSCellsPerPrimaryCellinUEHistoryInfo	INTEGER ::= 8
	maxnoofQosFlows						INTEGER ::= 64
	maxnoofQosParaSets					INTEGER ::= 8
	maxnoofRANNodeinAoI					INTEGER ::= 64
	maxnoofRecommendedCells				INTEGER ::= 16
	maxnoofRecommendedRANNodes			INTEGER ::= 16
	maxnoofAoI							INTEGER ::= 64
	maxnoofReportedCells				INTEGER ::= 256
	maxnoofSensorName					INTEGER ::= 3
	maxnoofServedGUAMIs					INTEGER ::= 256
	maxnoofSliceItems					INTEGER ::= 1024
	maxnoofSuccessfulHOReports			INTEGER ::= 64
	maxnoofTACs							INTEGER ::= 256
	maxnoofTACsinNTN						INTEGER ::= 12
	maxnoofTAforMDT						INTEGER ::= 8
	maxnoofTAIforInactive				INTEGER ::= 16
	maxnoofTAIforMBS					INTEGER ::= 2561024
	maxnoofTAIforPaging					INTEGER ::= 16
	maxnoofTAIforRestart				INTEGER ::= 2048
	maxnoofTAIforWarning				INTEGER ::= 65535
	maxnoofTAIinAoI						INTEGER ::= 16
	maxnoofTimePeriods					INTEGER ::= 2
	maxnoofTNLAssociations				INTEGER ::= 32
	maxnoofUEsforPaging					INTEGER ::=	4096
	maxnoofWLANName						INTEGER ::= 4
	maxnoofXnExtTLAs					INTEGER ::= 16
	maxnoofXnGTP-TLAs					INTEGER ::= 16
	maxnoofXnTLAs						INTEGER ::= 2
	maxnoofCandidateCells				INTEGER ::= 32
	maxnoofTargetS-NSSAIs				INTEGER ::= 8
	maxNRARFCN							INTEGER ::= 3279165
	maxnoofCellIDforQMC					INTEGER ::= 32
	maxnoofPLMNforQMC					INTEGER ::= 16
	maxnoofUEAppLayerMeas				INTEGER ::= 16
	maxnoofSNSSAIforQMC					INTEGER ::= 16
	maxnoofTAforQMC						INTEGER ::= 8
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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