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Nokia internal use

First Modification
[bookmark: _Toc51776062][bookmark: _Toc56773084][bookmark: _Toc64447713][bookmark: _Toc74152369][bookmark: _Toc88654222][bookmark: _Toc99056291][bookmark: _Toc99959224][bookmark: _Toc99056308][bookmark: _Toc99959241]9.2.44	PRS Configuration
This information element contains the DL PRS configuration for the TRP.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	PRS Resource Set List
	
	1..<maxnoofPRSresourceSet>
	
	

	>PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>Subcarrier Spacing
	M
	
	ENUMERATED(kHz15, kHz30, kHz60, kHz120, …)
	

	>PRS bandwidth
	M
	
	INTEGER(1..63)
	24,28,…,272 PRBs

	>Start PRB
	M
	
	INTEGER(0..2176)
	Starting PRB to Point A

	>Point A
	M
	
	INTEGER (0..3279165)
	NR ARFCN

	>Comb Size
	M
	
	ENUMERATED(2, 4, 6, 12, …)
	

	>CP Type
	M
	
	ENUMERATED(normal, extended, …)
	

	>Resource Set Periodicity
	M
	
	ENUMERATED(4,5,8,10,16,20,32,40,64,80,160,320,640,1280,2560,5120,10240,20480,40960,81920,…)
	

	>Resource Set Slot Offset
	M
	
	INTEGER(0..81919,…)
	

	>Resource Repetition Factor
	M
	
	ENUMERATED(rf1,rf2,rf4,rf6,rf8,rf16,rf32,…)
	

	>Resource Time Gap
	M
	
	ENUMERATED(tg1,tg2,tg4,tg8,tg16,tg32,…)
	

	>Resource Number of Symbols
	M
	
	ENUMERATED(n2,n4,n6,n12,…)
	

	>PRS Muting
	O
	
	
	

	>>Option1
	O
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern
9.2.56
	Muting pattern option 1 is used to mute the whole PRS resource set (within a period)

	>>>Muting Bit Repetition Factor
	M
	
	ENUMERATED(1,2,4,8,…)
	

	>>Option2
	O
	
	
	

	>>>Muting Pattern
	M
	
	DL-PRS Muting Pattern
9.2.56
	Muting pattern option 2 is used to mute the selected repetition of the resource set (within the period)

	>PRS Resource Transmit Power
	M
	
	INTEGER(-60..50)
	

	>PRS Resource List
	M
	1..<maxnoofPRSresources>
	
	NR-DL-PRS-Resource-r16 as defined in TS 37.355 [14]

	>>PRS Resource ID
	M
	
	INTEGER(0..63)
	

	>>Sequence ID
	M
	
	INTEGER(0..4095)
	

	>>RE Offset
	M
	
	INTEGER(0..11,…)
	

	>>Resource Slot Offset
	M
	
	INTEGER(0..511)
	

	>>Resource Symbol Offset
	M
	
	INTEGER(0..12)
	

	>> CHOICE QCL Info
	O
	
	
	

	>>>SSB
	
	
	
	

	>>>>NR PCI
	M
	
	INTEGER(0..1007)
	

	>>>> SSB Index
	O
	
	INTEGER(0..63)
	

	>>>DL-PRS
	
	
	
	

	>>>>QCL Source PRS Resource Set ID
	M
	
	INTEGER(0..7)
	

	>>>>QCL Source PRS Resource ID 
	O
	
	INTEGER(0..63)
	If it is absent, the QCL source PRS resource ID is the same as the PRS resource ID



	Range bound
	Explanation

	maxnoofPRSresourceSet
	Maximum no of PRS resources set. Value is 8.

	maxnoofPRSresource
	Maximum no of PRS resources per PRS resource set. Value is 64.



[bookmark: _Toc534903103][bookmark: _Toc51776082][bookmark: _Toc56773104][bookmark: _Toc64447734][bookmark: _Toc74152390][bookmark: _Toc88654244][bookmark: _Toc99056335][bookmark: _Toc99959268]Next Modification
9.3.5	Information Element definitions
** Unchanged text skipped **

PRSMuting::= SEQUENCE {
	pRSMutingOption1			PRSMutingOption1		OPTIONAL,
	pRSMutingOption2			PRSMutingOption2		OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PRSMuting-ExtIEs} } OPTIONAL,
	...
}
PRSMuting-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


PRSMutingOption1 ::= SEQUENCE {
	mutingPattern						DL-PRSMutingPattern,
	mutingBitRepetitionFactor			ENUMERATED{n1,n2,n4,n8,...},
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption1-ExtIEs} } OPTIONAL,
	...
}
PRSMutingOption1-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PRSMutingOption2 ::= SEQUENCE {
	mutingPattern						DL-PRSMutingPattern,
	iE-Extensions					ProtocolExtensionContainer { { PRSMutingOption2-ExtIEs} } OPTIONAL,
	...
}
PRSMutingOption2-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}
End of modifications

