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	Reason for change:
	[bookmark: OLE_LINK113]
SA2 has agreed set of CRs to support Network Slice AS Groups (NSAGs) for slice aware cell reselection/RACH in S2-2203618/ S2-2203619. 


This should be reflected in stage 2 RAN specification.

	
	

	[bookmark: _Hlk85202156]Summary of change:
	  
Add descriptions on the NG-RAN node reporint the NSAG to the AMF. 



	
	

	[bookmark: _Hlk85202675]Consequences if not approved:
	
The Network Slice AS Group is not reflected in RAN stage2 specification.
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	[bookmark: _Toc384916783][bookmark: _Toc384916784][bookmark: _Toc20954837]Change Begins


[bookmark: _Hlk101128947]<Unchanged Text Omitted>
[bookmark: _Toc20388067][bookmark: _Toc29376147][bookmark: _Toc37232045][bookmark: _Toc46502122][bookmark: _Toc51971470][bookmark: _Toc52551453][bookmark: _Toc100782150][bookmark: _Toc100782153]16.3.3	Resource Isolation and Management
[bookmark: _Toc100782151]16.3.3.1	General
Resource isolation enables specialized customization and avoids one slice affecting another slice.
Hardware/software resource isolation is up to implementation. Each slice may be assigned with either shared, prioritized or dedicated radio resource up to RRM implementation and SLA as in TS 28.541 [49].
To enable differentiated handling of traffic for network slices with different SLA:
-	NG-RAN is configured with a set of different configurations for different network slices by OAM;
-	To select the appropriate configuration for the traffic for each network slice, NG-RAN receives relevant information indicating which of the configurations applies for this specific network slice.
Slice specific RACH configuration for RA isolation and prioritization can be included in SIB1 messages. The slice specific RACH configurations are associated to specific slice groups, and if not provided for a slice or slice group that UE considers for selecting the RACH configuration, then the UE does not consider the slice(s) for selecting the slice specific RACH configuration, i.e., the UE uses the common RACH configuration. In the UE, NAS provides the slice group to be considered during RA to AS.
[bookmark: _GoBack]In order to support the network slice AS groups (NSAGs), the NG-RAN informs the AMF with the NSAG information per TA in the appropriate NG interface management procedures, as specified in TS 23.501 [3].  
Editor's Note: Details of slice grouping and how it is provided to the UE are FFS, depends on SA2.
<Unchanged Text Omitted>
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