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[bookmark: _Toc98868102]Start of the first change
8.3.18	SCG Failure Transfer
[bookmark: _Toc98868103]8.3.18.1	General
The purpose of the SCG Failure Transfer procedure is to indicate to the M-NG-RAN node that the root cause of the SCG failure has not occurred in the S-NG-RAN node.
The procedure uses UE-associated signalling.
[bookmark: _Toc98868104]8.3.18.2	Successful Operation


Figure 8.3.18.2-1: SCG Failure Information Transfer, successful operation
S-NG-RAN node initiates the procedure by sending the SCG FAILURE TRANSFER message to M-NG-RAN node.
If received, M-NG-RAN node uses the information according to TS 38.300 [9].
[bookmark: _Toc98868105]8.3.18.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc98868106]8.3.18.4	Abnormal Conditions
Void.

[bookmark: _Toc98868246]next change
9.1.2.30	SCG FAILURE TRANSFER
This message is sent by the S-NG-RAN node to the M-NG-RAN node to indicate that the root cause of the SCG failure has not occurred in the S-NG-RAN node.
Direction: S-NG-RAN node  M-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node.
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node.
	YES
	ignore



End of the last change
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