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[bookmark: _Toc98351685][bookmark: _Toc98747983]6.1.65	Protocol stacks of L2 UE-to-Network Relay
The protocol stacks for the user plane and control plane of L2 U2N Relay architecture are described in Figure 6.1.5-1 and Figure 6.1.5-2, respectively. The Uu SRAP is terminated between U2N rRelay UE and gNB-DU.


Figure 6.1.5-1: User plane protocol stack for L2 UE-to-Network Relay



Figure 6.1.5-2: Control plane protocol stack for L2 UE-to-Network Relay
----------------------------------------------------------------Next Change----------------------------------------------------------------
[bookmark: _Toc98351804][bookmark: _Toc98748102][bookmark: _Toc13920088][bookmark: _Toc29393004][bookmark: _Toc29393052][bookmark: _Toc36556406][bookmark: _Toc45833070][bookmark: _Toc64448127][bookmark: _Toc74152923][bookmark: _Toc97909419][bookmark: _Toc98932585]8.19	Overall procedures for L2 UE-to-Network Relay 
[bookmark: _Toc98351805][bookmark: _Toc98748103]8.19.1	Remote UE initial access
The signalling flow for rRemote UE Initial access is shown in Figure 8.19.1-1.



Figure 8.19.1-1: Remote UE Initial Access procedure
1.	The U2N Remote UE and the U2N Relay UE perform discovery procedure, and establish PC5 connection using NR ProSe procedure.
2.	The U2N Remote UE sends an RRCSetupRequest message to the U2N Relay UE via PC5 RLC Channel. 
3.	The U2N Relay UE withholds the received RRC message and sends the SidelinkUEInformation message to the gNB-DU. Before that, if the U2N Relay UE is in RRC_IDLE/RRC_INACTIVE status, it should trigger the RRC establishment/resume procedure to enter RRC_CONNECTED status. During RRC connection establishment procedure of the U2N Relay UE, gNB may configure the U2N Relay UE with Uu RLC channel(s) for relaying of U2N Remote UE’s SRB0/1.
4.	The gNB-DU sends the UL RRC MESSAGE TRANSFER message of the U2N Relay UE by encapsulating the SidelinkUEInformation message to gNB-CU, and gNB-CU allocates the local ID of U2N Remote UE.
5.	The gNB-CU sends the UE CONTEXT MODIFICATION REQUEST message of the U2N Relay UE to gNB-DU. Such message may request the establishment of Uu RLC channel(s) for the transmission of U2N Remote UE’s SRB0/1 if not configured yet.
6.	The gNB-DU sends the UE CONTEXT MODIFICATION RESPONSE message of the U2N Relay UE to gNB-CU.
7.	The gNB-CU sends the DL RRC MESSAGE TRANSFER message of the U2N Relay UE to gNB-DU by encapsulating the RRCReconfiguration message, which contains the local ID allocated to the U2N Remote UE. The RRCReconfiguration message shall also contain the Uu RLC channel(s) configuration if not configured and bearer mapping for relaying of U2N Remote UE’s SRB0/1.
8.	The gNB-DU sends the RRCReconfiguration message to the U2N Relay UE to configure the local ID of the U2N Remote UE, the Uu RLC channel configuration and bearer mapping for relaying of U2N Remote UE’s SRB0/1.
9.	The U2N Relay UE sends the RRCReconfigurationComplete message to gNB-DU. 
10.	The gNB-DU sends the UL RRC MESSAGE TRANSFER message of the U2N Relay UE by encapsulating the RRCReconfigurationComplete message to gNB-CU. 
11.	After receiving the local ID of the U2N Remote UE, the U2N Relay UE sends the RRCSetupRequest message of the U2N Remote UE to gNB-DU. The local ID of the U2N Remote UE and RB ID for SRB0 are conveyed in the SRAP header.
12.	The gNB-DU allocates a C-RNTI and a gNB-DU UE F1AP ID for the U2N Remote UE and sends the INITIAL UL RRC MESSAGE TRANSFER message to gNB-CU by encapsulating the RRCSetupRequest message of the U2N Remote UE. In addition, the local ID of the U2N Remote UE , the gNB-DU UE F1AP ID of the U2N Relay UE and the container of SL-PHY-MAC-RLC-Config for at least the PC5 RLC channel configuration for relaying of U2N Remote UE’s SRB1 are included in the INITIAL UL RRC MESSAGE TRANSFER message .
13.	The gNB-CU allocates a gNB-CU UE F1AP ID for the U2N Remote UE and generates a RRCSetup message towards the U2N Remote UE. The RRC message is encapsulated in the DL RRC MESSAGE TRANSFER message, and includes the configurations of PC5 RLC channel and bearer mapping at least for the transmission of U2N Remote UE’s SRB1. 
14.	The gNB-DU sends the RRCSetup message to the U2N Remote UE via the U2N Relay UE.
15.	The gNB-CU configures the U2N Relay UE with PC5 RLC channel, Uu RLC channel and bearer mapping for relaying of U2N Remote UE’s SRB1. According to the configuration from gNB-CU, the U2N Relay UE establishes a PC5 RLC channel for relaying of SRB1 over PC5 and establishes a Uu RLC channel for relaying of SRB1 towards gNB-DU if not configured yet.
NOTE 1: This step may be performed earlier, e.g., via steps 5~8.
16.	The U2N Remote UE sends the RRCSetupComplete message to the gNB-DU via the U2N Relay UE. 
17.	The gNB-DU encapsulates the RRC message in the UL RRC MESSAGE TRANSFER message and sends it to the gNB-CU. 
18.	Upon receiving the RRCSetupComplete message of U2N Remote UE, the gNB-CU sends the INITIAL UE MESSAGE message to the AMF.
19.	The AMF sends the INITIAL CONTEXT SETUP REQUEST message to the gNB-CU.
20.	The gNB-CU sends the UE CONTEXT SETUP REQUEST message to establish the U2N Remote UE context in the gNB-DU. Such message may request the configuration of PC5 RLC channels for the transmission of U2N Remote UE’s SRB2 and DRBs.
21.	The gNB-DU sends the SecurityModeCommand message to the U2N Remote UE via U2N Relay UE.
22.	The gNB-DU sends the UE CONTEXT SETUP RESPONSE message of the U2N Remote UE to the gNB-CU, which contains the configuration of PC5 RLC channels for the transmission of U2N Remote UE’s SRB2 and DRBs.
23.	The U2N Remote UE responds with the SecurityModeComplete message.
24.	The gNB-DU encapsulates the RRC message in the UL RRC MESSAGE TRANSFER message and sends it to the gNB-CU.
25.	The gNB-CU generates the RRCReconfiguration message for U2N Remote UE and encapsulates it in the DL RRC MESSAGE TRANSFER message. The RRCReconfiguration message contains the configuration of PC5 RLC channels and bearer mapping for the transmission of U2N Remote UE’s SRB2 and DRBs.
26.	The gNB-DU sends RRCReconfiguration message to the U2N Remote UE via the U2N Relay UE.
27.	The U2N Remote UE sends RRCReconfigurationComplete message to the gNB-DU via the U2N Relay UE. 
28.	The gNB-DU encapsulates the RRC message in the UL RRC MESSAGE TRANSFER message and send it to the gNB-CU.
29.	The gNB-CU sends the INITIAL CONTEXT SETUP RESPONSE message to the AMF.
30.	The gNB-CU configures additional Uu RLC channel(s) between the gNB-DU and the U2N Relay UE, and additional PC5/ Uu RLC channel(s) for the U2N Relay UE, and additional PC5 RLC channel(s) for the /Remote UE for the relaying of U2N Remote UE’s DRB(s) and SRB(s). Also, such step may configure the bearer mapping between U2N Remote UE’s DRB/SRB(s) and PC5/Uu RLC channel(s) at the U2N Relay UE, and configure the bearer mapping between U2N Remote UE’s DRB/SRB(s) and PC5 RLC channel(s) at the U2N /Remote UE. 
NOTE 2: This step may be performed earlier.
[bookmark: _Toc98351806][bookmark: _Toc98748104]8.19.2	Remote UE RRC Reestablishment
The signalling flow for rRemote UE RRC Reestablishment is shown in Figure 8.19.2-1.


Figure 8.19.2-1: Remote UE RRC Reestablishment procedure
1.	The U2N Remote UE and the U2N Relay UE perform discovery procedure, and establish PC5 connection using NR ProSe procedure. This step may be omitted if PC5 connection was established. 
2.	The U2N Remote UE sends an RRCReestablishmentRequest message to the U2N Relay UE via PC5 RLC Channel. 
3~10.	The gNB-CU allocates the local ID of the U2N Remote UE if the U2N Relay UE does not have it. The details of those steps can be referred to Section 8.19.1.
11.	After receiving/determining the local ID of the U2N Remote UE, the U2N Relay UE sends the RRCReestablishmentRequest message of the U2N Remote UE to gNB-DU.
12.	The gNB-DU allocates a C-RNTI and a gNB-DU UE F1AP ID for the U2N Remote UE and sends the INITIAL      UL RRC MESSAGE TRANSFER message to gNB-CU by encapsulating the RRCReestablishmentRequest message of the U2N Remote UE. In addition, the local ID of the U2N Remote UE, the gNB-DU UE F1AP ID of the U2N Relay UE and the container of SL-PHY-MAC-RLC-Config for at least the PC5 RLC channel configuration for relaying of U2N Remote UE’s SRB1 are included in the INITIAL UL RRC MESSAGE TRANSFER message.
13.	The gNB-CU configures the U2N Relay UE with PC5 RLC channel, Uu RLC channel and bearer mapping for relaying of U2N Remote UE’s SRB1. According to the configuration from gNB-CU, the U2N Relay UE establishes a PC5 RLC channel for relaying of SRB1 over PC5 and establishes a Uu RLC channel for relaying of SRB1 over Uu towards gNB-DU. 
NOTE 1: This step may be performed earlier, e.g., via steps 5~8.
14~23.	The details of those steps can be referred to Steps 5~14 in Section 8.7. For L2 U2N relay, the RRC message(s) between the U2N Remote UE and the gNB-DU are relayed via the U2N Relay UE; Steps 18~19 may additionally perform the configurations of PC5 RLC channel(s) for relaying of U2N Remote UE’s SRB2 and DRBs.
24.	The gNB-CU configures additional Uu RLC channels between the gNB-DU and the U2N Relay UE, and additional PC5/ Uu RLC channels for the U2N Relay UE, and additional PC5 RLC channel(s) for the /Remote UE for relaying of U2N Remote UE’s DRB(s) and SRB(s). Also, such step may configure the bearer mapping between U2N Remote UE’s DRB/SRB(s) and PC5/Uu RLC channel(s) at the U2N Relay UE, and configure the bearer mapping between U2N Remote UE’s DRB/SRB(s) and PC5 RLC channel(s) at the U2N /Remote UE. 
NOTE 2: This step may be performed earlier.
[bookmark: _Toc98351807][bookmark: _Toc98748105]8.19.3	Remote UE RRC Inactive to other states
The signalling flow for rRemote UE from RRC Inactive to other states is shown in Figure 8.19.3-1.


Figure 8.19.3-1: Remote UE RRC Resume procedure
1.	The U2N Remote UE and the U2N Relay UE perform discovery procedure, and establish PC5 connection using NR Prose procedure. This step may be omitted if PC5 connection was established. 
2.	The U2N Remote UE sends an RRCResumeRequest message to the U2N Relay UE via PC5 RLC Channel. 
3~10.	The gNB-CU allocates the local ID of the U2N Remote UE if the U2N Relay UE does not have it. The details of those steps can be referred to Section 8.19.1.
11.	After receiving the local ID of the U2N Remote UE, the U2N Relay UE sends the RRCResumeRequest message of the U2N Remote UE to gNB-DU.
12.	The gNB-DU allocates a C-RNTI and a gNB-DU UE F1AP ID for the U2N Remote UE and sends the INITIAL   UL RRC MESSAGE TRANSFER message to gNB-CU by encapsulating the RRCResumeRequest message of the U2N Remote UE. In addition, the local ID of the U2N Remote UE, the gNB-DU UE F1AP ID of the U2N Relay UE and the container of SL-PHY-MAC-RLC-Config for at least the PC5 RLC channel configuration for relaying of U2N Remote UE’s SRB1 are included in the INITIAL UL RRC MESSAGE TRANSFER message.
13.	The gNB-CU configures the U2N Relay UE with PC5 RLC channel, Uu RLC channel and bearer mapping for relaying of U2N Remote UE’s SRB1. According to the configuration from gNB-CU, the U2N Relay UE establishes a PC5 RLC channel for relaying of SRB1 over PC5 and establishes a Uu RLC channel for relaying of SRB1 over Uu towards gNB-DU. 
NOTE 1: This step may be performed earlier, e.g., via steps 5~8.
14~19.	The details of those steps can be referred to Steps 5~10 in Section 8.6.2. For L2 U2N relay, the RRC message(s) between the U2N Remote UE and the gNB-DU are relayed via the U2N Relay UE; Steps 14~15 may additionally perform the configurations of PC5 RLC channel(s) for relaying of U2N Remote UE’s SRB2 and DRBs.
20.	The gNB-CU establishes additional Uu RLC channels between the gNB-DU and the U2N Relay UE, and additional PC5/ Uu RLC channel(s) for the U2N Relay UE, and additional PC5 RLC channel(s) for the /Remote UE for relaying of U2N Remote UE’s DRB(s) and SRB(s). Also, such step may configure the bearer mapping between U2N Remote UE’s DRB/SRB(s) and PC5/Uu RLC channel(s) at the U2N Relay UE, and configure the bearer mapping between U2N Remote UE’s DRB/SRB(s) and PC5 RLC channel(s) at the U2N /Remote UE. 
NOTE 2: This step may be performed earlier.
[bookmark: _Toc98351808][bookmark: _Toc98748106]8.19.4	Service Continuity for L2 U2N relay
[bookmark: _Toc98351809][bookmark: _Toc98748107]8.19.4.1	Inter-gNB-DU switch from direct to indirect path
The signalling flow for U2N rRemote UE switch from direct to indirect path with gNB-DU change is shown in Figure 8.19.4.1-1.


Figure 8.19.4.1-1: U2N Remote UE Direct-to-indirect Path Switch with gNB-DU change procedure
1.	The Uu measurement configuration and measurement report signalling is performed between U2N Remote UE and gNB-CU to evaluate both relay link measurement and Uu link measurement. The U2N Remote UE may report one or multiple candidate U2N Relay UE(s) and Uu measurement results after it measures/discovers the candidate U2N Relay UE(s).
2.	The gNB-CU decides to switch the U2N Remote UE to a target U2N Relay UE under a different gNB-DU (i.e., target gNB-DU).
3.	The reconfiguration to target U2N Relay UE is performed among U2N Relay UE, the target gNB-DU and gNB-CU, if the U2N Relay UE is in RRC_CONNECTED state. The gNB-CU sends an RRCReconfiguration message to the target U2N Relay UE. If the target rRelay UE is in RRC_IDLE/INACTIVE state, this step is skipped and the configuration to the target U2N Relay UE is performed in Step 10.
4.	gNB-CU sends the UE CONTEXT SETUP REQUEST message for the U2N Remote UE to the target gNB-DU, which contains the path switch configuration at least. 
5.	gNB-DU responds with the UE CONTEXT SETUP RESPONSE message to gNB-CU. 
6.	gNB-CU sends the UE CONTEXT MODIFICATION REQUEST message by including the RRCReconfiguration message to the source gNB-DU. 
7.	The source gNB-DU sends the RRCReconfiguration message to the U2N Remote UE. The U2N Remote UE stops UP and CP transmission over Uu after reception of RRCReconfiguration message from the gNB.
8.	The source gNB-DU sends the UE CONTEXT MODIFICATION RESPONSE message to the gNB-CU.
9.	The U2N Remote UE establishes PC5 connection with target U2N Relay UE.
10.	The U2N Remote UE completes the path switch procedure by sending the RRCReconfigurationComplete message to the target gNB-DU via the target U2N Relay UE. In case the U2N rRelay UE is in RRC_IDLE/ INACTIVE state when receiving the RRCReconfigurationComplete message, the reception of the RRCReconfigurationComplete message will first trigger RRC setup/resume procedure for the U2N rRelay UE to enter RRC_CONNECTED state. 
11.	The target gNB-DU sends the UL RRC MESSAGE TRANSFER message to gNB-CU by including the RRCReconfigurationComplete message.
12.	The gNB-CU sends an UE CONTEXT RELEASE COMMAND message to the source gNB-DU.
13.	The source gNB-DU releases the UE context and responds the gNB-CU with an UE CONTEXT RELEASE COMPLETE message.
[bookmark: _Toc98351810][bookmark: _Toc98748108]8.19.4.2	Intra-gNB-DU switch from direct to indirect path
The signalling flow for U2N rRemote UE switch from direct to indirect path without gNB-DU change is shown in Figure 8.19.4.2-1.


Figure 8.19.4.2-1: U2N Remote UE Direct-to-indirect Path Switch without gNB-DU change procedure
1.	The Uu measurement configuration and measurement report signalling is performed between U2N Remote UE and gNB-CU to evaluate both relay link measurement and Uu link measurement. The U2N Remote UE may report one or multiple candidate U2N Relay UE(s) and Uu measurement results after it measures/discovers the candidate U2N Relay UE(s).
2.	The gNB-CU decides to switch the U2N Remote UE to a target U2N Relay UE under the same gNB-DU.
3.	The reconfiguration to target U2N Relay UE is performed among U2N Relay UE, gNB-DU and gNB-CU if U2N Relay UE is in RRC_CONNECTED state. The gNB-CU sends an RRCReconfiguration message to the target U2N Relay UE. If the target rRelay UE is in RRC_IDLE/INACTIVE state, this step is skipped and the configuration to the target U2N Relay UE is performed in Step 9.
4.	gNB-CU sends the UE CONTEXT MODIFICATION REQUEST message for the U2N Remote UE to gNB-DU, which contains the path switch configuration at least. The F1-U packets of the U2N Remote UE can be continuously transmitted via previous tunnels if there is no tunnel update in this step. 
5.	gNB-DU responds with the UE CONTEXT MODIFICATION RESPONSE message to gNB-CU. 
6.	gNB-CU sends the DL RRC MESSAGE TRANSFER message by including the RRCReconfiguration message to gNB-DU. The contents in the RRCReconfiguration message can include at least path switch configuration, PC5 RLC channel configuration for relay traffic and the associated radio bearer(s). 
7.	gNB-DU sends the RRCReconfiguration message to the U2N Remote UE. The U2N Remote UE stops UP and CP transmission over Uu after reception of RRCReconfiguration message from the gNB.
8.	The U2N Remote UE establishes PC5 connection with target U2N Relay UE.
9.	The U2N Remote UE completes the path switch procedure by sending the RRCReconfigurationComplete message to the gNB-DU via the target U2N Relay UE. In case the U2N rRelay UE is in RRC_IDLE/INACTIVE state when receiving the RRCReconfigurationComplete message, the reception of the RRCReconfigurationComplete message will first trigger RRC setup/resume procedure for the U2N rRelay UE to enter RRC_CONNECTED state. 
10.	The gNB-DU sends the UL RRC MESSAGE TRANSFER message to gNB-CU by including the RRCReconfigurationComplete message.
---------------------------------------------------------------End of Change---------------------------------------------------------------

ANNEX 2. Correction for TS 38.413
--------------------------------------------------------------Start of Change---------------------------------------------------------------
[bookmark: _Toc45652416][bookmark: _Toc45658848][bookmark: _Toc45720668][bookmark: _Toc45798546][bookmark: _Toc45897935][bookmark: _Toc51746139][bookmark: _Toc64446403][bookmark: _Toc73982273][bookmark: _Toc88652362][bookmark: _Toc97891405][bookmark: _Toc99123548][bookmark: _Toc99662353]9.3.1.148	NR UE Sidelink Aggregate Maximum Bit Rate
This IE provides information on the Aggregate Maximum Bitrate of the UE’s sidelink communication for NR V2X services or 5G ProSe services.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR UE Sidelink Aggregate Maximum Bit Rate
	M
	
	Bit Rate 
9.3.1.4
	Value 0 is not valid, and considered as a logical error by the receiving NG-RAN node.


---------------------------------------------------------------End of Change---------------------------------------------------------------

ANNEX 3. Correction for TS 38.423
--------------------------------------------------------------Start of Change---------------------------------------------------------------
[bookmark: _Toc44497765][bookmark: _Toc45108152][bookmark: _Toc45901772][bookmark: _Toc51850853][bookmark: _Toc56693857][bookmark: _Toc64447401][bookmark: _Toc66286895][bookmark: _Toc74151590][bookmark: _Toc88654063][bookmark: _Toc97904419][bookmark: _Toc98868533]9.2.3.107	NR UE Sidelink Aggregate Maximum Bit Rate
This IE provides information on the Aggregate Maximum Bitrate of the UE’s sidelink communication for NR V2X services or 5G ProSe services.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR UE Sidelink Aggregate Maximum Bit Rate
	M
	
	Bit Rate 9.2.3.4
	Value 0 shall be considered as a logical error by the receiving NG-RAN node.


---------------------------------------------------------------End of Change---------------------------------------------------------------

ANNEX 4. Correction for TS 38.473
--------------------------------------------------------------Start of Change---------------------------------------------------------------
[bookmark: _Toc45832527][bookmark: _Toc51763807][bookmark: _Toc64448977][bookmark: _Toc66289636][bookmark: _Toc74154749][bookmark: _Toc81383493][bookmark: _Toc88658126][bookmark: _Toc97911038][bookmark: _Toc99038798][bookmark: _Toc99731061]9.3.1.119	NR UE Sidelink Aggregate Maximum Bit Rate
This IE provides information on the Aggregate Maximum Bitrate of the UE’s communication for NR V2X services or 5G ProSe servicesover NR sidelink.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NR UE Sidelink Aggregate Maximum Bit Rate
	M
	
	Bit Rate
9.3.1.4
	Value 0 shall be considered as a logical error by the receiving gNB-DU.


---------------------------------------------------------------End of Change---------------------------------------------------------------
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