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This IE indicates the list of supported slices.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Slice Support Item
	
	1..<maxnoofSliceItems>
	
	

	>S-NSSAI
	M
	
	9.3.1.24
	

	>Mapped Group ID for Reselection
	O
	
	BIT STRING (SIZE(16))
	Indicate the slice group ID associated with the S-NSSAI for the purpose of slice-based cell reselection.

	>Mapped Group ID for RACH
	O
	
	BIT STRING (SIZE(16))
	Indicate the slice group ID associated with the S-NSSAI for the purpose of slice-based RACH.



	Range bound
	Explanation

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is 1024.



<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc45652459][bookmark: _Toc45658891][bookmark: _Toc45720711][bookmark: _Toc45798589][bookmark: _Toc45897978][bookmark: _Toc51746182][bookmark: _Toc64446446][bookmark: _Toc73982316][bookmark: _Toc88652405][bookmark: _Toc97891448][bookmark: _Toc99123591][bookmark: _Toc99662396][bookmark: _Toc45832573][bookmark: _Toc51763853][bookmark: _Toc64449023][bookmark: _Toc66289682][bookmark: _Toc74154795][bookmark: _Toc81383539][bookmark: _Toc88658172][bookmark: _Toc97911084][bookmark: _Toc99038844][bookmark: _Toc99731107]9.3.1.191	Extended Slice Support List
This IE indicates a list of supported slices.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Slice Support Item
	
	1..<maxnoofExtSliceItems>
	
	

	>S-NSSAI
	M
	
	9.3.1.24
	

	>Mapped Group ID for Reselection
	O
	
	BIT STRING (SIZE(16))
	Indicate the slice group ID associated with the S-NSSAI for the purpose of slice-based cell reselection.

	>Mapped Group ID for RACH
	O
	
	BIT STRING (SIZE(16))
	Indicate the slice group ID associated with the S-NSSAI for the purpose of slice-based RACH.



	Range bound
	Explanation

	maxnoofExtSliceItems
	Maximum no. of signalled slice support items. Value is 65535.
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-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
IMPORTS

	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalRedundantDL-NGU-UP-TNLInformation,
	id-AdditionalRedundantDLQosFlowPerTNLInformation,
	id-AdditionalRedundantNGU-UP-TNLInformation,
	id-AdditionalRedundantUL-NGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-Alternative-SharedNG-U-Multicast-TNL-Information,
	id-AlternativeQoSParaSetList,
	id-BurstArrivalTimeDownlink,
	id-Cause,
**************** Skip unchanged *******************
	id-UEHistoryInformationFromTheUE,
	id-UERadioCapabilityForPaging,
	id-UERadioCapabilityForPagingOfNB-IoT,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	id-UsedRSNInformation,
	id-UserLocationInformationTNGF,
	id-UserLocationInformationTWIF,
	id-UserLocationInformationW-AGF,
	id-MappedReselectionSliceGroupID,
	id-MappedRACHSliceGroupID,

**************** Skip unchanged *******************
SliceSupportList ::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF SliceSupportItem

SliceSupportItem ::= SEQUENCE {
	s-NSSAI				S-NSSAI,
	iE-Extensions		ProtocolExtensionContainer { {SliceSupportItem-ExtIEs} }	OPTIONAL,
	...
}

SliceSupportItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
		{ID id-MappedReselectionSliceGroupID	CRITICALITY ignore	EXTENSION MappedReselectionSliceGroupID PRESENCE optional}|
	{ID id-MappedRACHSliceGroupID	CRITICALITY ignore	EXTENSION MappedRACHSliceGroupID PRESENCE optional},
	...
}

MappedReselectionSliceGroupID ::=BIT STRING (SIZE (16))
MappedRACHSliceGroupID ::=BIT STRING (SIZE (16))
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-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
**************** Skip unchanged *******************
-- **************************************************************
--
-- IEs
--
-- **************************************************************

	id-AllowedNSSAI											ProtocolIE-ID ::= 0
	id-AMFName												ProtocolIE-ID ::= 1
	id-AMFOverloadResponse									ProtocolIE-ID ::= 2
	id-AMFSetID												ProtocolIE-ID ::= 3
	id-AMF-TNLAssociationFailedToSetupList					ProtocolIE-ID ::= 4
	id-AMF-TNLAssociationSetupList							ProtocolIE-ID ::= 5
	id-AMF-TNLAssociationToAddList							ProtocolIE-ID ::= 6
	id-AMF-TNLAssociationToRemoveList						ProtocolIE-ID ::= 7
	id-AMF-TNLAssociationToUpdateList						ProtocolIE-ID ::= 8
	id-AMFTrafficLoadReductionIndication					ProtocolIE-ID ::= 9
	id-AMF-UE-NGAP-ID										ProtocolIE-ID ::= 10
	id-AssistanceDataForPaging								ProtocolIE-ID ::= 11
	id-BroadcastCancelledAreaList							ProtocolIE-ID ::= 12
	id-BroadcastCompletedAreaList							ProtocolIE-ID ::= 13
	id-CancelAllWarningMessages								ProtocolIE-ID ::= 14
	id-Cause												ProtocolIE-ID ::= 15
**************** Skip unchanged *******************
	id-UESliceMaximumBitRateList							ProtocolIE-ID ::= 335
	id-M4ReportAmount										ProtocolIE-ID ::= 336
	id-M5ReportAmount										ProtocolIE-ID ::= 337
	id-M6ReportAmount										ProtocolIE-ID ::= 338
	id-M7ReportAmount										ProtocolIE-ID ::= 339
	id-IncludeBeamMeasurementsIndication					ProtocolIE-ID ::= 340
	id-M6DelayThreshold   									ProtocolIE-ID ::= 341
	id-PagingCause											ProtocolIE-ID ::= 342
	id-PagingCauseIndicationForVoiceService					ProtocolIE-ID ::= 343
	id-PEIPSassistanceInformation							ProtocolIE-ID ::= 344
	id-FiveG-ProSeAuthorized									ProtocolIE-ID ::= 345
	id-FiveG-ProSeUEPC5AggregateMaximumBitRate				ProtocolIE-ID ::= 346
	id-FiveG-ProSePC5QoSParameters							ProtocolIE-ID ::= 347
	id-MappedReselectionSliceGroupID						ProtocolIE-ID ::= xxx
	id-MappedRACHSliceGroupID								ProtocolIE-ID ::= yyy


END
-- ASN1STOP
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