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9.2.1.37	MBS Session Associated Information
This IE contains MBS session resource related information about associated unicast QoS flows.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MBS Session Associated Information List
	
	1..<maxnoofAssociatedMBSSessions>
	
	The NG-RAN node does not establish resources for the associated unicast QoS Flows included in the MBS Session Information Item IE and replicated in a QoS Flows To Be Setup Item.
An Associated Unicast QoS Flow Identifier appears only once in the MBS Session Information List IE.

	>MBS Session ID
	M
	
	9.2.3.146
	

	>Associated QoS Flow Information List
	
	1..<maxnoofMBSQoSFflows>
	
	

	>>MBS QoS Flow Identifier
	M
	
	QoS Flow Identifier
9.2.3.10
	

	>>Associated Unicast QoS Flow Identifier
	M 
	
	QoS Flow Identifier
9.2.3.10
	


 
	Range bound
	Explanation

	maxnoofMBSQoSFlows
	Maximum no. of QoS flows allowed within one MBS session. Value is 64.

	maxnoofAssociatedMBSSessions
	Maximum no. of MBS Sessions allowed within one PDU session. Value is 32.


 


	

 
>>> Next CHANGE <<<
9.3.5	Information Element definitions
MBS-MappingandDataForwardingRequestInfofromSourceNGRANNode ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MBS-MappingandDataForwardingRequestInfofromSourceNGRANNode-Item
 
MBS-MappingandDataForwardingRequestInfofromSourceNGRANNode-Item ::= SEQUENCE {
	mRB-ID					MRB-ID,
	mBS-QoSFlow-List			MBS-QoSFlow-List,
	mRB-ProgressInformation	MRB-ProgressInformation,
	iE-Extensions			ProtocolExtensionContainer { { MBS-MappingandDataForwardingRequestInfofromSourceNGRANNode-Item-ExtIEs} } OPTIONAL,
	...
}
 
MBS-MappingandDataForwardingRequestInfofromSourceNGRANNode-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
MBS-DataForwardingResponseInfofromTargetNGRANNode ::= SEQUENCE (SIZE(1..maxnoofMRBs)) OF MBS-DataForwardingResponseInfofromTargetNGRANNode-Item
 
MBS-DataForwardingResponseInfofromTargetNGRANNode-Item ::= SEQUENCE {
	mRB-ID					MRB-ID,
	dlForwardingUPTNL		UPTransportLayerInformation,
	mRB-ProgressInformation	MRB-ProgressInformation					OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { MBS-DataForwardingResponseInfofromTargetNGRANNode-Item-ExtIEs} } OPTIONAL,
	...
}
 
MBS-DataForwardingResponseInfofromTargetNGRANNode-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
>>> Next CHANGE <<<
MBS-ServiceAreaInformationList ServiceAreaInformationLocationDependentList ::= SEQUENCE (SIZE(1..maxnoofMBSServiceAreaInformation)) OF MBS-ServiceAreaInformation-Item
 
MBS-ServiceAreaInformationLocationDependentServiceAreaInformation-Item ::= SEQUENCE {	
mBS-Area-Session-ID			MBS-Area-Session-ID,
	mBS-ServiceAreaInformation	MBS-ServiceAreaInformation,
	iE-Extensions			ProtocolExtensionContainer { { MBS-ServiceAreaInformationLocationDependentServiceAreaInformation-Item-ExtIEs} } OPTIONAL,
	...
}
 
MBS-ServiceAreaInformationLocationDependentServiceAreaInformation-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
>>> Next CHANGE <<<
MRB-ID ::= INTEGER (1..32,…)
>>> END OF CHANGE <<<

