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[bookmark: _Toc99038675][bookmark: _Toc99730938]9.2.16.1	QOE INFORMATION TRANSFER 
This message is sent by a gNB-CU to a gNB-DU, to indicate information related to RAN visible QoE.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	M
	
	9.3.1.5
	
	YES
	reject

	QoE Information List
	
	
	0..1
	
	YES
	ignore

	>QoE Information Item
	
	
	1..<maxnoofQoEInformation>
	
	Each
	ignore 

	>>QoE Metrics
	O
	
	9.3.1.260
	
	-
	-



////////////////////////////////////////////////////////////////////unchanged texts omitted///////////////////////////////////////////////////////////////////
First change
	EgressNonF1terminatingTopologyIndicator, 
	IngressNonF1terminatingTopologyIndicator,
	Neighbour-Node-Cells-List,
	Neighbour-Node-Cells-List-Item,
	NA-Resource-Configuration-List,
	NA-Resource-Configuration-Item,
	Serving-Cells-List,
	Serving-Cells-List-Item,
	RBSetConfiguration,
	PDCMeasurementPeriodicity,
	PDCMeasurementQuantities,
	PDCMeasurementResult,
	PDCReportType,
	RAN-UE-PDC-MeasID,
	SCGActivationRequest,
	SCGActivationStatus,
	TRP-MeasurementUpdateList,
	PRSTRPList,
	PRSTransmissionTRPList,
	ResponseTime,	
	UETxTEGAssociation,
	TRP-PRS-Info-List,
	PRS-Measurement-Info-List,
	PRSConfigRequestType,
	UE-TEG-Info-Request,
	MeasurementCharacteristicsRequestIndicator,
	MeasurementTimeOccasion,
	UEReportingInformation,
	PosConextRevIndication,
	NRRedCapUEIndication,
	NRPagingeDRXInformation,
	NRPagingeDRXInformationforRRCINACTIVE,
	QoEInformationList,
	CG-SDTQueryIndication,
	CG-SDTKeptIndicator,
	CG-SDTSessionInfo,
	SDTInformation,
	FiveG-ProSeAuthorized,
	UuRLCChannelToBeSetupList,
	UuRLCChannelToBeModifiedList,
	UuRLCChannelToBeReleasedList,
	UuRLCChannelSetupList,
	UuRLCChannelFailedToBeSetupList,
	UuRLCChannelModifiedList,
	UuRLCChannelFailedToBeModifiedList,
	UuRLCChannelRequiredToBeModifiedList,
	UuRLCChannelRequiredToBeReleasedList,
	PC5RLCChannelToBeSetupList,
	PC5RLCChannelToBeModifiedList,
	PC5RLCChannelToBeReleasedList,
	PC5RLCChannelSetupList,
	PC5RLCChannelFailedToBeSetupList,
	PC5RLCChannelFailedToBeModifiedList,
	PC5RLCChannelRequiredToBeModifiedList,
	PC5RLCChannelRequiredToBeReleasedList,
	PC5RLCChannelModifiedList,
	RemoteUELocalID,
	PathSwitchConfiguration,
	SidelinkRelayConfiguration,
	PagingCause,
	PEIPSAssistanceInfo,
	UEPagingCapability,
	GNBDUUESliceMaximumBitRateList,
	MDTPollutedMeasurementIndicator

////////////////////////////////////////////////////////////////////unchanged texts omitted///////////////////////////////////////////////////////////////////
Next change

	id-MeasurementTimeOccasion,
	id-UEReportingInformation,
	id-PosConextRevIndication,
	id-NRRedCapUEIndication,
	id-RANUEPagingDRX,
	id-CNUEPagingDRX,
	id-NRPagingeDRXInformation,
	id-NRPagingeDRXInformationforRRCINACTIVE,
	id-QoEInformationList,
	id-CG-SDTQueryIndication,
	id-CG-SDTKeptIndicator,
	id-CG-SDTSessionInfoOld,
	id-SDTInformation,
	id-FiveG-ProSeAuthorized,
	id-FiveG-ProSePC5LinkAMBR,
	id-FiveG-ProSeUEPC5AggregateMaximumBitrate,
	id-UuRLCChannelToBeSetupList,
	id-UuRLCChannelToBeModifiedList,
	id-UuRLCChannelToBeReleasedList,
	id-UuRLCChannelSetupList,
	id-UuRLCChannelFailedToBeSetupList,
	id-UuRLCChannelModifiedList,
	id-UuRLCChannelFailedToBeModifiedList,
	id-UuRLCChannelRequiredToBeModifiedList,
	id-UuRLCChannelRequiredToBeReleasedList,
	id-PC5RLCChannelToBeSetupList,
	id-PC5RLCChannelToBeModifiedList,
	id-PC5RLCChannelToBeReleasedList,
	id-PC5RLCChannelSetupList,
	id-PC5RLCChannelFailedToBeSetupList,
	id-PC5RLCChannelModifiedList,
	id-PC5RLCChannelFailedToBeModifiedList,
	id-PC5RLCChannelRequiredToBeModifiedList,
	id-PC5RLCChannelRequiredToBeReleasedList,
	id-SidelinkRelayConfiguration,
	id-UpdatedRemoteUELocalID,
	id-PathSwitchConfiguration,
	id-PagingCause,
	id-PEIPSAssistanceInfo,
	id-UEPagingCapability,
	id-GNBDUUESliceMaximumBitRateList,
	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualF1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs,
	maxnoofBHRLCChannels,
	maxnoofRoutingEntries,
	maxnoofChildIABNodes,
	maxnoofServedCellsIAB,
	maxnoofTLAsIAB,
	maxnoofULUPTNLInformationforIAB,
	maxnoofUPTNLAddresses,
	maxnoofSLDRBs,
	maxnoofTRPInfoTypes,
	maxnoofTRPs,
	maxnoofMRBs,
	maxnoofUEIDforPaging,
	maxnoofNeighbourNodeCellsIAB



FROM F1AP-Constants;

////////////////////////////////////////////////////////////////////unchanged texts omitted///////////////////////////////////////////////////////////////////
Next change
-- **************************************************************

-- **************************************************************
--
-- QoE Information Transfer
--
-- **************************************************************


QoEInformationTransfer ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{QoEInformationTransfer-IEs}},
	...
}


QoEInformationTransfer-IEs F1AP-PROTOCOL-IES ::= {
	{ ID id-gNB-CU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-CU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-gNB-DU-UE-F1AP-ID			CRITICALITY reject	TYPE GNB-DU-UE-F1AP-ID					PRESENCE mandatory	}|
	{ ID id-QoEInformationList			CRITICALITY ignore	TYPE QoEInformationList				PRESENCE optional	},
	...
}

////////////////////////////////////////////////////////////////////unchanged texts omitted///////////////////////////////////////////////////////////////////
Next change
	id-ARP-ID,
	id-MultipleULAoA,
	id-UL-SRS-RSRPP,
	id-SRSResourcetype,
	id-ExtendedAdditionalPathList,
	id-LoS-NLoSInformation,
	id-NumberOfTRPRxTEG,
	id-NumberOfTRPRxTxTEG,
	id-TRPTxTEGAssociation,
	id-TRPTEGIDInformation,
	id-TRPRXTEGID,
	id-TRPBeamAntennaInformation,
	id-Redcap-Bcast-Information,
	id-NR-TADV,
	id-QoEInformationList,
	id-SDT-MACPHY-Config,
	id-CG-SDTindicatorSetup,
	id-CG-SDTindicatorMod,
	id-SDTRLCBearerConfiguration,
	id-SRBMappingInfo,
	id-DRBMappingInfo,
	id-LastUsedCellIndication,
	id-SIB17-message,
	id-MUSIM-GapConfig,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNR,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN,
	maxCellingNBDU,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofslots,
	maxnoofNonUPTrafficMappings,
	maxnoofServingCells,
	maxnoofServedCellsIAB,
	maxnoofChildIABNodes,
	maxnoofIABSTCInfo,
	maxnoofSymbols,
	maxnoofDUFSlots,
	maxnoofHSNASlots,
	maxnoofEgressLinks,
	maxnoofMappingEntries,
	maxnoofDSInfo,
	maxnoofQoSParaSets,
	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofPhysicalResourceBlocks-1,
	maxnoofPRACHconfigs,
	maxnoofRACHReports,
	maxnoofRLFReports,
	maxnoofAdditionalPDCPDuplicationTNL,
	maxnoofRLCDuplicationState,
	maxnoofCHOcells,
	maxnoofMDTPLMNs,
	maxnoofCAGsupported,
	maxnoofNIDsupported,
	maxnoofExtSliceItems,
	maxnoofPosMeas,
	maxnoofTRPInfoTypes,
	maxnoofSRSTriggerStates,
	maxnoofSpatialRelations,
	maxnoBcastCell,
	maxnoofTRPs,
	maxnoofAngleInfo,
	maxnooflcs-gcs-translation,
	maxnoofPath,
	maxnoofMeasE-CID,
	maxnoofSSBs,
	maxnoSRS-ResourceSets,
	maxnoSRS-ResourcePerSet,
	maxnoSRS-Carriers,
	maxnoSCSs,
	maxnoSRS-Resources,
	maxnoSRS-PosResources,
	maxnoSRS-PosResourceSets,
	maxnoSRS-PosResourcePerSet,
	maxnoofPRS-ResourceSets,
	maxnoofPRS-ResourcesPerSet,
	maxNoOfMeasTRPs,
	maxnoofPRSresourceSets,
	maxnoofPRSresources,
	maxnoofSuccessfulHOReports,
	maxnoofNR-UChannelIDs,
	maxServedCellforSON,
	maxNeighbourCellforSON,
	maxAffectedCells,
	maxnoofMBSQoSFlows,
	maxnoofMBSFSAs,
	maxnoofMBSAreaSessionIDs,
	maxnoofMBSServiceAreaInformation,
	maxnoofTAIforMBS,
	maxnoofCellsforMBS,
	maxnoofIABCongInd,
	maxnoofBHRLCChannels,
	maxnoofTLAsIAB,
	maxnoofRBsetsPerCell,
	maxnoofRBsetsPerCell-1,
	maxnoofNeighbourNodeCellsIAB,
	maxnoofMeasPDC,
	maxnoARPs,
	maxnoofULAoAs,
	maxNoPathExtended,
	maxnoUETEGs,
	maxnoTRPTEGs,
	maxFreqLayers,
	maxNumResourcesPerAngle,
	maxnoAzimuthAngles,
	maxnoElevationAngles,
	maxnoofPRSTRPs,
	maxnoofQoEInformation,
	maxnoofUuRLCChannels,
	maxnoofPC5RLCChannels,
	maxnoofSMBRValues



FROM F1AP-Constants

////////////////////////////////////////////////////////////////////unchanged texts omitted///////////////////////////////////////////////////////////////////

Next change


-- Q

QCI ::= INTEGER (0..255)

QoEInformation ::= SEQUENCE {
	qoEInformationList		QoEInformationList,
	iE-Extensions			ProtocolExtensionContainer { { QoEInformation-ExtIEs} } OPTIONAL
}

QoEInformation-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEInformationList ::= SEQUENCE (SIZE(1.. maxnoofQoEInformation)) OF QoEInformationList-Item

QoEInformationList-Item ::= SEQUENCE {
	qoEMetrics			QoEMetrics  	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { QoEInformationList-Item-ExtIEs} } 	OPTIONAL
}

QoEInformationList-Item-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

QoEMetrics ::= SEQUENCE {
	bufferlevel				Bufferlevel  OPTIONAL,
	playoutdelay			Playoutdelay OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { QoEMetrics-ExtIEs} } OPTIONAL,
	...
}

QoEMetrics-ExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}
////////////////////////////////////////////////////////////////////unchanged texts omitted///////////////////////////////////////////////////////////////////
Next change


id-NR-TADV											ProtocolIE-ID ::= 584
id-QoEInformationList								ProtocolIE-ID ::= 585
id-CG-SDTQueryIndication							ProtocolIE-ID ::= 586
id-SDT-MACPHY-Config								ProtocolIE-ID ::= 587
id-CG-SDTKeptIndicator								ProtocolIE-ID ::= 588
id-CG-SDTindicatorSetup								ProtocolIE-ID ::= 589
id-CG-SDTindicatorMod								ProtocolIE-ID ::= 590
id-CG-SDTSessionInfoOld								ProtocolIE-ID ::= 591
id-SDTInformation									ProtocolIE-ID ::= 592
id-SDTRLCBearerConfiguration						ProtocolIE-ID ::= 593
id-FiveG-ProSeAuthorized							ProtocolIE-ID ::= 594
id-FiveG-ProSeUEPC5AggregateMaximumBitrate			ProtocolIE-ID ::= 595
id-FiveG-ProSePC5LinkAMBR	 						ProtocolIE-ID ::= 596
id-SRBMappingInfo									ProtocolIE-ID ::= 597
id-DRBMappingInfo									ProtocolIE-ID ::= 598
id-UuRLCChannelToBeSetupList						ProtocolIE-ID ::= 599
id-UuRLCChannelToBeModifiedList						ProtocolIE-ID ::= 600
id-UuRLCChannelToBeReleasedList						ProtocolIE-ID ::= 601
id-UuRLCChannelSetupList							ProtocolIE-ID ::= 602
id-UuRLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 603
id-UuRLCChannelModifiedList							ProtocolIE-ID ::= 604
id-UuRLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 605
id-UuRLCChannelRequiredToBeModifiedList				ProtocolIE-ID ::= 606
id-UuRLCChannelRequiredToBeReleasedList				ProtocolIE-ID ::= 607
id-PC5RLCChannelToBeSetupList						ProtocolIE-ID ::= 608
id-PC5RLCChannelToBeModifiedList					ProtocolIE-ID ::= 609
id-PC5RLCChannelToBeReleasedList					ProtocolIE-ID ::= 610
id-PC5RLCChannelSetupList							ProtocolIE-ID ::= 611
id-PC5RLCChannelFailedToBeSetupList					ProtocolIE-ID ::= 612
id-PC5RLCChannelFailedToBeModifiedList				ProtocolIE-ID ::= 613
id-PC5RLCChannelRequiredToBeModifiedList			ProtocolIE-ID ::= 614
id-PC5RLCChannelRequiredToBeReleasedList			ProtocolIE-ID ::= 615
id-PC5RLCChannelModifiedList						ProtocolIE-ID ::= 616
id-SidelinkRelayConfiguration						ProtocolIE-ID ::= 617
id-UpdatedRemoteUELocalID							ProtocolIE-ID ::= 618
id-PathSwitchConfiguration							ProtocolIE-ID ::= 619
id-PagingCause										ProtocolIE-ID ::= 620
id-MUSIM-GapConfig									ProtocolIE-ID ::= 621
id-PEIPSAssistanceInfo								ProtocolIE-ID ::= 622
id-UEPagingCapability								ProtocolIE-ID ::= 623
id-LastUsedCellIndication							ProtocolIE-ID ::= 624
id-SIB17-message										ProtocolIE-ID ::= 625
id-GNBDUUESliceMaximumBitRateList					ProtocolIE-ID ::= 626

End change


