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[bookmark: _Hlk72145532][bookmark: _Hlk72145577]The deadline for providing replies to Phase 1 is Wednesday, May 11th at 11.59 UTC.
Relevant papers:
[bookmark: _Hlk102908978][Eri3115] R3-223115 (CR TS 38.300): IAB Rel-17 Corrections (Ericsson)
[Eri3117] R3-223117 (CR TS 38.420): IAB Rel-17 Corrections (Ericsson)
[Eri3118] R3-223118 (CR TS 38.470): IAB Rel-17 Corrections (Ericsson)
[ZTE3297] R3-223297 Correction on BAP mapping configuration function in TS 38.470 (ZTE)
[bookmark: _Hlk87391000]For the Chairman notes
Agree the following:
· CR for TS 38.300 in R3-223806
· CR for TS 38.420 in R3-223807
· CR for TS 38.470 in R3-223731
Discussion
The CR for TS 38.300
Q1: Do you agree with the draft of the draftCR for TS 38.300 in [Eri3115]?
Please leave comments, if any, in the draft of the draftCR directly.
	Company
	Agree/disagree

	Ericsson
	Agree

	QCOM
	Agree

	ZTE
	Agree 

	Lenovo
	Agree

	Huawei
	Agree, the CR should use the latest CR template, version 12.2

	Nokia
	Agree

	Samsung 
	Agree

	
	



Summary: agreeable. Updated the cover page template and revised in 3806.
The CR for TS 38.420
Q2: Do you agree with the CR for TS 38.420 in [Eri3117]?
Please leave comments, if any, in the draft of the CR directly.
	Company
	Agree/disagree

	Ericsson
	Agree

	QCOM
	Agree

	ZTE
	Agree 

	Lenovo
	Agree

	Huawei
	The change seems unnecessary, there is no problem for the current version even without the change, we know that the resource multiplexing is between the IAB-MT and the collocated IAB-DU. 
And it is incorrect to use “IAB-MT(s)”, it reads like one IAB-node may have multiple IAB-MTs

	Nokia
	Not an essential correction, since the detail is already captured in Stage-3.

	Samsung 
	Agree 

	
	

	
	



Summary: agreeable. Updated the cover page template, removed the “(s)” in “IAB-MT(s)” and revised in 3807.
The CRs for TS 38.470
The draft of the CR for TS 38.470 in R3-223731 is a merge of [Eri3118] and [ZTE3297].
Q3: Do you agree with the draft of the CR for TS 38.470 in R3-223731?
Please leave comments, if any, in the draft of the CR directly.
	Company
	Agree/disagree

	Ericsson
	Agree

	QCOM
	Agree

	ZTE
	Agree 

	Lenovo
	Agree

	Huawei
	Ok but please find some comments to the CR in the folder. And also need use the updated CR template.

	Nokia
	Agree, but prefer to keep it future-proof in case a new configuration item is added in the BAP Mapping configuration message later, e.g. 
This function also enables the IAB-donor-CU to provide the BAP header rewriting configuration, and other BAP related configurations  to the IAB-DU or IAB-donor-DU.	Comment by Huawei: The change is incorrect,the BAP header rewriting configuration, and the re-routing disable indicator will not be configured to the IAB-donor-DU

	Samsung 
	Agree 

	
	

	
	



Summary: agreeable.
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