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	Reason for change:
	In §9.2.3.109, the size of the PC5 QoS Flow List IE is defined to be 2048 (maxnoofPC5QoSFlows). However, ASN.1 defines maxnoofPC5QoSFlows  to be 2064. This discrepancy needs to be resolved.

	
	

	Summary of change:
	A NOTE is added to both, the tabular and the ASN.1 definition of the PC5 QoS Flow List IE to say that the size of the List shall never exceed 2048 items.
Impact Analysis:
Impact assessment towards the previous version of the specification (same release): 
This CR has isolated impact with the previous version of the specification (same release) because it introduces a limit to the size of the PC5 QoS Flow List IE only.
The impact can be considered isolated because the change affects only the it size of the PC5 QoS Flow List IE.

The CR is does not effect ASN.1.
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc44497767][bookmark: _Toc45108154][bookmark: _Toc45901774][bookmark: _Toc51850855][bookmark: _Toc56693859][bookmark: _Toc64447403][bookmark: _Toc66286897][bookmark: _Toc74151592][bookmark: _Toc88654065][bookmark: _Toc97904421]9.2.3.109	PC5 QoS Parameters
This IE provides information on the PC5 QoS parameters of the UE’s sidelink communication for NR PC5.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PC5 QoS Flow List
	
	1
	
	

	>PC5 QoS Flow Item
	
	1..<maxnoofPC5QoSFlows>
	
	

	>>PQI 
	M
	
	INTEGER (0..255, …)
	PQI is a special 5QI as specified in TS 23.501 [9].

	>>PC5 Flow Bit Rates
	O
	
	
	Only applies for GBR QoS Flows.

	>>>Guaranteed Flow Bit Rate
	M
	
	Bit Rate
9.2.3.4
	Guaranteed Bit Rate for the PC5 QoS flow. Details in TS 23.501 [9].

	>>>Maximum Flow Bit Rate
	M
	
	Bit Rate
9.2.3.4
	Maximum Bit Rate for the PC5 QoS flow. Details in TS 23.501 [9].

	>>Range
	O
	
	ENUMERATED (m50, m80, m180, m200, m350, m400, m500, m700, m1000, …)
	Only applies for groupcast.

	[bookmark: OLE_LINK16][bookmark: OLE_LINK17]PC5 Link Aggregate Bit Rates
	O
	
	Bit Rate
9.2.3.4
	Only applies for non-GBR QoS Flows.



	Range bound
	Explanation

	maxnoofPC5QoSFlows
	Maximum no. of PC5 QoS flows allowed towards one UE. Value is 2048. 
NOTE: ASN.1 value definition of the maxnoofPC5QoSFlows is 2064. The size of the PC5 QoS Flow List shall not exceed 2048 items.



[bookmark: _Hlk101828963][bookmark: _Toc20955408][bookmark: _Toc29991616][bookmark: _Toc36556019][bookmark: _Toc44497804][bookmark: _Toc45108191][bookmark: _Toc45901811][bookmark: _Toc51850892][bookmark: _Toc56693896][bookmark: _Toc64447440][bookmark: _Toc66286934][bookmark: _Toc74151632][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc407158117]<<<<<<<<<<<<<<<<<<<< Last Change >>>>>>>>>>>>>>>>>>>>
9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN
[bookmark: _Hlk101828990]<<<<<<<<<<<<<<<<<<<< Unmodified Text Omitted >>>>>>>>>>>>>>>>>>>>
PC5QoSFlowList ::= SEQUENCE (SIZE(1..maxnoofPC5QoSFlows)) OF PC5QoSFlowItem
-- The size of the PC5 QoS Flow List shall not exceed 2048 items.

PC5QoSFlowItem::= SEQUENCE {
	pQI							FiveQI,
	pc5FlowBitRates				PC5FlowBitRates				OPTIONAL,
	range						Range						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { PC5QoSFlowItem-ExtIEs} }	OPTIONAL,
	...
}

PC5QoSFlowItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>

