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	Reason for change:
	Descriptions for SIB exchange are incorrect as new SIBs have been introduced and not yet accounted for in some F1AP descriptions. Further, values required for Rel-16 are deprecated in the IE descriptions. 

	
	

	Summary of change:
	Update SIB semantics to account for new SIBs introduced in Rel-16.

  Impact assessment towards the previous version of the specification (same release): 
 This CR has an impact from functional point. 
The impact can be considered isolated because the change is limited to Rel-16 SIB operation.
This CR is ASN.1 backwards compatible.
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	SIBs introduced in Rel-16 remain wrongly deprecated.
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This IE contains the system information encoded by the gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	SIB type to Be Updated List
	
	1
	
	
	
	

	>SIB type to Be Updated Item IEs
	
	1... <maxnoofSIBTypes>
	
	
	
	

	>>SIB type
	M
	
	INTEGER (2..32, ...)
	Indicates a certain SIB block, e.g. 2 means sibType2, 3 for sibType3, etc. Values for SIBs generated by the gNB-DU as defined subclause 5.2.2 in TS 38.470 [2], vValues 6, 7, 8 and values 150 and higher are not applicable in this version of the specifications.
	
	

	>>SIB message
	M
	
	OCTET STRING
	SIB as defined in subclause 6.3.1 in TS 38.331 [8].
	
	

	>>Value Tag
	M
	
	INTEGER (0..31, ...)
	
	
	

	>>areaScope
	O
	
	ENUMERATED (true, …)
	Indicates that a SIB is area specific. If the field is not present, the SIB is cell specific.
	YES 
	ignore

	SystemInformationAreaID
	O
	
	BIT STRING (SIZE (24))
	Indicates the system information area that the cell belongs to, if any.
	YES
	ignore



	Range bound
	Explanation

	maxnoofSIBTypes
	Maximum no. of SIB types, the maximum value is 32.
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